DIVISION 01000 — GENERAL REQUIREMENTS

PART 1 GENERAL NOTES

1. THE CONTRACTOR SHALL GIVE ALL NOTICES AND
COMPLY WITH ALL LAWS, ORDINANCES, RULES,
REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC
AUTHORITY, MUNICIPAL AND UTILITY COMPANY
SPECIFICATIONS, AND LOCAL AND STATE
JURISDICTIONAL CODES BEARING ON THE
PERFORMANCE OF THE WORK. THE WORK PERFORMED
ON THE PROJECT AND THE MATERIALS INSTALLED
SHALL BE IN STRICT ACCORDANCE WITH ALL
APPLICABLE CODES, REGULATIONS, AND ORDINANCES.

2. THE ARCHITECT/ENGINEER HAVE MADE EVERY
EFFORT TO SET FORTH IN THE CONSTRUCTION AND
CONTRACT DOCUMENTS THE COMPLETE SCOPE OF
WORK. THE CONTRACTOR BIDDING THE JOB IS
NEVERTHELESS CAUTIONED THAT MINOR OMISSIONS
OR ERRORS IN THE DRAWINGS AND OR
SPECIFICATIONS SHALL NOT EXCUSE SAID
CONTRACTOR FROM COMPLETING THE PROJECT AND
IMPROVEMENTS IN ACCORDANCE WITH THE INTENT OF
THESE DOCUMENTS.

3. THE CONTRACTOR OR BIDDER SHALL BEAR THE
RESPONSIBILITY OF NOTIFYING (IN WRITING) MFC’S
REPRESENTATIVE OF ANY CONFLICTS, ERRORS OR
OMISSIONS PRIOR TO THE SUBMISSION OF
CONTRACTOR’S PROPOSAL OR PERFORMANCE OF
WORK.

4. THE SCOPE OF WORK SHALL INCLUDE
FURNISHING ALL MATERIALS, EQUIPMENT, LABOR AND
ALL OTHER RESOURCES DEEMED NECESSARY TO
COMPLETE THE WORK/PROJECT AS DESCRIBED
HEREIN.

5. THE CONTRACTOR SHALL VISIT THE JOB SITE
PRIOR TO THE SUBMISSION OF BIDS OR PERFORMING
WORK TO FAMILIARIZE HIMSELF WITH THE FIELD
CONDITIONS AND TO VERIFY THAT THE PROJECT CAN
BE CONSTRUCTED IN ACCORDANCE WITH THE
CONSTRUCTION DRAWINGS.

6. THE CONTRACTOR SHALL OBTAIN AUTHORIZATION
TO PROCEED WITH CONSTRUCTION PRIOR TO
STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED
BY THE CONSTRUCTION DRAWINGS / CONTRACT
DOCUMENTS.

7. THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT
AND MATERIALS ACCORDING TO THE
MANUFACTURER'S /VENDOR’S SPECIFICATIONS UNLESS
NOTED OTHERWISE OR WHERE LOCAL CODES OR
ORDINANCES TAKE PRECEDENCE.

8. THE CONTRACTOR SHALL MAINTAIN A FULL SET
OF AS BUILT CONSTRUCTION DOCUMENTS AT THE
SITE UPDATED WITH THE LATEST REVISIONS AND
ADDENDUM’S OR CLARIFICATIONS AVAILABLE FOR THE
USE OF ALL PERSONNEL INVOLVED WITH THE
PROJECT.

9. THE CONTRACTOR SHALL SUPERVISE AND DIRECT
THE PROJECT DESCRIBED HEREIN. THE CONTRACTOR
SHALL BE SOLELY RESPONSIBLE FOR ALL
CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES AND PROCEDURES AND FOR
COORDINATING ALL PORTIONS OF THE WORK UNDER
THE CONTRACT.

10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING ALL PERMITS AND INSPECTIONS WHICH
MAY BE REQUIRED FOR THE WORK BY THE
ARCHITECT/ENGINEER, THE STATE, COUNTY OR LOCAL
GOVERNMENT AUTHORITY.

11. THE CONTRACTOR SHALL MAKE NECESSARY
PROVISIONS TO PROTECT EXISTING SITE CONDITIONS
DURING CONSTRUCTION. UPON COMPLETION OF WORK,
THE CONTRACTOR SHALL REPAIR ANY DAMAGE THAT
MAY HAVE OCCURRED DUE TO CONSTRUCTION ON OR
ABOUT THE PROPERTY.

12. THE CONTRACTOR SHALL KEEP THE GENERAL
WORK AREA CLEAN AND HAZARD FREE DURING
CONSTRUCTION AND DISPOSE OF ALL DIRT, DEBRIS,
RUBBISH AND REMOVE ALL UNNECESSARY MATERIAL.

13. THE CONTRACTOR SHALL COMPLY WITH ALL
PERTINENT SECTIONS OF THE STATE BASIC BUILDING
CODE, LATEST EDITION, AND ALL OSHA REQUIREMENTS
AS THEY APPLY TO THIS PROJECT. ALL EXISTING
ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER
UTILITIES WHERE ENCOUNTERED IN THE WORK, SHALL
BE PROTECTED AT ALL TIMES, AND WHERE REQUIRED
FOR THE PROPER EXECUTION OF THE WORK,
SHALL BE RELOCATED AS DIRECTED BY THE
ARCHITECT/ENGINEER.

14. THE CONTRACTOR SHALL NOTIFY MFC'S
REPRESENTATIVE WHERE A CONFLICT OCCURS ON
ANY OF THE CONTRACT DOCUMENTS. THE
CONTRACTOR IS NOT TO ORDER MATERIAL OR
CONSTRUCT ANY PORTION OF THE WORK THAT IS IN
CONFLICT UNTIL THE CONFLICT IS RESOLVED BY
MFC'S REPRESENTATIVE.

15. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS,
ELEVATIONS, PROPERTY LINES, ETC. ON THE JOB.

16. THE CONTRACTOR SHALL NOTIFY THE RF
ENGINEER FOR ANTENNA AZIMUTH VERIFICATION
(DURING ANTENNA INSTALLATION) PRIOR TO
CONDUCTING SITE SWEEPING.

17. THE GENERAL CONTRACTOR SHALL IN ALL
INSTANCES CONFORM TO THE SPECIFICATIONS ISSUED
BY MFC.

18. PROVIDE CORE DRILLING AS NECESSARY FOR
PENETRATIONS OR RISERS THROUGH THE BUILDING.
DO NOT PENETRATE STRUCTURAL MEMBERS WITHOUT
STRUCTURAL ENGINEER’S APPROVAL. SLEEVES
AND/OR PENETRATIONS IN FIRE RATED CONSTRUCTION
SHALL BE PACKED WITH FIRE RATED MATERIAL WHICH
SHALL MAINTAIN THE FIRE RATING OF THE
STRUCTURE. FILL FOR FLOOR PENETRATIONS SHALL
PREVENT PASSAGE OF WATER, SMOKE FIRE AND
FUMES. ALL MATERIAL SHALL BE UL APPROVED FOR
THIS PURPOSE.
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1. ALL MATERIALS INCLUDING PLYWOOD SHALL BE
AS SPECIFIED ON THESE PLANS.

SPECIAL _CONSTRUCTION ANTENNA INSTALLATION
PART 1 — GENERAL
1.01 WORK' INCLUDED

A.  ANTENNAS AND FIBER CABLES SHALL BE AS
SPECIFIED ON THESE DRAWINGS. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR THE PROTECTION OF
PERSONNEL AND PROPERTY. STRICT ADHERENCE TO
OSHA STANDARDS IS MANDATED.

B. INSTALL ANTENNAS AS INDICATED ON DRAWINGS
AND MFC SPECIFICATIONS.

C. INSTALL GALVANIZED STEEL ANTENNA MOUNTS
AS INDICATED ON DRAWINGS.

D. INSTALL FIBER CABLES AND TERMINATION'S
BETWEEN ANTENNAS AND EQUIPMENT PER
MANUFACTURER’S RECOMMENDATIONS.

METALS

PART 1 — GENERAL
1.01 WORK' INCLUDED

A.  THE WORK CONSISTS OF THE FABRICATION AND
INSTALLATION OF ALL MATERIALS TO BE FURNISHED, AND
WITHOUT LIMITING THE GENERALITY THEREOF, INCLUDES
ALL EQUIPMENT, LABOR AND SERVICES REQUIRED FOR
ALL STRUCTURAL STEEL WORK, INCLUDING ALL ITEMS
INCIDENTAL THERETO AS SPECIFIED HEREIN AND AS
SHOWN ON THE DRAWINGS. INCLUDING:

1. STEEL FRAMING INCLUDING BEAMS, ANGLES,
CHANNELS AND PLATES.

2. WELDING AND BOLTING OF ATTACHMENTS.
1.02  REFERENCE STANDARDS

A.  THE WORK SHALL CONFORM TO THE CODES AND
STANDARDS OF THE FOLLOWING AGENCIES AS FURTHER
CITED HEREIN:

1. ASTM: AMERICAN SOCIETY FOR TESTING AND
MATERIALS, AS PUBLISHED IN “COMPILATION OF ASTM
STANDARDS IN BUILDING CODES”

2. AWS: AMERICAN WELDING SOCIETY INC., AS
PUBLISHED IN "STANDARD D1.1-2006, STRUCTURAL
WELDING CODE".

3. AISC: AMERICAN INSTITUTE FOR STEEL
CONSTRUCTION, AS PUBLISHED IN "CODE FOR STANDARD
PRACTICE FOR STEEL BUILDINGS AND BRIDGES”;
"SPECIFICATIONS FOR THE DESIGN, FABRICATION AND
ERECTION OF STRUCTURAL STEEL FOR BUILDINGS”.

PART 2 — PRODUCTS
2.01 MATERIALS

A STRUCTURAL STEEL SHALL COMPLY WITH THE
REQUIREMENTS OF ASTM A36 AND A50 FOR STRUCTURAL
STEEL.

2.02  WELDING

A.  ALL WELDING SHALL BE DONE BY CERTIFIED
WELDERS. CERTIFICATION DOCUMENTS SHALL BE MADE
AVAILABLE FOR ENGINEER'S AND/OR OWNER’S REVIEW IF
REQUESTED.

B.  WELDING ELECTRODES FOR MANUAL SHIELDED METAL
ARC WELDING SHALL CONFORM TO ASTM A-233, E70
SERIES. BARE ELECTRODES AND GRANULAR FLUX USED IN
THE SUBMERGED ARC PROCESS SHALL CONFORM TO AISC
SPECIFICATIONS.

C. FIELD WELDING SHALL BE DONE AS PER AWSD1.1
REQUIREMENTS VISUAL INSPECTION IS ACCEPTABLE WHEN
FILLET SIZES ARE NOT SHOWN.

D.  STUD WELDING SHALL BE ACCOMPLISHED BY
CAPACITOR DISCHARGE (CD) WELDING TECHNIQUE USING
MIDWEST FASTENERS, INC. CD100 CAPACITOR DISCHARGE
STUD WELDER, NELSON STUD WELDER OR EQUAL.

2.2 PROVIDE STUD FASTENERS OF MATERIALS AND
SIZES SHOWN ON DRAWINGS OR AS RECOMMENDED BY
THE MANUFACTURER FOR STRUCTURAL LOADINGS
REQUIRED.

2.3 FOLLOW MANUFACTURES SPECIFICATIONS AND
INSTRUCTIONS TO PROPERLY SELECT AND INSTALL STUD
WELDS.

2.03 BOLTING

A BOLTS SHALL BE 3/4" ¢ (MINIMUM) CONFORMING
TO ASTM A325, HOT DIP GALVANIZED OR ASTM A153.

NUTS SHALL BE HEAVY HEX TYPE.

B.  ALL BOLTS SHALL BE INSTALLED IN SLIP CRITICAL
CONNECTIONS CONFORMING TO AISC, USING THE 1/4”

TURN METHOD.

2.04  FABRICATION

A FABRICATION OF STEEL SHALL CONFORM TO THE
AISC AND AWS STANDARDS AND CODES.

2.05  FINISH

A.  ALL STRUCTURAL STEEL SHALL BE HOT-DIP GALVANIZED
AFTER FABRICATION IN ACCORDANCE WITH ASTM A123.

B. FOR ELECTRICAL HARDWARE REF. TO DWG E-1 & E-2.
2.06 PROTECTION

A UPON COMPLETION OF ERECTION INSPECT ALL
GALVANIZED STEEL AND PAINT ANY FIELD CUTS, WELDS, OR
GALVANIZED BREAKS WITH ZINC BASED PAINT. COLOR TO
MATCH THE GALVANIZING PROCESS.

PART 3 — EXECUTION
3.01 ERECTION OF STEEL

A. PROVIDE ALL ERECTION EQUIPMENT, BRACING, PLANKING,
FIELD BOLTS, NUTS, WASHERS, DRIFT PINS, AND SIMILAR
MATERIALS WHICH DO NOT FORM A PART OF THE COMPETED
CONSTRUCTION BUT ARE NECESSARY FOR ITS PROPER
ERECTION.

B. ERECT AND ANCHOR ALL STRUCTURAL STEEL IN
ACCORDANCE WITH AISC REFERENCE STANDARDS. ALL WORK
SHALL BE ACCURATELY SET TO ESTABLISHED LINES AND
ELEVATIONS AND RIGIDLY FASTENED IN PLACE WITH SUITABLE
ATTACHMENTS TO THE CONSTRUCTION OF THE BUILDING.

C.  TEMPORARY BRACING, GUYING AND SUPPORT SHALL BE
PROVIDED TO KEEP THE STRUCTURE SAFE AND ALIGNED AT
ALL TIMES DURING CONSTRUCTION, AND TEMPORARY LOADS
AND STAY WITHIN SAFE CAPACITY OF ALL BUILDING
COMPONENTS.
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