3 THICK (3/4”) OPEN GRADED CRUSHED STONE CONSTRUCTION SPECIFICATIONS — SILT FENCE MAINTENANCE — SILT FENCE EROSION CONTROL MEASURES:
s 1) THE GEOTEXTILE FABRIC SHALL MEET THE DESIGN CRITERIA FOR SILT 1) SILT FENCES SHALL BE INSPECTED IMMEDIATELY AFTER EACH RAINFALL N ?ﬂgﬁgﬁgﬁg%gﬁgﬂDT%TS%%I;‘T";[')M%';N’:‘R;E& N,,i%‘f'_srﬁg*
| FENCES. AND AT LEAST DALY DURING PROLONGED RAINFALL. ANY REPAIRS THAT -
Reviewed for Code Compliance
ARE REQUIRED SHALL BE MADE IMMEDIATELY. 2) HAY BALE BARRIERS AND SEDIMENT TRAPS SHALL BE IspctonsDidon
-T— 2) THE FABRIC SHALL BE EMBEDDED A MINIMUM OF 8 INCHES INTO THE INSTALLED AS REQUIRED. BARRIERS AND TRAPS ARE Appvevedwit Condons
GROUND AND THE SOIL COMPACTED OVER THE EMBEDDED FABRIC. 2) IF THE FABRIC ON A SILT FENCE SHOULD DECOMPOSE OR BECOME T0 BE MANTANED AND CLEANED UNTIL ALL SLOPES 482 CONGRESS STREE ~04/28/16
INEFFECTIVE DURING THE EXPECTED LIFE OF THE FENCE, THE FABRIC HAVE A HEALTHY STAND OF GRASS. PORTLAND, ME Date:__ ~ == =
3) WOVEN WIRE FENCE SHALL BE FASTENED SECURELY TO THE FENCE POSTS SHALL BE REPLACED PROMPTLY. |
WITH WIRE TIES OR STAPLES. 3) BALED HAY AND MULCH SHALL BE MOWINGS OF ACCEPTABLE
3) SEDIMENT DEPOSITS SHOULD BE INSPECTED AFTER EVERY STORM EVENT. HERBACEOUS GROWTH, FREE FROM NOXIOUS WEEDS OR WOODY
4) FILTER CLOTH SHALL BE FASTENED SECURELY TO THE WOVEN WIRE THE DEPOSITS SHOULD BE REMOVED WHEN THEY REACHED APPROXIMATELY STEMS, AND SHALL BE DRY. NO SALT HAY SHALL BE USED.
200 R P TROVED oND SCARIY & CoMRACT FENCE WITH TIES SPACED EVERY 24 INCHES AT THE TOP, MID—SECTION ONE—HALF THE HEIGHT OF THE BARRIER.
FENCE AREA. JOINTS IN FABRIC SUBGRADE AND BOTTOM. 4) FILL MATERIAL SHALL BE FREE FROM STUMPS, WOOD, HUdson
SHALL HAVE A MINIMUM 6 4) SEDIMENT DEPOSITS THAT ARE REMOVED OR LEFT IN PLACE AFTER THE ROOTS, ETC. Design Groupuc
QUERLAREND BE SECURED TO 5) WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER, THEY FABRIC HAS BEEN REMOVED SHALL BE GRADED TO CONFORM WITH THE
SHALL BE OVERLAPPED BY 6 INCHES, FOLDED, AND STAPLED. EXISTING TOPOGRAPHY AND VEGETATED. 5) STOCKPILED MATERIALS SHALL BE PLACED ONLY IN AREAS
SHOWN ON THE PLANS. STOCKPILES SHALL BE PROTECTED BY
6) FENCE POSTS SHALL BE A MINIMUM OF 36 INCHES LONG AND DRVEN A 5) REMOVE ALL SEDIMENTATION CONTROLS AFTER SOIL IS STABILIZED. SILTATION FENCE AND SEEDED TO PREVENT EROSION. THESE 1800 0S e R TEL: (978)-557-5553
GRAVEL COMPOUN D DETAIL m MINIMUM OF 16 INCHES INTO THE GROUND. WOOD POSTS SHALL BE OF MEASURES SHALL REMAIN UNTIL ALL MATERIAL HAS BEEN N. ANDOVER, MA 01845  FAX: ((973 —336-5586
SOAE NS o SOUND QUALITY HARDWOOD AND SHALL HAVE A MINIMUM CROSS SECTIONAL PLACED OR DISPOSED OFF SITE.
\/ 6) ALL DISTURBED AREAS SHALL BE LOAMED AND SEEDED. A
MINIMUM OF 4 INCHES OF LOAM SHALL BE INSTALLED WITH NOT
LESS THAN ONE POUND OF SEED PER 50 SQUARE YARDS OF
HEAVY PRESSED VARIES , GATE_OPENING _12'-0" | ARE
STEEL BARBED (10'—0" NAX) (VERIFY WITH SITE PLAN)
WIRE_OUT | 2 STRANDS OF 4—POINT 7) APPLICATION OF GRASS SEED, FERTILIZERS AND MULCH SHALL BE
32"x2"X4’ WOOD s RIGGER ARM BARBED WIRE ACCOMPLISHED BY BROADCAST SEEDING OR HYDROSEEDING AT
STAKE OR EQUIVALENT, 2x2"x3" WOOD STAKE, — 1 1 THE RATES OUTLINED BELOW:
1/2"x3’_REINFORCING N | ] d | =
STEEL OR EQUIVALENT B 1 : LIMESTONE:75—-100 LBS./1,000 SQUARE FEET.
D - FERTILIZERRATE RECOMMENDED BY MANUFACTURER.
SILT FENCE MIRAFI SRS R EOEQ,VJBLED“ e Z1/4" ToP e . MULCH:  HAY MULCH APPROXIMATELY 3 TONS/ACRE UNLESS 77
140N OR EQUIVALENT 9% GATE FRAME A LA 2-1/2" GATE POST <_§6§4§R POST EROSION CONTROL MATTING IS USED. ////
0 , 22" - 9 GA 5/8" DA . SEED MIX (SLOPES LESS THAN 4:1) LBS./ACRE %,
1 FENCE FABRIC —3/8" DIA. TRUSS ROD W/ 7
WORK_AREA o < LATCH RO S RNBUCKLE AT GATE ORLY CREEPING RED FESCUE 20 7
] TALL FESCUE 20 Z
© 2" INTERMEDIATE POST NO GAP_ BETWEEN 3/16" x 3/4" REDTOP 2 S 3 ", =
FINISH GRADE AND . SIRETCHER’ BAR — S S =
STAKED BALES " FENCE FABRIC 42 = 5 % =
0 1/2" CROWN FOR AT CORNER AND = 3 3 =
DRAINAGE 7 GA. TENSION WIRE, GATE POSTS SLOPE MIX (SLOPES GREATER THAN 4:1) LBS./ACRE — * B * =
FLow CONTINUOUS CREEPING RED FESCUE 20 —= : E =
- o— F T — S 00 —— = Rk TALL FESCUE 20 — z =
HAY BALE BINDING . — ¥ BIRDSFOOT TREEFOIL 8 = $ =
SET 4” INTO | 4 = e~
| GROUND GE%NE O\IfERFABRIC z BRAIDED COPPER [ V1" GAP BETWEEN ~ 48 / W/ AP $
TOP OF ~ GROUND NN, 4" EMBEDMENT & . R TR 020 FINISH GRADE AND i i1~ 8) AFTER ALL DISTURBED AREAS HAVE BEEN STABILIZED THE < ‘ NN
PROTECTED AREA N IEHILN r (MIN.) < spsf:s) i TEMPORARY EROSION CONTROL MEASURES ARE TO BE REMOVED. 7, S5, — O \\Q
Sy Ny s /A
Z — = \_ 9) ALL CATCH BASIN INLETS WILL BE PROTECTED WITH ///// ZONAL \\\\\\
S IU 3‘: — 10" DIA. CONCRETE 12" DIA. CONCRETE 6" DIA. BY 18" DEEP ALTERNATE. FOOTING IN LOW POINT SEDIMENTATION BARRIER. ////”” ““\\\\\\
. - FOOTING IN SOIL FOR FOOTING IN SOIL FOR  CONC. FOOTING WITH
- | R IATE PoSS D CORNER 121/4" PIPE SLEEVE, 10) ALL STORM DRAINAGE OUTLETS WILL BE STABILIZED AND CLEANED [ICENSED ENGINEER AT
—V POSTS et AS REQUIRED, BEFORE THE DISCHARGE POINTS
BECOME OPERATIONAL.
HAY BALES 11) ALL DEWATERING OPERATIONS MUST DISCHARGE DIRECTLY INTO A
/ SEDIMENT FILTER AREA. REVISIONS
CHAIN LINK FENCE DETAIL 12) NO DISCHARGE SHALL BE DIRECTED TOWARDS ANY PROPOSED
SILT FENCE DETAIL m 4 DITCHES, SWALES, OR PONDS UNTIL THEY HAVE BEEN PROPERLY
— STABILIZED.
SCALE: N.T.S. @ SCALE: N.T.S. EC-1
NOTES:
1. NO SOIL OR MULCH SHALL BE PLACED
AGAINST ROOT COLLAR OF PLANT.
2. PLANTING DEPTH SHALL BE THE SAME OR 1 |04/04/16] ISSUED FOR PERMITTING
HIGHER AS GROWN IN NURSERY.
GATE OPENING 10'-0" 0 [03/02/16| ISSUED FOR REVIEW
3. MINIMUM OF 1-1/2" CAUPER SIX INCHES
(VERIFY WITH SITE PLAN) ABOVE GROUND AND MINIMUM HEIGHT OF 6’ REV. #| DATE DESCRIPTION
. AT TIME OF PLANTING
3 1/2" SCH 40
GALV/ STEEL PIPE PROJECT NO. DESIGNED BY: RP | SCALE:
6X6 P.T. 3" §2 CEDAR W/ CAP (7'H) LOCKABLE LATCH DRAWN BY: VP AS SHOWN
POSTS, & SLATS CAST STEEL GALV. CHECKED BY: _DPH
0.C., MAX. HINGE ASSEMBLY, 4/ /—GATE
- PL. KEEPER o SITE_NAME:
1" GRAVEL SHOULDER (TYP:) 15+ wiDE GRAVEL ACCESS DRIVE MFC
: . h PORTLAND
HH m HU 1 ? 4" LOAM SEED I R . | 4" LOAM SEED
HH n HH H 7 __& MULCH — /47T VAT — & MULCH
DOUBLE #10 GALVANIZED WIRE = =
POLYPROPYLENE: A akm
SRS GUYS AND TURNBUCKLES f =k
) 3" SHREDDED PINE BARK MULCH .
HH HH HH H SURVEYOR'S SEE GRADING PLAN ‘\_ N SITE_ADDRESS:
RIBBON 2" x 2" x 3 HARDWOOD STAKES.  FOR DITCH LOCATIONS EXISTING GROUND
= |l e = T - e e TR © 5 orusn onve me S MESTLAND AVENUE
' L STAKE TO RECEIVE GUY. 1
e Rt EARTH SAUCER M.D.OT SPEC. 703.06 PORTLAND, ME 04101
I H 4= il FINISHED GRADE () TYPE A
HORIZONTAL CROSS |- Hl ‘cl; 6" DIAM. BY 18" “] | 5" CRUSHED GRAVEL SUBBASE ———————— SHEET TITLE:
MEMBER (INSIDE), [l 1 |] DEEP CONC. FOOTING |1 11 I} PREPARED BACKILL MIXTURE. M.D.O.T SPEC. 703.06 _—
3 PL F1 A WITH 1-1/4" PIPE || SEE SPEC. (b) TYPE D
Sty SLEEVE, 6" L ; \
SSIEN NOTES: EROSION CONTROL, FENCE
2500 PSI CONCRETE gﬁI\F? %STSEEETB'ﬁTPgllm 18", 2 PL. REMOVE ALL ROPE FROM TRUNK 1. COMPACT GRAVEL TO 95% MAXIMUM DRY DENSITY OSION CO O J C J
129, TP 5 FRAVE (INSIDE) BURLAD BACK 73 PROM ROOT 2. COMPACT ALL UNDISTURBED MATERIAL PRIOR TO & MISC. DETAILS & NOTES
COMPACTED BALL PLACEMENT OF SUBBASE COURSE FOR GRAVEL DRIVEWAY.
MOUND
STOCKADE FENCE DETAIL /5™ vaRES | | :
SOALE: 3/81—0" \Eiy 12" MIN—] 12 MIN— UNDISTURBED SUBGRADE TYPICAL DRIVEWAY SECTION m SHEET_NO
EVERGREEN PLANTING DETAIL SHE TS £t
5 -—
SCALE: NTS. \Ei_y




