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DETAIL

SCALE: 1 " = 1 '-0"
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DETAIL

SCALE: 1 " = 1 '-0"
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ELEVATION

SCALE: 1 /4" = 1 '-0" 
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ELEVATION

SCALE: 1 /4" = 1 '-0"


7


3" 6" 1 ' 2'


3" 6" 1 ' 2'


4" 

4" 

5/17/16


ISSUED FOR


CONSTRUCTION


A&M HARDWARE

18 X 24 BRACKET,

TYPICAL


A&M HARDWARE

18 X 24 BRACKET,

WHERE INDICATED


2
'-
6
" 

2
'-
6
"


1
 1

/2
"


1
 1

/2
"


2'-1 "


2'-1 "


10" 

10"


2 LAYER 3/4" PLYWOOD

PLAM SURFACE


2" GROMMET - 1  AT

EACH WORK STATION


2" GROMMET - 1  AT

EACH WORK STATION


2 LAYER 3/4" PLYWOOD

PLAM SURFACE 

2 LAYER 3/4" PLYWOOD

PLAM SURFACE


PARTITION 3 5/8" STEEL STUDS

16" O.C., 5/8" GYPSUM BOARD

EA. SIDE. BRACE TO FLOOR WITH

MIDWALL KNEE BRACE KIT 3 5/8"

OR EQUAL EVERY 4 FEET.


PARTITION 3 5/8" STEEL STUDS

16" O.C., 5/8" GYPSUM BOARD

EA. SIDE. BRACE TO FLOOR WITH

MIDWALL KNEE BRACE KIT 3 5/8"

OR EQUAL EVERY 4 FEET.


3
'-
6
" 

3
'-
0
"


GL-3 GL-3 

GL-4 GL-4 

GL-3 GL-3


GL-4 GL-4


PARTITION TYPE P3

SCALE: 3" = 1 '-0"
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1 " 2" 4" 8"


PARTITION TYPE P1

SCALE: 3" = 1 '-0"


1


1 " 2" 4" 8"


PARTITION TYPE P2

SCALE: 3" = 1 '-0"
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1 " 2" 4" 8"


PARTITION TYPE P4

SCALE: 3" = 1 '-0"
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1 " 2" 4" 8"


TYPICAL FIRE BARRIER

1 HOUR RATING


UL 419


SLIP TRACK 

6
" 
M

IN
.


SAFING INSULATION

2" THICK


FLOOR OR ROOF STRUCTURE ABOVE


ACOUSTICAL SEALANT


5/8" GWB


1 5/8" 25 GAGE STEEL STUD
FRAMING 16" O.C.


ACOUSTICAL BATT

INSULATION


BASE


VARIES


SUSP. CEILING


5/8" GWB


6
" 
 M

IN
.


BRACE TO STRUCTURE

24" O.C. TYP.


3 5/8" STEEL TRACK

BRACE SPACED 4'-0"

VERTICALLY, MAX -
AT EACH STUD


ACOUSTIC BATT

INSULATION ON

ONE SIDE


ROOF STRUCTURE ABOVE


ACOUSTICAL SEALANT 

5/8" GYPSUM BOARD


3 5/8" 25 GAGE STEEL STUD

FRAMING 16" O.C.


ACOUSTICAL BATT

INSULATION


BASE 

VARIES 

SUSP. CEILING 

5/8" GYPSUM BOARD 

6
" 

FLOOR STRUCTURE ABOVE


ACOUSTICAL SEALANT 

5/8" GYPSUM BOARD


6" 25 GAGE STEEL STUD

FRAMING 16" O.C.


ACOUSTICAL BATT

INSULATION


BASE 

VARIES 

SUSP. CEILING 

5/8" GYPSUM BOARD 

6
"


ROOF STRUCTURE ABOVE


ACOUSTICAL SEALANT 

5/8" GWB


3 5/8" 20 GAGE STEEL STUD

FRAMING 16" O.C.


ACOUSTICAL BATT

INSULATION FULL HEIGHT


BASE


SUSP. CEILING


5/8" GWB


VARIES

1
/2

"


1  1 /2" C.R. CHANNEL

THROUGH AND FASTENED

TO EACH STUD. MAX 12"

BELOW SLIP TRACK


FIRE-RATED

INTUMESCENT

SEALANT BOTH

SIDES, TYP.


PLAM PANEL

OVER PLAM

PANEL


PLAM PANEL

OVER GYPSUM

BOARD


BASE


4
" 

1
'-
9
" 
±
 

4
"


PLAM PANEL

OVER PLAM

PANEL 

PLAM PANEL

OVER GYPSUM

BOARD


BASE


4
" 

2
'-
3
" 
±
 

4
" 

BASE


BASE 

1 ' 2' 4' 8' 1 ' 2' 4' 8'
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'-
1
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1
'-
1
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2
" 

2
" 

5
'-
9
" 

5
'-
9
" 

2
" 

2
" 

9
" 

9
" 

2
"


2
"


2" 4'-7 1 /2" 2" 4'-7 1 /2" 2" 2" 3'-0" 2" 3'-0" 2"


PATCH EXISTING DOOR OPENING:

BELIEVED TO BE EIFS, SHEATHING,

STEEL STUDS, INSULATION, VAPOR

RETARDER, AND GYPSUM BOARD


PATCH EXISTING DOOR OPENING:

BELIEVED TO BE EIFS, SHEATHING,

STEEL STUDS, INSULATION, VAPOR

RETARDER, AND GYPSUM BOARD


ALUMINUM STOREFRONT

FRAMING WITH INSULATED

GLASS - MATCH EXISTING


ALUMINUM STOREFRONT

FRAMING WITH INSULATED

GLASS - MATCH EXISTING
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