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BUILDING SECTION
SCALE: 1/4" = 1'-0"
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1/4"=1'-0"

1/4" PLF

60 MIL WHITE ADHERED EPDM MEMBRANE
ROOFING SYSTEM ATOP 3" RIGID ROOF
INSULATION AT STRUCTURAL METAL DECK (GREY)

GRADE / PAVEMENT - SEE
SITE DRAWINGS

102

101

PEMB 3" (R-21 MIN)
INSULATED METAL WALL
PANELS (WHITE / WHITE)

4' CONCRETE KICKER WALL -
SEE STRUCTURAL DRAWINGS

1

TOP OF FINISHED ROOF
100.69'

F.F.E.
60.69'

WHITE METAL FASCIA / DRIP TRIM (TYP)

PEMB ROOF PURLINS / JOISTS (GREY)

PEMB STRUCTURE
(GREY)

VERTICAL FOLDING INSULATED
PANEL DOOR (WHITE)

CONCRETE SLAB w/ R-10 (2")
RIGID INSULATION AT 24" WIDE BAND
AT EXTERIOR PERIMETER. SEE
STRUCTURAL DRAWINGS

CONCRETE FROST WALL & FOOTING
w/ R-10 (2") RIGID INSULATION AT
FULL DEPTH OF FROST WALL - SEE
STRUCTURAL DRAWINGS

UNDISTURBED SUBGRADE (TYP) -
SEE SITE DRAWINGS

NOTE: INFRARED HEATING UNITS SHALL BE 30'-0" A.F.F. 
 MINIMUM. FIELD VERIFY ACTUAL HEIGHT w/ OWNER.

PEMB INSULATED WALL PANELS
BEYOND (WHITE)

FALCON 900 LX

CRUSHED STONE DRIP STRIP
THIS FACE OF BUILDING ONLY -

SEE SITE DRAWINGS

INSULATED METAL FIXED WINDOWS
& TRIM / FLASHING (WHITE)

NOTES:
1. ALL PEMB STEEL FRAMING STRUCTURE SHALL BE FINISHED GREY PRIMER.
2. ALL PEMB INSULATED METAL WALL PANELS SHALL HAVE WHITE FINISH AT BOTH FACES OF

PANELS.
3. CONCRETE FLOOR SLAB SHALL BE SEALED - SEE STRUCTURAL DRAWINGS.
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