
MULCH 3" DEEP
CONTINUOUS BED
THROUGHOUT MASSED
PLANTING ZONES

MULCH SAUCER

FINISH GRADE

CUT ALL STRINGS AND FOLD
BACK
BURLAP, 1/3 OF BALL

PLANTING SOIL MIX -
CONTINUOUS SHRUB BED

COMPACTED SUBGRADE

1. PLANT GRASS OR BAMBOO
GROUNDCOVER IN STAGGERED
ROWS

COMPACTED SUBGRADE

BACKFILL MIXTURE

ROOT BALL (POT REMOVED)

FINISH GRADE

MULCH SAUCER

3" MULCH

CONTINUOUS BED

INSTALL TREE PLUMB PRUNE TO REMOVE DAMAGED
BRANCHES FOLLOWING ISA GUIDELINES DO NOT
PRUNE LEADER ARBOR GUARD TREE GUARD OR
APPROVED EQUAL IN MOWN LAWN AREAS

1 1/2" NYLON WEBBING TIE OR APPROVED EQUAL

SPREAD 3" MULCH LAYER TO FULL EXTENT OF
CIRCULAR PIT LEAVING 3" BETWEEN MULCH AND
ROOT FLARE

2" x 3" x 10' PINE STAKES.  2 PER TREE ORIENTED IN
EAST/WEST DIRECTION. DO NOT OVERTIGHTEN.

FORM A 6" DEEP SAUCER AROUND THE
TREE FOR WATERING

PLACE MINIMUM OF 2 FERTILIZER
PACKETS NEAR BUT  NOT
TOUCHING ROOTS

PLACE ROOTBALL ON UNDISTURBED
SUBSOIL. CUT ALL STRINGS AND REMOVE
TOP 2/3 OF ROPE, BURLAP AND WIRE

UNDISTURBED SUBGRADE

NOTE: SET ROOT FLARE 2" ABOVE FINISHED GRADE

 6" TO 8" DEEP PLANTING SOIL MIX

LEGEND

DECIDUOUS TREE

DECIDUOUS SHRUBS & GRASSES

EVERGREEN SHRUBS

MEADOW MIX

BR
IC

K 
SO

U
TH

PLACE 1.5" THICK LEAF BASED
COMPOST LAYER THROUGHOUT
TREE ZONE. DO NOT STORE ANY
MACHINERY OR MATERIALS WITHIN
AREA OF THE PROTECTION FENCE.

EXISTING TREE TO REMAIN

6' SNOW FENCE AT
DRIPLINE OF TREE.

TREE PROTECTION FENCE:
6'-0" SNOW FENCE.
METAL POSTS SHALL BE 6'
O.C. MAXIMUM.

EXISTING TREE TO REMAIN

6' TALL WOOD SLAT
FENCING, SLATS TO BE
SPACED 2" O.C. MAX.

NOTE:
TREE PROTECTION FENCING TO
REMAIN  FOR DURATION OF PROJECT
UNLESS  OTHERWISE DIRECTED BY
LANDSCAPE ARCHITECT

DRIP LINE
(DETERMINED IN

FIELD BY
LANDSCAPE
ARCHITECT.)

REFER TO VRAP WORK
PLAN PREPARED BY CREDERE ASSOCIATES DATED 9/11/12

REFER TO VRAP WORK
PLAN PREPARED BY CREDERE ASSOCIATES DATED 9/11/12
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QTY. SYM. BOTANICAL NAME COMMON NAME SIZE REMARKS

PLANT SCHEDULE (TREES)

BN BETULA NIGRA 'HERIATGE' HERITAGE RIVER BIRCH 10-12' MULTI B&B/CLUMP

UA B&B2.5-3" CAL.

QB QUERCUS BICOLOR SWAMP WHITE OAK B&B

NATIVE

2.5-3" CAL. X
LS LIQUIDAMBAR STYRACIFLUA SWEETGUM B&B2.5-3" CAL.

3
2
3

9 PRINCETON AMERICAN ELMULMUS AMERICANA 'PRINCETON'

RT B&B/CLUMP5-6' MULTI18 STAGHORN SUMACRHUS TYPHINA

POPULUS  TREMULOIDES QUAKING ASPEN 2-2.25" CAL. B&B X

X

PT3

QTY. SYM. BOTANICAL NAME COMMON NAME SIZE REMARKS

PLANT SCHEDULE (SHRUBS)

RA RHUS AROMATICA 'GRO-LOW' DWARF FRAGRANT SUMAC #3

MP MYRICA PENNSYLVANICA NORTHERN BAYBERRY 30-36" CONT.

CONT.

JS JUNIPERUS HORIZONTALIS ' PLUMOSA' ANDORRA JUNIPER # 3

NATIVE

CA CLETHRA ALNIFOLIA 'HUMMINGBIRD' SUMMERSWEET #10 X

X
MG MYRICA GALE SWEETGALE # 5 CONT. X

JV JUNIPERUS VIRGINIANA 'GREY OWL'
X

GREY OWL JUNIPER

HEIGHT SPREAD SUN SHADE

3-4'3-4'

2-3' 3-4'
12-24" 6-8'
2-3' 4-5'
6-8' 6-8'

18-24" 6-8'

CONT.
# 3 CONT.

4

15
11
10
2

5

PENNISETUM ALOPECUROIDES 'PIGLET' 18"PIGLET FOUNTAIN GRASS 24"

PANICUM VIRGATUM 'SHENANDOAH' SWITCH GRASS

#2

#2 30-36" 36"PVS

PAP

X

91

20

CONT

CONT

CONT

NOTE:
ALL SUBSTITUTIONS SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO ORDERING OF PLANTS.
QUANTITIES SHALL BE  DETERMINED FOR FINAL SUBMISSION TO CITY; OWNER MAY MAKE SUBSTITUTIONS OF
SPECIES/MATERIALS DUE TO COST.

3
SCALE: N.T.S

TREE PLANTING

4
SCALE: 1"=1'-0"

LAWN OR MEADOW SEED PLANTING

2
SCALE: 1"=1'-0"

GRASS/PERRENIAL PLANTING

1
SCALE: 1"=1'-0"

SHRUB PLANTING

PLANTING NOTES

1. CONTRACTOR SHALL BEGIN MAINTENANCE IMMEDIATELY AFTER PLANTING AND

SHALL CONTINUE UNTIL FINAL ACCEPTANCE.  CONTRACTOR SHALL BE

RESPONSIBLE FOR ALL MEANS AND METHODS OF WATERING AND MAINTENANCE.

2.  CONTRACTOR SHALL SUPPLY PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE

WORK SHOWN ON THE PLAN.  ANY DISCREPANCY BETWEEN THE QUANTITIES

SHOWN IN THE PLANT SCHEDULE AND THOSE REQUIRED ON THE PLAN SHALL

NOT ENTITLE THE CONTRACTOR TO ADDITIONAL RENUMERATION. ANY

DISCREPANCIES SHALL BE CLARIFIED WITH THE LANDSCAPE ARCHITECT PRIOR

TO ORDERING PLANT MATERIAL.

3. ALL MATERIALS SHALL CONFORM TO SPECIFICATIONS OF THE AMERICAN

STANDARDS FOR NURSERY STOCK (LATEST EDITION) AS SET FORTH BY THE

AMERICAN ASSOCIATION OF NURSERYMEN.

4. ALL PLANTS SHALL BEAR THE SAME RELATIONSHIP TO FINISH GRADE AS THE

ORIGINAL GRADES BEFORE DIGGING.

5. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT MATERIALS FOR

ONE (1) FULL YEAR FROM DATE OF SUBSTANTIAL COMPLETION.

6. ALL PLANT MATERIALS ARE SUBJECT TO THE APPROVAL OF THE LANDSCAPE

ARCHITECT AT THE NURSERY AND AT THE SITE.

7. ALL PLANT BEDS SHALL MEET MINIMUM TOPSOIL REQUIREMENTS (SEE

SPECIFICATIONS).

8. NO PLANT MATERIAL SHALL BE INSTALLED UNTIL GRUBBING, BED PREPARATION,

AND FINISH GRADING HAS BEEN COMPLETED IN THE IMMEDIATE AREA.

9. ALL PLANT BEDS AND TREE WELLS SHALL BE SPADE EDGED, AND SHALL HAVE A

MINIMUM OF 3" OF UNIFORMLY DISTRIBUTED, DARK, SHREDDED BARK MULCH.

CONTRACTOR SHALL SUBMIT MULCH SAMPLE TO L.A. PRIOR TO INSTALLATION.

10. CONTRACTOR SHALL SUBMIT SOIL SAMPLE AND TEST OF TOPSOIL TO

LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  SOIL ADMIXTURE SHALL BE

ADDED TO EXISTING SOIL (BY CONTRACTOR) IF DEEMED NECESSARY BY SOIL

TEST RESULTS.

11. ROUGH GRADING, BED PREPARATION AND PLANT PLACEMENT SHALL BE

APPROVED BY LANDSCAPE ARCHITECT PRIOR TO PLANT INSTALLATION.

CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT 24 HOURS PRIOR TO

REQUIRED SITE VISIT.

12. ALL PLANTS SHALL BE BALLED AND WRAPPED OR CONTAINER GROWN AS

SPECIFIED.  ALL ROOT WRAPPING, WIRE BASKETS, AND CONTAINER MATERIAL

MADE OF SYNTHETICS OR PLASTICS SHALL BE REMOVED AT THE TIME OF

PLANTING.

13. ALL BROAD LEAF EVERGREEN PLANTS SHALL BE SPRAYED WITH AN

ANTI-DESSICANT AT THE BEGINNING OF THEIR FIRST WINTER.

14. ALL PLANTS SHALL BE INSTALLED AS PER DETAILS AND THE CONTRACT

SPECIFICATIONS. THE LANDSCAPE CONTRACTOR SHALL REFER TO THE

CONTRACT SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

15. CONTRACTOR SHALL STAKE TREES, IF DEEMED NECESSARY BY PROJECT L.A.

16. THE LANDSCAPE CONTRACTOR SHALL PROVIDE LOAM BACKFILL AS PER THE

CONTRACT SPECIFICATIONS.

17.  ALL PLANTS SHALL BE WATERED BY THE CONTRACTOR, AS NECESSARY, TO

INSURE HEALTH UNTIL FINAL ACCEPTANCE.

18. THE LANDSCAPE CONTRACTOR SHALL REFER TO THE PLANT LIST AND

PLANTING SPECIFICATIONS FOR SEASONAL REQUIREMENTS AND OTHER

RESTRICTIONS RELATED TO THE TIME AND SEASON OF PLANTING.
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PLANTING PLAN

UA

LS

PAP

PVS

MG

RTPAP

JVJS

RT

JV

PVS

MEADOW MIX, TYP

ONE (1) UA IN
6'X6' FILTERRA
PROVIDED AND INSTALLED
 BY MANUFACTURER
(SEE CIVIL PLANS)

PLANT GRASSES IN 7'X13' FILTERRA (SEE CIVIL PLANS)
PROVIDED AND INSTALLED BY MANUFACTURER

CM

CM CAREX MOROWII ICE DANCE JAPANESE SEDGE #2 CONT. 1' 1'15

PENNISETUM ALOPECUROIDES 'HAMELN' 18"-24"HAMELN FOUNTAIN GRASS 24"#2PAH15 CONT

PAH

AC AMELANCHIER CANADENSIS SHADBLOW/SERVICEBERRY 7-8' MULTI B&B/CLUMP X3 PROTECT EXISTING TREES ALONG ROADWAY, SEE DETAIL
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SCALE: NTS

TREE PROTECTION
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PHASE 1 - STREET TREES TO BE INSTALLED AS PART OF ROADWAY CONSTRUCTION

Bo
Callout
PHASE 2 - OWNER RESERVES THE RIGHT TO PLANT SHORELAND BUFFER AT A LATER TIME DURING DEVELOPMENT OF LOT 13. 
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