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VARIES SEE PLAN

VARIES SEE PLAN

6" SCH.40 STEEL PIPE FILL

WITH CONCRETE

PAVEMENT

3000 PSI CONCRETE

PAINT YELLOW 2 COATS

4" DIAGONAL WHITE

LINES @ 45° 2'-0" O.C.

4" WHITE MARKING @ 18'-0"

LONG TO DELINEATE SPACE, TYP
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SHOWN ON SITE PLAN
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4" WHITE STRIP TO BAND

DIAGONAL MARKINGS

8'-0"

INTERNATIONAL BARRIER

FREE SYMBOL

BARRIER FREE PARKING

SIGNS TO BE PLACED

BEHIND CURB OR EDGE

OF PAVEMENT
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C OF PARKING SPACE

STOP BAR

NOTE:

ALL TRAFFIC FLOW ARROWS TO BE SOLID WHITE

REFLECTIVE TRAFFIC PAINT AS PER DIMENSIONS BELOW

A TRAFFIC FLOW ARROW DETAIL
N.T.S.

B TYPICAL PAVEMENT MARKINGS
N.T.S.

C INTERNATIONAL BARRIER FREE SYMBOL
N.T.S.

F ADA PARKING LOT STRIPING
N.T.S.

H GUARD POST/BOLLARD DETAIL
N.T.S.

J BARRIER FREE PARKING SIGN
N.T.S.

I SIGN POST
N.T.S.

NOTE:

ALL TRAFFIC MARKINGS TO BE SOLID

WHITE REFLECTIVE TRAFFIC PAINT AS

PER DIMENSIONS SHOWN.
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LENGTH: AS REQUIRED

WEIGHT PER LINEAR FOOT: 2.50 LBS. MIN.

HOLES: 

3

8

" DIAMETER, 1" C-C FULL LENGTH

STEEL: SHALL CONFORM TO ASTM A-499 (GRADE 60)

OR ASSTM A-576 (GRADE 1070 - 1080)

FINISH: SHALL BE PAINTED WITH TWO COATS OF AN

APPROVED MEDIUM GREEN BAKED ON OR AIR

DRIED, PAINT OF WEATHER RESISTANT QUALITY.

ALL FABRICATION SHALL BE COMPLETE BEFORE

PAINTING.

90° CUT OPTION
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* IN LEDGE DRILL & GROUT TO A MIN. OF 2'

4
'
-
0

"

4'-0"

WHITE REFLECTIVE PAINT

WITH BLUE BACKGROUND

NOTE:

ALL "STOP" LETTERS REQUIRED

AHEAD OF ALL STOP BARS.

SIDEWALKRAMP RAMP

CURB STOP, TYP

D CROSSWALK STRIPING DETAIL
N.T.S.

12" WIDE SOLID WHITE LINE

G STANDARD PARKING STALL STRIPING
N.T.S.

WHEN PARKING IS ON CURVE THE NARROWEST PORTION OF THE

PARKING STALL SHALL MEET THE WIDTH SHOWN.

STRIPE IF PARKING IS ON OTHER SIDE CURB OR EDGE OF PAVEMENT

(NO STRIPING REQUIRED)

4" WIDE WHITE MARKING @

18'-0" LONG TO DELINEATE

SPACE, TYP
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N.T.S.
DED

PARKING AND TRAFFIC
CONTROL DETAILS

2982.05-SUB DET

C-7.2

NOTE:

USE CHEVRONS 3'-0" OUT FROM CURB WITH

DIAGONALS AT 4'-0" SPACING TO DESIGNATE

FIRE LANE IN RESIGNATED DROP-OFF AREAS.

CURB OR EDGE OF PAVEMENT

(NO STRIPING REQUIRED)

4" SOLID YELLOW MARKING, TYP

E CHEVRON STRIPING DETAIL
N.T.S.
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WHITE REFLECTIVE

TRAFFIC PAINT

VARIES - SEE SITE PLANS

1'-8" 1'-8" 1'-8" 1'-8"

5.5"

5.5"

10"

8
'

2
'

1
'

8.5'

4
.
5

3" 1'-6"

8"

2

'

-

0

"

 

R

1

'

-

8

"

 

R

1

'

-

0

"

1'-0"

8
"

1
'
-
0

"
2

'
-
0

"

4
"
,
 
T

Y
P

LENGTH VARIES - SEE PLAN
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VERTICAL GRANITE CURB

TIPDOWN PIECE, TYP

NOTES:

1. ONE IN EIGHT BARRIER FREE SPACES MUST BE VAN ASSESSABLE.

THIS HAS BEEN PROVIDED FOR ON THE SITE LAYOUT PLAN.

2. BARRIER FREE GRAPHIC SYMBOL (PAINTED WHITE) TO BE

CENTERED IN PARKING STALL. SYMBOL TO BE PAINTED ON BLUE

NON-SKID BACKGROUND.
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NOTE:

COMPACT PARKING STALLS SHALL BE STRIPED AT 8' WIDE BY 15' OR 18'

DEEP - SEE SITE PLANS FOR LAYOUT OF COMPACT SPACES

"HC" PARKING OR AS INDICATED

TS 2" X 2" X 

3

16

"  SQUARE STEEL TUBE,

PRIMED AND PAINTED (ADD 

1

4

" PLATE

TOP -  WELD AND GRIND SMOOTH)

1

4

" PLATE TOP - WELD AND GRIND

SMOOTH

TS 6" X 6" X 

1

4

"  GALVANIZED SQUARE

STEEL TUBE, PRIMED AND PAINTED

1

4

" PLATE - FIT TO INSIDE OF 6x6 TUBE -

WELD TO  BOTTOM OF 2x2

FINISH GRADE  (PAVED)

FINISH GRADE  (UNPAVED)

CONICAL TOP TO CONCRETE

GRAVEL FILL

STRUCTURAL CONCRETE  FOOTING

SONOTUBE FORM FOOTING
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12" OF SELECT FILL

AROUND BASE


