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Get superb rigidity and

sound absorption in this

lightweight deck.

Give your performers the added confidence that comes
from StageRight Decks. Made of high-strength outer
layers bonded to a honeycomb core, the Decks are 5o rigid
that performers think they're on the permanent floor.
And they're remarkabiy quiel, too. The honeycomb core
absorbs resonance to reduce the “drumhead” effect that

can detract from a performance. Lightweight construction
means added safely for your c¢rews. The decks are
reversible, giving you a choice for each event and doubling
thelr wear life. And the decks are Interchangeable on
various StageRIight support systems, allowing you to stage
nearly any type of indoor event,
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All Purpose Deck
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Rigld, Durable Construction

© el like o dre partoraing on 5 pennanent piation

, + Save selup lime by “bridging” or suspending Decks bebween
+ understructures

1' + Save 0 your iniliatinvesimant because you can interchange
o the samz decks on various suppart systenss to best suit the
evgnt

;
i

! < Handle decks more easily thanks te their lighter weight
{compared to a solid-core platform of comparatle strengih).
+ Enjoy & pertormance free of undesirable resonance and the
i "drumhead” of foot noise.
Reverslble

+ Choose from twe performance surfaces to bast suit your
event.

+ Reduce maintenance costs by effectively doubling the wear
life of the degk.

+ Save on your initiatinvestment, compared to purchasing and
storing separate systems.

+ Save time by quickly attaching accessories such as skisting,
chairstops and hardclosure panets.

* Reduce maintenane costs a5 the tough, aircraft-alloy
compaosition and anodized finish resist damage.

- £niay 1he clean, attractive appearance.

Molded Comers

» Malatain Decks in top condition thanks to Impart resistance
ol injection-melded-polycarbonate.

+ Bperate safely as smoth corners efiminate sharp metal
adges,

+ Save setup time because the decks afign themselves as they
fasterr on the canical lacatos nodes of the support system,

3. Techta

| Functlon Dack shall b2 portable and provide a paying

surface 107 & variety of indo events when vsed in
cerfunztion vith, and interchangeably on. various
StegeRight suppsis.

Construction Dack shall be a laminate of high-strength
ceater layers boaded ta @ honeycomb core of rigidity zng
light weight. Deck shall ba & 3.2™-thick laminate compasite
construtted of phenolic-treated caflulose honeycomd
between e solid-core fir plywaod. Deck edges shalt be
tlosed with & 600575 eluminum extrusion thatis clear-
elched satin anodized. Corner reinforcement shall be made
of high-impact. injzclion-moided poly-carbonate.

Corners Back shall attach by molded corer receptades to
most StageRight supparts withaut teols, clamps or tips.

Reversible Deck shall be finished on both sfes to provide 3
choice of surfaces and increased wear {lte,

Quality Deck as manulactured by StageRight Corporation
{addzess below).

Custam Optiens Dacks also avaitable In custom sizes,
surfaces and shapes Edging finlsh with baked-on matte-
black coating.

Parformance Certified uniformly distriuted live-load
capacity of ADDG pounds per 4 % §°section (123 pounds per
square foot),

Patents #4638, 604 #4.845915 24843792

L PolyTrac A black, slig-resistant polypropylene. (Ideal for
schosls, fighl-guty hospitality and public events staging)

2Carpet Commerciabgrade poiyolefin [n gray, Otaer colos
or custem tynes by special order, (lised for head tabla risers,
speaking plattomms)

3 TechStage Fiberglass sheeting with black textured
surface. Excelfent wear e and impact resistant. Other colors
avallable by speciat erder, (0,095 thick for performance
staging.}
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Laminated honeycomb-core
construction s rigld yet
lightwelght,

Conical Locator Nedes

with StageRight's unique conical
localos nodes. decks cen be vsed on
several support systems in various
cenfiqurations, These drawings
fepresent @ few locator plate samples.
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This sturdy bridging deck

system uses fewer supports to save

you time and labor.

Solid, yet simple. The ME-1000 Support Systemis the original nodes at the top of each column align the decks during
“bridging deck” performance staging, which uses fewer assembly and automatically connect stage sections without
supporis. This allows you to stash setup and leveling time, exira parts or tools. Its compact storage size saves room,
while giving your users a sturdy, rock-solid performance and ifs modular design gives you the flexibHily to configure
platiorm. Each colurmn of fhis stage understructure vour staging in various sizes and shapes

supports up to four adjoining decks. The tapered locator
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ME-1000 Support System

D < Use minima storage space (lor exaniple, supparts for 3 4G x
&0 stage store in 64 square feel).

|+ Save time with Fewer supports to set up and teat down,

i+ Greatly redute leveling time with 755 fewer elements in
contact with the fioor,

+ Minimize your initial investeant and stocage space
requirements becayse tewer supports are required.

* UtHize conventent, unobstructed storaoe space benzath the
stage.

+ Save setup time by cornecting one 1o four Dack corners
al asing'e suppord column {no matter what the stage
fonfigurationt.

« Save setup tima because the Decks automaticatty afign and
the stage sections are autematically connected as the Decks
fasten on the conical locator aodes.

* Enminate fime spent finding and assembling loose pards.

Modular Assemblles . ..
* Canfiguze staging various sizes and shapes for diverse evends,
+ Assemble plalforms o function in unusual situations

throughout the facility,

Snap-Lock Braces

« Save time as horizontal and diagonal braces attach ang
detach quickly and without tools,

+ Perform on stable, wobble-free pratform.

Aluminum Gonstruction

* Handle the lighter support system more eastly than a steel
System.

+ Reduce malrienance costs as the tough, alr-cralt-afioy
composition and the scratcheresistant, baked on finisk resist
damage.

+ Select stage heights In 2 increments and reference nominal
heights guickly on inner legs.

= Ensure maximum security with large, 578 diameter helght
adiustment pin.

Adjustable Screw Feat

+ Compensate for uneven foors with five inches of easy, fine-
adjuskment leveling.

- Save maintenance costs because tough, 34° Acme-thread
strew Fesists damage (compared to typical v~ threads),

= Protect floor surfaces with sure-grip 2 78" diameter injection
grade urethane pads.

: Storage Supparts shall store compactly {for exampte,

Function Staging support system stiall be easy to set
up and stare and shal] provide & statde, wobbie-free
understruclure tor & wide variely of events and plattorm
needs,

supports for a 40" % 69' stage shall store in 64 square feet

Setup Support system shall be assembiad without tools by as
fews as {wo peopla, )

Locater Nedes Conital nodes on relractable locator
assemnbiizs shall quide one, wo. {hree or four StageRight
Deckis) into focation and proper alignment on 3 single
support column, without tools, ctamps or sepatate
processes, D2cks shatt fasten in place and stage seclions
shattinterlock,

Bridglng Alternafiag seciions of staging {both front-to-back
and side-to-side) shall be composed of Decks that suspend,
ar "bridge”, between support assemblies,

AdJustable Helght Height shall adjust in incremants of
2" withou! tools. Adjustments shait e executed from &
standing position by raising of iawering the suppert’s inner
column.

Construction Vertical columas shall e 24,7 IPS aluminum
pipe. Telescopic inner legs shai be 27 IPS aluminum pipe,
Horizontal and diagonat braces shalt be 2" 0D, atuminum
hiellow bar. Horizontal and diagonal braces shalt attach to
frame try self-locking hooks that encircle nearly 76% of
{ube and require manuat release (sea Thusiration at right).
Retractable tocator assembly bodies shall be made of
6061-T6 aluminum extrusion. The locator nodes shali hava
a 1" base dlamater and be made of high-steength ryfon,
except tha center node (permanently mounted to the faner
leg} shall be made of BKIZIG steel. Height shatt adjust in
increments of 2” without tools. A serew feat at the base of
each cofumy shall provide a 5 range of fine adjustment
leveling. Fach serew foot shal bave a diameter of no loss
than 34" and have zinc-plaled Acme hreads, The Bottom
of the foot shall b2 melded urethane na less than 2 7187
dtameter,

Options Support assembiies shall have an adjustable haight
range of: 24*-36. 3248 36™-56," 48778 or 18108"
{Arena Style only). Other sizes by speciat ordet,

Performance Certified, unlformly distributed five-load

capacity of 4600 pounds per 4'x & secHon (125 pounds per
square fool),

Patents #4638,604, H4,845915, 84043792

Retracted Fool  Extended Foot
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tube and require manuaf release,
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Arena Style All-Ferraln Style

Arens Styte for level Affterealn Style for aft variahle
environments such as contodrs of uneven surfaces.
auditosluins and

comert halis,
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