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NOTE:
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1. "DOUBLING UP” OR "STACKING " OF CONNECTION IS NOT PERMITTED.
2. OXIDE INHIBITING COMPOUND TO BE USED AT ALL LOCATIONS.
3. CADWELD DOWNLEADS FROM UPPER EGB, LOWER EGB, AND MGB.
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AN _IDENTIFICATION TAG ATTACHED AT EACH END THAT WILL IDENTIFY ITS
ORIGIN AND DESTINATION.

SECTION "P” — SURGE PRODUCERS

CABLE ENTRY PORTS (HATCH PLATES) (#2)

GENERATOR FRAMEWORK (IF AVAILABLE) (#2)

TELCO GROUND BAR

COMMERCIAL POWER COMMON NEUTRAL/GROUND BOND (#2)
+24V POWER SUPPLY RETURN BAR (#2)

—48V POWER SUPPLY RETURN BAR (#2)

RECTIFIER FRAMES.

SECTION A" — SURGE ABSORBERS
INTERIOR GROUND RING (#2)
EXTERNAL EARTH GROUND FIELD (BURIED GROUND RING) (#2)

METALLIC COLD WATER PIPE (IF AVAILABLE) (#2)
BUILDING STEEL (IF AVAILABLE) (#2)
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