2016 UNUM - HO1 3" Floor Fit up (North Wing) Permit Set — 1

SECTION 061053 - MISCELLANEOUS ROUGH CARPENTRY

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

PART 1 - GENERAL Date: 05/24/16

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY
A. Section Includes:

1. Wood blocking, furring and nailers.

1.3 ACTION SUBMITTALS

A.  Product Data: For each type of process and factory-fabricated product. Indicate component
materials and dimensions and include construction and application details.

1.4 DELIVERY, STORAGE, AND HANDLING

A.  Stack lumber flat with spacers beneath and between each bundle to provide air circulation.
Protect lumber from weather by covering with waterproof sheeting, securely anchored. Provide
for air circulation around stacks and under coverings.

PART 2 - PRODUCTS

2.1 WOOD PRODUCTS, GENERAL

A.  Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is
indicated, provide lumber that complies with the applicable rules of any rules-writing agency
certified by the ALSC Board of Review. Provide lumber graded by an agency certified by the
ALSC Board of Review to inspect and grade lumber under the rules indicated.

1. Factory mark each piece of lumber with grade stamp of grading agency.
2. Dress lumber, S4S, unless otherwise indicated.
B.  Maximum Moisture Content of Lumber: 15 percent for 2-inch nominal thickness or less, 19

percent for more than 2-inch nominal thickness unless otherwise indicated.
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2.2 MISCELLANEOUS LUMBER

Reviewed for Code Compliance
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construction, including the following: Appnveduiancitions

A.  General: Provide miscellaneous lumber indicated and lumber for support or att

Date: 05/24/16

1. Blocking.
2. Nailers.
B.  For items of dimension lumber size, provide Construction or No. 2 grade lumber and the

following species:

1. Hem-fir (north); NLGA.
2. Mixed southern pine; SPIB.
3. Spruce-pine-fir; NLGA.

C.  For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber
of any species may be used provided that it is cut and selected to eliminate defects that will
interfere with its attachment and purpose.

23 FASTENERS

A.  General: Provide fasteners of size and type indicated that comply with requirements specified in
this article for material and manufacture.

B.  Nalils, Brads, and Staples: ASTM F 1667.

C. Screws for Fastening to Metal Framing: ASTM C 1002 or ASTM C 954, length as
recommended by screw manufacturer for material being fastened.

D.  Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities
having jurisdiction, based on ICC-ES AC70.

E.  Post-Installed Anchors: Chemical anchor or expansion anchor bolt and sleeve assembly of
material indicated below with capability to sustain, without failure, a load equal to 6 times the
load imposed when installed in unit masonry assemblies and equal to 4 times the load imposed
when installed in concrete as determined by testing per ASTM E 488 conducted by a qualified
independent testing and inspecting agency.

1. Material for Interior Locations: Carbon-steel components, zinc plated to comply with
ASTM B 633, Class Fe/Zn 5.

PART 3 - EXECUTION
3.1 WOOD BLOCKING AND NAILER INSTALLATION
A.  Install where indicated and where required for attaching other work. Form to shapes indicated

and cut as required for true line and level of attached work. Coordinate locations with other
work involved.
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B.  Attach items to substrates to support applied loading. Recess bolts and nuts flt
unless otherwise indicated.
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END OF SECTION 061053 Date: 05/24/16
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