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PLAN GENERAL NOTES


1. Work from given dimensions.  In general, large-scale details take precedence over smaller

scale plans, elevations and building sections.  Notify the Architect of any dimensional discrepancies

prior to commencing the Work, and do not begin work until such discrepancies are resolved by the

Architect.


2. Do not scale the drawings.


3. Dimensions indicated as "clear" shall be maintained in cases of discrepancy.


4. Unless noted otherwise, the location of door frames shall be:

• CMU partitions: 4" from the adjacent wall to the hinge side of the rough opening.

• Metal stud partitions: 4" from the adjacent wall studs to the hinge side of the rough opening.


5. Masonry Opening or Rough Opening dimensions indicated are nominal dimensions and may

not match the actual dimensions of the product.  Coordinate all Masonry Openings and Rough

Openings with the actual window unit, doorframe, curtain wall/storefront, or louver sizes and

requirements.


6. Dimensional Control:


• Exterior dimensions are to:

• Centerline of column

• Face of masonry

• Face of stud

• Face of concrete

• Centerline of window opening

• Rough opening

• Masonry opening


• Interior dimensions are to:

• Centerline of column

• Face of masonry

• Face of stud

• Face of existing finish material


• Existing dimensions shall be verified. Report any discrepancies to the Architect.


7. Review narrative for typical power and data locations
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THIRD FLOOR KEY PLAN

SCALE: N.T.S.
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1. PATCH AND REPAIR ALL EXISTING WALLS, FLOORS, CEILINGS,

AND FINISHES AFFECTED OR DAMAGED BY TEMPORARY

PARTITION REMOVAL. NOT ALL AREAS HAVE BEEN INDICATED ON

PLAN. SEE TEMPORARY PARTITION LAYOUTS FOR AREAS OF

IMPACT.


2. SEE CODE PLANS FOR LOCATIONS OF RATED WALLS AND

ENSURE ALL EXISTING WALLS IN THOSE LOCATIONS EXTEND TO

DECK AND ALL PENETRATIONS ARE PROPERLY FIRESTOPPED.


3. SOME OF THE NEW WORK MAY BE AFFECTED BY PREVIOUS

ABATEMENT WORK. CONFIRM ANY DISCREPANCIES WITH

ARCHITECT PRIOR TO PROCEEDING WITH WORK.


4. WALL INFILLS MARKED WITH WALL TYPE. IF INDICATED TYPE

DOES NOT MATCH EXISTING THICKNESS, MODIFY TO MATCH, SEE

A500 FOR WALL INFILL DETAILS.


GENERAL PLAN NOTES:
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(1" DEFLECTION;) ANCHORED TO
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MTL STUD FRAMING W/ ONE LAYER
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Based on UL # U419


METAL STUD

FULL HEIGHT

1-HOUR FIRE-RATED 

6" MTL STUD FRAMING


SEALANT


S6A-1


LISTED BOTTOM OF WALL

ASSEMBLY.


207.221.2260

207.221.2266


www.allied-eng.com


160 Veranda Street

Portland, Maine 04103

T:
F:
Web: 

Engineering

Structural  Mechanical


Allied


Electrical  Commissioning


SHEET:


TITLE:


ISSUE:

SCALE:


JOB NO.


DRWN:


PDT Architects

COPYRIGHT  2016


49 DARTMOUTH STREET

PORTLAND, MAINE 04101


207-775-1059

www.pdtarchs.com


Reuse or reproduction of the

contents of this document is not


permitted without written

permission of PDT Architects.


1
2 3 4 5 6 

A


B


C


D


E


A 

B 

C 

D 

E 

1
2 3 4 5 6 

Allied Project No:


CAD file: 

CHK:


14072


14072M.DWG


As indicated


U
N
U
M

 2
0
1
6
 -
 H

O
1
 3

R
D
 F

L
O

O
R
 F

IT
 U

P
 (
N
O

R
T
H
 W

IN
G

)


2
2
1
1
 C

o
n
g
re

s
s
 S

tr
e
e
t,
 P

o
rt
la

n
d
, 
M

a
in

e
 0

4
1
1
2



3RD FLR. NEW

WORK PLAN


A103


12 FEB 16


Project Number


Checker
Author


PERMIT SET


 1/8" = 1'-0"

1


THIRD FLOOR PLAN


WB WHITEBOARD


Revision Schedule


No. Date Description


05/24/16

http://www.allied-eng.com
http://www.pdtarchs.com

