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SECTION 096813 - TILE CARPETING

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

PART 1 - GENERAL Date: 05/24/16
1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary

1.2

A.

1.3

A.

1.4

Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes installation of Owner-supplied carpet tile.

DELIVERY, STORAGE, AND HANDLING

Comply with CRI 104.

FIELD CONDITIONS
Comply with CRI 104 for temperature, humidity, and ventilation limitations.

Environmental Limitations: Do not deliver or install carpet tiles until spaces are enclosed and
weathertight, wet work in spaces is complete and dry, and ambient temperature and humidity
conditions are maintained at occupancy levels during the remainder of the construction period.

Do not install carpet tiles over concrete slabs until slabs have cured and are sufficiently dry to
bond with adhesive and concrete slabs have pH range recommended by carpet tile
manufacturer.

Where demountable partitions or other items are indicated for installation on top of carpet tiles,
install carpet tiles before installing these items.

PART 2 - PRODUCTS

2.1

A.

2.2

A.

CARPET TILE

Products: Supplied by the Owner.

INSTALLATION ACCESSORIES

Trowelable Leveling and Patching Compounds: Latex-modified, hydraulic-cement-based
formulation provided or recommended by carpet tile manufacturer.
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B. Adhesives:  Water-resistant, mildew-resistant, nonstaining, pressure-sensiti
products and subfloor conditions indicated, that complies with flammability _ A
installed carpet tile and is recommended by carpet tile manufacturer for releasat Rev'eﬁiiitiif,ﬂfiicﬁ?ﬂ'a”ce
Approved with Conditions
1. Adhesives shall have a VOC content of 50 g/L or less when calcula pyie. 0524116

40 CFR 59, Subpart D (EPA Method 24).

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with
requirements for maximum moisture content, alkalinity range, installation tolerances, and other
conditions affecting carpet tile performance. Examine carpet tile for type, color, pattern, and
potential defects.

B.  Concrete Subfloors: Verify that concrete slabs comply with ASTM F 710 and the following:
1. Slab substrates are dry and free of curing compounds, sealers, hardeners, and other

materials that may interfere with adhesive bond. Determine adhesion and dryness
characteristics by performing bond and moisture tests recommended by carpet tile

manufacturer.

2. Subfloor finishes comply with requirements specified in Section 033000 "Cast-in-Place
Concrete" for slabs receiving carpet tile.

3. Subfloors are free of cracks, ridges, depressions, scale, and foreign deposits.

C.  Forraised access flooring systems, verify the following:

1. Access floor substrate is compatible with carpet tile and adhesive if any.
Underlayment surface is flat, smooth, evenly planed, tightly jointed, and free of
irregularities, gaps greater than 1/8 inch, protrusions more than 1/32 inch, and substances
that may interfere with adhesive bond or show through surface.

D.  Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. General: Comply with CRI 104, Section 6.2, "Site Conditions; Floor Preparation," and with
carpet tile manufacturer's written installation instructions for preparing substrates indicated to
receive carpet tile installation.

B.  Use trowelable leveling and patching compounds, according to manufacturer's written
instructions, to fill cracks, holes, depressions, and protrusions in substrates. Fill or level cracks,
holes and depressions 1/8 inch wide or wider and protrusions more than 1/32 inch unless more
stringent requirements are required by manufacturer's written instructions.

C.  Remove coatings, including curing compounds, and other substances that are incompatible with

adhesives and that contain soap, wax, oil, or silicone, without using solvents. Use mechanical
methods recommended in writing by carpet tile manufacturer.
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D. Clean metal substrates of grease, oil, soil and rust, and prime if direct
manufacturer. Rough sand painted metal surfaces and remove loose paint.
. . . . . Reviewed for Code Compliance
surfaces, to remove metal oxides, immediately before applying adhesive. Spctions Dision
Approved with Conditions
E. Broom and vacuum clean substrates to be covered immediately before installing pyie. 05/24/16
33 INSTALLATION

A. General: Comply with CRI 104, Section 14, "Carpet Modules," and with carpet tile
manufacturer's written installation instructions.

B. Installation Method: As recommended in writing by carpet tile manufacturer.

C.  Maintain dye lot integrity. Do not mix dye lots in same area.

D.  Cut and fit carpet tile to butt tightly to vertical surfaces, permanent fixtures, and built-in
furniture including cabinets, pipes, outlets, edgings, thresholds, and nosings. Bind or seal cut

edges as recommended by carpet tile manufacturer.

E. Extend carpet tile into toe spaces, door reveals, closets, open-bottomed obstructions, removable
flanges, alcoves, and similar openings.

F. Maintain reference markers, holes, and openings that are in place or marked for future cutting
by repeating on finish flooring as marked on subfloor. Use nonpermanent, nonstaining marking
device.

G.  Install pattern parallel to walls and borders.

H.  Stagger joints of carpet tiles so carpet tile grid is offset from access flooring panel grid. Do not
fill seams of access flooring panels with carpet adhesive; keep seams free of adhesive.

34 CLEANING AND PROTECTION

A.  Perform the following operations immediately after installing carpet tile:

1. Remove excess adhesive, seam sealer, and other surface blemishes using cleaner
recommended by carpet tile manufacturer.

2. Remove yarns that protrude from carpet tile surface.

3. Vacuum carpet tile using commercial machine with face-beater element.

B.  Protect installed carpet tile to comply with CRI 104, Section 16, "Protecting Indoor
Installations."

C.  Protect carpet tile against damage from construction operations and placement of equipment and
fixtures during the remainder of construction period. Use protection methods indicated or
recommended in writing by carpet tile manufacturer.

END OF SECTION 096813

TILE CARPETING 096813 -3



