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DEMOLITION PLAN-LEVELOO - PHASE 3
SCALE: 1/16" = 1-0"

Seal/ Signature

‘ Project Name

Unum Workplace Transformation
- Phase2 & 3 (HO2 & HO3)

Project Number

59.6481.003

F. REMOVE ALLEXISTINGWALL FINISHES AND WALL BASE AT COLUMNS, PERIMETER WALLS, AND CORE WALLS WHERENEW FINISHES ARE
SHEET NOTES GENERAL NOTES NOTED. PATCHAND PREPARE PARTITIONS AS REQUIRED TO ACCEPT NEW WALL BASE. DEMO LEGEND KEYPLAN
G PROVIDE PROTECTIVE BARRICADES, PROTECTIVE CANOPIES, AND OTHER FORMS OF PROTECTION AS REQUIRED TO PROTECT OWNER'S N EXISTING WALLS / DOORS ‘
02 DEMOLISH EXISTINGWALL. 28 REMOVE EXISTINGTILE FLOOR FINISH. COORDINATE A. DEMOLISH ALL PARTITIONS AND ASSOCIATED FIXTURES AS SHOWNDASHED, UN.O. . PERSONNEL AND GENERAL PUBLIC FROMINJURY AND TO PROVIDE FREE AND SAFE PASSAGE DUE TO SELECTIVE DEMOLITION WORK. -~ L - TOBEDEMOLISHED
03 DEMOLISH EXISTING DOOR AND FRAME, COORDINATE EXTENTS WITHFINISHPLANAND PREPFLOOR NEW FLOOR B.DEMOLITION DRAWINGS ARE DIAGRAMMATIC AND DO NOT INTEND TO SHOW THE FULL EXTENT OF ALL AREAS AFFECTED BY UTILITY CONSTRUCT TEMPORARY INSULATED SOLID DUST PROOF PARTITIONS WHEREREQUIRED TO SEPARATE AREAS WHERENOISY OR EXTENSIVE
STORAGE OF HARDWARE SET FOR REUSE WITHOWNER. FINISHAS SCHEDULED. DEMOLITION AND RECONSTRUCTION. DEMOLITION SHALL INCLUDE ALL ITEMS INDICATED ON THE DEMOLITION PLANSAND ALL OTHER ITEMS DIRTOR DUST OPERATIONS AREPREFORMED. EQUIP PARTITIONS WITHDUST PROOF DOORSAND SECURITY LOCKSIF REQUIRED ~ .. EXISTINGDIRTT WALL,
08 REMOVE EXISTINGFINISHES, TYP. 36 COORDINATE RETENTION OF EXISTINGSOUND MASKING REQUIRED TO BE DEMOLISHED TO ACCOMPLISH CONSTRUCTION INDICATED ELSEWHERE IN THE CONTRACT DOCUMENTS. IF QUESTIONS H REMOVE ALLVERTICAL BLIND WINDOW TREATMENTS AND PREPHEADER FORROLLER SHADESAS SCHEDULED. REFER TO RCP. REMOVED BY OWNER
13 DEMOLISH ALL EXISTINGWALLS. SYSTEMWITHOWNER'S IT VENDOR ARISEAS TO THE REMOVAL OF MATERIAL IN ACCORDANCE WITHTHE CONTRACT DOCUMENTS, CLARIFY THE POINT IN QUESTIONWITHTHE L  HOUR RATED WALL
17 REMOVE AND DISPOSE OF ALL EXISTINGPLUMBING 48 REMOVE EXISTINGFINISHES AND PREPAREA OF PATCHED ARCHITECT BEFORE PROCEEDING. |. REMOVAL OF ANY EQUIPMENT, CABLINGSWITCHES, AND CONDUIT PERTAINING TO DATA/ COMMUNICATIONS AND TELEPHONE SHALL BE
EIXTURES. TOILET PARTITIONS AND TOILET ACCESSORIES. FLOOR FORNEW FINISHAS SCHEDULED C PROVIDE TEMPORARY WEATHER PROTECTION DURING INTERVAL BETWEEN DEMOLITION AND REMOVAL OF EXISTING CONSTRUCTION ON VERIFIED WITHTELEPHONE COMPANIES SERVICE OWNER OR TENANTDATA/ COMMUNICATIONS REPRESENTATIVE AS REQUIRED TO PREVENT —— - - ——  2-HOURRATED WALL
’ 56 EXISTING RADIATOR TO REMAIN. EXTERIOR SURFACES, AND INSTALLATION OF NEW CONSTRUCTION TO ENSURE THT NO WATER LEAKAGE OR DAMAGE OCCURSTO NEW CONSTRUCTION DELAYS.
24 STRIP FINISH OF EXISTINGWOODSILLS AND PREPFORPAINT, - 7 D EMOLISH ENTIREEX ISTINGDOOR FRAME INCLUDING STRUCTURE ORINTERIOR AREAS OF EXISTINGBUILDING. REMOVE PROTECTIONS AT COMPLETION OF WORK. J. MAINTAIN EXISTINGUTILITIES TO REMAIN,KEEP IN SERVICE, IDENTIFY AND PROTECT AGAINST DAMAGE DURING DEMOLITION OPERATIONS. L
55 REMOVE EXISTINGELEVATOR CABINEINISHES. GO SIDELITES AND CLERESTORY ABOVE. D ASNOTED,ALLFLOOR FINISHES TO BE REMOVED, THE SLABLEVELED AS REQUIRED, AND PREPARED FOR NEW FINISHES. K.REMOVE TO SOURCEALLPIPES, VENTSAPPLIANCES OR DRAINSNOT BEING RE-USED. e EXISTING WALL
’ X : L. REFER TO PLUMBING, MECHANIAL, AND ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION, RECONSTRUCTION, AND PROTECTION
COORDINATE WITHVENDOR FORREQUIRED PREPARATION. % 8%%3;?#5@%&';%%%&25 RF?EVFIEFE ?5?&?%58,&[‘)&% E. REFER TO SERIES G00 FOR GRAPHIC SYMBOLS, ABBREVIATIONS AND GENERAL NOTES. INFORMATION. | | NOTIN CONTRACT

OWNERS TECHNOLOGY VENDOR DRAWINGS FORMORE L. PATCH AND REPAIR AT ALLLOCATIONS WHEREDEVICESAND/OR EXISTING WALLS HAVEBEEN REMOVED.
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