-

SEALANT

‘!il

1/2“

TYP.

[SOLATION JOINT

12"

/

FOAM JOINT FILLER
WITH REMOVABLE
TOP FOR SEALANT

STRUCTURAL ENTRY SLAS,
PRECAST STEFS, PRECAST
ENDWALL, SEATING WALL OR
YERTICAL GRANITE CURE.

1 172"

SEALANT W/ SLIGHTLY
CONCAVE SURFACE

174"

|74

174" WIDE SAWCUT W/ SEALANT

4 BACKER ROD, SEE NOTE |

DIAMOND DOWELS @ 24" OC,,
SEE NOTE 2

'Ili

/

A

<

3 2"

NOTES:

\APPLT BOND BREAKER TO

PREVIOUSLY CAST SURFACE

L MAKE SAWCUT AFTER SHRINKAGE CRACK FORMS AT
SLAE SURFACE. FOLLOW CRACK WITH SAWCUT.

2. DIAMOND DOUELS FOR CONSTRUCTION JOINTS:
DIAMOND DOUEL STSTEM BY PN.A. INC, INCLUDING
3/8" x 4 1/2" x 4 /2" STAINLESS STEEL PLATES WITH
FLASTIC BASES AND SLEEVES. INSTALL SLEEVES
PARALLEL TO THE SLAB SURFACE AT SPACINGS
INDICATED ON THE DRAWINGS AND IN ACCORDANCE
WITH MANUFACTURER'S INSTRUCTIONS.

CONSTRUCTION JOINT DETAIL

V4" WIDE SAWCUT W/ \\
ROD ‘ o
. : <
P . a
- BOLLARD |-
CONCRETE PLAZA | e
] \ ‘é" - ~ y - . ,,,_,,,,_,_7
] S saucur . | 4
> GROOVE e Q] e =
\/\ e 4 4 - ...""'A ;
. oo ;
/8"3, AFTER R S
’ d o A4 by
SHRINKAGE e P Sl
hi_ . <dn ' . o
X

SAWCUT CONTROL JOINT DETAIL

GRANITE CURE

ISOLATION JOINT

THICKEN EDGE OF CONC.
FLAZA ALONG GRANITE CURB. \

POSTS TO BE SET IN

SLEEVES AT MEDICAL

BUILDING DUMPSTER PAD,
SEE FPLAN FOR LAYOUT

GENERAL PLAN

VINYL COATED
CHAINLINK FENCE
GATE 3’ WIDE

4"x4" FENCE POSTS
CONCRETE PAD

&" GALY. STEEL
GATE POSTS

VINYL COATED
CHAINLINK FENCE
GATES &' WIDE -

RN

CONCRETE

PAD /
GATE FPOST

CHAINLINK GATES

WOOD NOTES:

L ALL WOOD TO BE PRESSURE
TREATED TO A MIN. NET OF 42
lbe. CCA PER CUBIC FOOT OF

SEE SITE PLAN FOR

WOOD AND EACH PIECE SHALL

4 REBAR "HAIRPIN'
3" TO 4" BELOW TOP
OF SLABR

*4 CONT., ALONG
THICKENED EDGE.

INDIVIDUAL LATOUTS

3" DEEP ARCH CUT

BEAR THE AMERICAN WOOD
PRESERVER'S ASSCOCIATES

CONTACT USE."

/

&" CONC. SLABR W/ exe -
W2.2xUW2.2 WUWF @ SLAB
MIDHEIGHT.

I'-&" WIDE x 4" DEEP
STONE DRIFP STRIP AT
NON-PAVED EDGES

"IH

=

TYP. THICKENED EDGE AT CURB

2!_@"

Dy e ; —

Vi

/
/

7
N 300 O A I
L4

7
/

POST TO POST
2x4 RAIL (TYP.)
4"x4" FENCE POST
Ix& FENCING
BOLLARD

&' CONC. &L.AB U *4e12"
EW = SLAB MIDHEIGHT

THICKEN SLAB
Y. 4 SIDES.

@SITE CONCRETE JOINTS

@TRENCH DRAIN & RETAINING WALL SECTION

GENERAL NOTES FOR SITE CONCRETE

2 - %4 CONT,
ALL SIDES

N
""_.
S /|
3
SNl 3t | L
Z DR MY = s
T 4 %
Q =
é i
NOT TO SCALE B ———

. CONCRETE MIXTURE:

2. PROVIDE THE FOLLOUWING MATERIALS. SUBMIT PRODUCT DATA FOR

MIX PROFPORTIONS AND DESIGN: PROPORTION MiXES COMPLYING
WITH MIX DESIGN PROCEDURES SFPECIFIED IN AC 2@1

MAX, WATER ~ CEMENTITICUS MATERIALS RATIC @b
MIN. CEMENT CONTENT 564 LBS/CY.

AR CONTENT: &%t 1%

MINIMUM 28-DAY COMPRESSIVE STRENGTH: 4202 P8l
MAXIMUM AGEREGATE SIZE: 3/4°

sturP.

CONCRETE FOR GENERAL USE: 4": I
CONCRETE WITH HRIUR ADMIXTURE: NOT MORE THAN &"

MINIMUM CONCRETE COVER:

3" FOR CONCRETE CAST AGAINST SOIL.
2" FOR OTHER CONCRETE UNLESS SHOUN OTHERWISE

SLAB FiNISH: PROVIDE A BROOM FINISH. A TROWEL FINISH 13 NOT
DESIRED, NO MACHINE FLOATING OR TROWELING & FERMITTED.

CURING: PROVIDE M-DAY WET CURE BY COVERING SLAE WITH CURING
COVER SHEETS WITH ALL JOINTS AND FPERIMETER LAFFED AND

TAPED. DO NOT ADD WATER FOR CURING. BEGIN CURING AS SOON AS

POSSIBLE AFTER FINISHING. OPERATIONS AND JOINT CUTTING ARE

COMPLETE. REFAIR ANY DAMAGE TO SHEETS IMMEDIATEL Y, INSTALL

SHEETS AND SEAL JOINTS IN ACCORDANCE WITH MANUFACTURER'S

INSTRUCTIONS.

PENETRATING SEALER: APPLY PENETRATING SEALER AT
MANUFACTURER'S RECCIMMENDED RATE AND IN ACCORDANCE WITH
MANUFACTURER'S INSTRUCTIONS, OBSERVE MANUFACTURER'S
RECOMMENDED WAITING PERIOD FOLLOUWING CONCRETE PLACEMENT 4
CURING BEFORE APPLYING SEALER

TRENCH DRAIN, BY ACO DRAIN
MODEL FG202 - &' |LONG, OUTLET
END CAP FOR &"¢ PIFPE, BLACK
COATED STEEL FRAME GRATE.

AVAILABLE THROUGH AM.
HARRIS, PORTLAND, MAINE

RiM EL. £455

THE FINISHED LEVEL OF THE

CONCRETE SURROUND MUST BE
APPROX. 1/8" ABOVE THE TOP

OF THE CHANNEL EDGE

TOP OF WALL

EL. oo

EACH ITEM FOR REVIEW BY ENGINEER.

REINFORCING BARS: ASTM A6lD, GRADE 62
WELDED WIRE FABRIC: ASTM Al

CURING COVER: WHITE STNTHETIC FIBER MAT WITH BONDED
WHITE, POLTETHTLENE SHEET EQUIVALENT TO TRANSGUARD
422@ BE5Y REEF INDUSTRIES, INC.

JOINT SEALANT: TWO-FPART POLYURETHANE SEALANT EQUIVALENT @
TO SONOLASTIC SL-2. CLEAN AND PRIME JOINT AND INSTALL
SEALANT IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.

FOAM JOINT FILLER: 15 LB. DENSITY POLYETHYLENE FOAM WITH

REMOVABLE CAP ON TOF FOR SEALANT RESERVOIR

PENETRATING SEALER: WATER BASED SILANE/SILOXANE CHLORIDE

SCREEN EGUIVALENT TO SALTGUARD WB BY PROSOCO, INC.

C

71" CONC SLAB
NOPE 2% r-im,
. ) N‘ ‘_ g

A

M REBAR 2 12" OC. EACH

WAY, SPLICE LENGTH=!'-8" /

12" COMPACTED AGGREGATE
BASE, MDOT M@326(a) TYPE

NOTE:

REFER TO ACO'S LATEST INSTALLATION INSTRUCTIONS
FOR COMFLETE DETAILS ® WWW.ACOUSACOM

o

| RALING ALONG WALL,

SEE ARCH. DWGS FOR
HEIGHMT & STYLE

LOAM ¢ SEED

- CONCRETE RETAINING WALL,
/ SEE STRUCTURAL DUGS FOR

DESIGN INFORMATION

4" PERFORATED PVC SDR 35
FOUNDATION DRAIN CONTINUOUS
AROCUND THE BUILDING. INVERT TO
BE NO LOUER THAN El.. 6392,
OUTLET TO STORMDRAIN SYSTEM
AS SHOUN ON THE PLANS.

3/4" CRUSHED STONE

WRAP STONE UWITH GEOTEXTILE
FABRIC, AMERICAN ENGINEERING
FABRICS GNI2@, MIRAFI 49N OR
APPROVED EQUAL.

ISOLATION JOINT

INV. OUT &3.02

SET TRENCH DRAIN IN
CONCRETE, 2222 9 MINIMUM.
FOR ADDITIONAL CONCRETE
INFORMATION SEE GENERAL
NOTES FOR SITE CONCRETE.

COORD. W/ FOUNDATION
DUWGES FOR WALL BACKFILL

NOT TO SCALE

SECTION

/

12" COMPACTED
AGGREGATE BASE

ENCLOSURE DETAIL

QUALITY MARK LP-22 "GROUND 5 1

2. ALL NAILS AND SCREWS
TO BE GALYANIZED.

12" COMPACTED
AGGREGATE BASE

POST SLEEVE

IO 4’

SECTION

— . '6
'\-«,&e y
v REBAR "HAIRPINY

TACKWELD TO POST 8LEEVE —
4'%4"%3/16" STEEL ﬂ
TUBING - POST SLEEVE —
EDGE OF SLAB /

PLAN VIEW — PLAN VIEW -—
CORNER POST SLEEVE INTERMEDIATE POST SLEEVE

POST SLEEVE DETAILS

REQUIRED AT MEDICAL
BUILDING DUMPSTER PAD

4"

320" MIN., 30"

@DUMPSTER

V

\ EDGE OF

LAYOUT DETAIL

1

i

CONCRETE PAD

I.,‘

BICYCLE RACK, CLASSIC
BOLLARD BIKE RACK BY
BELSON, MODEL BOL-2-1G-P,
COLOR: BLACK OR
APPROVED EQUAL.,

2-PIECE GROUT COVER

/ CONCRETE PAVERS

3'-o"

INGROUND ANCHOR MOUNT
FPER MANUFACTURER'S
SFECIFICATION

!2"

MIN.

NOT TO SCALE

" DIA. SCH-42 STEEL
PIFE FILLED WiTH
CONCRETE, COVER WITH
PYC BOLLARD COVER [N
COMMON AREAS, COLOR:
COORD. W/ ARCHITECT

4!_@"

FINISH GRADE

—
. PRECAST CONCRETE
" BOLLARD BY PRECAST
CONCRETE PRODUCTS
OF MAINE OR
APPROVED EQUAL

4l_@ll

BACKFILL WITH

MATERIAL,
COMPACTED SAND OR

]I_@It

@BQKE RACK DETAIL

FL.LAGPOLE AMERICAN

(wwu.amerlcanflagpolecom) OR EDER
(wuww.ederflag.com) OR APPROVED

EQUAL. GROUND SET, INTERNAL
HALYARD, ALUMINIUM FLAGPOLE W/
GOLD ANODIZED BALL FINIAL

12" SPUN ALUMINUM
FLASH COLLAR

™~

NOT TO SCALE

WATERPROOF COMPOUND TO SEAL
TOFP COF FOUNDATION SLEEVE.

4-HARDWOOD WEDGES TO PLUMB
POLE BEFORE SAND 1S INSTALLED

3/4" CHAMFER

(TYP.)
XY (Y
] FINISH GRADE

8'x3'-@" & Ga. )‘K\’?/\\///{//‘ Ay 1 \\/\//-Q\/\\//K’f
GALVANIZED T L B | IRRPPFILL sPACE BETUEEN POLE AND
CORRUGATED STEEL " B | ¥ FOUNDATION SLEEVE W DRY SAND
FOUNDATION SLEEVE ~—__ B B

B e v = o

S NES I CONCRETE BASE: WRAP

0 i / SONOTUBE FORM W/ 1B% FELT,
STEEL CENTERING T CONCRETE STRENGTH 3000 P8,
WEDGES WELD TO % -t REINF. W/ &-*4 VERT. DULS. § #3
SLEEVE ——— " / Rk TIES @ I6"

Lk T
3/16" STEEL BASE / | N GROUNDING SPIKE
/_-
STEEL SUPPORT B / NOTES:
Een JELDED TO () . CONCRETE BASE DIMENSIONS
P d AND DESIGN ARE MINIMUM
A REQUIREMENTS. COORDINATE WITH
2'-0" MANUFACTURER FOR ACTUAL

REQUIREMENTS BASED ON POLE
STYLE AND HEIGHT.

@FLAGPOLE BASE DETAIL

NOT TO SCALE

N S SUITABLE EXCAVATED

3/4" GRAVEL
I'-1p"

DIA.

@ STEEL BOLLARD DETAIL

NOT TO SCALE

ANCHOR BOLT A% PER
LIGHT POST MANUFACTURE'S
2'-@" MIN. IN PAVED
374" CHAMFER
AREAS YR

————| |
)% § B ‘
NS
Z _//\\// AN
HOR A
9 //\\@ >/\\ CAST IN BASE
® i;\/\// ///\ CONCRETE BASE: WRAP
AN N SONOTUBE FORM W/ PLASTIC,
A1 I~ IR CONCRETE STRENGTH 3000
N NN PS5, REINF. W/ &-*4 VERT. DULS.
<\\/ Q £ 43 TIES @ 12" OC.
RARRLZLA 3/4" x &' LONG COPFER
8" MIN. ¢ GROUND ROD
OR &Q.

@LIGHT POLE BASE DETAIL

NOT TO SCALE

UTILITY NOTES

L ALL INSTALLATION AND TESTING SHALL BE IN ACCORDANCE WITH THE
AFFECTED UTILITY'S STANDARDS.

2. CATCHBASING AT THE EDGE OF FPAVEMENT OR FACE OF CURB, ROTATE
ECCENTRIC CONE OR FLAT COVER AS REGUIRED FOR BEST FIT.

3. INSTALL AND TEST SEWER AND STORM DRAIN STYSTEMS IN ACCORDANCE
WITH THE CITY'S ORDINANCES. TESTING SANITARY SEWER PIPE AND
MANHOLES 16 REQUIRED.

PIFE: LOW PRESSURE AR (5P%IG) FOR B MINUTES.

STRUCTURES: VACUUM TEST, XX MM LTG FOR XX MINUTES PRIOR TO

BUILDING INVERT OR CHIMNET.

4. INSTALL ALL PIFPES WITH THE BELLS UPGRADIENT.

5. INVERTS FOR TIE-INS FROM FOUNDATION DRAINS ARE NOT SHOUN.
MAINTAIN A FPOSITIVE SLOPE TO CONNECTION OR OUTLET. COMPLY WITH
LOCAL ORDINANCES OR STANDARDS WITH RESFECT TO CONNECTING
FOUNDATION DRAINS TO STORM DRAIN STYSTEM.

&. WATER MAIN TO HAVE A MINIMUM B5' OF COVER. WHERE THE WATER MAIN
CROSSES OTHER UTILITIES IT MAY NEED TO BE DEEFER

7. INSULATION FOR SEWER AND CULVERT CROSSINGS:

A, INSULATION TO BE STYROFOAM &M INSULATION AS MANUFACTURED BY
DOW CHEMICAL CO., OR APPROVED EQUAL, 2" MIN. THICKNESS.

B. INSTALL BETWEEN SEVER OR FORCEMAIN PIPE AND CULVERTS WHERE
THEY ARE UITHIN 18" OF EACH OTHER VERTICALLY: 2" THICK x 4' WIDE,
EXTEND INSULATION &' EACH SIDE OF THE CULVERT ALONG THE
CROSSING PIFE.

C. INSTALL OVER SEWER OR FORCEMAIN PIFE WHERE THERE 1S LESS
THAN 4' OF COVER BETWEEN THE TOP OF FPIFE AND FINISH GRADE:

2" THICK x 4' WIDE CENTERED ON THE FIFE, 6" ABOVE THE PIFE.

D. FOR DUAL FIPES EXTEND INSULLATION AT LEAST 2 FEET BEYOND THE
OUTER EDGES OF PIFES.

8. PRECAST CATCH BASIN COMPONENTS TO COMPLY WITH ASTHM C4718.

2. LIMIT OF ROCK PATMENT:

FPRECAST CONCRETE STRUCTURES:

DEPTH: 12" BELOU STRUCTURE,

WIDTH: STRUCTURE OD. + 2

TRENCHES:

DEPTH: &" BELOW FPIPE OR CABLE INVERT,

WIDTH: PIFE OD. OR CABLE + 12", MIN. 3 WIDE

LIGHTPOLE BASE:

LIMIT OF CONCRETE BASE

PAVED SURFACES:

BOTTOM OF SURBASE RELATIVE TO FINISH SURFACE

2. IDENTIFICATION TAPE TO BE INSTALLED ABOVE ALL NEW UNDERGROUND

UTILITIES AND ABOVE ANY EXISTING UTILITIES THAT MAY BE EXPOSED
BY THIS CONSTRUCTION.

DETECTABLE UNDERGROUND MARKING TAFE TO BE PERMANENT,
BRIGHT-COLORED, CONTINUOUS-FPRINTED FLASTICIZED ALLUMINUM TARE,
INTENDED FOR DIRECT-BURIAL SERVICE NOT LESS THAN 3" WIDE x &5 MILS
THICK. PROVIDE TARPE WITH BLACK PRINTING IDENTIFYING THE UTILITY.
DETECTABLE WARNING TAFE REQUIRED OVER ALL WATER, SEUER,
DRAINAGE, OR GAS UTILITIES. TAFPE TO BE TERRA TAPE BY REEF
INDUSTRIES, INC., wuwwreefindustries.com, OR EQUAL.

APWA UNIFORM COLOR CODE:

WHITE FPROPOSED EXCAYATION
PINK TEMPORARY SURVEY MARKINGS
RED ELECTRIC FPOUER LINES, CABLES, CONDUIT AND LIGHTING

CABLES
YELLOW GAS, OIL, STEAM, PETROLEUM OR GASEOUS MATERIALS
ORANGE COMMUNICATION, ALARM OR SIGNAL LINES, CABLES OR
CONDUIT
BLUE FPOTABLE WATER
FURPLE RECLAIMED WATER, IRRIGATION AND SLURRY LINES
GREEN SEWERS AND DRAIN LINES

il. MATERIALS: SEE PLANS FOR SIZES

STORM DRAIN:
TYPICAL:
WITHIN ROW, OF STATE ROAD:

FPE Ni2, SMOOTH WALL
REINFORCED CONCRETE PIFPE

UNDERDRAIN:
MEETING AASHTO H-22 LOADING

PERFORATED PE Ni2

SANITARY SEUWER: PvC, SDR 35
MEETING ASTM D234 W/ A REMOVABLE GASKET MEETING ASTM D3212

FORCEMAIN: PYC, SDR 1

WATER MAIN: CEMENT LINED DUCTILE IRON CLASS B2

WATER SERVICE: CTS 202 PSS, FE
FOUNDATION DRAIN:

MEETING AASHTO H-22 LOADING
COORD. WITH STRUCTURAL FOR CONNECTION WITHIN &' OF FOUNDATION

PERFORATED PE NI2

ME. 04103

TEL: 207.781.5242 FAX: 207.781.4245

28 VANNAH AVE. PORTLAND,

Date:
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ADDED LOADING DOCK & CONCRETE DETAILS
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