
ORDER OF INSTALLATION OF

WATER PROOFING AT WINDOWS.


WATER PROOFING AT STOREFRONT AND


DOORS USE STEPS 1-3


NOTES:


1. INSTALL AIR INFILTRATION BARRIER IN ORDER AS SHOWN BY NUMBERS.


2. IF APPLICABLE, LEAVE RELEASE PAPER ON LOWER HALF OF SILL FLASHING UNTIL FUTURE TIE-IN.


3. INSTALL FLASHING AND AIR INFILTRATION BARRIER TO FORM WATER SHEDDING LAPS


4. COORDINATE WITH FLASHING REQUIREMENTS OF WINDOW MANUFACTURER


5. FOLLOW MANUFACTURES RECOMMENDATIONS FOR INSTALLATION.


1 

TRIM AIR INFILTRATION


BARRIER 1" BEYOND


THE OUTSIDE EDGE


OF NAILING FLANGE


AT JAMB AND SILL


TRIM AIR INFILTRATION


BARRIER FLUSH WITH


THE HEAD OF RO AT


WINDOW HEAD


CUT A 9" SLIT AT 45


DEGREES FROM RO


CORNERS


9
"


2 

RO 

FOLD AIR


INFILTRATION


BARRIER BACK


RO 

FASHION CUSTOM


SILL IN THE FIELD


FROM WATERPROOF


SELF-ADHESIVE


FLASHING


10"


8
"


3


RO


AIR INFILTRATION


BARRIER FULLY


PEELED BACK


4 

SET NAILING FLANGES


IN A FULL BED OF


SEALANT


5 

2. JAMB FLASHING LAP


STRIP


ADHERE TO NAILING


FLANGE AND AIR


INFILTRATION BARRIER


LAP STRIP HEAD, JAMB AND SILL FLASHING.


INSTALL IN ORDER OF NUMBERING


3. HEAD FLASHING LAP


STRIP


ADHERE TO NAILING


FLANGE AND AIR


INFILTRATION BARRIER


4. FOLD AIR INFILTRATION


BARRIER OVER HEAD STRIP


LAP FLASHING


6


FOLD AIR INFILTRATION


BARRIER OVER HEAD STRIP


LAP FLASHING AND TAPE IN


PLACE


TAPE TO COVER FULL


LENGTH OF FOLD


PAN FLASHING


TURNED UP AGAINST


SIDES OF WINDOW


OPENING


PAN FLASHING


TURNED UP BEHIND


WINDOW SILL


PAN FLASHING


LAPPED OVER AIR


INFILTRATION


BARRIER


NO BOTTOM NAILING


FLANGE. PAN


FLASHING RUNS


UNDER WINDOW SILL


AND TURNS UP


BEHIND SILL


5'-0" 

7
'-
7
"


A 

FIXED VINYL


WINDOW


E 

3'-0" 

5
'-
7
"


2'-0" 

2
'-
0
"


F 

6'-0" 

7
'-
7
"


4'-4 3/4" 3'-2 1/2" 4'-4 3/4" 3'-3 3/4" 4'-2 1/4" 4'-6"


12'-0" 12'-0"


1
5
'-
4
" 

7
'-
2
"


1
'-
0
" 

7
'-
2
" 

2
'-
6
 3

/4
" 

1
0
'-
1
 1

/4
"


G


7
'-
1
 1

/4
"


2
'-
6
 3

/4
" 

H


J


K


4'-4 3/4" 3'-2 1/2" 4'-4 3/4"


FIXED VINYL


WINDOW


FIXED VINYL


WINDOW


FIXED VINYL


WINDOW


ALUMINUM STOREFRONT


ALUMINUM STOREFRONT


ALUMINUM STOREFRONT


6 
A8.03 

4 
A8.03 

B 

3'-4" 

7
'-
7
"


C 

2'-10" 

7
'-
7
"


3'-6" 

6
'-
0
"


D 

6 
A8.03 

FIXED VINYL


WINDOW


FIXED VINYL


WINDOW


FIXED VINYL


WINDOW


5 
A8.03 

4 
A8.03


5 
A8.03 

8 
A8.03 

9 
A8.03 

9

A8.03


8

A8.03


7

A8.03


8

A8.03


9
'-
8
" 

7
'-
2
"


1
'-
0
" 

7
'-
2
" 

7

A8.03


6 
A8.03 

4 
A8.03 

5 
A8.03 

6 
A8.03 

4 
A8.03 

5 
A8.03 

6 
A8.03 

4

A8.03


5 
A8.03 

6 
A8.03 

5

A8.03 

6 
A8.03 

4

A8.03


5

A8.03


2 
A8.03


2 
A8.03


NOTE: ALL WINDOWS TO HAVE A U-FACTOR OF .35 OR LESS.
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 3/8" = 1'-0"


1 ORDER OF INSTALLATION OF WATERPROOFING AT WINDOWS


 1/4" = 1'-0" 

2 WINDOW ELEVATIONS 

05/08/17
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