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35-0" VERIFY

248"

230" VERIFY

EXISTING EIFS WALL

i LED ILLLIMINATION WATHIN

ALL PENETRATIONS TO BE FILLED WITH
AFFROPRIATE SEALER AT TIME OF

INSTALLATION

LAG MOUNTING INTO PLYWOOD
SHEATHING BEHIND WALL; PROVISIGN
FOR THAU-BOLT MOUNTING [NTO
BLOCKING BEHIND WALL IF REQUIRED
FVC SPACERS INSERTED TO MAXIMUM
DEFTH IN EXTERIOR INSULATED FINISH
SYSTEM {IFS—DRYYIF OR SIAILAR)

POWER SUPPLY WITHIN LETTERS
‘OR REMOTE BEHING WALL [TPD)

{1] ELECTRICAL PENETRATION
PERLETTER

(ff———— ACRYLIC FACES.

‘FABRICATED ALUMINUM LETTER

TYPICAL SECTION
NO SCALE

WALL AREA=2285 SQ. FT.  SIGN @ 6%=137 SQ. FT.

FABRICATED 5%:" DEEP GRAPHICS, WHITE RETURNS, FAGES AND TRIM-CAP,
WHITE 'LED' ILLUMINATION,

FABRICATED ALUMINUM RACEWAYS PAINTED TO MATCH WALL (TBD),
STONE VENEER WALL

@.z._,. ILLUM. WALL ID
SCALE: 1/8"=1'-0" (1) REQUIRED

\ﬂrr.ﬁ:;?@
muf.....j_ less W‘Tﬁﬁd

RENDERING
NO SCALE




