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OUTPUT

Nominal AC Power Output

AC Output Voltage Min.-Nom.-Max.¥
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Utility Monitoring, Islanding Protection, Country Configurable Thresholds Yes Yes
INPUT

@
Recommended Max. DC Power 3750 4750 6250 7500 9500 12400 14250 W

Nighttime Power Consumption

ADDITIONAL FEATURES

Supported Communication Interfaces

Rapid Shutdown — NEC 2014 690.12

Functionality enabled when SolarEdge rapid shutdown kit is installed®

STANDARD COMPLIANCE

Emissions

UL1741, UL1699B, UL1998 , CSA 22.2

INSTALLATION SPECIFICATIONS

AC output conduit size / AWG range

30.5x12.5x7/ ‘
775x315x 172

() For other regional settings please contact SolarEdge support.

@) Limited to 125% for locations where the yearly average high temperature is above 77°F/25°C and to 135% for locations where it is below 77°F/25°C.
For detailed information, refer to http://www.solaredge.us/files/pdfs/inverter_dc_oversizing_guide.pdf

) A higher current source may be used; the inverter will limit its input current to the values stated.

) Revenue grade inverter P/N: SExxxxA-USOOONNR2

() Rapid shutdown kit P/N: SE1000-RSD-51

(6140 version P/N: SExxxxA-USOOONNU4
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