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4x4 PT. POST W/ PT. RAILS
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(3)-2x10 HEADER
W/ 1/2" PLY

/’ MIN. R—49 INS. /’ 1/2" SHEETROCK

w/ STRAPPING TYP.

16'-0"

TN
ﬁ.@ / PER

R-21 INSUL.

\| 3/4" ADVANTECH

11-%" NI-80 1-JOISTS @ 16"0.C.

3 PLY. 1 3/4” LVL. HEADER

/| MIN. R-30 INSUL.

5/8" TYPE X FIRE-RATED
SHEETROCK. ON ALL WALLS AND
CEILING SEPARATING GARAGE FROM
LIVING SPACE

20-0"

SHEATHING REINFORCEMENT
PER MANUF. SPECS.

8'-0"
74"

\ 4" REIN. CONCRETE SLAB

A ]

14" RAISED HEEL ENGINEERED TRUSS @ 24" 0.C.
5/8" zip SHEATHING
3-TAB 30YR. SHINGLES

METAL DRIP EDGE

1x8 FASCIA BD.
W/ CROWN MOLDING

F. CONT. SOFFIT

2x8 RAFTERS @ 16" O.C.

2x6 STUDS @ 16" 0.C.
7/16” 0SB SHEATHING
TYPAR HOUSE WRAP

CEDAR CLAP BD. SIDING

2x6 PT. SILL PLATE w/

SILL SEAL BOLTED TO

CONC. WALL @ 6’0" O.C.

w/ 1/2" MIN. ANCHOR BOLTS
EXTENDING 7° MIN. INTO CONC.

NOTE:

SMOKE & CARBON MONOXIDE ALARMS SHALL BE
INSTALLED IN THE FOLLOWING LOCATIONS PER
R314 & R315:

1. EACH SLEEPING AREA

2. OUTSIDE EACH SEPARATE SLEEPING AREA
IN THE IMMEDIATE VICINITY OF THE
BEDROOM.

3. ON EACH ADDITIONAL STORY OF THE
DWELLING INCLUDING BASEMENT.

4. AL SMOKE ALARMS SHALL BE
INTERCONNECTED.

5. FIRE SEPARATION PER TOWN OR LOCAL
CODE WHEN REQUIRED.
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8” CONC. FROST WALL MIN.
4’ BELOW GRADE TYP.

TYP. CONT. CONC. FTG

LUMBER <.

Est.1848

HANCOCK

ELEVATIONS, SECTION

WAYNE HYMER
369 CAPISIC ST. PORTLAND, ME.

THIS INFORMATION IS PROVIDED TO OUR CUSTOMERS AS A SERVICE OF HANCOCK LUMBER.

CUSTOMERS SHOULD APPRECIATE, HOWEVER, THAT THIS INFORMATION IS NOT THE WORK

REGISTERED ARCHITECTS WITHIN THE STATE OF MAINE, AND CUSTOMERS MAY WANT TO CONSULT

WITH AN ARCHITECT BEFORE TAKING FINAL ACTION WITH REGARD TO ANY BUILDING OR
STRUCTURE. CUSTOMERS SHOULD ALSO APPRECIATE THAT, BY PROVIDING CUSTOMERS WITH THIS
INFORMATION, HANCOCK LUMBER DOES NOT GUARANTEE THE SOUNDNESS OR SUITABILITY OF

PRODUCT OF ANY ARCHITECT. NEITHER HANCOCK LUMBER NOR ANY OF ITS EMPLOYEES ARE
THE INFORMATION FOR ANY PURPOSE OF THE CUSTOMER.
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