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WEST ELEVATION (Stroudwater Road)

SCALE: 1/4" = 1 '-0" 

2 

BUILDING SECTION (Looking South)

SCALE: 1/4" = 1 '-0"


1

WALL SECTION

SCALE: 1 " = 1 '-0" 
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PORCH SECTION (Looking South) 
SCALE: 1" = 1 '-0" 

5 
EXIST. GARAGE WALL SECTION 
SCALE: 1" = 1 '-0" 
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7
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KITCHEN / DINING 

PORCH


EXIST.!

GARAGE


NEW!


MUDROOM 

EXIST.!

BASEMENT 

BASEMENT


MASTER BEDRM. 

KITCHEN / DINING


PATIO


CONDITIONED!


CRAWL!

SPACE


EXISITNG PORCH
NEW PORCH 

4'-0"


2
'-
0
"


EXISTING 2X8 RIM JOIST (VIF)


2x8 CONT. P.T. LEDGER.

FASTEN TO EXIST. RIM JOIST

THRU SHEATHING W/ 5/8"

DIA. X 5" LONG HDG LAG

BOLTS AT 16" OC,!

TYPICAL


PROVIDE SIMPSON LUS28

HDG HANGERS, TYPICAL AT

FLOOR  JOISTS, BOTH ENDS.


EXISTING

FDN.


EXISTING JOISTS


NEW ASPHALT ROOF (TYP)


NEW KITCHEN AND!


DINING


BEDROOM


NEW PATIO


BASEMENT


NEW PORCH!


ENCLOSURE 

LIVING 
NEW FULL GLASS PATIO DOOR


EXISTING FOUNDATION


NEW 8" CONC.FROST WALL AND CONT.!

CONC. FOOTING.!

PROVIDE CONT. DAMPPROOFING


NEW PORCH ENCLOSURE.!

PROVIDE NEW CASEMENT

WINDOWS AS SHOWN.


NEW PORCH!


ROOF EXTENSION


NEW ROOFING, TYP.


NEW PAINTED WOOD SHINGLES!

AND TRIM


APPROX. EXIST. GRADE 

EXIST. FIRST FLOOR LINE


NEW  FLOOR!


ASSEMBLY


NEW DORMER ROOF ASSEMBLY


NEW STEEL BEAM


ALL EXISTING WINDOWS REPLACED WITH

DOUBLE GLAZED CASEMENT UNITS UNLESS

OTHERWISE INDICATED


NEW DORMER BEYOND


NEW WINDOWS!

TO BE DETERMINED


NOTE:!

NEW BEDROOM WINDOWS  TO!


MEET EGRESS SIZE REQUIREMENTS.!

FIT IN EXIST. OPENINGS TO MIN. SIZE!

AS SHOWN


3

A2.1


NOTE:!

NEW BATHROOM WINDOWS  IN

SHOWER TO BE PROVIDED WITH

CLASS II TEMPERED SAFETY GLASS


3
'-
0
 3




4
" 

3
'-
7
 1
 4
"


LINE OF BASEMENT!

SLAB


4
"


M
IN

.


1
'-
0
"
3

'-
0
"


VERIFY IN!


FIELD


FREE DRAINING!


3/4" STONE


PREFAB. HIGH DENSITY!

POLYETHYLENE EGRESS!

WINDOW WELL EQUAL TO:!

BILCO "SCAPWEL"!

MODEL  4048-42!

INSTALL IN STONE BED!


AND BACKFILL!

AS PER MFGR'S!

INSTRUCTIONS


REPLACE EXST. BSMNT.!

WINDOW WITH NEW !

CASEMENT WINDOW!


NOM. UNIT SIZE:!

2'-7"x3'-7" TO MEET!

EMERG. EGRESS SIZE!

REQUIREMENTS


ALIGN RIDGE OF DORMER!


WITH MAIN RIDGE


D
O

O
R

 R
.O

.


BOTTOM NEW RAFTERS!

VERIFY BEARING HGT. IN FIELD!


TO ASSURE PROPER ALIGNMENT!

EXISTING FASCIAS.


V
IF




2X12 CONT. RIDGE (TYP)


VIF


CTR. OF BRNG.

WALL ABOVE

AND BEAM, (VIF)


15'-6"

(VIF)


12'-6"

(VIF)


EXTEND EXIST. !

MAS. CHIMNEY AS REQ'D.!

BY NEW ROOF


2
'-
0
"


SOLAR LIGHT TUBE


EXISTING EXPOSED

WOOD!


ROOF FRAMING


EXISTING CONCRETE

SLAB ON GRADE 

EXISTING CONCRETE

FOUNDATION WALL 

EXISTING PLASTER ON ROCK

LATH.!

GC TO EXTEND TO UNDERSIDE

OF ROOF SHEATHING  AS

NEEDED TO CREATE

CONTINUOUS SEPARATION

BETWEEN HOUSE AND GARAGE.!

FILL ALL GAPS AND AROUND ALL

PENETRATIONS WITH

FIRE-RATED CAULK OR EQUAL.


EXISTING PLASTER CEILING


EXISTING PLASTER WALL!

FINISH ON EXIST. ROCK LATH


NEW ASPHALT!

SHINGLES ON EXISTING ROOF


PROVIDE SIMPSON LUS28

HDG HANGERS, TYPICAL AT

FLOOR  JOISTS.


EXISTING FLOOR

FRAMING (VIF)


NEW 2x8  PR. TR.

JOISTS AT 16" OC,!

TYPICAL


THE PRESUMPTIVE ALLOWABLE SOIL BEARING CAPACITY IS

3000 PSF TO BE VERIFIED BY THE GENERAL CONTRACTOR IN

THE FIELD


NOTE:


2
'-
0
"


WOOD FLOOR FRAMING!


AT 1 '-4" OC


3/4" SUB-FLOOR


FINISH FLOOR SYSTEM!


TO ALIGN WITH EXISTING 

ROOF RAFTERS - REFER TO!


STRUCTURAL DRAWINGS


NEW PTD. ALUM. GUTTER 

NEW 1X CONT. FASCIA AND TRIM !

TO MATCH EXISTING


INSULATED ROOF!

ASSEMBLY, TOTAL R 49 CODE MIN.


ASPHALT SHINGLES


HIGH PERFORMANCE WATERPROOF!

UNDERLAYMENT OVER 5/8"!

EXTERIOR "ZIP" ROOF SHEATHING!


TO CREATE AIR BARRIER 

NEW CONC. FOOTINGS!

SEE A1.0


NEW CONC. 8" !

FOUNDATION WALL!

SEE SHEET A1.0


(2) LAYERS 2" RIGID INSULATION OVER!


ROOF SHEATHING!


FILL RAFTER CAVITIES WITH BLOWN IN CELLULOSE


CONT. MTL. DRIP EDGE


EXT. 2x ALIGNED WITH!


ROOF FRAMING, ATTACHED TO SOLID FRAMING!


TRHOUGH INSULATION.!

CONTINUE ROOF SHEATHING OVER 2X EXTENSIONS.


CONT. 12" WIDE STRIP!

OF ICE & WATER SHIELD!


OVER DRIP EDGE (TYP)


1/2" CDX PLY NAILED TO

BLOCKING TO SUPPORT

SOFFIT


LEAVE GAP BEHIND TRIM!


FOR VENTING


1/2" ZIP WALL SHEATHING W/!

TAPED SEAMS TO CREATE

AIR BARRIER


METAL DRIP EDGE OR


PERFERATED WEEP SCREED


STARTER STRIP


LEAVE 1/4" GAP FOR DRAINAGE


AND AIR FLOW*


NEW 2X6 PORCH

WALL WITH BUILT-IN

SHELVING


NEW WHITE

CEDAR SHINGLES


10"


MIN. CODE R20!

BLOWN-IN DENSE PACK

CELLULOSE INSULATION


MIN. R49 CLOSED CELL SPRAY FOAM

INSULATION ON BACK SIDE OF ROOF

SHEATHING.


HIGH PERFORMANCE WATERPROOF!

UNDERLAYMENT OVER ROOF!

SHEATHING TO CREATE AIR BARRIER


CONTINUOUS ICE & WATER SHIELD !

WRAPS 18" UP EXTERIOR FACE OF !

WALL SHEATHING AND 18" ALONG!


ROOF SHEATHING, TYP.


NEW BEAM!


SEE SHEET S1.1


2" STONE PAVERS

STONE DUST SETTING BED


6" OF COMPACTED 3/4" CRUSHED!


STONE MIXED WITH STONE DUST


10.00


12


SEE WALL TYPE DETAIL!

ON SHEET A1.1 AND !

STRUCTURAL NOTES!

ON A1.0 AND S1.1


2X8 WALL FRAMING TO CONCEAL

BEAM.!

SIMILAR TO WALL TYPE DETAIL!

ON SHEET A1.1


METAL FLASHING


BLOWN-IN DENSE

PACK INSULATION

MIN. R20


MIN. R49 CLOSED CELL SPRAY FOAM

INSULATION ON BACK SIDE OF ROOF

SHEATHING. TYP.


EXISTING ROOF SYSTEM !

TO BE REMOVED


PROVIDE SIMPSON H2.5A HURRICANE

CLIPS AT EACH RAFTER, TYPICAL.


REMOVE EXIST. LEDGER AND INSTALL 2X8

CONT. PT LEDGER FASTENED TO EXIST.

RIMBD. (THRU SHEATHING) W/ (2) ROWS OF

5/8" DIA. X 4" LONG HDG LAG BOLTS AT 12" oc

( 2 1/2" & 5" FROM TOP  STAGGERED. TYP.)


PROVIDE CONT. 1/4" "HARDIE

BACKERBOARD PANELS TO

COVER INSULATION TO MEET

MIN. 15 MIN. FIRE BARRIER

REQUIRED BY CODE


WOOD PANELING, TO BE DETERMINED


2" THK. MIN. CONC.

SLAB W/ FIBERMESH

REINF. (TYP.)


2" XPS RIGID

INSUL. TYPE SM


OPEN CELL SPRAY

FOAM INSULATION!


SEAL TO TOP OF RIGID

INSUL.


CONT. POLY. VB.

TURN UP WALLS

AND SEAL EDGES

(TYP)


EXISTING

FOUNDATION

WALL


NEW 2X10s @16"oc ROOF

RAFTERS. LAP BESIDE EXISTING

2ND FLR. JOISTS AND FASTEN W/

8-16d NAILS (TYP)


3.25 

12 

MATCH RAFTER LINES AT CTR.

OF RIDGE, (TYP)


5/8" APA RATED SHEATHING w/10d NAILS AT

6" OC AT PANEL EDGES AND INTERMEDIATE

(TYP)


2X12s @16"oc ROOF RAFTERS.

ALIGN WITH RAFTERS ON OPP.

SIDE OF ROOF. (TYP)


SIMPSON H2.5 HURRICANE CLIP

AT EACH RAFTER. (TYP)


2X8s @16" OC CEILING TIE JOISTS AT

EACH RAFTER. FASTEN TO RAFTERS W/

16-12GA X3 1/2" LONG WOOOD SCREWS AT

BOTH ENDS (TYP)


SIMPSON H2.5

HURRICANE CLIP AT

EACH RAFTER. (TYP)


NEW 2X6 SUPPORT  WALL

SEE SHEET A1.0 FOR DETAILS


EXIST. 2X8 FLOOR

JSTS. AT 16"OC  (VIF) 

EXIST. 2X8 FLOOR

JSTS. AT 16"OC  (VIF)


3-2x6 HDR. OR 3-1 3/4" x 5 1/2" LVL

hdr. ( ripped to 4" depth) W/ 2-2X6

JACK STUDS PLUS 2-2X6 KING

STUDS AT BOTH ENDS. (TYP)!

5'-6" MAX. RO


SEE SHEET S1.1!

FOR STRUCTURAL DETAILS 

PROVIDE CONT. 1/4" "HARDIE

BACKERBOARD PANELS TO

COVER INSULATION TO MEET

MIN. 15 MIN. FIRE BARRIER

REQUIRED BY CODE 

2" THK. MIN. CONC.

SLAB W/ FIBERMESH

REINF. (TYP.)


2" XPS RIGID INSUL.

TYPE SM


OPEN CELL SPRAY

FOAM INSULATION!


SEAL TO TOP OF RIGID

INSUL.


CONT. POLY. VB. TURN UP

WALLS AND SEAL EDGES

(TYP)


BELOW GRADE DAMPPROOFING,

(TYP)


SEE NOTES ON SHEET  A1.0


SEE SHEET S1.1!

FOR STRUCTURAL

DETAILS


PAINTED GYP. BD. CEILING

PAINTED GYP. BD. CEILING


10.00 

12


10.00
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