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Centerline of Portland Jetport Runway Lights

19.1 Acres
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PROPOSED SITE PLAN
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Buried Electrical &
Telephone Service 
Feeders

Transformer &
Telephone MH

Exist'g 
Office w/
-1 WC
-1 Sink
-1 Shower head
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Exist'g 20,000 
Gal. underground
holding tank

Exist'g floor gutter
catch basins - Typical of
(3). 2 of the catch basins 
have been sealed off and 
are no longer in use.
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       Exist'g
Paved Parking Lot

Proposed 1 story modular
office buildings. Each contains:
-2 WC
-2 Sinks

10 Spaces

5 Spaces

Exist'g
Paved Drive

SALVAGED GRANITE
STORAGE YARD

TYPICAL STAIR DETAIL
Scale: 3/4" = 1'-0"

New designated car 
parking spaces
for offices at exist'g
paved area. 
 
Striped spaces to be 9'-0" wide
by 18'-0" long. Provide (1) H.C. space w/
adacent 5' wide striped access aisle. Provide
A.D.A. compliant signage and pavement markings

New designated car 
parking spaces
for offices at exist'g 
paved area.

Striped spaces to be
9'-0" wide by 18'-0" 
long. Provide (1) H.C. space w/
adacent 5' wide striped access 
aisle. Provide A.D.A. compliant 
signage and pavement markings

TYPICAL RAMP DETAIL
Scale: 3/4" = 1'-0"

dumpster for 
solid waste

New wood stairs &
Landing per details

New wood stairs,
ramp & landing 
per details

New wood stairs &
Landing per details

Field Verify finish floor
height from grade to 
determine required ramp 
length. max ramp slope
to be 1" rise /12" run to 
meet ADA requirements 
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Field Verify finish floor
height from grade to 
determine required ramp 
length. max ramp slope
to be 1" rise /12" run to 
meet ADA requirements 
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BIKE RACK DETAIL
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42" high guard rail:

- PT 2x4 cap w/ 1x3 PT side trim
- 1 1/2" sq. PT ballusters screwed
  to stringers & spaced @ 5" o.c.

12"

2'
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11"

1 1/2" Dia. pipe handrail 

2x12 PT stringers @ 12" O.C. w/
1x6 PT deck boards at treads & 
risers. Stair to be 48" clear width 
between guardrails.

2x10 PT framing
@ 12" O.C.

Face of modular office building.

4x4 PT posts supported on 10" dia.
Sonotube piers extending down 
to footing block 48" below grade.

5'-0" N.T.S. @ single door entry
8'-0" @ two door entryC
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4x4 PT Post
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(2)2x12 PT Header 
supporting 2x10 PT joists @ 
12" O.C. supported on 10" 
dia. sonotube piers extending 
down to footing block 48" 
below grade.

10" concrete pier full width
of ramp framing. Extend down 
to 48" below grade.

Adjacent paving - set 
ramp edge flush w/
finish surface

1x6 PT deck boards

Set in 8" dia. sonotube 
foundations extended 
down to 4' below grade

Steel tube bike rack with black
factory paint finish set in 
concrete foundations. Rack to 
be model # R-8212  as 
manufactured by Reliance 
Foundry or approved equal


