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6' x 6'  (36 SF) FOCALPOINT BY
FABCO INDUSTRIES, INC. W/
FILTERRA MEDIA, SEE DETAILS
ON SHEET C-9.1

REINFORCED TURF EMERGENCY
OVERFLOW SPILLWAY

STORMWATER DETENTION BASIN
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1
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1

PREPARED SUBGRADE

25 YR STORM EVENT EL 90.96
10 YR STORM EVENT EL 90.72
2 YR STORM EVENT EL 90.06
WATER QUALITY VOLUME DEPTH EL 88.92

TOP OF BERM EL 92.10

BOTTOM OF
BASIN EL 88.42

PROPOSED GRADE

APPROXIMATE
EXISTING GRADE

G

G

G

G

G

G

G

G

COMMON BORROW WITH A PERMEABILITY
OF 10 -5  CM / SEC OR SLOWER AND A
PLASTICITY INDEX OF 6 OR GREATER
COMPACTED PER PROJECT GEOTECHNICAL
ENGINEERS RECOMMENDATIONS, TYP

3" SHREDDED HARDWOOD
NON-FLOATABLE BARK MULCH

6" BRIDGING STONE
9" STRUCTURAL UNDERDRAIN

LINER /
CONTAINMENT
GEOTEXTILE

REINFORCED SLOPE EITHER RIPRAP
OR PERMANENT FABRIC BY NORTH
AMERICAN GREEN OR EQUAL

18" FILTER MEDIA SECTION SEE
DETAIL G SHEET C-9.1A

3:1±
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91
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5

85
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1

25 YR STORM EVENT EL 90.96
10 YR STORM EVENT EL 90.72
2 YR STORM EVENT EL 90.06
WATER QUALITY VOLUME DEPTH EL 88.92

PRETREATMENT
SEDIMENT FOREBAY
BOTTOM EL 86.00

WOVEN GEOTEXTILE FABRIC
MIRAFI 500x OR EQUAL

1'-6" THICK RIPRAP
D500=6"

TOP OF BERM EL 92.10

SEDIMENT
FOREBAY

BOTTOM OF
BASIN EL 88.42

PROPOSED GRADE

APPROXIMATE
EXISTING GRADE

G

G

G

G

G

G

PREPARED SUBGRADE

COMMON BORROW WITH A PERMEABILITY
OF 10 -5  CM / SEC OR SLOWER AND A
PLASTICITY INDEX OF 6 OR GREATER
COMPACTED PER PROJECT GEOTECHNICAL
ENGINEERS RECOMMENDATIONS, TYP

REINFORCED SLOPE EITHER RIPRAP
OR PERMANENT FABRIC BY NORTH
AMERICAN GREEN OR EQUAL

3:1±
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PREPARED SUBGRADE

25 YR STORM EVENT EL 90.96
10 YR STORM EVENT EL 90.72
2 YR STORM EVENT EL 90.06
WATER QUALITY VOLUME DEPTH EL 88.92

TOP OF BERM EL 92.10

REINFORCED TURF
SPILLWAY

TOP OF SPILLWAY
EL 91.00

BOTTOM OF
BASIN EL 88.42

PROPOSED GRADE

APPROXIMATE
EXISTING GRADE

G

G

G

G

G

G

PREPARED SUBGRADE
PER GEOTECHNICAL
ENGINEERS REPORT
PREPARED BY S.W. COLE,
TYP

COMMON BORROW WITH A PERMEABILITY
OF 10 -5  CM / SEC OR SLOWER AND A
PLASTICITY INDEX OF 6 OR GREATER
COMPACTED PER PROJECT GEOTECHNICAL
ENGINEERS RECOMMENDATIONS, TYP

3" SHREDDED HARDWOOD
NON-FLOATABLE BARK MULCH

6" BRIDGING STONE
9" STRUCTURAL UNDERDRAIN

LINER /
CONTAINMENT
GEOTEXTILE

REINFORCED SLOPE
EITHER RIPRAP OR
PERMANENT FABRIC BY
NORTH AMERICAN
GREEN OR EQUAL

18" FILTER MEDIA SECTION SEE
DETAIL G SHEET C-9.1A

3:1±

R:\3118-Convenience Store, Portland, ME\Cadd\Amended Permit Set\dwg\3118-SP-ALT POND.dwg  winter_c 8/7/2014 11:56 AM

FILE NAME:
CHECKED: SRB

PROJECT

DRAWN:
DESIGNED:

JOB NO.
SCALE:

SHEET

DATE:
SRB
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SHEET TITLE

CLIENT

LIC. # 7429

P.E. STEPHEN BUSHEY

REVISIONS
DESCRIPTIONDATEREV

MULTI-USE DEVELOPMENT
2282 CONGRESS ST., PORTLAND, ME

CJ DEVELOPERS, INC.
35 PRIMROSE LANE, FREEPORT, MAINE 04032
AND PORTLAND PROPERTY HOLDINGS, LLC

2 MAIN STREET, SUITE 200, TOPSHAM, MAINE 04086

3118-SP
SRB

STORMWATER MANAGEMENT:
FLOODING BASIN AND FOCALPOINT

FILTER SECTIONS

C-9.0A

CMW
SRB AS NOTED

1 inch =          ft.
( IN FEET )

0 40.0001

20

20 2010

SCALE: H: 1" = 20'; V: 1" = 4'

SCALE: H: 1" = 20'; V: 1" = 4'

SCALE: H: 1" = 20'; V: 1" = 4'

ADDED SHEET FOR FOCALPOINT TREATMENT
SYSTEM

08.06.141

6'-0" OUTLET
CONTROL
STRUCTURE SEE
DETAILS ON
SHEET C-9.1

1" = 20'

THIS SHEET DEPICTS AN ALTERNATIVE TREATMENT MEASURE
TO THE GRASSED UNDERDRAINED SOIL FILTER. THE
FOCALPOINT TREATMENT FILTER MANUFACTURED BY FABCO
INDUSTRIES, INC. IS SIZED TO TREAT WATER AT 100 IN / HR AND
ALL SIZING COMPUTATIONS ARE PROVIDED IN THE
SUPPLEMENTAL STORMWATER REPORT. THE FOCALPOINT
TREATMENT FILTER SYSTEM SHALL BE FILLED WITH FILTER
MEDIA MANUFACTURED BY FILTERRA TM.


