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Date:

EXPOSED CLG STRUCTURE

AT UTILITY ROOM

INSTALL NEW SMALL FULL
CUTOFF LED WALL FIXTURE
OVER EXIT DOOR

DOWN LIGHTS OVER
THE SINK COUNTER
TYP. FOR EA. TOILET RM
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DIMMABLE DOWN LIGHTS GPDW CEILING —— GPDW CEILING WALL WASH GPDW SOFFITS AT
AT PERIMETER OF CONF. TYP. — 1” BELOW APPROX. 8'—0" AF.F. CAN LIGHTS THE ENDS OF CORRIDORS

REPLACE EXG WALL LIGHT RM — SWITCH SEPARATE SUSP. CLG HEIGHTS MATCH ELEV. OF TYP. — 1" BELOW
FIXTURE WITH NEW FULL CUTOFF FROM MAIN LIGHTS EXTERIOR SOFFIT DOWN LIGHTS SUSP. CLG HEIGHTS

LED WALL FIXTURE

OVER RECEPTION
DESK

REPLACE EXG WALL LIGHT
FIXTURE WITH NEW FULL CUTOFF
LED WALL FIXTURE

ROBERT J. FOSTER ARCHITECT
36 Groveside Road, Portland, Maine 04102
(207) 761-3822

Project Title

CROSS INSURANCE
RENOVATIONS

2367 CONGRESS STREET
PORTLAND, MAINE

REPLACE ALL EXG RECESSED
LIGHT FIXTURES IN EXTERIOR
SOFFITS WITH NEW LED
RECESSED LIGHT FIXTURES

REPLACE EXG WALL LIGHT
FIXTURE WITH NEW SMALL
LED FULL CUTOFF TYPE
LED LIGHT FIXTURE

OVER EXIT DOOR.

GENERAL NOTES

REFER TO ROOM FINISH SCHEDULE ON SHTS
AB0.2 FOR CEILING HEIGHTS
UNLESS NOTED OTHERWISE.

REFER TO MECHANICAL & ELECTRICAL DRAWINGS
FOR ADDITIONAL INFORMATION AND CO-—

ORDINATION.

CONSTRUCT 5/8" FIRE RATED BOXES BEHIND
ANY RECESSED LIGHTS OR OTHER RECESSED
ELEMENTS TO MAINTAIN REQ'T FIRE RATINGS
IN FIRE RATED ASSEMBLIES.

PROVIDE ACCESS PANELS WHERE NECESSARY TO
ACCESS MECH. AND PLUMBING ITEMS (SHUT OFF

VALVES, ETC...).

ACCESS PANELS SHALL BE FIRE

RATED WHERE PENETRATING FIRE RATED BARRIERS.

01-29-18

CONSTRUCTION DRAWINGS
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Drawing Title

REFLECTIVE
CEILING PLAN

REFLECTIVE CEILING PLAN

1/8"

Drawing Number

A70.1




