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STANDARD MOUNTING HEIGHTS FOR MISCELLANEOUS WALL-MOUNTED ACCESSORIES
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STD WATER CLOSET W/ 
TOILET SEAT COVER 

DISPENSER

HC WATER
CLOSET

GRAB BARS AT
WATER CLOSET

GRAB BARS AT
WATER CLOSET

TOILET PAPER DISP. W/ 
SANITARY DISPOSAL. (FEMALE 

TOILETS ONLY)

STD.
URINAL

HC
URINAL

STD
LAVATORY

HC LAVATORY/MIRROR TYP. LAVATORY DISPENSERS/TYP.
TOILET RM. DEVICES
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STANDARD PLUMBING FIXTURES AND WALL-MOUNTED ACCESSORY MOUNTING HEIGHTS


STANDARD HEIGHTS FOR TRANSACTION COUNTER/ SHELVING/ SEATING
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OVERHANG
6" MIN.

RAMP HANDRAILS

STD HT VARIES
MAX 3'-8" FOR

HC REACHOVER

M
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TRANSACTION COUNTERS

FRONT ELEVATION

HC TRANSACTION COUNTERS 
SIDE APPROACH SECTION 

DRESSING 
ROOM SEAT 

SECTION

SHELVING
SECTION

1

1 

READ

THIS 

TOWEL BAR SANITARY NAPKIN
DISPENSER

CHANGING STATION STD. WALL
PHONE 

STD. WALL PHONE
AT WORKSTATIONS


STD. 
PAYPHONE 

HC PAYPHONE HANDRAILS AND
WALL BUMPERS

RAMP AND STAIR 
HANDRAILS 

COAT HOOK/ROBE
HOOK

COAT RACK
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TYPE  X3.1  1 HR FIRE RATED

(STC 45) ONE LAYER 5/8"GWBX EACH SIDE

OF 3 5/8" METAL STUDS. UL# U419


TYPE  X6.1  1 HR FIRE RATED

(STC 45) ONE LAYER 5/8"GWBX EACH SIDE

OF 6" METAL STUDS. UL# U419


TYPE  Y3.1  1 HR SMOKE RATED


(STC 45) ONE LAYER 5/8"GWBX EACH SIDE

OF 3 5/8" METAL STUDS. UL# U419


TYPE  Y6.1  1 HR SMOKE RATED


(STC 45) ONE LAYER 5/8"GWBX EACH SIDE

OF 6" METAL STUDS. UL# U419


CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE


J RUNNER SECURED TO FLOOR


5/8" GWBX

FULL DEPTH SOUND

INSULATION

FINISHED CEILING

SLIPTRACK FOR DEFLECTION


RUNNER SECURED TO

DECK/FLOOR

EXTEND PARTITIONS TO

UNDERSIDE OF FLOOR OR

ROOF CONSTRUCTION


1/2" CLEARANCE BETWEEN

DECK AND GWB (TYP)


CONTINUOUS PERIMETER

SEALANT

NOTE: SEE TOP OF WALL DETAILS

FOR FIRE/SMOKE INFORMATION.


TYPE  U2.1  1 HR FIRE RATED

(STC 45) CAVITY SHAFT WALL WITH 2 1/2" C-
H STUDS, UL# U415

TYPE  U4.1  1 HR FIRE RATED

(STC 45) CAVITY SHAFT WALL WITH 4" C-H

STUDS, UL# U415

TYPE  U6.1  1 HR FIRE RATED

(STC 45) CAVITY SHAFT WALL WITH 6" C-H

STUDS, UL# U415

1" SHAFT WALL LINER


C-H STUDS

5/8" GWB 

TAPE ALL JOINTS,
BOTH SIDES

SEAL ALL
PENETRATIONS
BELOW CEILING

TYPE  S3.a  NON-RATED

(STC 45) ONE LAYER 5/8"GWB EACH SIDE OF

3 5/8" METAL STUDS.


TYPE  S3.b NON-RATED

(STC 45) ONE LAYER 5/8"GWB EACH SIDE

OF 3 5/8" METAL STUDS TO 6" ABOVE

CEILING.

TYPE  S6.a  NON-RATED

(STC 45) ONE LAYER 5/8"GWB EACH SIDE OF

6" METAL STUDS.

TYPE  S6.b NON-RATED

(STC 45) ONE LAYER 5/8"GWB EACH SIDE OF

6" METAL STUDS TO 6" ABOVE CEILING.
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BRACE BACK TO DECK


TYPE  F3.a  NON-RATED TYPE  F3.b NON-RATED

6
"

BRACE BACK TO DECK


ONE LAYER 5/8"GWB TAGGED SIDE OF 3 5/8"

METAL STUDS.

ONE LAYER 5/8"GWB TAGGED SIDE OF 3 5/8"

METAL STUDS.

SLIPTRACK FOR DEFLECTION


RUNNER SECURED TO

DECK/FLOOR

EXTEND PARTITIONS TO

UNDERSIDE OF FLOOR OR

ROOF CONSTRUCTION


1/2" CLEARANCE BETWEEN

DECK AND GWB (TYP)


CONTINUOUS PERIMETER

SEALANT

NOTE: SEE TOP OF WALL DETAILS

FOR FIRE/SMOKE INFORMATION.


FULL DEPTH SOUND

INSULATION

FINISHED CEILING

CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE 

5/8" GWB

FULL DEPTH SOUND

INSULATION

FINISHED CEILING

CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE


RUNNER SECURED TO FLOOR RUNNER SECURED TO FLOOR


(1) 5/8" LAYER OF TYPE X

GWB, BOTH SIDES

TAPE ALL JOINTS,
BOTH SIDES

SEAL ALL
PENETRATIONS

SLIPTRACK FOR DEFLECTION


RUNNER SECURED TO

DECK/FLOOR

EXTEND PARTITIONS TO

UNDERSIDE OF FLOOR OR

ROOF CONSTRUCTION


1/2" CLEARANCE BETWEEN

DECK AND GWB (TYP)


CONTINUOUS PERIMETER

SEALANT

NOTE: SEE TOP OF WALL DETAILS

FOR FIRE/SMOKE INFORMATION.


FULL DEPTH SOUND

INSULATION

FINISHED CEILING

CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE


RUNNER SECURED TO FLOOR


(1) 5/8" LAYER GWB

TAPE ALL JOINTS,
BOTH SIDES 

SLIPTRACK FOR DEFLECTION


RUNNER SECURED TO

DECK/FLOOR

EXTEND PARTITIONS TO

UNDERSIDE OF FLOOR OR

ROOF CONSTRUCTION


1/2" CLEARANCE BETWEEN

DECK AND GWB (TYP)


CONTINUOUS PERIMETER

SEALANT

NOTE: SEE TOP OF WALL DETAILS

FOR FIRE/SMOKE INFORMATION.


FULL DEPTH SOUND

INSULATION

FINISHED CEILING

CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE


RUNNER SECURED TO FLOOR


(1) 5/8" LAYER GWB

FULL DEPTH SOUND

INSULATION

FINISHED CEILING

CONTINUOUS PERIMETER

SEALANT

BASE SEE FINISH SCHEDULE


RUNNER SECURED TO FLOOR


TYPE   X1   1 HR FIRE RATED

UPGRADE EXISTING WALL ASSEMBLY TO 1

HOUR RATING. SEAL ALL PENETRATIONS
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