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FIRE/SMOKE SEALANT AT

RATED WALLS, BOTH SIDES


MINERAL WOOL PLACED

OPENING

NOTES:
1. REFER TO FLOOR PLAN FOR RATED WALLS.

2. ACOUSTICAL  SEALANT MAY BE USED IN PLACE OF FIRE/SMOKE SEALANT IF WALL IS


NOT RATED.
3. COMPLY WITH REQUIREMENTS  OF UL SYSTEM HW-D-0218 (OR EQUAL) WHERE


WALL IS INDICATED TO BE FIRE OR SMOKE RATED.

4. TAPE AND CAULK ALL PENETRATIONS.
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2. ACOUSTICAL  SEALANT MAY BE USED IN PLACE OF FIRE/SMOKE SEALANT IF WALL IS


NOT RATED.
3. COMPLY WITH REQUIREMENTS  OF UL SYSTEM HW-D-0388 (OR EQUAL) WHERE


WALL IS INDICATED TO BE FIRE OR SMOKE RATED.

4. TAPE AND CAULK ALL PENETRATIONS.


NOTES:
1. REFER TO FLOOR PLAN FOR RATED WALLS.

2. ACOUSTICAL  SEALANT MAY BE USED IN PLACE OF FIRE/SMOKE SEALANT IF WALL IS


NOT RATED.
3. COMPLY WITH REQUIREMENTS  OF UL SYSTEM HW-D-0224 (OR EQUAL) WHERE


WALL IS INDICATED TO BE FIRE OR SMOKE RATED.

4. TAPE AND CAULK ALL PENETRATIONS.
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3. COMPLY WITH REQUIREMENTS  OF UL SYSTEM HW-D-0224 (OR EQUAL) WHERE


WALL IS INDICATED TO BE FIRE OR SMOKE RATED.

4. TAPE AND CAULK ALL PENETRATIONS.
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SEE STRUCTURAL DRAWINGS FOR

MASONRY REINFORCING AND


ANCHORING INFORMATION
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FIRE/SMOKE SEALANT AT
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TYPE X GWB

MTL STUD FRAMING


METAL JOIST

NOTES:
1. REFER TO FLOOR PLAN FOR RATED WALLS.

2. ACOUSTICAL  SEALANT MAY BE USED IN PLACE OF FIRE/SMOKE SEALANT IF WALL IS


NOT RATED.
3. COMPLY WITH REQUIREMENTS  OF UL SYSTEM HW-D-0389 (OR EQUAL) WHERE


WALL IS INDICATED TO BE FIRE OR SMOKE RATED.


6
"

SEE
SCHEDULE

STRUCTURE: JOIST,

BEAM OR DECKING

PROVIDE BRACE FOR ANY SUPPORTED

WALL LENGTH GREATER THAN 8'-0"

BETWEEN CORNERS, BRACE AT NO MORE

THAN 8'-0" ON CENTER
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