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REPORT OF CONCRETE FIELD & LABORATORY TESTING 

 
CLIENT:  Old Dominion Freight Lines  PROJECT:  Old Dominion Building Expansion    
          500 Old Dominion Way     185 Rand Road 
  Thomasville, NC. 27360     Portland, ME 
  Attn: Philip Danner 
 
DATE:     September 17, 2014     REPORT #:    14-55-00014-015   
General Location: Slab on Grade, line 10-16 on A-B 
Cast Date:  09/10/14 
Field Rep:   Tristan Brackett 
Contractor:   Lajoie Brothers     
Supplier:   Hissong Ready Mix     
Admixtures:   MRWR, BASF, Glenium 7500     
Air Temp:  67°F     
Weather:   Clear     
Nominal size of Aggr:      1 1/2” 

   FIELD TEST RESULTS                      
Ticket #/ #CYL* ASTM C143 

SLUMP TEST 
   ASTM C231 
 AIR CONTENT 

  ASTM C1064 
TEMPERATURE oF 

ELAPSED TIME 
Batch : Final Discharge 

252650 / 4 cyls 6.5” 2.5% 74°F 6:08-6:55 / 47 mins 
252651 - - - 6:18-7:02 / 44 mins 
252652 - - - 6:27-7:11 / 44 mins 
252653 - - - 6:37-7:19 / 42 mins 
252654 - - - 6:46-7:27 / 41 mins 

 
*Specimens molded in accordance with ASTM C31 

                                     LABORATORY COMPRESSIVE STRENGTH TESTING ASTM C39 
Date of Test Age Specimen Area (in2)  PSI Break Type 

09/17/14 7 12.562 3160 2 
10/08/14 28 12.562   
10/08/14 28 12.562   

 Hold 12.562   
 
 

 

 
 

 
 
 
 

                              

Specific Sample Location:      Line 13.1 on A.5 
Yards placed:                          100.0  yards 
Design Strength:                     3500 PSI   
Remarks:                                  
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REPORT OF CONCRETE FIELD & LABORATORY TESTING 
 

CLIENT:  Old Dominion Freight Lines  PROJECT:  Old Dominion Building Expansion    
          500 Old Dominion Way     185 Rand Road 
  Thomasville, NC. 27360     Portland, ME 
  Attn: Philip Danner 
 
DATE:     September 17, 2014     REPORT #:    14-55-00014-015   
General Location: Slab on Grade, line 10-16 on A-B 
Cast Date:  09/10/14 
Field Rep:   Tristan Brackett 
Contractor:   Lajoie Brothers     
Supplier:   Hissong Ready Mix     
Admixtures:   MRWR, BASF, Glenium 7500     
Air Temp:  67°F     
Weather:   Clear     
Nominal size of Aggr:      1 1/2” 

   FIELD TEST RESULTS                      
Ticket #/ #CYL* ASTM C143 

SLUMP TEST 
   ASTM C231 
 AIR CONTENT 

  ASTM C1064 
TEMPERATURE oF 

ELAPSED TIME 
Batch : Final Discharge 

252655 / 4 cyls 4.75” 2.3% 75°F 6:55-7:36 / 41 mins 
252656 - - - 7:04-7:44 / 40 mins 
252657 - - - 7:13-7:55 / 42 mins 
252658 - - - 7:23-8:09 / 46 mins 

 
*Specimens molded in accordance with ASTM C31 

                                     LABORATORY COMPRESSIVE STRENGTH TESTING ASTM C39 
Date of Test Age Specimen Area (in2)  PSI Break Type 

09/17/14 7 12.562 3240 2 
10/08/14 28 12.562   
10/08/14 28 12.562   

 Hold 12.562   
 
 

 

 
 
 

 
 
 
 
 
 

 

Specific Sample Location:      Line 11.8 on A.3 
Yards placed:                          140.0  yards 
Design Strength:                     3500 PSI   
Remarks:                                  



Page 3 of 3 

 

NH  MA  ME CT VT RI                             JOHN TURNER CONSULTING                                     CONSULTJTC.COM  
  

19 DOVER STREET                                         66 SOUTHGATE STREET               6 CLINTON AVENUE                 4775 ROUTE 14, UNIT 3        73 RAINMAKER DRIVE  
DOVER, NH 03820                                        WORCESTER MA  01603               WESTFIELD MA 01085           WRJ, VT 05001                        PORTLAND ME 04103-1291 
T 603.749.1841 F 603.516.6851       T 508.505.0126                         T 413.642.0138                    T 603.234.0850                    T 207.883.7878  

                                                                                        

REPORT OF CONCRETE FIELD & LABORATORY TESTING 
 

CLIENT:  Old Dominion Freight Lines  PROJECT:  Old Dominion Building Expansion    
          500 Old Dominion Way     185 Rand Road 
  Thomasville, NC. 27360     Portland, ME 
  Attn: Philip Danner 
 
DATE:     September 17, 2014     REPORT #:    14-55-00014-015   
General Location: Slab on Grade, line 10-16 on A-B 
Cast Date:  09/10/14 
Field Rep:   Tristan Brackett 
Contractor:   Lajoie Brothers     
Supplier:   Hissong Ready Mix     
Admixtures:   MRWR, BASF, Glenium 7500     
Air Temp:  67°F     
Weather:   Clear     
Nominal size of Aggr:      1 1/2” 

   FIELD TEST RESULTS                      
Ticket #/ #CYL* ASTM C143 

SLUMP TEST 
   ASTM C231 
 AIR CONTENT 

  ASTM C1064 
TEMPERATURE oF 

ELAPSED TIME 
Batch : Final Discharge 

252645 / 4 cyls 6.0” 2.4% 74°F 5:20-6:15 / 55 mins 
252646 - - - 5:36-6:22 / 46 mins 
252647 - - - 5:45-6:30 / 45 mins 
252648 - - - 5:52-6:36 / 44 mins 
252649 - - - 6:00-6:46 / 46 mins 

 
*Specimens molded in accordance with ASTM C31 

                                     LABORATORY COMPRESSIVE STRENGTH TESTING ASTM C39 
Date of Test Age Specimen Area (in2)  PSI Break Type 

09/17/14 7 12.562 3020 2 
10/08/14 28 12.562   
10/08/14 28 12.562   

 Hold 12.562   
 
 

 

 
 
 

 

Specific Sample Location:      Line 15.8 on A.2 
Yards placed:                          50.0  yards 
Design Strength:                     3500 PSI   
Remarks:                                  


