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1. BOUNDARY, TOPOGRAPHY, AND EXISTING CONDITIONS INFORMATION TAKEN FROM A PLAN o I RM ST \O d tected duri
TITLED: "BOUNDARY & TOPOGRAPHIC SURVEY” ON BRIGHTON AVENUE & CAPISIC STREET, construction INV. 531 10" 0UT INV. 530 10" I ®) y ana protecte uring
PORTLAND, MAINE. MADE FOR BREAKWATER SCHOOL, DATED APRIL 21, 2010 WITH A REVISION V. 53467 W0 o N 950 127N 9 .
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2. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS. CONTRACTOR SHALL A\;\« detaqils.
NOTIFY PROJECT LANDSCAPE ARCHITECT/OWNER AT ONCE IN WRITING OF ANY DISCREPANCIES NN CURB
BETWEEN THE EXISTING CONDITIONS AS INDICATED ON THE PLAN AND ACTUAL FIELD CONDITIONS Ny
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THEY ARE ACCURATE.
4. CONTRACTOR SHALL CALL DIG SAFE (1.888.DIG.SAFE) PRIOR TO THE START OF ANY WORK. T EROSION CONTROL MULCH BERM  mewmmim =000 =
EXISTING UNDERGROUND UTILITIES HAVE BEEN PLOTTED FROM DRAWINGS AND SHALL BE DEEMED
APPROXIMATE ONLY. CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS AND ELEVATIONS LIMIT OF WORK  E——
PRIOR TO EXCAVATION. BEFORE CONSTRUCTION STARTS ALL UTILITY COMPANIES, PUBLIC AND >
PRIVATE, MUST BE CONTACTED INCLUDING THOSE IN CONTROL OF UTILITIES NOT SHOW ON THIS L LIGHT
PLAN. O
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5. THE CONTRACTOR SHALL ESTABLISH PERMANENT BENCH MARKS. MAINTAIN ALL N SANITARY SEWER
ESTABLISHED BOUNDS AND BENCH MARKS AND REPLACE AS DIRECTED ANY WHICH ARE .
DESTROYED OR DISTURBED. Siltfence, J\U. SD STORM DRAIN
6. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE FOR ALL RD ROOF DRAIN
DAMAGE DUE TO OPERATIONS INSIDE AND OUTSIDE OF THE CONTRACT LIMIT LINE. CONTRACTOR
SHALL MEET LINE AND GRADE OF EXISTING CONDITIONS AT THE LIMIT OF WORK LINE. ——— OHE— OVERHEAD ELEC.
7. MAINTAIN THE INTEGRITY OF THE EXISTING DRAINAGE SYSTEM AT ALL TIMES. - UGE—— UNDERGROUND ELEC.
8. CONTRACTOR SHALL EXERCISE SPECIAL CARE TO AVOID ANY DAMAGE TO EXISTING
BUILDINGS, EXISTING TREES TO REMAIN, ETC., AND MONUMENTS RESULTING FROM SITE N { 0 WATER LINE
PREPARATION AND CONSTRUCTION OPERATIONS. N\ e GAS LINE
9. ADJUST ALL EXISTING UTILITY FRAMES, GRATES, COVERS, ETC. THAT ARE TO
REMAIN TO PROPOSED FINISH GRADES. IF NO SPECIFIC PROPOSED GRADE IS INDICATED ON THE & WATER VALVE
DRAWINGS, THE CONTRACTOR SHALL ADJUST THE UTILITIES TO MEET THE PROPOSED ADJACENT = UTILTY POLE
CONDITIONS. son §%2
10. FOR ALL AREAS INSIDE AND OUTSIDE THE CONTRACT LIMIT LINE THAT ARE DISTURBED BY # O MANHOLE
CONSTRUCTION AND FOR WHICH NO NEW CONSTRUCTION IS INDICATED, THE CONTRACTOR SHALL
REPAIR AND REPLACE IN KIND. =S CATCH BASIN
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