
(4) 2X4 STUD POST

ABOVE HEADER,

SHOWN DASHED


BEYOND


5 1/4 x 11 7/8 LVL STRUCTURAL RIDGE,

SEE STURCT. ENGINEER'S LETTER FOR

CONFIRMATION OF SIZING, BIRSMOUTH


NOTCH RAFTERS OVER RIDGE BEAM AND

FASTEN W/SIMPSON H2.5A HURRICANE


CLIPS (BOTH SIDES OF RIDGE, TYP.)


2X12 FRAMING

AT 24" O.C.


NEW 3 1/2 X 9 1/2 LVL HEADER,

SEE STURCT. ENGINEER'S LETTER


FOR CONFIRMATION OF SIZING


(3) 2X4 JACK STUDS

PLUS (1) 2X4 KING


STUD AT BOTH

ENDS OF HEADER,


TYP.


CONT. 2X12 RIDGE


2X STRAPPING,

TYP


SIMPSON H2.5A

HURRICANE CLIPS


AT ALL RAFTERS,

TYP.


SPRAY FOAM OR

USE 2" SEALED


RIGID FOAM AT RIM

JOIST & SILL, TYP.
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CONT. VAPOR BARRIER IN CRAWL SPACE,

TYP., OVERLAP JOINTS BY 6" MIN AND

SEAL OR TAPE, WRAP UP AND OVER T.O.

FDN. WALL TYP.,SEE R408.3.1 FOR MORE


NOTE: G.C. TO PROVIDE CONTINUOUSLY

OPERATED MECH. EXHAUST VENTILATION

PER 408.3.2.1, COORD. SUPPLY AND

EXHAUST DUCTING IN FIELD WITH

OWNER AND MECH. CONTRACTOR PRIOR

TO INSTALL, TYP.


1


(3) 2X8 HEADER W/

(1) 2X6 JACK STUD &

(1) 2X6 KING STUD

AT BOTH ENDS, TYP.


1


1


1


ADDITIONAL JACK

AND KING STUDS


TO SUPPORT

HEADER ABOVE,


SHOWN DASHED,

SEE PLAN FOR

MORE DETAILS
1


TYPICAL WALL SECTION (R-25)


-  CEDAR SHINGLE SIDING

-  1/4" STRAPPING/DRAINAGE PLANE


- BUILDING WRAP

-  1" RIGID INSULATION


-  5/8" SHEATHING

-  5 1/2" INSUL. CAVITY FILLED


   W/DENSE PACK CELLULOSE

-  2X6 STUDS AT 16" O.C.


-  5/8" GWB, PTD.


TYPICAL ROOF SECTION (R-50)


-  STANDING SEAM METAL ROOF


- BUILDING WRAP

-  5/8" SHEATHING


-  12 3/4" INSUL. CAVITY FILLED

   W/DENSE PACK CELLULOSE


-  2X12 STUDS AT 24" O.C.

- 2X4 STRAPPING


-  5/8" GWB, PTD.


TYPICAL FLOOR SECTION (R-30)


-  FINISH FLOOR TBD BY OWNER

-  3/4" SHEATHING


- 2X10 JOISTS AT 16" O.C.

-8" INSUL. CAVITY FILLED


   W/DENSE PACK CELLULOSE

-  CRAWL SPACE


-  4" CRUSHED STONE

- 6 MIL VAPOR BARRIER,


WRAP UP & OVER T.O. FDN WALL

  - COMPACTED EARTH


1'-4" MIN.


8
" 

M
IN

.


4"
4" 

EL. - 4'-0" MIN BELOW GRADE


BOTTOM OF FOOTING


GRADE AT FDN.


EL.: VIF


2X8 P.T. SILL PLATE


2X6 BOTTOM PLATES, TYP.


4" PERFORATED

HDPE DRAIN TILE,

SURROUND WITH 4"


CRUSHED STONED

AND GEOTEXTILE

FABRIC, DRAIN TO

DAYLIGHT


GRANULAR FILL 

1/2"X12" LONG HOOKED ANCHOR

BOLTS AT 3'-0" O.C. PLUS 1'-0" FROM


BUILDING CORNERS, ENDS OF

PLATES AND OPENINGS, TYP.


SILL SEAL GASKET


UNDISTURBED NATIVE SOIL OR


COMPACTED STRUCTURAL FILL


(2) #4 CONT. 3" CLR FROM BOTTOM,

INCL. (2) #4X2'-0"X2'-0" CORNER BARS,


TYP.


SLOPE GRADE AWAY

FROM BLDG, 1/4" PER

1'-0', MIN. 

STONE DRIP STRIP


AT EAVE WALLS, TYP.


2" RIGID FOAM,

R-10 

8" 

2" 8"


2X10 P.T. RIM JOIST 

8
" 

M
IN

.


WATERPROOFING

MEMBRANE


SIMPSON H2.5A

HURRICANE CLIPS AT

ALL RAFTERS, TYP. 

5/8" THICK APA RATED ROOF

SHEATHING, 32/16, WITH 10D

NAILS AT 6" O.C. AT PANEL

EDGES AND INTERMEDIATE,

TYP. 

HANG JOISTS FROM NEW 2X10 P.T.

LEDGER W/SIMPSON LUS210 HDG

HANGERS, FASTEN LEDGER TO EXIST.

RIM BOARD (ABOVE EXIST FDN, VIF)


W/ (2) 5

8" DIA. X 5" LONG HDG LAG


BOLTS AT 12" O.C., MAINTAIN 2 1

2" MIN


TO EDGE OF LEDGER AND RIM BOARD,

TYP.


1


1 

1


1


1


1 

#4X8"X30" AT 24" SPACING

INTO CENTER OF WALL AND


BOTTOM OF FTG., TYP. 

(2) #4 CONT. TOP AND BOTTOM, INCL.

(2) #4X2'-0"X2'-0" CORNER BARS, TYP.


1


HATCHED PORTION OF ROOF

FRAMING NOT AFFECTED BY


SCOPE OF WORK


(E
) 

1
X

 R
ID

G
E




2X12 RIDGE (LAY-ON) 5 1

4" X 11 78
" LVL RIDGE

(E) 2X8 DIMENSIONAL OR 2"X6"

AT 16" O.C. ROOF RAFTERS (VIF)

ACCEPTABLE, IF (E) AT 24" O.C.,

ADD'L SISTERED 2X6 AT 48" O.C.


REQ'D, TYP.


(E) 2X8 DIMENSIONAL OR 2"X6"

AT 16" O.C. ROOF RAFTERS (VIF)

ACCEPTABLE, IF (E) AT 24" O.C.,

ADD'L SISTERED 2X6 AT 48" O.C.


REQ'D, TYP.


2 X12 RAFTERS AT 24" O.C., TYP.


2X12 RAFTERS AT 24" O.C., TYP.


NON STRUCT. VALLEY, 2X12 ON FLAT LAY-ON,

FASTEN TO (E) RAFTERS BELOW W/ 7-16d NAILS

AT 16" O.C (THRU EXIST. SHEATHING),

FASTEN 2X12 RAFTERS TO 2X12 ON FLAT

W/ 10-16d TOE NAILS, TYP.


PLUMB CUT (E) ROOF RAFTERS

THAT INTERSECT NEW HEADER

TO WITHIN 1/8" OF FACE OF LVL


AND FASTEN W/SIMPSON

HANGERS TO FIT, TYP.


NEW 3 1/2X 9 1

2 LVL HEADER


(HOLD BOTTOM FLUSH

W/BOTTOM OF EXIST.

RAFTERS, TYP.


4/A301


SHEAR WALL (SW) SHOWN HATCHED:

2X6 AT 16" O.C. W/2X6 HORIZ. SOLID

BLOCKING AT SHEATH. PANEL EDGES,

PROVIDE 1/2" APA RATED SHEATH.

FASTENED W/10d NAILS AT 4" O.C. AT

PANEL EDGES AND 6" O.C.

INTERMEDIATE, PROVIDE (3)2X6 POST

W/SIMPSON STHD14 HOLDOWN AT

BOTH ENDS OF SW, TYP.


(4) 2X4 STUD POST

ABOVE HEADER


20'-3" VIF


3 1/2"X9 1/2"

LVL HEADER


(E) 2X8 DIM

OR 2"X6" AT

16" O.C., VIF


POST ABOVE


SIMPSON LUS 26-3 HANGER,


SHIMMED TIGHT, TYP.


TAPERED SHIM, TYP.


VIF (E) 2X6 CLG/TIE JOISTS AT

16" O.C., VERIFY OR FASTEN TO

RAFTER W/10-12GAX4" LONG


WOOD SCREWS AT 16" O.C., TYP.

(NOTE: IF 24" O.C. 15 SCREWS

REQ'D, CONSULT WITH

ARCH/ENG, TYP.)


(E) 2X6 CLG. JOIST, VIF


GENERAL STRUCTURAL NOTES:


1. GABLE END STUDS TO BE FULL HEIGHT

2. (3) 2X8 HEADER W/ (1) 2X6 JACK STUD & (1)


2X6 KING STUD AT BOTH ENDS, TYP.

3. SEE LETTER FROM STRUCTURAL


ENGINEER CONFIRMING STRUCTURAL

DESIGN AND MEMBER SIZING
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LESLIE BENSON DESIGNS, LLC

19 COMMERCIAL STREET

PORTLAND, ME 04101


lesliebdesigns@gmail.com

217.553.0672


A301


BUILDING &


WALL SECTIONS,


FRAMING PLAN &


DETAILS


1 
BUILDING SECTION

SCALE: 1/2" = 1'-0" 2 

TYP WALL SECTION 
SCALE: 1" = 1'-0" 

3 
ROOF FRAMING PLAN

SCALE: 1/4" = 1'-0"


1


4 
CONNECTION DETAIL AT INT. HEADER

SCALE: 1" = 1'-0"


1 

06/21/17


