DOOR SCHEDULE

NOTES:

1. EXTERIOR DOOR JAMBS TO BE SEALED TO THIER ROUGH OPENINGS
USING LOW EXPANDING FOAM, BACKER ROD OR CAULKING.

2. ALL EXTERIOR DOORS TO BE WEATHER STRIPPED
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KEY | GLAZING TYPE
/ / /
/ GL-1 | INSULATED CLEAR TEMPERED GLAZING
) / ) / GL-2 | FIRE RATED INSULATED GLAZING
v v . GL-3 | CLEAR TEMPERED GLASS
GL-4 | CLEAR INSULATED TEMPERED GLASS
GL-5 | FIRE RATED GLAZING
B [
DOOR TYPES
1 1/4" = 1'-0"
DOOR SCHEDULE
DOOR FRAME GENERAL
SIZE DETAILS HARDWARE KEY NOTE: FOR DOOR HARDWARE SEE DOOR HARDWARE
MLS - MORTISE LOCK SET
_ 21 ~ | a o R s SPECIFICATION SECTION 08710
= S|l =] 2| = = = | 2 ol PR - PRIVACY SET
Elwl|E | & | s|E|a|3|lw|E|E|l2 2| ,]8u2 PS - PASSAGE SET
Sl |E|E|E|Z2 | 2|22 | E|¥ | 5| 5| 3I|E2 LP - LEVER PULL
PH - PEEPHOLE LENSE
REMARKS
100.1 c |30 |70 STL | CLR STL Y EASY SWING HIGH IMPACT DOUBLE ACTION TRAFFIC DOOR, BALANCE CLOSER, REFER TO SPECIFICATION
104.1 B |30 | 7-0" [134"| WD | PTD STL
106.1 A 40" | 70" |1-3/4"| STL | PTD Y 2 STL | AL Y - - THERMALLY BROKEN EXTERIOR DOOR AND FRAME, WITH PANIC HARDWARE, WELDED STEEL FRAME WITH 4" HEAD
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