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DRAWING LIST:

A-O COVER PAGE

A EXISTING AND DEMO FLOOR PLAN
A-2 PROPOSED FLOOR AND STOREFRONT
A-3 REFLECTED CEILING PLAN

A-4 LIFE SAFETY PLAN

GENERAL NOTES:

. THE CONSTRUCTION SHALL STRICTLY CONFORM WITH ALL CODES HAVING JURISDICTION IN THE BUILDING
OF THIS PROJECT, INCLUDING, BUT NOT LIMITED TO: FEDERAL, STATE, CITY, COUNTY, BUILDING, ZONING,
ELECTRICAL, MECHANICAL, FIRE, LIFE SAFETY, AND HANDICAP CODES. UNLESS OTHERWISE NOTED WORK
SHOULD BE PERFORMED BY LICENSED AND INSURED SUBCONTRACTORS. INSURANCE CERTIFICATES, IN
WRITING, WILL BE PRESENTED TO THE ARCHITECT PRIOR TO THE START OF CONSTRUCTION.

2. VERIFICATION OF ALL DIMENSIONS, EXISTING CONDITIONS, AND CODE COMPLIANCE SHALL BE REQUIRED.
CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS. IF ANY DISCREPANCIES ARE FOUND IN THE
DRAWINGS OR SPECIFICATIONS THE CONTRACTOR MUST CONTACT THE ARCHITECT FOR VERIFICATION. THE
ARCHITECT SHALL BE NOTIFIED IN WRITING OF ANY NON-CONFORMANCES IN THESE PLANS OR
SPECIFICATIONS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRINGING ANY ERRORS AND OMISSIONS
TO THE ATTENTION OF THE ARCHITECT IN WRITING AND SHALL AWAIT WRITTEN INSTRUCTIONS BEFORE
PROCEEDING. THE CONTRACTOR WILL BE RESPONSIBLE FOR ANY ERRORS OR OMISSIONS [IF THEY FAIL TO
NOTIFY THE ARCHITECT PRIOR TO THE CONSTRUCTION AND OR FABRICATION OF WORK.

3. SCOPE: THE CONTRACTOR SHALL FURNISH AND INSTALL ALL MATERIALS AND LABOR TO COMPLETE THE
WORK AS DESCRIBED ON THE DRAWINGS AND SFPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE FOR
ALL PERMITS, COMFPLIANCE STATEMENTS, CERTIFICATE OF OCCUPANCY OR OTHER DOCUMENTATION
REQUIRED.

4. WORK SHALL BE PERFORMED TO THE HIGHEST LEVEL OF STANDARDS OF EACH RESPECTIVE TRADE.

5. DEMOLISH AS REQUIRED AND REMOVE ALL DEBRIS FROM THE SITE. CONTRACTOR SHALL FIX AND OR
REPLACE ALL ADJACENT MATERIALS INADVERTENTY OR INCORRECTLY DISTURBED DURING THE COURSE OF
CONSTRUCTION AT NO COST TO THE OWNER.

6. THE CONTRACTOR SHALL KEEP THE PREMISES CLEAN AND IN A WORKMANLIKE FASHION. THE PROJECT
SHALL BE READY FOR OCCUPANCY/TENANT FIT OUT UPON THE COMPLETION OF WORK IN A "TURN-KEY"
CONDITION.

7. CONSTRUCTION SHALL BE BY DIMENSIONS DO NOT SCALE OFF OF THESE DRAWINGS.

&. SHOP DRAWINGS MAY BE REQUIRED BY THE ARCHITECT FOR ALL STRUCTURAL, MECHANICAL, ELECTRICAL,
LIFE SAFETY SYSTEMS, AND SPECIALIZED CONSTRUCTION FROM THE CONTRACTOR AND/OR ALL
SUBCONTRACTORS AT NO ADDITIONAL COST. SHOP DRAWINGS SHALL BE SUBMITTED TO THE CONTRACTOR
FOR REVIEW AND CONFORMANCE AND THEIR INTEGRATION WITH EXISTING SYSTEMS AND CONDITIONS.
WORK DONE TO LIFE SAFETY SYSTEMS MAY REQUIRE SEPARATE PERMITS. THESE SHALL BE INCLUDED IN THE
BASE BID.

9. THE ONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE STRUCTURAL INTEGRITY OF THE BUILDING
AT ALL TIMES.

0. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY UPON THE DISCOVERY OF ANY
ENVIRONMENTALLY HAZARDOUS MATERIALS AND OR CONDITIONS.

[ 1. ALL DEMOLITION AND REMOVAL OF BUILDING COMPONENTS SHALL BE CARRIED OUT UNDER
ACCORDANCE OF THE EPA'S RENOVATE RIGHT LAWS.
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SCOPE OF WORK:

THE SCOPE OF WORK FOR THIS PERMIT SHALL BE THE LANDLORD WORK REQUIRED TO
MAKE THE SPACE READY FOR A FUTURE TENANT IMPROVEMENT BY EDWARD JONES. THIS
INCLUDES THE BUILDING OF DEMISING WALL AND PREFPARATION OF UTILITIES AS NOTED
IN THESE PLANS. THE PROPOSED USES OF THE SPACES SHALL BE BUSINESS TYPE USES

LIFE SAFETY SYSTEMS

-ANY MODIFICATIONS TO THE LIFE SAFETY AND FIRE PROTECTION
SYSTEMS SHALL RESULT IN A SYSTEM AND 1S TO BE SUPPLIED AND
INSTALLED BY THE CONTRACTOR. THE SYSTEM SHALL BE APPROVED
BY THE LOCAL FIRE DEPARTMENT AND BUILDING DEPARTMENT. LIFE
SAFETY EQUIPMENT SHOWN [S FOR SCHEMATIC PURPOSES AND A
DESIGN BUILD SYSTEM SHALL BE SUBMITTED PRIOR TO HE
COMMENCEMENT OF WORK.

ELECTRICAL SYSTEMS

-THE ELECTRICAL SYSTEM SHALL BE DESIGN BUILD AND THE SYSTEM
SHALL BE APPROVED BY THE A.H.J. PRIOR TO THE COMENCEMENT OF
WORK. THIS DESIGN BUILD SYSTEM SHALL BE SUPFLIED AND
INSTALLED BY THE ELECTRICAL SUB-CONTRACTOR. ELECTRICAL
DRAWINGS PROVIDED FOR SCHEMATIC/PRICING PURPOSES ONLY.

MECHANICAL SYSTEMS

-ANY MODIFICATIONS TO THE MECHANICAL SYSTEM SHALL BE DESIGN
BUILD AND THE SYSTEM SHALL BE APPROVED BY THE AHJ PRIOR TO
THE COMMENCEMENT OF WORK. THE MECHANICAL
SUB-CONTRACTOR SHALL SUPPLY A WRITTEN NARRATIVE WITH MORE
DETAILED SPECIFICATIONS IF REQUIRED BY ANY AHJ.

OVERALL BUILDING FOOTPRINT 9,925 SF (NO CHANGES/ADDITIONS)
AFFECTED AREA - +/- 2250 SF

Reviewed for Code Compliance

Inspections Division
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