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© ENGINEERED LUMBER:

1LV BOIATES 1 WOE LAVNATED VENCER LUMBER EQUAL 10 VERBALAM A%

® SUBMITTALS:

1. THE CONTRACTOR SHALL SUBMIT COMPLETE SHOP DRAWINGS FOR ALL PARTS OF WORK.

(® STRUCTURAL NOTES:

1 BUILDING CODE USED: 2009 1BC (INTERNATIONAL BUILDING COOE).
2 umm_mz LOACS AREAS FOLLOWS

ENGINEERED WOOD TRUSSES WITH STAMPED P.E. CALCULATIONS FOR THE STATE BUILDING
1S CONSTRUCTED IN. (TRUSS SHOP DRAWINGS WITHOUT MAINE PE STAMP WILL NOT BE REVIEWED)

SEISMIC LOAD: DOES NOT CONTROL RENOVATIONS

1
A5 11ND SPEED 100 PH, EXP. 8
MWFRS - 16 PSF AT ROOF, Hask.m
DES/GN BASE SHEAR AT NEW ADDITION=

5. ALL METAL CONNECTORS AND RELATED FASTENERS TO BE STANDARD G680 GALVANIZED eimziﬁmzn>0m>o§n@<mu=zn§6§vm§ﬁu83

COATING BY SIMPSON STRONG-TIE, NO EXCEPTIONS.

DRAWINGS, AND SPECIFICATIONS. TEST REPORTS SHALL BE SUBMITTED 10 THE ARGHITEGT

. (® GENERAL NOTES:

CONTRAGTOR SHALL NOT SCALE DRAWINGS.

@ WOOD FRAMING:

ALL LUMBER IS TO BE SURFACE DRY MATERIAL OF GOOD QUALITY WITHOUT CHECKS,

" INCASE OF CONFLICT OR DIMENSIONS NOT INDICATED, THE ARCHITECT SHALL
BE NOTIFIED TO RESOLVE THE DISCREPANCY.

. DEVIATION FROM DESIGN DRAWINGS IS NOT PERMITTED WITHOUT PRIOR REVIEW
. MEMBERS AT ANY TIME, WHETHER BEFORE OR AFTER APPLICATION OF FINISH MATERIAL.

4. THEMORE STRINGENT REQUIREMENTS SHALL GOVERN IN EVENT OF CONFLICT
4 Eu%ix:ﬁﬁ:naxg;aum!g!gﬂ:mx

BETWEEN DRAWINGS AND THE PROJECT SPECIFICATIONS.
5. uﬂ»ph!eguglun!mbg:;; THE DRAWINGS

[STATUS:
W

13 | PER PORTLAND CEO

PITS, BOKES, TRENCHES, SLEEVES, DEPRES! ust.vﬂ.mi)«x!w,m:v!?
ELECTRICAL, MEGHANICAL, AND PLUMBING CONTRACTORS.

4 Bonigg-m!sggi% RATED EXTERIOR
GRADE PLYWOOD WITH A 48724 PANEL SPAN :)gﬂgtmggﬁ

[DATE:
NOT BE
OTHERWSE,

PERMISSION FROM SRG ENGINEERING, INC. ANY ALTERATIONS,
SOLE RISK AND WTHOUT LIABLITY TO SRG ENGINEERING, INC.

aggzﬂss 0.131° HOT DIPPED
AT FIELD. PANEL wa!-eum%_dgg
!KxﬁmEguil!qé..

2 TEDBY
SHALL BE DONE AT THE CONTRAGTORS RISK AND IS TO BE REMOVED
ANO REISTALLED AT NO ADDITIONAL COST TO OWNER.

SRG | )

AL WORK SHALL COMPLY WITH APPLICABLE CODES, LOCALSTATE/FEDERAL LAWS AND

REV: __|BY:
™HS PLAN
AUTHORIZED OR

TED TO'
THE FULL CAPACTY OF THE JOINING MEMBERS.
NTLALL WALLS, FLOOR, AND AOOF DECKS HAVE BEEN INSTALLED AND ALL AL

ARE FULLY INSTALLED. en!!a.-.sn!n.tﬂg SUPPORT TO BE DESIGNED BY CONTR.

ee N @

3 ARE
CUmenT AUNOLENTS ALESS GTHERWSE HOCATED POSTS FRAMING UNDER OR OVER BEANS: SIMPSON *AC" OR "LPC'

i
SHOP DRAWINGS 1S NOT ALLOWED.

12. ALL THAU-BOLTS CONNECTING WOOD NAILERS TO STEEL FRAMING TO BE GALVANIZED.

PROVIDE 172" DIA. ASTM A307 THRU-BOLTS @ 2'0° O.C., STAGGERED UNLESS OTHERWISE

POSTS FRAMING ONTO SILLS: SIMPSON "BC" SERIES.

10. AL POSTS AND STUD COLUMNS TO BE
11, POSTS AT CORNERS TO BE 3-2x6 OR 6x6 UNO ON PLANS.

e

PROTECTION OF ADJACENT PROPERTY

IONS, AND SANITARY PROVISIONS OF
EMPLOYEES AND SUBCONTRACTORS AS REQUIRED FOR THE DURATION OF THE CONTRACT.

18. SECTIONS CUT ON PLANS APPLY TO OTHER LOCATIONS THAT ARE SAME AND/OR SIMILAR.

16. FRAMING IS NEW UNLESS OTHERWISE NOTED AS ‘EXISTING".

(ONE TOP, BOTTOM AND MIO-DEPTH) FOR ALL BEAMS GREATER THAN 12° DEEP.

13, ALL POSTS AND COLUMNS TO BE BLOCKED SOLID ALL FOUR (4) SIDES WHEN EXTENOING THROUGH

SR

15 WHERE POSTS FRAME THROUGH FLOOR LEVELS, PROVIDE A GONTINUOUS LOAD PATH THROUGH FLOORS
TO BEAM OR FOUNDATION BELOW. POSTS MAY BE SPLICED AT FLOOR LEVEL. PROVIDE SOLID BLOCKING
WITH CROSS SECTIONAL AREA AND COMPRESSIVE STRENGTH EQUAL TO OR GREATER THAN POST
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BELOW IF TOP AND BOTTOM POSTS ARE NOT IN CONTACT WITH EACH OTHER.

: ALL FRAMING LUMBER TO BE #2 GRADE
18 DONOT SUBSTITUTE MULTIPLE STUDS FOR SOLID POSTS INDICATED.
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(COMPLY WITH ALL LATEST FEDERAL,
STATE AND LOCAL REQUIREMENTS
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