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CONSTRUCTION NOTE
1. CONT. TO VERIFY FINISH GRADE IN FIELD PRIOR TO
CONSTRUCTION. FOUNDATION/FROSTWALL DESIGN SHOWN MAY
DIFFER FROM ACTUAL FINISHED DESIGN GIVEN SITE CONDITIONS.
21-6 ' 2. ASSUMED 8" CONC. FROST WALL MIN. 4'-0” BELOW GRADE, W/
‘ TYP. CONT. CONC. FTG.
EYISTING T e T e I A 777 77/ A I It h 3. OPTIONAL 1"MIN. CONC. SLAB, OVER 6-MIL POLY MOISTURE
STRUCTURE : _ = / (LLRLLLLLELLLLLLLLLLLLL L / | BARRIER, OVER 4MIN. OF CLEAN AND ORGANIC FREE GRAVEL.
(BEYOND) e l_ _l '4 é‘ : 4, CONTRACTOR TO VERIFY THAT PROPER CLEARANCES,
/ / VENTILATION, AND ACCESS OPENINGS HAVE BEEN PROVIDED PER
: | | 7’ é | TOWN OR LOCAL CODE
1B : : é / : 5. CONTRACTOR TO VERIFY GRADE, STRUCTURAL INTEGRITY OF
/ / EXISTING STRUCTURE AND ALL DIMENSIONS IN FIELD BEFORE
| | | / / | STARTING NEW CONSTRUCTION. DESIGN SHOWN MAY DIFFER
1l o | / / | FROM ACTUAL FINISHED CONSTRUCTION. FINAL MATERIALS,
- I = | / / | WINDOW/DOOR LOCATIONS AND SIZES, TO BE DETERMINED PER
EXISTING 9 L ®8 / / OWNER,/CONT. OR LOCAL CODES.
STRUCTURE < a4l 5| | '// / |
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(BEYOND) : < : N : é é : CRAWL SPACE
L
I ol | / ’;/; 1. 4" DIA. CONTINUOUS PERF. PERIMETER DRAIN WITH HOLES ORIENTED DOWN.
I x|o | 4 / | SLOPED TO DAYLIGHT OR TO STORM SEWER OR DRYWELL.
| | 5 %
EXISTING — I 41 - | % / | 2. ALL LALLY COLUMNS THIS SHEET ASSUMED TO BE TYP.
STRUCTURE . 7 SIMPSON OR EQ. JST. HANGERS | / - |
(BEYOND) E 18l @ ALL JST. CONNECTIONS PER CONT. | / 7, 3. ALL INTERIOR FOOTINGS TO BE DESIGNED PER SOIL CONDITIONS.
: lal| N / / ,—‘ CONTRACTOR TO VERIFY.
' |l S o /; —— _ 7 /// - __ 4. DECK SUPPORTS ASSUMED TO BE 10” DIA. SONOTUBES. SOIL CONDITIONS TO
A A A T A A e A 7 s SETERMNE FOOTHE DESON, CONTRAGTOR T0 VERPY
N | ———————————————————————————————————————— ) f 4
<|[ d A | | / r 5. FOR PLUMBING LOCATION/LAYOUT, SEE GROUND FLOOR PLAN.
> N , EXISTING I ?‘ |
) N7 STRUCTURE | / | / | 6. CONTRACTOR TO VERIFY THAT CRAWL SPACE HAS PROPER CLEARANCE, VENTILATION
< | é | ,é | AND 24”X18" MIN. ACCESS OPENING; PER TOWN OR LOCAL CODE.
| / EXISTING STRUCTURE : ﬁ | 7. CONTRACTOR TO VERIFY FINISH GRADE IN FIELD PRIOR TO CONSTRUCTION.
| / . / | FOUNDATION/FROSTWALL DESIGN SHOWN MAY DIFFER FROM ACTUAL FINISHED DESIGN
| / W | / | GIVEN SITE CONDITIONS.
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% /™ FOUNDATION PLAN 4
/—\ REAR ELEVATION CONSTRUCTION NOTE: | é U 1/ " _ 1|_0" | % :
\_/ =1y CONTRACTOR IS TO VERIFY GRADE AND ALL DIMENSIONS IN FIELD | ;.4 | / |
BEFORE CONSTRUCTION. DESIGN SHOWN MAY DIFFER FROM ACTUAL FINISHED | / | % |
CONSTRUCTION. FINAL MATERIALS, WINDOW/DOOR LOCATIONS AND SIZES, TO | é | é 3
BE DETERMINED PER OWNER/CONT. SITE CONDITIONS; AND OR LOCAL CODES. | g — — = — — — -
74 | |\ 70007777
| / | | R
21’—6"
WINDOWS & DOOR HEADER SCHEDULE 12'-8" 5'-0" 3'-10"
ROOF LIVE LOAD(PSF) 50 ' ' SMOKE_ALARMS
| 3/0 S118
244DH3446*—2 CR23 SHALL BE INTERCONNECTED & INSTALLED IN THE FOLLOWING
DOOR # SIZE LABLE HEADER NOTES =i LOCATIONS
<~
) ) N CLOSET /\ 1. EACH SLEEPING AREA
07 36.25x36.25 CASEMENT WINDOW (3)2x8/w J5'PLY 40 \ -
T ® S 2. OUTSIDE EACH SEPARATE SLEEPING
02 40.25"x54.25" DOUBLE HUNG WINDOW (3)2x10/w J5"PLY @) s Doy oSS < AREA IN THE IMMEDIATE VICINITY
) OF THE BEDROOMS
Y . 2
- > = 3. ON EACH ADDITIONAL STORY OF THE
12'-8" | 5-0" L 310 DWELLING INCLUDING BASEMENTS
| T
2 1 2 Y '5 4. FIRE BLOCKING, FIRE RATED FIXTURES & CAULKING
y FAMILY ROOM V] BETWEEN FLOORS WHEN/WHERE REQUIRED. %
— - @ @ % TYPE-X FIRE RATED SHEETROCK ON ALL WALLS &
07 36.25"80.25 FULL LIGHT, MAN DOOR (3)2x10/w J5"PLY ) CEILINGS SEPARATING FLOORS WHEN,/WHERE
S / REQUIRED. PER TOWN AND LOCAL CODE
TR : RATH 9
- i % % DENOTES EGRESS WINDOW
Ly ™~ L .
L 2410 RAFTERS @ 16” 0., 34 2 CARBON MONOXIDE ALARMS
§ 5/8” CDX SHEATHING % SHALL BE INSTALLED IN THE FOLLOWING LOCATIONS
S 154 FELT PAPER 7X14 LV, OR C10X25 V)
E 30YR. ARCH. SHINGLES W/35'X5%" LAMINATED \ ) % 1. OUTSIDE EACH SEPARATE SLEEPING
2 2x6 CL. JST. @ 16” 0. 36" MIN. ICE & WATER N PO, G _END_ === i == == == == oF Tt seoroons o
2 x6 CL. JST. C. : — === = === —= === —=— === === OF THE BEDROOMS
& SHIELD AT EAVES % ' 4 5 / (V77777
| PROPER VENT 7 / / EXIST. BEAM 2. IN THE IMMEDIATE VICINITY OF THE BEDROOMS
= SIMPSON H2.5T OR EQUIVALENT é / O / IN DWELLING UNITS WITHIN WHICH FUEL-FIRED
gs’gh METAL DRIP EDGE 7 % APPLIANCES ARE INSTALLED AND IN DWELLING
g / - EXISTING STRUCTURE / 4 UNITS THAT HAVE ATTACHED GARAGES
ik 7 ==—— Y1 7//// 2 2 CONSTRUCTION NOTE:
B \ ™ PERF. CONT. SOFFIT A STUD WALL A 5/ / CONTRACTOR TO VERIFY GRADE, STRUCTURAL INTEGRITY OF
| I\ Beav — SEE PLAN\— 1/2” SHEETROCK w/ I DBL. 2x6 TOP PLATE U] APA RATED SHEATHING % 7B 7 EXISTING STRUCTURE AND ALL DIMENSIONS IN FIELD BEFORE
N STRAPPING TYP. (3)-2x10 HEADER £ CONTINUOUS BUILDING % / % STARTING NEW CONSTRUCTION. DESIGN SHOWN MAY DIFFER FROM
W | R-49 OR R-38(MN.) W/ 1/2” pLY S WRAP 7 / ACTUAL FINISHED CONSTRUCTION. FINAL MATERIALS, WINDOW/DOOR
gl | S , S RIM BD./VERSA RIM 7 / LOCATIONS AND SIZES, TO BE DETERMINED PER OWNER/CONT. OR
S| INSULATION AT FULL - | 26 STUDS @ 16 O.C. s v 4 LOCAL CODES
5 THICKNESS OVER EXTERIORT| . |& /_ 7/16” 0SB SHEATHING S PT SILL PLATE W/ /% / _
2| }\ WALL. w| | PAR HOUSE WRAP 3/4 SUBFLOOR TYP. = SILL SEAL BOLTED T 7
gl | CONTRACTOR TO REMOVE w |2 CEDAR SHAKE SIDING Sl CONC. WALL @ 6'~0" 0.C. %
[ EXISTING WALL 'g ) R—21(M|N.) INS. J—“‘ W/ 1/2" MIN. ANCHOR BOLTS %
] ° B w0 RN BD. 000NN A EXTENDING 7°MIN. INTO CONC. 7
= x10 RIM BD. /)
N = 2x6 PT SILL PLATE W/ _ GRADE(NOTE 1. %
= SILL SEAL BOLTED T0 FLR. JST. 5 8" CONC. FROST WALL MIN. 4 7
| | A CONC. WALL @ 6-0" O.C. TR | BELOW GRADE TYP. WITH (2)
i b, w/ 5/8"DIA x 7min. R-30(MIN) INS. . .5 #4 REBAR IN CENTER %
J \
R-30(MIN.) INS. ANCHOR BOLTS TYP. CONT. CONC. FTG w/ (2) #4 HORIZONTAL
R
" RY 4 BELOW GRADE TYP. WITH e e VR
w SIS ' PERIMETER SET IN CRUSHED STONE.
g N @ (2) #4 REBAR IN CENTER J5 NiN: PYRE. (PER SOIL CONDITIONS)
2 S TYP. CONT. CONC. FTG w/ (2) )
o 14'-0" 1 e s #4 HORIZONTAL REBAR CONT. / /
% : 1 K . (PER SOIL CONDITIONS) NOTE: |SSUED 07 19 16
PERF. PIPING AROUND FON =
PERIMETER SET IN CRUSHED 1. CONTRACTOR TO VERIFY THAT CRAWL SPACE HAS BEEN PROVIDED WITH
EB%T)% O(;E)R SO A MIN. 18" CLEARANCE, PROPER VENTILATION AND PROPER ACCESS
OPENING Macleod
2. SUBSTITUTE FLR JOISTS AND STUD WALL SIZES WITH PLAN CALL OUT | Structural Engineers, PA
3. THE GROUND IMMEDIATELY ADJACENT TO THE FOUNDATION SHALL BE A0% Main Street Corham, WMdine 04038 _207.839.0960
SLOPED AWAY FROM THE BUILDING AT A SLOPE OF 1/2” VERTICAL T0O 12° W, | . 0 /
HORIZONTAL FOR A MINIMUM DISTANCE OF 8'-0". THIS CONDITION SHALL \\\\\\\.\‘g OF //////// Novick Addition /Remodel
m 51 CONSTRUCTION NOTE EXIST AFTER SETTLEMENT OF BACKFILL HAS OCCURRED. §é¥41/@’/,/ 45 Birchvale
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BEFORE CONSTRUCTION. SECTION SHOWN MAY DIFFER FROM ACTUAL AT = i MAGLEOD 1 o
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