EXT: "E" SEALANT TYPE/ MOUNTING HT. .
INT- " CONDITION YPE REMARKS MARK DESCRIPTION DETAIL REMARKS MARK DESCRIPTION (AFE) REMARKS brandzarinsys
: | F.F.
SP-1 SEMI-RECESSED FIRE A gt
E  |PERIMETER JOINTS OF ALL DOOR FRAMES, WINDOW FRAMES, STOREFRONT, AND/OR|  ES-2 EXTINGUISUER & CABINET FOUNT CABINET SUCH THAT T.0. BRACKET IS AT 4'-6" AFF. M- CUSTOM MILLWORK UNIT - PROVIDED BY BRANDPARTNERS (N.I.C.)
WINDOW WALL FRAME ASSEMBLIES, LOUVERS, FIXTURES, AND OTHER BrandPartners Group. Inc
PENETRATIONS iN THE BUILDING ENCLOSURES NOT OTHERWISE SEALED pbiioiiogd p, Inc.
HWATERTIGHT, UN.O. PROVIDE CONTINUCUS SEALANT UNDER EXTERIOR DOOR SP-2 TOHET ROOM SIGNAGE B MOUNT T.O. UNIT @ 8'-¢" AFF. AND &" FROM DOCR FRAME AT LATCH SIDE ain airee
THRESHOLDS AND WINDOW STSTEMS THAT REST DIRECTLY ON FLOOR SLAB. OF DOOR. M-2 BASE/WALL CABINETS - PROVIDED BY BRANDPARTNERS (N.L.C.) Rochester, NH 03839
MASONRY/CONCRETE CONTROL JOINTS IN WALLS ES-2 Phone: 603.335.1400
5P-3 c ; )
E |EXPANSION JOINTS iN AND AROUND CONCRETE PAVEMENT, UNIT PAVEMENT, CURBS, £5-4 KHOX BOX R e g & FINAL LOCATION 7 LOCAL FIRE TMARSHAL AND M-3 CUSTOM SHELVING 54" PROVIDED BY BRANDPARTNERS (N.I.C.) Fax: 603.335.1765
OR OTHER HORIZONTAL SURFACES. :
E PERIMETER JOINTS AND ALL OTHER OPEN JOINTS AT EXTERIOR SOFFITS. ES-2 ey TOCRERS :
E INTERSECTION OF DISSIMILAR MATERIALS THAT ALLOW AIR OR WATER ES-2 INCLUDING GENERAL, ELECTRICAL, M-4 CUSTOM SHELVING & COAT ROD 54 PROVIDED BY DRANDPARTNERS (N.1.C.) ARCHITECT
INFILTRATION. MECHANICAL AND FIRE PROTECTION
NORK.
E INTERSECTION OF DISSIMILAR MATERIALS IN WHICH INSTALLATION 1S NOT UNIFORM ES-2 M-5 SIGNAGE - PROVIDED BY BRAND PARTNERS (N.I.C.) ‘{U}S
OR WHERE WORKMANSHIP DOES NOT MEET ACCEPTABLE CONSTRUCTION w—
TOLERANCES, BUT SUCH WORKMANSHIP 1S ACCEFTED BY THE ARCHITECT. {m I
FOR INTERIOR CONDITIONS: JOINTS IN EXTERIOR WALLS. (EXCEPT AS OTHERWISE LS-1 M-6 CUSTOM VANITY TOP 30" PROVIDED BY BRAND PARTNERS (N.I.C.) :
NOTED) SHREMSHOCK
6"
| , TED LS i 3 £
FOR ALL EXPOSED CONTROL JOINTS IN BUILDING, (EXCEPT AS OTHERWISE NOTED) A1/16" 10" 116" 4 * i Cnoee CENERAL NoTES. ARCHITECTS, INC.
s PERIMETER JOINTS ON INTERIOR SIDE OF DOOR FRAMES, WINDOW FRAMES, LS
LOUVERS, ETC. IN EXTERIOR WALLS. = I. PROVIDE FULL PERIMETER SEALANT WHEREVER PERMANENT MILLWORK SURFACES ABUT FINISHED WALLS. REFER TO SEALANT SCHEDULE. 6130 S. Sunbury Road
2 2. G.C. SHALL COORDINATE WITH PROVIDER/INSTALLER FOR MISC. INSTALLATION/FINISH REQUIREMENTS & BLOCKING REQUIREMENTS. Westerville. OH 43081
i PERIMETER JOINTS ON INTERIOR SIDE OF DOOR FRAMES, WINDOW FRAMES, AND LSt S ® .
OTHER FRAMED MATERIALS IN WALLS WITH NO FINISH EDGE FLANGE. F MEN OR WOMEN (614)545-4550 p
! OPEN JOINTS AT PENETRATIONS THROUGH WALLS, CONCRETE, PLASTER, OR GYP, L5 ¢ ACCESSIBLE (614)545-4555 f
BD. CEILNGS WHERE INTENDED TO BE TIGHT SEALED JOINTS, % SYMBOLS —— 3o = info@shremshock.com
| OPEN JOINT BETWEEN DISSIMILAR MATERIALS WHERE INTENDED TO BE TIGHT LS~ '
SEALED JOINTS. / PME HEDU LE DIVISION 11 www.shremshack.com
5/8" HiGH
i JOINTS WHERE EDGE TRIM OF GYP. BD. ABUTTS IRREGULAR SURFACES OR OTHER L5-1 1
SURFACES AND LEAVES OPEN JOINTS. oY / LETTERS >RESTROOM "REQ. SERVICES PROVIDED BY
f EXPOSED JOINTS AT JUNCTURES OF COUNTERTOFPS, CABINETS, OR OTHER ES-3- / GRADE 2 e T MARK DESCRIPTION REMARKS
"BUILT-IN' WORK WITH IRREGULAR SURFACES AND INTENDED TO BE TIGHT SEALED u_l y BRAILLE A PLUMB. | MECH. | ELEC. | DATA | BPI | QWNER | G.C.
JOINT
EQ- FLOOR COPIER
; EXPOSED JOINTS AT JUNCTURES OF WALL MOUNTED PLUMBING FIXTURES AND/OR ES-3 - y Sp-2 X X X SAl 97239
TOWLET ACCESSORIES WITH IRREGULAR SURFACES AND INTENDED TO BE TIGHT u’ - TITLE
SEALED JOWNT . 7 RED LETTERS . - ATTT (ISLAND KIOSK) X X X INDEX
i EXPANSION JOINTS IN CONCRETE SLABS, AROUND COLUMN PIERS PENETRATING ES-5 SET PRE-MOLDED JOINT FILLER BELOW — SHEET
CONCRETE SLARS AT ALL NATURAL CONCRETE SLAB EXPANSION/CONTROL JOINTS TOP OF SLAR TO ALLOW FOR 3/8" DEFP :/ - SOLID DOCR ER-3 NIGHT DEPCSIT ¢ SAFE X X X
AS SPECIFIED AND/OR DETAILED. #2 SEALER
IN HORIZONTAL (SAWN) CONTROL JOINTS IN CONCRETE FLOORS AND ALL OPEN ES-4 SELF - LEVELING /0 - CHROME PULL . 4" . EQ-4 VAT, SYSTEM X X X
JOINTS IN CONCRETE FLOORS WHERE INTENDED TO BE TIGHT, SEALED JOINT. Z O ———
© L LocksET EQ-5 REFRIGERATOR X COORDINATE REQUIREMENTS WITH BPI.
JOINT TREATMENT GENERAL NOTES JOINT TREATMENT KEY — S SCALE
k ) EQ-6 | MICROWAVE X X COORDINATE REQUIREMENTS WITH BP NON
1
1. THIS SCHEDULE IS INTENDED TO ILLUSTRATE ALL JOINT SEALANT TYPES: Lu N EQ-7 FLAT-SCREEN TELEVISION X X X
CONDITIONS WHICH ARE MEANT TO BE SEALED WHETHER (AVAILABLE PRODUCTS, OR APPROVED EGUAL) AN
REFERENCED FROM OTHER DETAILS OR NOT. |
£5-1 = SINGLE-COMPONENT, NEUTRAL-CURING, SILICONE SEALANT m \ — I EQ-8 CON MACHINE (FUTURE) X X X COORDINATE REQUIREMENTS WITH OWNER
2. REFER TO SPECIFICATIONS FOR FURTHER SEALANT (TREMCO: SPECTREM 4; GE SILICONES: SILPRUF SCS2000)
INFORMATION ¢ DESCRIPTIONS. m Eo-a CASH SAFE
ES~2 = SINGLE-COMPONENT, NONSAG, URETHANE SEALANT ——e \ SP-3 X X X CLIENT
3. AT ALL HOLLOW METAL FRAME LOCATIONS (DOCORS, WINDOWS, (TREMCO: DYMONIC; TREMCO: VULKEM a21) - o P
ETC.) HOLD FRAME BACK FROM SUBSTRATE 3/8" @ HEAD ¢ LL AN Ee—E COMPUTER-GERVER % e X
SILL AND 3/16" @ JAMB TO ALLOW FOR SEALANT, TYPICAL. ES-3 = SINGLE-COMPONENT, MILDEW-RESISTANT, \ UNIVERSITY
iﬁ?ﬁic&gfﬁ INCLUDES DIMENSIONS FOR STEEL LINTELS WHERE gggz%@ﬁ;gusgé%gfn&lgggg ;:g;LANT (TREMCO: TREMSIL I EG-1) WATER COOLER X X COORDINATE REGUIREMENTS WITH OWNER
4. PROVIDE PROPER SEALERS AS REQUIRED TO FULLY CLOSE ALL ES-4 = SINGLE-COMPONENT, POURABLE, MOISTURE CURING, Eo—t2 N % CRED!T UNION
JOINTS THAT ARE INTENDED TO BE TIGHT AND AS SHOWN ON POLYURETHANE SEALANT (TREMCO: VULKEM 45; DOW AN X
THE DRAWINGS AND/OR SPECIFICAIONS. CORNING CORP: 840-5i.) % EQUIPMENT CENERAL NOTES: 1071 BRIGHTON AVENUE
\ = .
= [. "BPI" = BRANDPARTNERS PORTLAND, ME 04102
ES-5 = SINGLE-COMPONENT, SEMI SELF- IN L YURETHANE
oF AG;"_ANT (TE%TQC@’WLKWE 4§ é‘é‘f Eéoﬁ’ c%%m;\;e CORP: > 2. G.C. SHALL BE RESPONSIBLE FOR ALL EQUIPMENT UNLESS NOTED OTHERWISE IN DRAWINGS.
8A0-5L) i 3. G.C. SHALL COORDINATE WITH PROVIDER/INSTALLER FOR MISC. INSTALLATION/FINISH REQUIREMENTS,
4. G.C. SHALL COORDINATE AND INSTAL IN WALL BLOCKING FOR ALL EQUIPMENT.
£S-1 = LATEX SEALANT (TREMCO: TREMFLEX 834; PECORA CORP: 5. G.C. SHALL COORDINATE AND PROVIDE ELECTRICAL,PLUMBING & MECHANICAL CONNECTIONS FOR ALL EQUIPMENT.
&. DATA CONNECTIONS BY OWNER.
AC-20+) SP-1
GENERAL FLASHING REQUIREMENTS PARTITION TYPE SCHEDULE | .-
e MAY 02 2007
Yaur signat these drawngs ndiceh
. PROPERLY WEEP ALL FLASHING POINTS & NORMAL DRAINAGE POINTS PARTITION TYPE S scactaz-1o0 | PARTITION TYPE 4  scaeriz=10 | PARTITION TYPE 3  scaetiz=1ro | PARTITION TYPE 2 scaetz-10 | PARTITION TYPE 1 scae =10 | GENERAL NOTES iy o s i nd o
WITH WEEPS @ 1'-4" 0.C. MAX, SPACING. WEEP POINTS ARE TO BE :
LOCATED DIRECTLY ON TOP OF FLASHING. STUDDEPTHWUN.O) |PLANPOCHE | RATING | TESTING | STUDDEPTH(UNO) |PLANPOCHE | RATING | TESTING | STUDDEPTH(UNO) |PLANPOCHE | RATING | TESTING | STUDDEPTH(UNO) |PLANPOCHE | RATNG | TESTNG | STUDDEPTH(UNO) [PLANPOCHE [RATING | TESTING | o
2 AT ALL OPENINGS, EXTEND HEAD FLASHING 8" MIN. BETOND EACH SIDE 3-5/8" - - 3-5/8" C-H 1-HR | UL #U4i5 3-5/8" il - - 3-5/8" B - - 3-5/8" - ' EXTERIOR DETAILS FOR ALL
OF OPENING, TURN FLASHING UP A MIN, OF ONE MASONRY COURSE IN . EXTERIOR WALL ASSEMBLIES.
HEAD JOINTS CR A MIN, OF 47 WHERE HEAD JOINTS DO NOT OCCUR, IN METAL STUD SCHEDULE METAL STUD SCHEDULE METAL STUD SCHEDULE METAL STUD SCHEDULE METAL §TUD SCHEDULE
ORDER TO FORM A "WATER DAM." 2. PROVIDE ACOUSTICAL JOINT
SPACING L/240 SPACING IL/240 SPACING L/240 SPACING L/240 SPACING L/240 SEALANT AT TOP & BOTTOM OF
3, WHERE FLASHING 1S LOCATED ON THE TOP OF STEEL ANGLES, STOP e Y o Y T EACH LAYER OF G.W.B. FOR ALL
1-4" o.C. 1-4" O.C. -4 O.C. 1-4" 0.C. Pe4" O.C.
FLASHING @ THE TANGENT POINT OF THE ANGLE LEG OR A MiN. OF 1/4" - PARTITIONS SCHEDULED TO
BACK FROM THE END ANGLE TO ALLOW FOR SEALANT APPLICATION RECEIVE SOUND ATTENTUATION
AND/OR TOOLING OF THE JOINT. REFER TO DIAGRAM "A" - INSULATION.
4. WHERE FLASHING 1S LOCATED IN MASONRY, STOP FLASHING A MIN. OF 3. PACK ANY VOIDS AT THE TOP OF
174" BACK FROM THE FACE OF THE MASONRY TO ALLOW FOR PROPER NOTE: PARTITION ALL FIRE RATED PARTITIONS WITH
N THE JOINT, UN.O. REFER TO DIAGRAM 'B." TIGHT TO UNDERSIDE DIAGONAL BRACING. FIRE STOP INSULATION (I.E
TOOLING OF THE JOINT, UN.O. REFER TO DIAG - OF FLOOR DECK AT MTL.. BRACING @ REFER TO F/A9.l FLUTES IN METAL DECK)' '
BASEMENT LOCATIONS, 4-0" 0.C.
5. WHERE FLASHING 1S LOCATED TO TERMINATE AND/OR SEPARATE
PATH:
MATERIALS, DO NOT SEAL (UN.O.) - REFER TO DIAGRAM 'C." WHERE IT ggogfcffrl—wﬁ 16 GA. CLIP ANGLE glEAF%%Nf\;é %‘fﬁg‘ﬁ@ 4, PROVIDE F.R.T. WOOD BLOCKING IN
IS DETERMINED BY THE MATERIAL MANUFACTURER OR OTHERWISE THAT : A= RO L — : é;é&ﬁﬁ&g?ﬁg;ﬁﬁigggm TO ISSUF DATE:  05-04:07
SEALING 1S REQUIRED (TO PREVENT WATER PENETRATION BETOND -- CONT. 16 GA. E
FLASHING DUE TO WIND DRIVEN RAIN), THEN SEALANT MUST BE WEEPED It - g{zo) R T - ; / MTL. TRACK 32%5]2%?@55& A@E«?f-jr slaBAzgéLv;Nc. DRAWNEY:  BAB
IN ACCORDANCE WITH NOTE #! ABOVE. N g -f, / ETS, ;
el | I Y (s E N ~ o ca cm e | 516 obiiTe poeT tocaTan ] creoremen
6. UNLESS NOTED OTHERWISE, TURN FLASHING UP A IMiN. OF 4° BEHIND ‘ I —SLIPTRACK. MIN 4N , 'H SPECIF
APPROPIATE MATERIALS. o 1 I\ N eAP To T [ F 'é sl SUPPLIER. REVISION:
L R TOP TRACK. P | e/ : [ CONT. 16 G 5. PROVIDE METAL TRIM WHERE i
7. ALL FLASHING CONDITIONS, WHETHER DETAILED OR NOT, ARE TC BE iN b B ' ' 1 = [E M7 TRACK | CTPSLM BOARD SHEATLIN 1
ACCORDANCE WITH S MA.CNA, SPECIFICAITONS, WHERE ATYPICAL I ——TOP TRACK : Z v e Laoope cowé;érg or
CONDITIONS OCCUR THAT ARE NOT DETAILED, FLASHING IS TO BE * q i : SOUND ATT. INSUL PLTNOOD AD 1a e TR 2
INSTALLED AS CLOSELY AS POSSIBLE TO THE S.MA.CN.A. DETAIL THAT ] f . e« ROOF TRUSS/ s : - :
5/8 : : . LY 3,
MOST CLOSELY APPROXIMATES THE ACTUAL CONDITION. : FLOOR BEAM _ FINISH CEILING ;
GAB | 4_ 2 ED CEILING LINE OF FINISHED 6. f,? IOIILST RoomsDas grg@&fé SNET® :
8. REFER TO JOINT TREATMENT SCHEDULE FOR TYPES 4 LOCATIONS OF CEILING WHERE CCATIONS, PROVIDE MOISTURE -
CEALERS. TYBICAL f o SCREW GW.B. TO APPLICABLE RESISTANT G.W.B. IN THICKNESSES |
’ ’ STUD ONL NC 4 . 5,
+ S arTRadky, Qj% Y INDICATED
Q, UNLESS NOTED OTHERWISE, AT FLASHING HIGH POINTS, TURN FLASHING ). aSam SOUND ATT. INSUL, .
HORIZONTALLY INTO ADJACENT MASONRY COURSING OR SEAL WATER 4 el :
TIGHT TO BACK-UP SUBSTRATE IF MASONRY DOES NOT EXIST. -
- - (i) LAYER CF ‘ : 8.
' 5/8" TYPE "X" os «———5/8" G W.B.
% S O T ie ——CONT. 16 GA. BOTH SIDES 1,
¥ y % 2 MTL. TRACK '
_y 2 : ——CONT. 16 GA. ———CONT. 16 GA. "
_ 5 : MTL. TRACK : [ FINISH FLOOR MTL. TRACK '
NO z % FLASHING : FINISH FLOOR ] / S : FINISH FLOOR 12
¥ . _
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T ot | I I SUNI . a2 ® 2005 BrandPariners Inc. All righta reserved.
AN R £ T N st ! ,,,,,, «—— STEEL SECTION VIEW 7, SECTION VIEW immug;"m;mf;mw;‘s o e X
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