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PROTECTION AND CLEANING

2.3 GYPSUM BOARD PRODUCTS

PROHIBIT ALL FOOT AND WHEEL TRAFFIC FROM

D, GLAZING SEALANT FOR FIRE-RESISTANT A PROTECT EXTERIOR GLASS FROM BREAKAGE A GENERAL: PROVIDE GTPSUM BOA B. MULTILAYER APPLICATION ON CEILINGS: APPLY Lo NEWLT DLRD TLOORS FOR AT SEAST i T ALLAT N OF AeoUSt It CE e orie
GLAZING PRODUCTS: IDENTICAL TO PRODUCT IMMEDIATELY AFTER INSTALLATION BY ATTACHING ) g;;chTgp ;Nﬁmﬁﬁmﬁiwmﬁg f?ﬁf_igﬁb%zm— a.  MNSTALL TWC STUDS AT EACH JAMB, GYPSUM BOARD INDICATED FOR BASE LAYERS THREE (3) DAYS, PREFERABLY SEVEN (7) ﬁﬁg gfg%';é‘gﬁg;o% Gg.r*‘;"gm'%; N2 NG e NTS 34 cLEANING B. LAY OUT TILES FROM CENTER MARKS
USED IN TEST ASSEMBLY TO OBTAIN CROSSED STREAMERS TO FRAMING HELD AWAT WILL MINIMIZE BND-TO-END BUTT JOINTS, 1M EACH UNLESS OTHERWISE INDICATED. PRIOR TO APPLYING BASE LATERS ON DATS. WHEN TRAFFIC IS UNAVOIDABLE, USE OTHER CONSTRUCT!ONYTHif P?S;’TRETES ?ghm& ‘ | ESTABLISHED WITH PRINCIPAL WALLS
FIRE-RESISTIVE RATING, FROM GLASS. DO NOT APPLY MARKERS TO GLASS AREA INDICATED TO RECENVE GTESUM BOARD b, EXTEND JAMB STUDS THROUGH WALLS/PARTITIONS. APPLY GYPSUM WALLBOARD LARGE FLAT BOARDS FOR WALKWATS FOR . s A, CLEAN EXPOSED SURFACES OF ACOUSTICAL DISCOUNTING MINOR OFFSETS, SO TILES AT

SURPACE. REMOVE NONPERMANENT LABELS, AND APPLICATION. WIDTHS: PROVIDE GTPSUM BOARD SUSPENDED CEILINGS AND ATTACH TO FACE LATERS IN SAME SEQUENCE. OFFSET SEVEN (7) DAYS AND INSTALLED IN FANNER TO O iREe T raarr i S THEM, INCLUDING LIGHT | CEILINGS, INCLUDING TRIM, EDGE MOLDINGS O 5 e
210 GLAZING TAPES CLEAN SURFACES. ' IN WIDTLS OF 48 INCLES ' UNDERSIDE OF FLOOR OR ROOF FACE-LAYER JOINTS ONE FRAMING MEMBER, 16 PREVENT DAMAGE OR MARRING OF TILE. T o i T ST RESSION AND SUSH - L 5 g BT | ABIIAT At e nsaney o ot brandg‘f}%ﬁié’%@ =
i STRUCTURE ABOVE. INCHES MINIFIUM, FROM PARALLEL BASE-LAYER REPAIR AND REFPLACE DAMAGED UNITS. SYSTEM COMPONENTS, AND PARTITION SYSTEM. mAﬁumciﬁgezﬁgg Tfs?%%%xorfg r;}?)léyclﬁgmaaa DemG ADJUSTHAS A EERMETER TUAT B & T

A. EXPANDED CELLULAR GLAZING TAPE: B. PROTECT GLASS FROM CONTACT WiTH CONTAMINATING B, GYPSUM WALLBOARD: ASTM € 36 AND AS 4, FRAME OPENINGS OTHER THAN FLOOR JOINTS. 1.4 DELIVERY STORAGE., AND HANDLIN AND TOUCH-UP OF MINOR FINISH DAMAGE E EESSGT?—K‘;J Vgt?g-uitﬁjoiﬁiﬁfzga ?ﬁeﬁéff VAL
CLOSED-CELL, POLYVINYL CHLORIDE FOAM SUBSTANCES RESULTING FROM CONSTRUCTION  FOLLOWS: OPENINGS THE SAME AS REQUIRED FOR DOCR Le EXTRA MATERIALS ' ' ! NG REMOVE AND REPLACE WORK THAT CANNOT BE TILES SQUARE WITH ROOM AXIS, UNLESS
TAPE, FACTORT COATED WITH ADHESIVE ON OPERATIONS INCLUDING WELD SPLATTER. |F, DESPITE CPENINGS, UNLEGS OTHERWISE INDICATED. €. MULTILATER APPLICATION ON PARTITIONS/WALLS: , A DELIVER ACOUSTICA NG UNIT SUCCESSFULLY CLEANED AND REPAIRED TO OTHERWISE INDICATED '

BOTH SURFACES, PACKAGED ON ROLLS WITH SUCH PROTECTION, CONTAMINATING SUBSTANCES DO L TYPE: TYPE X INSTALL FRAMING BELOW SILLS OF OPENINGS APPLY GTPOUN BOARD INDICATED FOR BASE A EURMISH EXTRA TATERIALS FOR QWNERS " BITE N ORIGIAL  UNOBENED SACKAGES ol PERMANENTLY ELIMINATE EVIDENCE OF DAMAGE ) BrandPartners Group, Inc.
RELEASE LINER PROTECTING ADHESIVE, AND COME INTQ CONTACT WITH GLASS, REMOVE THEM 2. TYPE: SAG-RESISTANT TYPE FOR CEILING TO MATCH FRAMING REQUIRED ABOVE DOOR LATERS AND GTPSUM WALLBOARD FACE LAYERS FUTURE USE.  FLOOR, BASE, & WALL TILE: ONE STORE THEM N A c EN a & ‘ C. TMATCH TILES FOR COLOR AND PATTERN BY ; ‘
COMPLYING WITH AAMA 800 FOR PRODUCT FMMEDIATELY AS RECOMMENDED BY GLASS " eURFACES HEADS. VERTICALLY (PARALLEL TO FRAMING) WITH FULL BOX, OF ZACH TYPE AND PATTERN OF T AT, ENCLOBED SPACE WHERE t\b oF secTion T s N 10 Main Street
8105, MANUFACTURER. 3. EDGES: TAPERED AND FEATURED (ROUNDED JOINTS OF BASE LAYERS LOCATED OVER STUD PLAINLY MAGKED DOXES.  INCLUDE. cROL HOICTURE, DIRECT SUNLIGHT . SURRACE T oF FROM EGUENCE AS IIANUFACTURED AND PACKA

" OR BEVELED) FOR PRE-FILLING D. Z-FURRING MEMBERS: ERECT INSULATION OR FURRING MEMBER AND FACE-LATER JOINTS PLANLY MARKED BOXES. INCLUDE GROUT IN AT AR AND e caberaE SECTION 09650 - RESILIENT TILE FLOORING AND BASE gy e Aaite = ol diove i Rochester, NH 03839

B. SUBJECT TO comPLIANCE wiTH reeuirerents, DIVISION 9 4 THICKNESS, ‘5,8 INCH. UNLESS OTHERMISE VERTICALLY AND HOLD IN PLACE WITH Z-FURRING OFFSET AT LEAST ONE STUD OR FURRING QUANTITIES TO MATCH TILE. STORE AS CONTATINATION, AND OTHER CAUSES. ALL FIXTURES.  DISCARD BROREN, CRACEED. Phone: 603.335,1400
PROVIDE PRODUCTS AS FOLLOWS: NORSEAL " NDCATED ' MEMBERS. MEMBER WITH BASE-LATER JOINTS. STAGGER DIRECTED BY OWNER, PART | - GEN : i 1 CRACKED, « OS99,
V-980 CLOBED-CFLL GLAZING TAPE, NORTON  SECTION 042 : JOINTS ON OPPOSITE SIDES OF PARTITIONS. CART 2 - PRODUCTS B R L O CELING NI T GENERAL CHIPPED, OR DEFORMED TILES. Fax: 603.335.1765
COMPANY. e I UNTIL GYPSUM BOARD 1S INSTALLED, HOLD - c s ' RS

PART 1 - GENERAL + GTPSUN BOARD DASE LAYER(S) TR INSUCATION IN PLACE WITH 10-INCH (250-MM)  D. ACOUSTICAL TILE BASE: WHERE GYPSUM PANELS A STADILIZED FOISTURE CONTENT. M RECATED DOCUTENTS " DiRecTioN, T GRAIN RUNNNG N o
211 MISCELLANEOUS GLAZING MATERIALS WNALLBOARD, ASTM € 36, AND AS FOLLOWS: $TAPLES FABRICATED FROM 0.0625-INCH- FORM THE BASE FOR ADHESIVELY APPLIED 23 MANUFACTURERS C. HANDLE ACOUSTICAL CEILING UN T A, DRAWINGS AND GENERAL PROVISIONS GF ' '
11 RELATED DOCUMENTS ! ’ {1.5a-MM-) DIAMETER, TIE WIRE AND ACOUSTICAL TILE, INSTALL GYPSUM WALLBOARD ' - G UNITS CAREFULLY TO | CONTRACT APPLY TO THIS SECTION D BCRIBE, © AN -+ 2

A, GENERAL: PROVIDE PRODUCTS OF MATERIAL, . TTYPE: TYPE X INSERTED THROUGH SLOT IN WEB OF PANELS WITH TAPERED EDGES TAPED AND A. CERAMIC TILE: AS SCHEDULED ON FLOOR oD CEIPPING EDGES OR DAMAGING UNITS N . - SR U, D TIL TIES 10 B LIl
SIZE, AND SHAPE COMPLYING WiTH A. DRAWINGS AND GENERAL FROVISIONS OF CONTRACT 3. TYPE: SAG-RESISTANT TYPE FOR CEILING MEMBER. FINISHED TO PRODUCE A FLAT SURFACE. FINISH PLAN(S). AT 12 QUALITY ABBURANCE BUILT-N FUSNITURE RcLubie cammers, o IARCGHITEGT
REFERENCED GLAZING STANDARD, APPLY TC THIS SECTION. | SURFACES, UNLESS OTHUERWISE INDICATED 1B PROJECT CONDITIONS ’ PIPES, QUTLETS, EDGINGS, THRESHOLDS, AND
REQUIREMENTS OF MANUFACTURERS OF GLASS 3 EDEES, MANUFACTURER'S STANDARDL E. POLYETHYLENE VAPOR RETARDER: INSTALL TO E. SINGLE-LAYER FASTENING METHODS: APPLY B. MORTAR, GROUT, AND ADHESIVE: SUBJECT To T A SINGLE-SOURCE RESPONSIBILITY FOR FLOOR NOSINGS ! ! ’

AND OTHER GLAZING MATERIALS INVOLVED FOR 12 DEFRITIONS % THICKNESS: /8 INCH. UNLESS OTLERWNISE COMPLY WITH REQUIREMENTS SPECIFIED N GYPSUM PANELS TO SUPPORTS WITH SCREWS. COMPLIANCE WITH REQUIREMENTS HEREIN, - " TILF AND BASE: OBTAIN EACH TTPE, COLOR ;

GLAZING APPLICATION INDICATED, AND WiTH A " INDICATED. ‘ DIVISION 7 SECTION "BUILDING INSULATION.! PROVIDE PRODUCTS FROM ONE OF THE R R e o ANSTALL INTERICR AND PATTERN FROM A SINGLE SCURCE WITH

PROVEN RECORD OF COMPATIBILITY WiTH A. GYPSUM BOARD CONSTRUCTION TERMINGLOGY: : F. MULTILAYER FASTENING METHODS: APPLY BASE G oALICRETE INTERNATIONAL, INC. prapdipea it bl Rt BB e REGOURCES TO PROVIDE PRODUCTS OF | B REvEALS, CLOGETS, AN BIMAR BOBNINGS

SURFACES CONTACTED W INSTALLATION, REFER TO ASTM C Il AND GA-505 FOR DEFRINITIONS D, DENSGLASS EXTERIOR SHEATHING: INSTALL 3.4 APPLYING AND FINISHING GYPSUM BOARD, GENERAL LATERS OF GYPSUM PANELS AND FACE LAYER TO OR FMAPE| CORPORATION. Ccmp;ﬂmgg AN,}”@&@SL‘;’ e ENW‘EZQCEESVE CONSISTENT QUALITY IN APPEARANCE AND ’ ' ) 5
OF TERMS FOR GYPSUM BOARD ASSEMBLIES NOT SUEATHLING IN ACCORDANCE WiTH ~ BASE LATERS. FASTEN BOTH BASE LATERS AND CEILINGS (BY OTHE 4 . PUYSICAL PROPERTIES WITHOUT DELATING F. MAINTAIN REFERENCE MARKERS, HOLES, OR

B. CLEANERS, PRIMERS AND SEALERS: TYPE DEFINED N THIS SECTION OR iN OTHER ANUEACTURER'G INSTRUCTIONS AND APPLICABRLE A, GTPSUM BOARD APPLICATION AND FINISHING FACE LATERS SEPARATELY TO SUPPORTS WITH 22 MATERIALS ABIENT émpmogé LRADES) o SOLTLETE, AND PROGRESS OF THE WORK. " OPENINGS THAT ARE IN PLACE OR PLAINLY
B PnENDED BY SEALANT OR GASKET REFERENCED STANDARDS. INSTRUCTIONS IN ACCORDANCE WITH ASTM Ci280. CANNDARDS: INSTALL AND FINISH GresuM SCREWS. A SETTING BED MATERIALS HUMIDITY WILL BE CONTINUCUSLY MAINTAINED AT 5 FIRE PERFORMANCE CUAR MARKED FOR FUTURE CUTTING BY REPEATING

13 ASSEMBLY PERFORMANCE REQUIREMENTS I BIZE /B THICK X 4'-0° X 810" SHEETS GA-216. G. DIRECT-BONDING TO SUBSTRATE: WHERE SALUES SEAR THOSE INDICATED FOR FINAL | PROVIDE RESILIENT FLOOR TILE AND. Lo}gf;'Fg\f—‘iiﬁ TR OTHER NOMPERMANENT T ARR A SHREMSHOCK

¢ SETTING BLOCKS: FLASTOMERIC MATERIAL 5 COMPOSITION:  GYEaUM SHEATHING . GYPSUM PANELS ARE INDICATED AS DIRECTLY Lo FOR STANDARD THIN-SET METHOD ON CLCUPANCY. ACCESSORIES WiTH THE FOLLOWING FIRE bevice. R R NONFERTANENT-TIARKING
WITH A SHORE A DURCMETER HARDNESS OF 85 A. FIRE RESISTANCE: PROVIDE GYPSUM BOARD  MANUFACTURED 1N ACCOBRDANCE WITH ASTM B. INSTALL CEILING BOARD PANELS ACROSS ADHERED TO A SUBSTRATE (OTHER THAN STUDS, CONCRETE OR MASONRY: PRE-SANDED, 16 EXTRA MATERIALS PERFORMANCE CHARACTERISTICS AS ' ARCHITECTS, INC
PLUS OR MINUS 5. ASSEMBLIES WITH FIRE-RESISTANCE RATINGS CNTT WITH CLASE MATTS ROTH SIDES AND FRAMING TO MINIMIZE THE NUMBER OF ABUTTING JOISTS, FURRING MEMBERS, OR BASE LATER OF FACTORY MIXED DRY-SET MORTAR PER : ' DETERMINED BY TESTING PRODUCTS PER ASTM G. ADHERE TILES TO FLOORING SUBSTRATES ! !

INDICATED. COME EDCES. WATER REGISTANT CORE END JOINTS AND TO AVOID ABUTTING END GTPSUM BOARD), COMPLY WITH GYPSUM BOARD ANST A 118 OR LATEX/CEMENT MORTAR A FURNISH EXTRA e F TEST METHOD INDICATED BELOW BY UL OR " WITHOUT PRODUCING OPEN CRACKS, VOIDS

D. SPACERS: ELASTOMERIC BLOCKS OR 3. LOCATION: VERTICAL AND HORIZONTAL JOINTS IN THE CENTRAL AREA OF EACH CEILING. MANUFACTURER'S RECOMMENDATIONS, AND PER ANSI A 1164, lan T e e aona R OVIER S FUTURE ANCTHER TESTING AND INSPECTING AGENCY RAISING AND PUCKERING AT JOINTS ! 6130 S. Sunbury Road
CONTINUOUS EXTRUSIONS WITH A SHORE A 1.4 QUALITY ASSURANCE " SURFACES TO RECENE EIFS AND OR FACE STAGGER ABUTTING END JOINTS OF ADJACENT TEMPORARILY BRACE OR FASTEN GYPSLM PANELS 2. FOR WATERPROOFING THIN-SET METHOD: & D s GENPERCENT (10%) ACCEPTABLE TO AUTHORITIES HAVING Fi EGRAPHIN A Al ' v
DUROMETER HARDNESS REGLIRED BT GLASS BRI BANELS NOT LESS THAN ONE FRAMING MEMBER. UNTIL FASTENING ADHESIVE HAS SET, APPLIED POLYMERS OF AMERICA, INC. OF EACH TYPE AND PATTERN OF ACOUSTIC URISDICTION B G, OF DORESIVE DPREADER MARKS, Wasterville. OH 43081
MANUFACTURER TO MAINTAIN GLASS LITES N A. SINGLE-SOURCE RESPONSIBILITY FOR PANEL ‘ TILE-TITE!, & TROWEL-APPLIED, ONE PART R e A D N o PEARLY ' ' ooz ThE Merarmanion o ™ estenviie,

PLACE FOR INSTALLATION INDICATED. PRODUCTS: OBTAIN EACH TYPE OF GYPSUM £ TOUGHROCK SCREIT BOARD: ASTM € 931 AND AS C. INSTALL GYPSUM PANELS WITH FACE SIDE OUT. 3.6 INSTALLING TRIM ACCESSORIES :gh‘ggffg “QTSET;*%E?F’EER%?,FT@EQ%’;%RANE TIARKED BOXES. STORE AS DIRECTED 8T OWNER. . CRITICAL RADIANT FLUX: 0.45 WATTS PER NSTALLATION. (614)545-4550 p
BOARD AND OTHER PANEL PRODUCTS FROM A : DO NOT INSTALL IMPERFECT, DAMAGED, OR : : - O

E. EDGE BLOCKS: ELASTCMERIC MATERIAL OF SINGLE MANUFACTURER. FOLLOWS DAMP PANELS. BUTT PANELS TOGETHER FOR A A, GENERAL: FOR TRIM ACCESSORIES WITH BACK OLEAN TILE COMTPANY. PART 2 - PRODUCTS 2. SriOKE DENSHT. LESS TUAN 450 PER P SOBETRATE I COMPLIANCE i e D 1O 614)545-4555 1
HARDNESS NEEDED TO LitiT GLASS LATERAL L SIE 4-0f ¥ 8'-0" SUEETS LIGHT CONTACT AT EDGES AND ENDS WITH NOT FLANGES, FASTEN TO FRAMING WITH THE SAME 3. SETTING MATERIAL SHALL BE AN ORGANIC | ACOUSTIC CEILING TILES AND SUSPEN | ASTM Eeé2. MANUFACTURER'S DIRECTIONS INCLUDING THOSE (614)545-

MOVEMENT (SiDE-WALKING ). B, SINGLE-SOURCE RESPONSIBILITT FOR FINISHING 3. T¥PE: TYPE X i MORE THAN 1/16 INCH OF OPEN SPACE BETWEEN FASTENERS USED TO FASTEN GYPSUM BOARD. ADHESIVE (ANSI A 136.1) TYPE Il USE ' - SUSPENSION SysTEM o FOR TROWEL NOTCHING, ADHESIVE MIXING, AND info@shremshock.com
MATERIALS: OBTAIN FINISHING MATERIALS FROM 5 EDGES: TAPERED FOR PRE-FILLING PANELS. DO NOT FORCE INTC PLACE. OTHERWISE, FASTEN TRIM ACCESSORIES TYPE | N SHOWER ROGMS, TUB ROOMS, A TILE: USG NTERI N 13 DELIVERIES, STORAGE AND HANDLING ADHESIVE OPEN AND WORKING TIMES, )

F. PERIMETER INSULATION FOR FIRE-RESISTIVE EITHER THE SAME MANUFACTURER THAT SUPPLIES T THICKMESS: 12 INCH, UNLEGS OTHERWISE ACCORDING TO ACCESSORY MANUFACTURER'S TOILET BOOMS, AND ALL SPACES SUBJECT Cdmos toanel oAt N, o By PEE-CLIMA PLUS ' T www.sh hock
GLAZING: IDENTICAL TO PRODUCT USED IN GYPSUM BOARD AND OTHER PANEL PRODUCTS OR INDICATED : D. LOCATE BOTH EDGE OR END JOINTS OVER DIRECTIONS FOR TYPE, LENGTH, AND SPACING OF TO DATE OR WET CONDITIONS. ¢ J- A. DELWER TILES AND INSTALLATION ACCESSORIES . HAND ROLL TILES WHERE REQUIRED BY TILE -Shremshock.com
TEST ASSEMBLY TC OBTAIN FIRE-RESISTIVE FROM A MANUFACTURER ACCEPTABLE TO GYPSUM ) SUPPORTS, EXCEPT IN CEILING APPLICATIONS FASTENERS. | TO PROJECT SITE IN ORIGINAL MANUFACTURER'S ’ ANUF A
RATING. BOARD MANUFACTURER. 24 TRIM ACCESSORIES WHERE INTERMEDIATE SUPPORTS OR GYPSUM B. GROUT MATERIAL SUSFENSION SYSTEM:  DONN BRAND DX/DXL, UNOPENED CARTONS AND CONTAINERS EACH MARUFACTURER.

BOARD BACK BLOCKING 15 PROVIDED BEHIND END B, INSTALL CORNER BEAD AT EXTERNAL CORNERS. . WALL BEARING NAMES OF PRODUCT AND J. PLACE RESILIENT ACCESSORIES SO THEY A
2.12 FABRICATION OF GLASS AND OTHER GLAZING €. FIRE-TEST-RESPONSE CHARACTERISTICS: WHERE A ACCESSORIES FOR INTERIOR INSTALLATION: JOINTS. DO NOT PLACE TAPERED EDGES I FOR CERATNC WaLL TILE, GROUT SHALL BE ' ANGLE: MANUFACTURER, PROJECT IDENTIFICATION, AND " BUTTED TO ADJACENT MATERIALS OF TYPE
PRODUCTS FIRE-RESISTANCE-RATED GYPSUM BOARD CORNERBEAD, EDGE TRIM, AND CONTROL JOINTS AGAINST CUT EDGES OR ENDS. STAGGER INSTALL EDGE TRIM WHERE EDGE OF GTPSUM LATEX AND WHITE WATERPROOF PORTLAND 1. STRAIGHT WALLS: USG M7, 7/8" EACE SHIFPING AND HANDLING INSTRUCTIONS, INDICATED AND BOND TO SUBSTRATES WITH
ASSEMBLIES ARE INDICATED, PROVIDE GYPSUM COMPLYING WITH ASTM C 1047 AND FORMED YERTICAL JOINTS ON OPPOSITE SIDES OF PANELS WOULD OTHERWISE BE EXPOSED. CEMENT. 5 Cumy : y ; . ' ADHESIVE. INSTALL REDUCER STRIES AT

A, FABRICATE GLASS AND OTHER GLAZING BOARD ASSEMBLIES THAT COMPLY WiTH THE METAL OR PLASTIC, WITH METAL COMPLTING WITH PARTITIONS, AVOID JOINTS OTHER THAN PROVIDE EDGE TRIM TYPE WITH FACE FLANGE 2. FOR CERAMIC FLOCR TILE, GROUT SHALL  ERepoD hALs: KENBECK ULTRA-FLEX, 7/8 B. STORE FLOORING MATERIALS IN DRY SFACES EDGES OF FLOORING THAT OTHERWISE WOULD
PRODUCTS N SIZES REQUIRED TO GLAZE FOLLOWING REGUIREMENTS:  FIRE-RESISTANCE THE FOLLOWING REGUIREMENT & CONTROL JOINTS AT CORNERS OF FRAMED FORMED TO RECEIVE JOINT COMPCUND, EXCEPT BE GROUT MND JOINT FiLLER FORTIFIED ' " PROTECTED FROM THE WEATHER WiTH AMBIENT BE EXPOSED '

CPENINGS INDICATED FOR PROJECT, WITH EDGE RATINGS: AS INDICATED BY GA FILE NUMBERS IN OPENINGS WHERE POSSIBLE. WHERE OTHER TTPES ARE INDICATED. WITH A STAINLESS ADIIX AND CHETHCAL 22 ACCESS TEMPERATURES MAINTAINED BETWEEN 50 DEG F : SAl 07239
AND FACE CLEARANCES, EDGE AND SURFACE GA-600 'FIRE RESISTANCE DESIGN MANUAL' OR i STEEL BUEET ZING COATED BT HOT-DIP RESISTANTS AS RECOMMENDED BY THE ' CESSORT MATERIALS (16 DEG C) AND 90 DEG F (32 DEG C) I PROVIDE TRANSITION STRIPS AT EXPOSED
CONDITIONS, AND BITE COMPLYING WITH DESIGN DESIGNATIONS IN UL "FIRE RESISTANCE PROCESS OR ROLLED ZINCG E. ATTACH GYPSUM PANELS TO STUDS SO LEADING i INSTALL LC-BEAD WHERE GTYPSUM PANELS FLO‘OR TILE MANUFACTURER, ALl A, ATTACHMENT DEVICES. SIZE 25 T ’ " FDGES OF RESILIENT FLOORING AS SHOWN TITLE
RECOMMENDATIONS OF PRODUCT DIRECTORT® OR N THE LISTING OF ANOTHER 2. SHAPES INDICATED BELOW B REFERENCE 1O EDGE CR END OF EACH PANEL IS ATTACHED TO ARE TIGHTLY ABUTTED TO OTHER REMDERING, SCREEDING, SOUND CONTROL, ' BN X FOR = JIMES DESIGN STORE TILES AND BASES ON FLAT SURFACES ON DRAWINGS
MANUFACTURER AND REFERENCED GLAZING TESTING AND INSPECTING AGENCY ACCEPTABLE TO " Flo. | DESKNATIONS N ASTM C 1047 OPEN (UNSUPPORTED) EDGES OF STUD FLANGES CONSTRUCTION AND BACK FLANGE CAN BE WEATHERPROOFING, TILE INSTALLATION AND LOAD INDICATED IN ASTP €635, TABLE t DIRECT MOVE TILES AND BASE AND INSTALLATION - SPECIFICATIONS
STANDARD AS REQUIRED TO COMPLY WITH AUTHORITIES HAVING JURISDICTION. ' ' FIRST. ATTACHED TO FRAMING OR SUPPORTING GROUTING/POINTING MATERIALS SHALL BE HUNG UNLESS OTHERWISE INDICATED. ACCESSORIES INTO SPA H dEY
STANDARD AS REQUIRED TO COMPLY I o CORNERGEAD ON OUTSIDE CORNERS. UNLEas ATTACHED T A aLPETED B AN Ao TR C PACES WHERE THEY WILL K. TOP SET BASE TO BE INSTALLED ON WALLS,

5 DELIVERY STORAGE AND HANDLING . CORNERBEAD ON OUTS , B ATTACH GYPSUM PANELS O FRAMING PROVIDED BECOMMENDED BY THE CERMIC TILE B. WIRE HANGERS AND TiES: ASTM Asdl, CLASS ! g; ISSTALLED AT LEAST 486 HOURS IN ADVANCE COLUMNS, BASE CABINETS AND ALL VERTICAL

B. CLEAN CUT OR FLAT GRIND VERTICAL EDGES ' ' : AT OPENINGS AND CUTOUTS. D. INSTALL CONTROL JOINTS ACCORDING TO ASTM C840 SUPPLIER. COLOR CHOSEN BY ZINC COATING, SOFT TEMPER, SIZED ©O STRESS INSTALLATION. BARPACES OVER FLOORING WHERE CERAMIC TILE

OF BUTT-GLAZED MONCLITHIC LITES IN A A, DELIVER MATERIALS IN CRIGINAL PACKAGES, €. LC-BEAD WITH BOTH FACE AND BACK FLANGES: AND MANUFACTURER'S RECOMMENDATIONS AND IN BRANDPARTNERS, #IBBLET?E;;&?G_%N%SIfﬁfogg fégr%ﬁ%’ 1.4 PROJECT CONDITIONS T USED.
MANNER THAT PRODUCES SQUARE EDGES WITH CONTAINERS, OR BUNDLES BEARING BRAND NAME FACE FLANGE FORMED TO RECEIVE OINT I FIRE TAPE, SPACKLE, AND FIRE CAULK ALt SPECIFIC LOCATIONS APPROVED BY ASSOCIATE TIELD STRESS OF WIRE, BUT PROVIDE NOT ' i 3.4 CLEANING AND PROTECTION
SLIGHT XERFS AT JUNCTIONS WITH INDOOR AND IDENTIFICATION OF MANUFACTLURER OR COMPOUND,  USE LC-BEADS FOR EDGE TRIM, PENETRATIONS INTO RATED AND/OR SHAFT FOR VISUAL EFFECT, <. TRIM THAN 0.106 INCH DIAMETER (12 GAUGE) OT LESS A, MAINTAIN A MENIMUM TEMPERATURE OF 70 DEG ' '
AND QUTDOOR FACES. SUPPLIER, UNLESS OTHERWISE INDICATED. WALLS, 3.7 FINISHING GYPSUM BOARD ASSEMBLIES 1 PROVIDE NECESSART CAPS, STOPS, ' Z;ZC%%? ig L%UsggA‘:PERSQO‘;oTROECSiVE TILES FOR A,  PERFORM THE FOLLOWING OPERATIONS
: INSTALLATION IMMEDIATELY AFTER COMPLETING TILE AND
PART 3 - EXECUTION 5., STORE MATERIALS INSIDE UNDER COVER AND KEEP D. ONE-PIECE CONTROL G. FORM CONTROL AND EXPANSION JOINTS AT A, GENERAL: TREAT GYPSUM BOARD JOINTS RETURNS, TRIMMERS AND OTHER SHAPES C. EDGE MOLDINGS AND TRIM: METAL OR EXTRUDED i .
TUEM DRY AND PROTECTED AGAINST DAMAGE SRV ol M I g M Ny LOCATIONS INDICATED AND AS DETAILED, WITH INTERIOR ANGLES, FLANGES OF CORNER-BEAD, TO COMPLETE INSTALLATION. T AT oD iy, FROTILES, DICATED OR THAN 38 HOURS, AR TER TNETALLAT ON. ABTER BASE INSTALLATION: SCALE
3.1 EXAMINATION FROM WEATHER, DIRECT SUNLIGHT, SURFACE COVERING SLOT OPEMNG SPACE BPETWEEN EDGES OF ADJOINING GYPSUM EDGE TRiM, CONTROL JOINTS, PENETRATIONS, 2. COLOR AND FINISH TO FIATCH WALL TILE. & En 2 A pei THIS PERICD, MAINTAIN A TEMPERATURE OF '
CONTAMINATION, CORROSION, CONSTRUCTION ' PANELS, AS WELL AS SUPPORTING FRAMING FASTENER HEADS, SURFACE DEFECTS, AND ??L?;NGS FOR ECGES AND PENETRATIONS THAT NGT LESS THAN 55 DEG F (13 DEG C) b ggggxéivgi}t%éﬁa;zgl\éz S STHER AS NOTED

A, EXAMINE GLASS FRAMING, WITH GLATIER TRAFFIC, AND OTHER CAUSES. MEATLY STACK 25 JOINT TREATMENT MATERIALS BEHIND GTPSUM PANELS. ELSEWHERE AS REQUIRED TO PREPARE GYFSUM 2.8 ACCESSORIES 5§5Tgrﬁ£m%: iDGE PETAIL AND SUSPERSION ' RECOMMENDED BYEMA%UFEC%S}%; gR
PRESENT, FOR COMPLIANCE WITH THE GYFSUM PAMELS FLAT TO PREVENT SAGGING. ’ BOARD SURFACES FOR DECORATION. ICATED. B. DO NOT INSTALL MATERIAL UNTIL THEY ARE AT WEE A
FOLLOWING: A, GENERAL: PROVIDE JOINT TREATMENT H. ISOLATE PERIMETER OF NONLOAD-BEARING A SUBJECT TO COMPLIANCE WITH REQUIREMENTS " THE SAME TEMPERATURE AS THE SPACE WHERE iNEEP N BAGE e ot LT

1.6 PROJECT CONDITIONS | MATERIALS COMPLYING WITH ASTM C 475 AND GYPSUM BOARD PARTITIONS AT STRUCTURAL B. PREFiLL OPEN JOINTS, ROUNDED OR BEVELED HEREN, PROVIDE PRODUCTS FROM ONE OF THE b e D e RS, THEY ARE TO BE INSTALLED. FNOT WASH FLOOR UNTIL AFTER

L MANUFACTURING AND iNSTALLATION THE RECOMMENDATIONS OF BOTH THE ABUTMENTS, EXCEPT FLOORS. PROVIDE i/4~ TO EDGES, AND DAMAGED AREAS USING FOLLOWING:  CUSTOM BUILDING PRODUCTS OR or oatan Doaz, MOLDNG THAT SIS REVEAL ] PERIOD RECOMUENDED BY REGIGENT i
TOLERANCES, INCLUDING THOSE FOR SIZE, A, ENVIRONMENTAL CONDITIONS, GENERAL: MANUFACTURERS OF SHEET PRODUCTS AND OF I/2-INCH-IWIDE SPACES AT THESE 1.CCATIONS AND SETTING-TYPE JOINT COMPOUND. SCHLUTER SYSTEMS LP. ETvibon oot or AR TaNpZ AT FORMED £ CLOSE SPACES TO TRAFFIC DURING TILE TILE MANUFACTURER. || o HIENT FLACR
SEUARENESS, OFFSETS AT CORNERS. ESTABLISH AND MAINTAIN ENVIRONMENTAL OINT TREATOSNT MATERIAL e PR Each TRIM EDGES WITH LC-BEAD EDGE TRIM WHERE ooty CDCE O iNEL AND FLANGE AT | NBTALLATION 4. DAMP-MOP TILE TO REMOVE BLACK MARKS
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4. EFFECTIVE SEALING SETWEEN JOINTS OF ARE MORE STRINGENT. INDICATED ' D. LEVELS OF GYPSUM BOARD FINISH: PROVIDE THE A INSPECT SURFACES TO RECEIVE TILE WORK AND et | OTHER FINISHING OPERATIONS, 1N N | OPERATIONS AND SLACTE
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ON DRAWINGS PROVIDE NECESSARY BITE ON GYPSUM PANELS. " 1002 FOR FASTENING GTPSUM BOARD TO STEEL HOINT COMPOUND OVER JOINTS, ANGLES, G averen oo PART 2 - PRODUCTS A '
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