o

_4"

e
ECQ.(TYP.)
A

i-1/4"

C; 3/48

C3 O yIR 3¢

4!!

41*

41{

4{1 e

{
!
|
i I 3"
| |
L ]
/2" FROM TP (TYP.)

i
Fco 4

NC 1
4" i
\4

/8" SANITARY STACK

P3.1 SCALE: NONE

HB -

/ A WATER RISER

/¢ GAS RISER

P3.1 SCALE: NONE

\\
~,
C‘;V\\
\\
\\
.
.
.
N g
N7 e
. .
CZ2O71P (TYP) \~ 274" /«'/

E\ ) " BELOW 5LAB
Y

/2"

T [~ :
T WHA vz”{\\ c l/ L ~
~ - P
Vel H ~ \ - 374 ~ ~
- WC-2\ #3410 ~ Sy,
! 1 N Lwcaz o /// /ﬁ ~
~ ~
it O L e

LAY -1 o i
!\k . < \»f*/ Lz |12t

N

-

_/

P3.1

SCALE: NONE

i, THE PIPING SYSTEMS SHORWN ARE SCHEMATIC. THE PLUMBING CONTRACTOR
SHALL COORDINATE HIS PIPING INSTALLATIONS WITH THE AIR DUCT AND
CONDUIT INSTALLATIONS OF THE HEATING AND ELECTRICAL CONTRACTORS,
AND SHALL VERIFY ALL PIPE CLEARANCES BEFORE INSTALLATION OF
PIFING.

2, THE PLUMBING CONTRACTOR SHALL VERIFY ALL PIPE WITH THE BUILDING
STRUCTURE BEFORE INSTALLATION. ALL CONFLICTS SHALL BE REPCRTED
TO THE ARCHITECT AND ENGINEER BEFORE FABRICATION AND
INSTALLATION.

3. ALL INTERIOR SANITARY DRAINS 3* AND SMALLER SHALL BE SLOPED AT
74" PER FOOT MINIMUM. SANITARY DRAINS 4" AND LARGER SLOPE /8"

brandpartnsrs

BrandPartners Group, Inc.
10 Main Street
Rochester, NH 03839
Phone: 603.335.1400
Fax: 603.335.1765

PER FOOT.
ENGINEER
4. REFER TO ARCHITECTURAL AND STRUCTURAL DRAWINGS FOR
IDENTIFICATION OF MASONRY WALLS AND LOAD BEARING WALLS, I‘ l[ S
5. PLUMBING CONTRACTOR SHALL PROVIDE A CLEAN SET OF CONTRACT ———
DRAWING PRINTS MARKED IN RED PENCIL, SHOWING ALL DEVIATIONS
FROM CONTRACT DRAWINGS. RECORD DRAWINGS SHALL SHOW ALL
UNDERGROUND PIPING BY DRIMENSION FROM BUILDING WALLS, AND DEPTH
?Eéiﬁ;;@f*mﬁ OR SLAE. KEEP PRINTS CURRENT WITH EVERYDAT JOB SHREMSHOCK
ENGINEERING, INC.
6. PIPING WILL NOT BE ALLOWED TO BE INSTALLED ABOVE ANY ELECTRICAL
PANELS, OR WITHIN THREE (3) FEET IN FRONT OF SUCH PANELS. 6130 S. Sunbury Road
7. PROVIDE PLUMBING SHUT-OFF VALVES IN AN ACCESSIBLE LOCATION. Westerville, OH 43081
(614)545-4550 p
&, CONTRACTOR TO VISIT THE SITE AND FIELD VERIFY ALL EXISTING (614)545-4555 f
CONDITIONS PRIOR TO BID AND THE START OF ANTY WORK. COORDINATE inf
LOCATIONS OF EXISTIN UTILITIES. info@shremshock.com
www shremshock.com
94, COORDINATE PIPING WITH ATTIC ACCESS.
: SAl 07230
H
CODED NOTES rITEE
PLUMBING ISOMETRIC
WHA: FURNISH AND INSTALL WATER HAMMER ARRESTERS IN THE DIAGRAMS
DOMESTIC COLD AND HOT WATER PIPING AS SHOWN ON THE WATER
RISER DIAGRAM, WATER HAMMER ARRESTERS TO BE LOCATED IN AN
ACCESSIBLE LOCATION. UNITS AS MANUFACTURED BY SIOUX OR
PRECISION PLUMBING PRODUCTS ARE ACCEPTABLE.
SCALE
INSTALL 1/2" COLD WATER PIFE FROM TRAP PRIMER DOWN IN WALL
UNDER FLOOR TO FLOOR DRAIN. TRAP PRIMER TO BE LOCATED IN AN
ACCESSIBLE LOCATION. AS NOTED
VTR: VENT TO BE EXTENDED THROUGH ROCF. OFFSET 2'-0 AND
TERMINATE WITH 3% VENT THROUGH ROOF. VERIFY EXACT LOCATION AND
IN FIELD. REFER TO STACK DIAGRAM AND PLUMBING SPECIFICATIONS
FOR FURTHER INFORMATION.
CLIENT
PROVIDE ' BRANCH WITH SHUT OFF VALVE FOR CONNECTION TO |

IRRIGATION SYSTEM CCORDINATE WITH IRRIGATION SYSTEM
CONTRACTOR.

UNIVERSITY
CREDIT UNION

1071 BRIGHTON AVENUE
PORTLAND, ME 04102
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