I
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Al

B.

ANTIMICROBIAL SOLUTIONS SUCH AS BIOGUARD
TESTING AND REGISTERED WITH EPA UNDER NO.
42182-1 AND ALSO WITH THE FooD AND DRUG
ADMINISTRATION, (EPA) AATCC TEST METHOD
174 PART 1, W, i,

100% TMAN MADE FIBER.

ACCESSORIES

SUB-FLOOR FHILLER: WHITE PREMIX LATEX;
TYPE RECOMMENDED BT ADHESIVE MATERIAL
MANUFACTURER,

ADHESIVE: RECOMMENDED BY CARPET
MANUFACTURER.

C. EDGE STRIPS: AS RECOMMENDED FOR
INSTALLATION.

PART 3 -~ EXECUTION

3.0 EXAMINATION:

AL

VERIFY THAT SURFACES ARE SMOOTH AND FLAT
WITH MAXIMUM VARIATION OF 174 INCH IN 10 FT,
AND ARE READY TO RECEIVE WORK.

VERIFT CONCRETE FLOORS ARE DRY TO A
MAXIMUM PMOISTURE CONTENT OF 7%; AND
EXHIBIT NEGATIVE ALKALINITY, CARBONIZATION,
OR DUSTING.

3.2 PREPARATION:

A

C.

33

A

B,

REMOVE SUB-FLOOR RIDGES AND BUMPS. FILL
MINOR QR LOCAL LOW SPOTS, CRACKS, JOINTS,
HCOLES, AND OTHER DEFECTS WITH SUB-FLOOR
FILLER.

APPLY, TROWEL, AND FLOAT FILLER TO
ACHIEVE SMOOTH, FLAT, HARD SURFACE.
PROHIBIT TRAFFIC UNTIL FILLER IS CURED.

VACUUM CLEAN SUBSTRATE.

INSTALLATION:

APPLY CARPET AND ADHESIVE IN ACCORDANCE
WITH MANUFACTURER'S INSTRUCTIONS.

VERIFY CARPET MATCH BEFORE CUTTING TO
ENSURE PMINHIAL VARIATION BETWEEN DYE LOTS.

POUBLE CUT CARPET, TO ALLOW INTENDED
SEAMS AND PATTERN MATCH., MAKE CUTS
STRAIGHT, TRUE, AND UNFRAYED, EDGE SEAM
CARPET AT CPEN AREAS.

LOCATE SEAMS IN AREA OF LEAST TRAFFIC.

JOIN SEAMS BY HOT ADHESIVE TAPE METHOD.
FORM SEAMEZ STRAIGHT, NOT OVERLAPPED OR
PEAKED, AND FREE OF GAPS.

LAY CARPET TIGHT AND FLAT OM SUBFLOOR,
WELL FASTENED AT EDGES, WITH A UNIFORM
APPEARANCE. PROVIDE MONOLITHIC COLOR,

PATTERN, AND TEXTURE MATCH WITHIN ANY
ONE AREA.

DO NOT CHANGE RUN OF PILE IN ANT ROOM
WHERE CARPET 1S CONTINUCUS THROUGH A
WALL OPENING INTC ANOTHER ROOM, LOCATE
CHANGE OF COLOR OR PATTERN BETIWEEN
ROOMS UNDER DOOR CENTERLINE.

CUT AND FIT CARPET AROUND INTERRUPTIONS.

FIT CARPET TIGHT TO INTERSECTION WITH
VERTICAL SURFACES WITHOUT GAFS.

3.4 CLEANING:

Al

8.

C.

CLEAN UP AFTER EACH INGTALLATION. REMOVE
SCRAP AND DEBRIS FROM JOB SITE.

REMOVE EXCESS ADMESIVE WITHOUT DAMAGE,
FROM FLOOR, BASE, AND WALL SURFACES.

CLEAN AND VACUUM CARPET SURFACES.

END OF SECTION
SECTION 09900 - PAINTING

PART | - GENERAL

i1 RELATED DOCUMENTS

A

DRAWINGS AND GENERAL PROVISIONS OF
CONTRACT APPLY TO THIS SECTION,

12 QUALITY ASSURANCE

Al

APPLICATOR QUALIFICATIONS: ENGAGE AN
EXPERIENCED APPLICATOR WHO HAS COMPLETED
PAINTING SYSTEM APPLICATIONS SIMILAR N
MATERIAL AND EXTENT TC THOSE INDICATED
FOR THE PROJECT THAT HAVE RESULTED IN A
CONSTRUCTION RECORD OF SUCCESSFUL
IN-SERVICE PERFORMANCE.

SINGLE-SOURCE RESPONSIBILITY: PROVIDE
PRIMERS AND UNDERCOAT PAINT PRODUCED BY
THE SAME MANUFACTURER AS THE FINISH
COATS,

1.5 DELIVERIES, STORAGE, AND HANDLING

AL

DELIVER MATERIALS TO THE JOB SITE IN THE
MARUFACTURER'S ORIGINAL, UNOPENED
PACKAGES AND CONTAINERS BEARING
MANUFACTURER'S NAME AND LABEL, AND THE
FOLLOWING INFORMATION:

PROGUCT NAME OR TITLE OF MATERIAL.
PRODUCT DESCRIPTION (GENERIC
CLASSIFICATION OR BINDER TYPE),
MANUFACTURER'S STOCK NUMBER AND DATE
CF MANUFACTURE,

CONTENTS BY VOLUME, FOR PIGMENT AND
VEHICLE CONSTITUENTS.

THINNING INSTRUCTIONS,

APPLICATION INSTRUCTIONS.

COLOR NAME AND NUMBER.

N EYC I e

STORE MATERIALS NOT IN USE iN TIGHTLY
COVERED CONTAINERS IN A WELL-VENTH.ATED
AREA AT A MINIMUPM AMBIENT TEMPERATURE OF
45 DEG F (7 DEG C). MAINTAIN CONTAINERS
USED 1IN STORAGE 1N A CLEAN CONDITION, FREE
OF FOREIGN MATERIALS AND RESIDUE.

1. PROTECT FROM FREEZING. KEEP STORAGE
AREA NEAT AND ORDERLY., REMOVE OILY
RAGS AND WASTE DAILY. TAKE
NECESSARY MEASURES TO ENSURE THAT
WORKERS AND WORK AREAS ARE
PROTECTED FROM FIRE AND HEALTH
HAZARDS RESULTING FROM HANDLING,
MIXING, AND APPLICATION.

14 JOB CONDITIONS

A

APPLY WATER~BASED PAINTS ONLY WHEN THE
TEMPERATURE OF SURFACES TO BE PAINTED
AND SURROUNDING AR TEMPERATURES ARE
BETWEEN 50 DEG F {10 DEG C) AND 90 DEG F
(32 DEG C).

APPLY SOLVENT-THINNED PAINTS ONLY WHEN
THE TEMPERATURE OF SURFACES TO BE
PAINTED AND SURROUNDING AR TEMPERATURES
ARE BETWEEN 45 DEG F (7 DEG C) AND 95 DEG
F (35 DEG C).

DO NOT APPLY PAINT IN SNOW, RAIN, FOG, OR
MIST; OR IWHEN THE RELATIVE HUPIDITY
EXCEEDS 85 PERCENT: OR AT TEMPERATURES
LESS THAN & DEG F (3 DEG C) ABOVE THE
DEW FOINT; OR TO DAMP OR WET SURFACES,

1. PAINTING MAY CONTINUE DURING INCLEMENT
WEATHER IF SURFACES AND AREAS TC BE
PAINTED ARE ENCLOSED AND HEATED
WITHIN TEMPERATURE LIMITS SPECIFIED BY
THE MANUFACTURER DURING APPLICATION
AND DRYING PERIODS.

FPART 2 -~ PRODUCTS

2.1 MANUFACTURERS

A,

PAINT: PROVIDE PAINT AS SCHEDULED ON
DRAIINGS.

2.2 PAINT MATERIALS, GENERAL

-

MATERIAL COMPATIBILITY: PROVIDE BLOCK
FILLERS, PRIMERS, FINISH COAT MATERIALS,
AND RELATED MATERIALS THAT ARE
COMPATIBLE WITH ONE ANOTHER AND THE
SUBSTRATES INDICATED UNDER CONDITIONS OF
SERVICE AND APPLICATION, AS DEMONSTRATED
BY THE MANUFACTURER BASED ON TESTING
AND FIELD EXPERIENCE.

MATERIAL QUALITY: PROVIDE THE
MANUFACTURER'S BEST-QUALITY TRADE SALE
PAINT MATERIAL OF THE VARIOUS COATING
TYPES SPECIFIED. PAINT MATERIAL
CONTAINERS NOT DISPLAYING MANUFACTURER'S
PRODUCT IDENTIFICATION WiLL NOT BE
ACCEPTABLE.

THE PAINT MANUFACTURERS LISTED IN THESE
SPECIFICATIONS 15 INCLUDED TO ESTABLISH A
BASIS OF QUALITY FOR EACH RELATED PAINT
MATERIAL., THE CONTRACTOR 18 TG PROVIDE
ALL PAINT MATERIAL AS SHOWMN ON THE
DRAWINGS AND WHICH 1S OF THE SAME QUALITT
AS THE MANUFACTURER'S PAINT MATERIAL
LISTED HEREIN.

2.3

Al

2.4
A

25
A

2.6
A

PART 2

3.1

MASONRY BLOCK FILLER

FILLER COAT MATERIALS: PROVIDE THE
MANUFACTURER'S RECOMMENDED
FACTORY-FORMULATED, LATEX~-TYPE CONCRETE
MASONRY BLOCK FILLERS THAT ARE
COMPATIBLE WITH THE FINISH MATERIALS
INDICATED.

SUBJIECT TO COMPLIANCE WITH REQUIREMENTS,
PROVIDE THE FOLLOWING: BENJAMIN MOORE:
#2685 MOORCRAFT SUPER CRAFT LATEX BLOCK
FULER.

PRIMERS

PRIMERS: PROVIDE THE MANUFACTURER'S
RECOMMENDED FACTORT-FORMULATED PRIMERS
THAT ARE COMPATIBLE WITH THE SUBSTRATE
AND FINISH COATS INDICATED,

SUBJECT TO COMPLIANCE WITH REQUIREMENTS,
PROVIDE THE FOLLOWING:

o GYPSUM DRYWALL PRIMER: BENJAMIN
MOORE:  #2%3 FMOORCRAFT SUPER SPEC
LATEX ENAMEL UNDERCOATER ¢ PRIMER
SEALER,

2. EXTERIOR METAL PREMERS: BENJAMIN
MOORE: #Moe ALKYD METAL PRIMER.

3. INTERIOR STRUCTURAL STEEL: BENJAMIN
MOORE: #M53 LATEX SWEEP-UP SPRAY,

4. INTERIOR HOLLOW METAL DOORS AND
FRAMES: BENJAMIN MOORE: #2583
MOORCRAFT SUPER SPEC LATEX ENAMEL
UNDERCOATER 4 PRIMER SEALER.

EXTERIOR FINISH PAINT MATERIAL

FINISH PAINT: PROVIDE THE MANUFACTURER'S
RECOMMENDED FACTORY-FORMULATED
FINISH-COAT MATERIALS THAT ARE COMPATIBLE
WITH THE SUBSTRATE AND UNDERCOATS
INDICATED,

SUBJECT TO COMPLIANCE WITH REGUREMENTS,
PROVIDE THE FOLLOWING:

I SEM-GLOSS ALKYD ENAMEL; WEATHER
RESISTENT, SEMI-GLOSS ENAMEL.
BENJAMIN MOORE: #1175 MOCRCRAFT SUPER
SPEC GLOSS HOUSE PAINT.

INTERIOR FINISH PAINT MATERIAL

FINISH PAINT: PROVIDE THE MANUFACTURER'S
RECOMMENDED FACTORT-FORMULATED
FINISH-COAT MATERIALS THAT ARE COMPATIBLE
WITH THE SUBSTRATE AND UNDERCOATS
MNIMCATED.

SUBJECT TO COMPLIANCE WiTH REQUIREMENTS,
PROVIDE THE FOLLOWING:

I INTERIOR, FLAT, LATEX-BASED PAINT:
BENJAMIN MOORE: 8274 MOORCRAFT SUPER
SPEC LATEX EGGSHELL ENAMEL.

2. INTERIOR, SEMI-GLOSS, ODORLESS ALKYD
ENAMEL: BENJAMIN MOORE: 8C30%
DULAMEL EGGSHELL ENAMEL.

PASTE WAX: PROVIDE PASTE WAX AS
RECOMMENDED BY THE COATING MANUFACTURER
FOR USE ON INTERIOR STAINED AND
NATURAL-FINISHED WOODWORK.

- EXECUTION
EXAMINATION

EXAMINE SUBSTRATES AND CONDITIONS UNDER
WHICH PAINTING WILL BE PERFORMED FOR
COMPLIANCE WITH PAINT APPLICATION
REQUIREMENTS, SURFACES RECEIVING PAINT
MUST BE THORCUGHLY DRY BEFORE PAINT 1S
APPLIED,

i, DO NOT BEGIN TC APPLY PAINT UNTIL
UNSATISFACTORY CONDITIONS HAVE BEEN
CORRECTED.

2, START OF PAINTING WILL BE CONSTRUED
AS THE APPLICATOR'S ACCEPTANCE OF
SURFACES AND CONDITIONS WITHIN A
PARTICULAR AREA.

COORDINATION: REVIEW OTHER SECTIONS IN
WHICH PRIMERS ARE PROVIDED TO ENSURE
COMPATIBILITY OF THE TOTAL SYSTEM FOR
VARIOUS SUBSTRATES., YERIFY ALL FACTORY
PRIMED ITEMS FOR COMPATIBILITY WITH
SCHEDULED FINISHED COATINGS. IF FACTORY
APPLIED PRIMER IS INCOMPATIBLE WITH FINISH
COATINGS SPECIFIED, EITHER REMOVE FACTORY
APPLIED PRIMER OR PROVIDE INTERMEDIATE
PRIMER THAT IS COMPATIBLE WITH BOTH
FACTORY APPLIED PRIMER AND FINISH COATING.

3.2 PREPARATION

Al

GENERAL: REMOVE HARDWARE AND HARDWARE
ACCESSORIES, PLATES, MACHINED SURFACES,
LIGHTING FIXTURES, AND SIMILAR ITEMS
ALREADY INSTALLED THAT ARE NOT TO BE
PAINTED, OR PROVIDE SURFACE-APPLIED
PROTECTION PRIOR TQ SURFACE PREPARATION
AND PAINTING, REMOVE THESE ITEMS, IF
NECESSARY, TO COMPLETELY PAINT THE ITEMS
AND ADJACENT SURFACES. FOLLOWING
COMPLETION OF PAINTING OPERATIONS IN EACH
SPACE OR AREA, HAVE ITEMS REINSTALLED BY
WORKERS SKILLED IN THE TRADES INVOLVED,

CLEANING: BEFORE APPLYING PAINT OR OTHER
SURFACE TREATMENTS, CLEAN THE
SUBSTRATES OF SUBSTANCES THAT COULD
IMPAIR THE BOND OF THE VARIOUS COATINGS.
REMOVE Qll. AND GREASE PRIOR TO CLEANING.
SCHEDULE CLEANING AND PAINTING SO DUST
AND OTHER CONTAPMENANTS FROM THE CLEANING
PROCESS WiLL NOT FALL ON WET, NEWLY
PAINTED SURFACES.

SURFACE PREPARATION: CLEAN AND PREPARE
SURFACES TO BE PAINTED ACCORDING TO THE
MANUFACTURER'S INSTRUCTIONS FOR EACH
PARTICULAR SUDSTRATE CONDITION AND AS
SPECIFIED.

;. PROVIDE BARRIER COATS OVER
INCOMPATIBLE PRIMERS OR REMOVE AND
RE-PRIME. NOTIFT OWNER IN WRITING
ABOUT ANTICIPATED PROBLEMS USING THE
SPECIFIED FINISH-COAT MATERIAL WITH
SUBSTRATES PRIMED BY OTHERS,

2. CEMENTITOUS MATERIALS: PREPARE
CONCRETE, CONCRETE MASONRY BLOCK,
CEMENT PLASTER, AND
MINERAL-FIBER-REINFORCED CEMENT PANEL
SURFACES TO BE PAINTED. REMOVE
EFFLORESCENCE, CHALK, DUST, DIRT,
GREASE, OILS, AND RELEASE AGENTS.
ROUGHEN, AS REGUIRED, TO REMOVE GLAZE
(EXCEPT PRE-GLAZED UNITS). DETERMINE
ALKALINITY AND MOISTURE CONTENT OF
SURFACES BY PERFORMING APPROPRIATE
TESTS, IF SURFACES ARE SUFFICIENTLY
ALKALINE TO CAUSE THE FINISH PAINT TO
BLISTER AND BURN, CORRECT THIS
CONDITION BEFORE APPLICATICN, DO NOT
PAINT SURFACES WHERE MOISTURE
CONTENT EXCEEDS THAT PERMITTED N
MANUFACTURER'S PRINTED DIRECTIONS.

3. FERROUS METALS: CLEAN UNGALVANIZED
FERROUS METAL SURFACES THAT HAVE NOT
BEEN SHOP-COATED: REMOVE O, GREASE,
DIRT, LOOSE MILL SCALE AND OTHER
FOREIGN SUBSTANCES. USE SOLVENT OR
MECHANICAL CLEANING METHODS THAT
COMPLY WITH RECOMMENDATIONS OF THE
STEEL STRUCTURES PAINTING COUNCIL
(SSPC). TOUCH-UP BARE AREAS AND
SHOP-APPLIED PRIME COATS THAT HAVE
BEEN DAMAGED. WIRE-BRUSH; CLEAN WITH
SOLVENTS RECOMMENDED BY THE PAINT
MANUFACTURER, AND TOUCH UP WITH THE
SAME PRIMER 4S5 THE SHOP COAT.

4. GALVANIZED SURFACES: CLEAN GALVANIZED
SURFACES WITH NON-PETROLEUM-BASED
SOLVENTS SO THAT THE SURFACE 1S FREE
OF OIL AND SURFACE CONTAMINANTS,
REMOVE PRETREATMENT FROM GALVANIZED
SHEET METAL FABRICATED FRGM COIL
STOCK BY MECHANICAL METHODS.

MATERIALS PREFPARATION: CAREFULLY MIX AND
PREFPARE PAINT MATERIALS ACCORDING TO
MANUFACTURERS DIRECTIONS.

B MAINTAIN CONTAINERS USED IN MIXING AND
APPLY ING PAINT IN A CLEAN CONDITION,
FREE OF FOREIGN MATERIALS AND RESIDUE,

2. STiR MATERIAL BEFORE APPLICATION TO
PRODUCE A MIXTURE OF UNIFORPM DENSITY;
STIR AS REQUIRED DURING APPLICATION.
X2 NOT STIR SURFACE FHLM INTC
MATERIAL. REMOVE FILM AND, IF
NECESSARY, STRAN MATERIAL BEFORE
USING.

3. USE ONLY THINNERS APPRCOVED BY THE
PAINT MANUFACTURER AND ONLYT WITHIN
RECOMMENDED LIMITS.

TINTING: TINT EACH UNDERCOAT A LIGHTER
SHADE 7O FACHITATE {DENTIFICATION OF EACH
COAT WHERE MULTIPLE COATS OF THE SAME
MATERIAL ARE APPLIED. TINT UNDERCOATS TO
MATCH THE COLOR OF THE FINISH COAT, BUT
PROVIDE SUFFICIENT DIFFERENCES IN SMADE OF
UNDERCOATS TO DISTINGUISH EACH SEPARATE
COAT.

3.3 APPLICATION

Al

GENERAL: APPLY PAINT ACCORDING TO
MANUFACTURER'S DIRECTIONS, USE
APPLICATCORS AND TECHNIQUES BEST SUITEDR
FOR SUBSTRATE AND TYPE OF MATERIAL BENG
AFPLIED.

C. EXAMINE GIASS SURFACES ADJACENT T¢ OR
BELOW EXTERIOR CONCRETE AND OTHER
MASONRY SURFACES AT FREQUENT INTERVALS
DURING CONSTRUCTION, BUT NOT LESS THAN
ONCE A MONTH, FOR BUILD-UF OF DIRT, SCUM,
ALKAL! DEPOSITS, OR STAINS, AND REMOVE
AS RECOMMENDED BY GLASS MANUFACTURER.

D, REMOVE AND REPLACE GLASS THAT 1S
BROKEN, CHIPPED, CRACKED, ABRADED, OR
DAMAGED IN ANY WAY, INCLUDING NATURAL
CAUSES, ACCIDENTS AND VANDALI ISM, DURING
CONSTRUCT ON PERIOD.

E. NASH GLASS ON BOTH FACES IN EACH AREA
OF PROJECT NOT MORE THAN 4 DAYS FPRIOR
TC DATE SCHEDULED FOR INSPECTIONS THAT
ESTABLISH DATE OF CONTRACT COMPLETION.
WASH GLASS AS RECCMMENDED BY GLASS
MANUFACTURER.

END OF SECTION
DIVISION 9 - FINISHES

SECTION 09250 - GYPSUM DOARD ASSEMDLIES
PART | - GENERAL

Lt RELATED DOCUMENTS

A, DRAWINGS AND GENERAL PROVISIONS OF
CONTRACT APPLY TO THIS SECTION,

$,2 DEFINITIONS

A, GYPSUM BOARD CONSTRUCTION TERMINOLOGY:
REFER TO ASTM C H AND GA-B0S FOR
DEFINITIONS OF TERMS FOR GTPSUM BOARD
ASSEMBLIES NOT DEFINED N THIS SECTION OR
N OTHER REFERENCED STANDARDS,

1.3 ASSEMBLY PERFORMANCE REQUIREMENTS

A, FIRE RESISTANCE: PROVIDE GYPSUM BOARD
ASSEMBLIES WITH FIRE-RESISTANCE RATINGS
INDICATED.

{4 GUALITY ASSURANCE

A, SINGLE-SOURCE RESPONSIBILITY FOR PANEL
PRODUCTS: OBTAN EACH TYPE OF GYPSUM
BOARD AND OTHER PANEL PRODUCTS FROM A
SINGLE MANUFACTURER,

B. SINGLE-SOQURCE RESPONSIBILITY FOR FINISHING
MATERIALS: OBTAIN FINISHING MATER ALS
FROM EITHER THE SAME MANUFACTURER THAT
SUPPLIES GYPSUM BOARD AND OTHER PANEL
PRODUCTS OR FROM A MANUFACTURER
ACCEPTABLE TO GYPSUM BOARD
MANUFACTURER.

C. FIRE-TEST-RESPONSE CHARACTERISTICS:
WHERE FIRE-RESISTANCE-RATED GYPSUM
BOARD ASSEMBLIES ARE INDICATED, PROVIDE
GYPSUM BOARD ASSEMBLIES THAT COMPLY
WITH THE FOLLOWING REQUIREMENTS:
FIRE-RESISTANCE RATINGS: AS INDICATED BY
GA FILE NUMBERS IN GA-600 'FIRE RESISTANCE
DESIGN MANUAL" OR DESIGN DESIGNATIONS N
UL "FIRE RESISTANCE DIRECTORY® OR IN THE
LISTING OF ANOTHER TESTING AND INSPECTING
AGENCY ACCEPTABLE TO AUTHORITIES HAVING
JURISDICTION.

L5 DELWERY, STORAGE, AND HANDLUING

A, DELIVER MATERIALS IN ORIGINAL PACKAGES,
CONTAINERS, OR BUNDLES BEARING BRAND
NAME AND IDENTIFICATION OF MANUFACTURER
OFR SUPFLIER.

B. STORE MATERIALS INSIDE UNDER COVER AND
KEEP THEM DRY AND PROTECTED AGAINST
DAMAGE FROM WEATHER, DIRECT SUNLIGHT,
SURFACE CONTAMINATION, CORROSION,
CONSTRUCTION TRAFFIC, AND OTHER CAUSES,
NEATLY STACK GYPSUM PANELS FLAT TO
PREVENT SAGGING.

Lé PROJECT CONDITIONS

A, ENVIRONMENTAL CONDITIONS, GENERAL:
ESTABLISH AND MAINTAIN ENVIRONMENTAL
CONDITIONS FOR APPLYING AND FINISHING
GYPSUM BOARD TO COMPLY WITH ASTM ¢ 840
REQUIREMENTS OR GYPSUM BOARD
MANUFACTURER'S RECOMMENDATIONS,
WHICHEVER ARE MORE STRINGENT.

B, ROOM TEMPERATURES: FOR NONADMESIVE
ATTACHMENT OF GYPSUM BOARD TO FRAMING,
MAINTAIN NOT LESS THAN 40 DEG F. FOR
ADHESIVE ATTACHMENT AND FINISHING OF
GTYPSUM BOARD, MAINTAIN NOT LESS THAN 50
DEG F FOR 48 HOURS BEFORE APPLICATION
AND CONTINUQUSLY AFTER UNTIL DRY. DO
NOT EXCEED 95 DEG F WHEN USING
TEMPORARY HEAT SOURCES.

C. VENTILATION: VENTILATE BUILDING SPACES AS
REQUIRED TO DRY JOINT TREATMENT
MATERIALS. AVOID DRAFTS DURING HOT, DRY
NEATHER TOQ PREVENT FINISHING MATERIALS
FROM DRYING TOO RAPIDLY.

PART 2 - PRODUCTS
21 MANUFACTURERS

A, SUBJECT TO COMPLIANCE WITH REQUIREMENTS,
PROVIDE PRODUCTS FROM ONE OF THE
FOLLOWING: GEORGIA-PACIFIC CORP, OR
NATIONAL GYPSUM CO: GOLD BOND BLHLDING
PRODUCTS DIVISION OR UNITED STATES
GYPSUM CO,

2.2 STEEL FRAMING

A, STEEL FRAPMING, GENERAL: COMPLY WITH
ASTM G 754 FOR CONDITIONS INDICATED.

i STEFL SHEET COMPCONENTS: METAL
COMPLYING WITH ASTM ¢ 645
REQUIREMENTS,

a. PROTECTIVE COATING:

1) INTERIOR APPLICATIONS: ASTH A
653/A 653M, G40 (Z120), HOT DIP
GALVANIZED ZINC COATING.

2} EXTERIOR APFLICATIONS: ASTHM A
EB3/A EBBM, GEO (Z180), HOT DIP
GALVANIZED ZINC COATING.

B. STEEL FRAMING COMPONENTS FOR SUSPENDED
AND FURRED CEILINGS:

I,  GENERAL: PROVIDE COMPONENTS
COMPLYING WITH ASTM C 754 FOR
CONDITIONS INDICATED,

2. WIRE TIES: ASTM A 641, CLASS 1 ZINC
COATING, SOFT TEMPER, 0.062 INCH THICK.
a,  NOT LESS THAN THICKNESS REQUIRED

FOR FIRE-RESISTANCE RATED
ASSEMBLIES OF WHICH WIRE TIE iS5 A
PART,

3. WIRE HANGARS: ASTM A 641, CLASS |
ZING COATING, SOFT TEMPER, 0.162-HNCH
DIAMETER,

a. NOT LESS THAN THICKNESS
REQUIRED FOR FIRE-RESISTANCE
RATED ASSEMBLIES OF WHICH
WIRE HANGAR 13 A PART.

4. CHANNELS: COLD-ROLLED STEEL,
£0.0588-INCH MINIMUM THICKNESS OF BASE
{UNCOATED ) METAL AND T/6-INCH-WIDE
FLANGES, AND AS FOLLOWS:

a. CARRYING CHANNELS: 2 INCHES DEEP,
BAOLB/I00C FEET, UNLESS CTHERWISE
INDICATED.

b, FINISH: RUST-INHIBITIVE PAINT,
UNLESS OTHERWISE INDICATED.

5. STEEL STUDS FOR FURRING CHANNELS:
ASTHM C 645, WITH FLANGE EDGES OF
STUDS BENT BACK 90 DEGREES AND
DOUBLED OVER TO FORM 3/16-INCH-INIDE
MINMUM LIP (RETURN), AND COMPLYING
WITH THE FOLLOWING REQUIREMENTS FOR
MINIMUM THICKNESS OF BASE (UNCOATED)
METAL AND FOR DEPTH:

a. THICKNESS: 00829 iNCH, UNLESS
OTHERWISE INDICATED.

b. DEPTH: 3-5/8 INCHES, UNLESS
OTHERWISE INDICATED.

c. PROTECTIVE COATING: ASTM A 633,
G40 HOT-DIP GALVANIZED COATING.

D. PARTITION AND SOFFIT FRAMING:

I.  STEEL STUDS AND RUNNERS: ASTM C645,
IN DEPTH INDICATED.

a. MINIMUM BASE METAL THICKNESS:

0.0188 INCH.

2. DEEP-LEG DEFLECTION TRACK: ASTM
Ceds TOP RUNNER WITH 2-INCH-DEEP
FLANGES.

3, COLD-ROLLED CHANNEL BRIDGING:
0.0536~-INCH BARE STEEL THICKNESS, WITH
PMINIMUM 172+ INCH WDE FLANGE, AND IN
DEFTH INDICATED.

HAT-SHAPED, RIGID FURRING CHANMNELS:

ASTM Cod45, IN DEPTH INDICATED.

COLD-ROLLED CHANNELS: 0.0566-INCH

BARE STEEL THICKNESS, WITH MINBUM

172-INCH WIDE FLANGE, AND IN DEPTH

INDICATED.

a.  FURRING BRACKETS: ADJUSTABLE,
CORRUGATED-EDGE TYPE OF STEEL
SHEET WITH MINIMUM BARE STEEL
THICKNESS OF 0.0312-INCH.

B, TIE WIRE: ASTH AG4I/A, CLASS 1
ZINC COATING, SOFT TEMPER,
Q.06256~INCH [HAMETER WIRE, OR
DOUBLE STRAND OF 0.0475-INCH
DIAMETER WIRE.

. Z SHAPED FURRING: WITH SLOTTED OR
NON-SLOTTED WEB, FACE FLANGE OF I-1/4
INCHES, WALL ATTACHED FLANGE OF 7/2
INCH, MENIMUM BARE METAL THICKNESS

OF 0.0188-INCH AND DEPTH REQUIRED
TS FIT INSULATION THICKNESS INDICATED,

7. FASTENERS FOR METAL FRAMING: OF
TTPE, MATERIAL SiZE, CORROSION
RESISTANCE, HOLDING POWER, AND OTHER
PROPERTIES REQUIRED TO FASTEN STEEL
MEMBERS TO SUBSTRATES.

DO NOT PAINT OVER DIRT, RUST, SCALE,
GREASE, MOISTURE, SCUFFED SURFACES, OR
CONDITIONS DETRIMENTAL TCO FORMATION OF A
DURABLE PAINT FILM,

1. PAINT COLORS, SURFACE TREATMENTS, AND
FINISHES ARE INDICATED IN THE
SCHEDULES.

PROVIDE FINISH COATS THAT ARE
COMPATIBLE WiITH PRITIERS USED.

THE NUMBER OF COATS AND THE FiLM
THICKNESS REQUIRED ARE THE SAME
REGARDLESS OF THE APPLICATION METHOD.
DO NOT APPLY SUCCEEDING COATS UNTIL
THE PREVICUS COAT HAS CURED AS
RECOMMENDED BY THE MANUFACTURER.
SAND BETIWEEN APPLICATIONS WHERE
SANDING 15 REQUIRED TC PRODUCE A
SMOOTH EVEN SURFACE ACCORDING TQ THE
FMANUFACTURER'S DIRECTIONS.

4. APPLY ADDITIONAL COATS IF UNDERCOATS,
STAINS, OR OTHER CONDITIONS SHOW
THROUGH FINAL COAT OF PAINT UNTIL
PAINT FiLM 1S OF UNIFORPM FINISH, COLCOR,
AND APPEARANCE., GIVE SPECIAL
ATTENTION TO ENSURE THAT SURFACES,
IMCLUDING EDGES, CORNERS, CREVICES,
WELDS, AND EXPOSED FASTENERS, RECEIVE
A DRY FILM THICKNESS EQUIVALENT TO
THAT OF FLAT SURFACES,

5. THE TERP EXPOSED SURFACES INCLUDES
AREAS VISIBLE WHEN PERMANENT OR
BUILT-IN FIXTURES, CONVECTOR COVERS,
COVERS FOR FINNED TUBE RADIATION,
GRILLES, AND SIMILAR COMPONENTS ARE IN
PLACE. EXTEND COATINGS IN THESE
AREAS, AS REQUIRED, TC MAINTAIN THE
SYSTEM INTEGRITY AND PROVIDE DESIRED
PROTECTION.

SCHEDULING PAINTING: APPLY FIRST COAT 70
SURFACES THAT HAVE BEEN CLEANED,
PRETREATED, OR OTHERWISE PREPARED FOR
PAINTING AS SOON AS PRACTICABLE AFTER
FPREFPARATION AND BEFORE SUBSEQUENT
SURFACE DETERICRATION.

1. ALLOW SUFFICIENT TiME BETWEEN
SUCCESSIVE COATS TO PERMIT PROPER
DRYING. DO NOT RECOAT UNTIL PAINT HAS
DRIED TO IWHERE T FEELS FiRPM, DOES NOT
DEFORM OR FEEL STICKY UNDER MODERATE
THUME PRESSURE, AND WHERE APPLICATION
OF ANOTHER COAT OF PAINT DOES NOT
CAUSE THE UNDERCOAT TO LIFT OR LOSE
ADHESION.

APFLICATION PROCEDURES: APPLY PAINTS AND
COATINGS BY BRUSH, ROLLER, SPRAY, OR
OTHER APPLICATORS ACCORD!NG TC THE
MANUFACTURER'S DIRECTIONS,

MINIMUM COATING THICKNESS: APPLY
MATERIALS NO THINNER THAN THE
MANUFACTURER'S RECOMMENDED SPREADING
RATE. PROVIDE THE TOTAL DRY FiLM
THICKNESS OF THE ENTIRE SYSTEM AS
RECOMMENDED BY THE MANUFACTURER.

BLOCK FILLERS: APPLY BLOCK FILLERS TO
CONCRETE MASONRY BLOCK AT A RATE TO
ENSURE COMPLETE COVERAGE WITH PORES

FILLED.

FRIME COATS: DBEFORE APPLYING FINISH
COATS, APPLY A PRIME COAT OF MATERIAL, AS
RECOMMENDED BY THE MANUFACTURER, TO
MATERIAL THAT 1S REQUIRED TO BE PAINTEDR
OR FINISHED AND THAT HAS NOT BEEN
PRIME-COATED BY OTHERS. RECOAT PRIMED
AND SEALED SURFACES WHERE EVIDENCE OF
SUCTION $POTS OR UNSEALED AREAS N FIRST
COAT APPEARS, TO ENSURE A FINISH COAT
WITH NO BURN-THROUGH OR OTHER DEFECTS
DUE TO INGUFFICIENT SEALING,

PIGMENTED (OPAQUE) FINISHES: COMPLETELY
COVER TO PROVIDE A SMOOTH, OPAGUE
SURFACE OF UNIFORM FINISH, COLOR,
APPEARANCE, AND COVERAGE. CLOUDINESS,
SPOTTING, HOLIDATS, LAPS, BRUSH MARKS,
RUNS, SAGS, ROFPINESS, OR OTHER SURFACE
IMPERFECTIONS WILL NOT BE ACCEPTABLE.

COMPLETED WORK: MATCH APPROVED SAMPLES
FOR COLOR, TEXTURE, AND COVERAGE.

REMOVE, REFINISH, OR REPAINT WORK NOT
COMPLYING WITH SPECIFIED REQUIREMENTS,

3.4 CLEANMNG

A,

CLEANUP: AT THE END OF FACH WORK DAY,
REMOVE EMPTY CANS, RAGS, RUBBISH, AND
OTHER DISCARDED PAINT MATERIALS FROM THE
SITE, AFTER COMPLETING PAINTING, CLEAN
GLASS AND PAINT-SPATTERED SURFACES.
REMOVE SPATTERED PAINT BY WASHING AND
SCRAPING. BE CAREFUL NOT TO SCRATCH OR
DAMAGE ADJACENT FINISHED SURFACES.

3.5 PROTECTION

Al

PROTECT WORK OF OTHER TRADES, WHETHER
BEING PAINTED OR NOT AGAINST DAMAGE BY
PAINTING, CORRECT DAMAGE BY CLEANING,
REPAIRING OR REPLACING, AND REPAINTING, AS
ACCEPTABLE TO BRANDPARTNERS.

PROVIDE "WET PAINT' SIGNS TO PROTECT
NEWLYT PAINTED FINISHES. REMOVE TEMPORARY
PROTECTIVE WRAPPINGS PROVIDED BY OTHERS
TO PROTECT THEIR WORK AFTER COMPLETING
PAINTING OPERATIONS.

1. AT COMPLETION OF CONSTRUCTION
ACTIVITIES OF OTHER TRADES, TOUCH UP
AND RESTORE DAMAGED OR DEFACED
PAINTED SURFACES.

END OF SECTION
QR0 = WALLCOVERINGS
PART | - GENERAL

RELATED DOCUMENTS

AL

DRAWINGS AND GENERAL PROVISIONS OF
CONTRACT APPLY TC THIS SECTION.

REFERENCES

A

ASTH,

. ASTM D75 "STANDARD TEST METHODS FOR
CCOATED FABRICS"

2. ASTM EB4 "STANDARD TEST METHOD FOR
SURFACE BURNING CHARACTERISTICS OF
BUILDING MATERIALS.

3. ASTIM F793 "STANDARD CLASSIFICATION OF
WALLCOVERING BY DURABILITY
CHARACTERISTICS."

FMOCKUPS

A,

CONSTRUCT TYPICAL MOCKUP PANEL 48" X <!
HLLUSTRATE FULL RANGE OF PATTERNS,
SEAMS, AND EDGE TERMIMATION.

MOCKUP WILL USED AS THE STANDARD OF
WORKHMANGHIP FOR ALL AREAS TC RECEIVE
WALLCOVERINGS,

QUALITY ASSURANCE

A

INSTALLATION: PERFORMED BY SKILLED
COMMERCIAL WALLCOVERING APPLICATORS WITH
NOT LESS THAN THREE TEARS OF EXPERIENCE
INSTALLING WALLCOVERINGS EQUAL IN QUALITY
Af;g EXTENT REQUIRED FOR THE PROJECT
WORK,

FIRE PERFORMANCE CHARACTERISTICS:
PROVIDE MATERIALS THAT HAVE BEEN TESTED
AND DEAR THE UL LABEL AND MARKING,
INDICATING THE FOLLOWING FIRE PERFORMANCE
CHARACTERISTICS, INHEN TESTED iN
ACCORDANCE WITH ASTPM E 84.

t FLAME SPREAD: NOT MORE THAN 25.
2. FUEL CONTRIBUTED: NOT MORE THaAN 5.
3. SMOKE DEVELOPED: NOT MORE THAN 50.

DELIVERY, STORAGE AND HANDLING

Al

RECEIVE MATERIALS IN MANUFACTURER'S
ORIGINAL UNOPENED LABELED CONTAINERS OR
PACKAGES.

STORE, PROTECT AND HANDLE MATERIALS IN
ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS TO PREVENT DAMAGE,
SOILING AND DETERIORATION. DO NOT STORE
ROLLED GOODRS IN UPRIGHT POSITION. MAINTAIN
STORAGE AREA TEMPERATURE ABOVE BO
DEGREES F.

PROJECT CONDITIONS

A,

MAINTAIN A UNIFORM INTERIOR BUILDING
TEMPERATURE OF MINIMUM 65 DEGREES F AND
NORMAL HUMHDITY IN INSTALLATION AREAS FOR
72 HOURS BEFORE AND CONTINUOUSLY AFTER
THE APPLICATION OF MATERIALS.

D.

PROVIDE AREGQUATE VENTILATION AS REQUIRED
FOR SPECIFIED WALLCOVERING MATERIALS N
SPACES SCHEDULED. MAINTAIN FOR TIME
PERIOCD RECOMMENDED BY MATERIAL
MANUFACTURER TO PROVIDE PROPER DRYING
OR CURING OF ADMESIVES,

PROVIDE ADEQUATE LLUMINATION ON SURFACES
TO RECEIVE WALLCOVERINGS. MAINTAIN A
PHNIMUP 15 FOOT-CANDLE LIGHTING LEVEL.

PROTECT ADJOINING SURFACES AGAINST
DAMAGE AND SOILING.

1.7 SEQUENCING AND SCHEDULING

Al

SCHEDULE WALLCOVERING INSTALLATION WITH
OTHER CONSTRUCTION ACTIVITIES TC MINIMIZE
DAMAGE AND SOILING DURING REMAINDER OF

CONSTRUCTION PERIOD.

INSTALL WALLCOVERINGS BEFORE INSTALLATION
OF PLUMBING WORK, CASINGS, BAGE, CABINETS
AND SIMILAR ITEMS.

1.8 WARRANTY

AL

SUBMIT A TIWO-TEAR WRITTEN WARRANTY,
EXECUTED BY INSTALLER AND MANUFACTURER,
AGREEING TO REPAIR OR REPLACE
HWALLCOVERING MATERIALS THAT FAIL IN
MATERIALS OR WORKMANSHIF,

1.9 EXTRA MATERIAL

AL

PART 2

PROVIDE 10% EXTRA STOCK FOR EACH TYPE,
COLOR, AND PATTERN OF WALL COVERING
SPECIFIED.

- PRCDUCTS

2. WALLCOVERING

A

PROVIDE WALL
DRAWINGS.

COVERINGS AS SCHEDULED ON

2.2 ACCESSORIES

A,

PRIMER-SEALER: AS RECOMMENDED BY
WALLCOVERING MANUFACTURER FOR SUBSTRATE
CONDITIONS INDICATED.

ADHESIVES: WALLCOVERING MANUFACTURER'S
RECOMIMENDED ADHESIVE MANUFACTURED FOR
USE WITH THE SELECTED WALLCOVERING.
PROVIDE MILDEW-RESISTANT AND NONSTAINING
MATERIALS,

RELEASE CCAT: Oli, BASBE GEALER OR ENAMEL
UNDERCOATER FOR GYPSUM BOARD
SUBSTRATES,

PART B - EXECUTION

3.1 EXAMINATION

A

EXAMINE SUBSTRATES AND INSTALLATION
CONDITIONS, DO NOT PROCEED WITH
WALLCOVERING WORK UNTIL UNSATISFACTORY
CONDITIONS HAVE BEEN CORRECTED.

DO NOT START WORK UNTIL OTHER WORK

- REQUIRING PENETRATION OF WALLCOVERING HAS

BEEN COMPLETED, VERIFY SUBSTRATE
SURFACES TO RECEIVE WALLCOVERINGS ARE:

I, CLEAN, SMOCTH, DRY, AND FREE OF
IRREGULARITIES, INDELIBLE AND
WATER-SOLUBLE CRAYON, BALL OR FELT
TIP PEN MARKINGS,

2. STRAIGHT WITHIN A MAXIMUM TOLERANCE
OF /8" N 10'~0" AND DO NOT VARY
GREATER THAN /16" EACH RUNNING FOOT.

TEST SUBSTRATES WITH ELECTRONIC MOISTURE
METER, VERIFY SUBSTRATE MOISTURE
CONTENT DOES NOT EXCEED MOISTURE CONTENT
PERMITTED BY THE MANUFACTURER.

INSTALLATION CONSTITUTES ACCEPTANCE OF
EXISTING CONDITIONS AND RESPONSIBILITY FOR
SATISFACTORY PERFORMANCE.

3.2 PREPARATION

A

3.3

A

REMOVE WALLCOVERING MATERIALS FROM
PACKAGING AND ALLOW TQ ACCLIMATIZE TO THE
AREA OF INSTALLATION A PMENIMUM OF
24-HOURS BEFORE APPLICATION.

REMOVE SWITCH PLATES, WALL PLATES,
REGISTERS, GRILLES AND SURFACE MOUNTED
FIXTURES WHERE WALLCOVERING IS TO BE
APPLIED,

PRIME AND SEAL SUBSTRATES iIN ACCORDANCE
WITH WALLCOVERING MANUFACTURER'S
RECOMMENDATIONS FOR THE TYPE OF
SUBRSTRATE MATERIAL COVERED.

NEW SURFACES: PREPARE NEW SURFACES TO
RECEIVE WALLCOVERING WORK,

1. METAL: REMOVE RUST, SCALE, GREASE,
OIL, OTHER CONTAMINANTS AND PRIME
BARE METAL WITH ONE COAT OF METAL
PRIMER RECOMMENDED BY WALLCOVERING
MANUFACTURER.

2, WOOD PRODUCTS, PLYWOOD AND PARTICLE
BOARD:

a. FiLL NAIL HOLES, CRACKS, OPEN
JOINTS AND OTHER DEFECTS WITH
HWATERPROOF WOOD FiLLER., SAND
SMOOTH WNITH ADJACENT SURFACE.
REMOVE DUST FROM SURFACE BEFORE
PRIMING.

b, VERIEY MOISTURE CONTENT IS NOT
GREATER THAN THAT SPECIFIED.

c.  SEAL KNOTS, PITCH AND SAP STREAKS
WITH ONE COAT OF 2 LB, CUT WHITE
SHELLAC. APPLY ONE COAT OF SAME
ADHESIVE USED FOR WALLCOVERING
OVER THE ENTIRE SURFACE.

3. GYPSUM BOARD:

a. FiLl NICKS, GOUGES AND OTHER MINOR
IMPERFECTIONS WITH LATEX FILLER.
SAND SMOOTH.

b, REMOVE DUST FROM SURFACE BEFORE
PRIMING OR SiZING.

c. PRIME DRY SURFACES WITH ONE COAT
OF 2 LB, CUT WHITE SHELLAC AND ONE
COAT OF SAME ADHESIVE USED FOR
WALLCOVERING.

APPLY SURFACE SEALER RELEASE COAT ON
GYPSUM BOARD SUBSTRATES TO PERMIT
SUBSEQUENT REMOVAL OF WALLCOVERING
WITHOUT DAMAGE TO PAPER FACING,

EXAMINE TYPE, PATTERN AND COLOR BEFORE
CUTTING. VERIFY TYPE, PATTERN AND COLOR
MATCH BRANDPARTNERS ACCEPTED SAMPLES
AND ARE PROPER TYPE, PATTERN AND COLOR
FOR SCHEDULED LOCATIONS BEFORE BEGINNING
INSTALLATION.

INSTALLATION

GENERAL.:

I, HANDLE AND APPLY WALLCOVERING IN
ACCORDANCE WITH MANUEACTURER'S
RECCMMENDATIONS,

2. MiX, IF REQUIRED, AND APPLY ADHESIVE N
ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS.

3. CUT WALLCOVERING MATERIALS N
CONSECUTIVE NUMERICAL BOLT SERUENCE
OF MANUFACTURE.

4.  APPLY ADHESIVE TC BACK OF
WALLCOVERING AND PLACE N ACCORDANCE
WITH MANUFACTURER'S INSTRUCTIONS,
INSTALL SEAMS VERTICALLY AND PLUMB
AND AT LEAST 6" AWAY FROM ANY
CORNER. HORIZONTAL SEAMS ARE NOT
PERMITTED. PLACE WALLCOVERING
CONTINUCUSLY OVER INTERNAL AND
EXTERNAL CORNERS. NO CUTTING OF
CORNERS PERIMITTED, EXCEPT WHERE
MALLCOVERING COLOR 1S DIFFERENT ON
ABUTTING WALLS. CUT WALLCOVERING
EVENLY TG EDGES OF THE SUPPORT,
(TEXTILE AND WALLPAPER ONLY) ROLL,
BRLSH, OR USE A BROAD KNIFE TO REMOVE
AR BUBBLES, WRINKLES, BIISTERS AND
OTHER DEFECTS.

5. INSTALL WALLCOVERING WITH A SECURE
SUBSTRATE BOND, SMOOTH, CLEAN,
WITHOUT WRINKLES, GAPS AND OVERLAPS.

&, REPLACE WALL FLATES, REGISTERS,
GRILLES AND FIXTURES AND VERIFY CUT
EDGES OF WALLCOVERING ARE COMPLETELY
CONCEALED.

WALLPAPER INSTALLATION:

1 INSTALL LINING FAPER IN ACCORDANCE
WITH MANUFACTURER'S INSTRUCTIONS TC
FORM A SMOOTH, WRINKLE FREE SURFACE
FOR FINISHED INSTALLATION. DO NOT
BEGIN INSTALLATION UNTIL LINING PAPER
HAS COMPLETELY DRIED.

2. PLACE WALLCOVERING PANELS
CONSECUTIVELY IN THE EXACT ORDER THEY
ARE CUT FROM ROLLS, INCLUDING FILLING
OF SPACES ABCOYE OR BELOW OPENINGS.
EXCEPT ON MATCHING PATTERNS, REVERSE
EVERY OTHER PANEL WHERE REQUIRED.
HANG IN ACCORDANCE WiTH
MANUFACTURER'S RECOMMENDATIONS,

3. PRE-TRIM EDGES CAREFULLY, IF REQUIRED,
SO THAT SEAMS ABUT TIGHTLY TOGETHER.

3.4 CLEANING

WALLPAPER: USE ONLY THE METHOD
RECOMMENDED 8Y THE WALLPAPER
MANUFACTURER iF REMOVAL OF ADHESIVE (5
REQUIRED, REPLACE PANELS THAT CANNOT BE
COMPLETELY CLEANED.

END OF SECTIGN

DIVISION 10 - SPECIALTIES

S

! - Fi f 1

PART 1 -~ GENERAL

1.1 RELATED DOCUMENTS

A,

DRAWINGS AND GENERAL PROVISIONS GF
CONTRACT APPLY TO THIS SECTION.

L2 QUALITY ASSURANCE

AL

SINGLE-SOURCE RESPONSIBILITY: OBTAIN
EXTINGUISHERS AND CARINETS FROM A SINGLE
MANUFACTURER.

COORDINATION: VERIFY THAT CABINETS ARE
SIZED 7O ACCOMMODATE TYPE AND CAPACITY
OF EXTINGUISHERS INDICATED,

UL-LISTED PRODUCTS: FIRE EXTINGUISHERS
SHALL BE UL LSTED WITH UL LISTING MARK
FOR TYPE, RATING, AND CLASSIFICATION OF
FIRE EXTINGUISHER.

NFF‘A COMPLIANCES: FABRICATE AND LABEL

FIRE EXTINGUISHERS TO COMPLY WITH NFFA 10,
"STANDARD FOR PORTABLE FIRE
EXTINGUISHERS".

FIRE EXTINGUISHERS: [LISTED AND LABELED
FOR TYPE, RATING, AND CLASSIFICATION BY AN
INDEPENDENT TESTING AGENCY ACCEPTABLE TO
AUTHORITIES HAVING JURISDICTION.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A,

PORTABLE FIRE EXTINGUISHES AND CABINETS:
SUBJECT TO COMPLIANCE WITH REQUIREMENTS,
PROVIDE PRODUCTS BY ONE OF THE FOLLOWING:
Juil- INDUSTERIES, INC. OR LARSEN'S.

2.2 MATERIALS

A

C.

COLD-ROLLED STEEL SHEET: CARBON STEEL,
COMPLYING WITH ASTM A266/A366M,
COMMERCIAL QUALITY, STRETCHED LEVELED,
TEMPER ROLLED,

ALUMINUM:  ALLOY AND TEMPER RECOMMENDED
BY ALUMINUM PRODUCER AND MANUFACTURER
FOR TYPE OF USE AND FINISH INDICATED AS
FOLLOWS:

i, SHEET: ASTM B204.
2. EXTRUDED SHAPES: ASTHM B22i.
STAINLESS-STEEL SHEET: ASTM Ases, TYPE
302 OR TYPE 304 ALLOY.

23 PORTABLE FIRE EXTINGUISHERS

Al

B.

GENERAL: PROVIDE FIRE EXTINGLISHERS OF
TYPE, SIZE, AND CAPACITY FOR EACH CABINET
AND OTHER LOCATIONS INDICATED,

MULTIPURPOSE DRY-CHEMICAL TYPE: UL-RATED
A-ApO-BiC, 10-LB NOMINAL CAPACITY, IN
ENAMELED STEEL CONTAINER.

2.4 FIRE - PROTECTION CABINETS

A

CABINET COMSTRUCTION: PROVIDE
MANUFACTURER'S STANDARD BOX (TUB), WiTH
TRIM, FRAME, DOOR, AND HARDWARE 1O SUIT
CABINET TYPE, TRIM STYLE, AND DOOR STYLE
INDHCATED . WELD JOINTS AND GRIND SMOOTH.
MITER AND WELD PERIMETER DOOR FRAMES.
CONTRACTOR 7O VERIFY COLOR SELECTION OF
ALL FIRE-PROTECTION CABINETS WiTH OWNER
PRIOR TO ANY WORK.

1. FIRE-RATED CABINETS: LISTED AND
LABELED TO MEET REQUIREMENTS OF ASTH
EBi4 FOR FIRE-RESISTANCE RATING OF
WALL WHERE IT 15 INSTALLED.
CONSTRUCTION FIRE-RATED CABINETS WiTH
DOUBLE WALLS FABRICATED FROM 0.0478
INCH THICK, COLD-ROLLED STEEL SHEET
LINED WITH PINIFIUM /8 INCH THICK,
FIRE-BARRIER MATERIAL. PROVIDE
FACTORY DRILLED MOUNTING HOLES,

2. CABINET METAL: ENAMELED STEEL HOLES.

CARINET TYPE: SUITABLE FOR FIRE
EXTINGUISHER.

CABINET MOUNTING: PROVIDE SEMI-RECESSED
CABINET BOX PARTIALLY TO SUIT STYLE OF
TRIM INDICATED, LCCATE CARBINET PER
ADAAG'S REACH REGQUIREMENTS. FOR AN
UNOCBSTRUCTED APPROACH, THE MAXIMUM
REACH 1S 4B INCHES {1220 MM) ABCYE THE
FLOOR. THE MAXIMUM REACH FOR A SIDE
APPROACH 1S 54 INCHES (1370 MM,

CABINET TRIM STYLE: FABRICATE TRIM IN ONE
PIECE WITH CORNERS MITERED, WELDED, AND
GROUND SMOOTH., EXPOSED TRIM: ONE-PIECE
COMBINATION TRIiM AND PERIMETER DOOR
FRAME OVERLAPPING SURROUNDING WALL
SURFACE WITH EXPOSED TRIM FACE AND WALL
RETURN AT OUTER EDGE {BACKEND).
ROLLED-EDGE TRIM: 2-1/2 INCH BACKBEND
DEPTH.

CABINET TRIM MATERIAL: MANUFACTURER'S
STANDARD, SAME METAL AND FiNISH AS DOOR.

DOOR MATER|AL:
SHEET METAL,

DOCR STYLE: MANUFACTURER'S STANDARD
DESIGN, SOLID OPARQUE PANEL WITH FRAME.

MANUFACTURER'S STANDARD,

DOCOR CONSTRUCTION: FABRICATE DOORS
ACCORDING TO MANUFACTURER'S STANDARDS,
OF MATERIALS INDICATED, AND COORDINATED
WiTH CABINET TYPES AND TRIM STYLES
SELECTEDR.

DOOR HARDINARE: PROVIDE MANUFACTURER'S
STANDARD DOOR-OPERATING HARDIWARE OF
PROPER TYPE FOR CABINET TYPE, TRIM STYLE,
AND DOOR MATERIAL AND STYLE INDICATED,
PROVIDE EITHER LEVER HANDLE WITH
CAM-ACTION LATCH, OR EXPOSED OR
CONCEALEDR DOOR PULL AND FRICTION LATCH,
PROVIDE CONCEALED OR CONTINUQUS-TYPE
HINGE PERMITTING DOOR TO OPEN 180 DEGREES,

2% ACCESSORIES

AL

MOUNTING BRACKETS: MANUFACTURER'S
STANDARD STEEL, DESIGNED TO SECURE
EXTINGUISHER, OF SIZES REQUIRED FOR TYPES
AND CAPACITIES OF EXTINGUISHERS INDICTED,
HWITH PLATED OR BAKEDR ENAMEL FINISH.

1, PROVIDE BRACKETS FOR EXTINGUISHERS
NOT LOCATED IN CABINETS.

2. PROVIDE BRACKETS FOR EXTINGUISHERS
LOCATED IN CABINETS.

IDENTIFICATICN: PROVIDE LETTERING TO
COMPLY WITH AUTHORITIES HAVING
JURISDICTION FOR LETTER STTLE, COLOR, SIZE,
SFACING, AND LOQCATION. LOCATE AS DIRECTED
BY THE OWNERS REPRESENTATIVE.

1. IDENTIFY FIRE EXTINGUISHER IN CABINET
WITH THE WORDS *FIRE EXTINGUISHER"
APPLIED TO DOCR. APPLY BLACK VINTL
LETTERS, HORIZONTALLY.

2.6 COLORS AND TEXTURES

A

COLORS AND TEXTURES: AS SELECTED BY
OWNER FROM MANUFACTURER'S FULL RANGE FOR
CHARACTERISTICS.

2.7 FINISHES, GENERAL

A,

COMPLY WITH NAAMM'S "METAL FINISHES
MANUAL® FOR RECOMMENDATIONS FOR APPLYING
AND DESIGNATION FINISHES.

PROTECT MECHANICAL FINISHES ON EXPOSED
SURFACES FROM DAMAGE BY APPLYING A
STRIFPABLE, TEMPORARY PROTECTIVE
COVERING BEFORE SHIPPING,

APPEARANCE OF FINISHED WORK: VARIATIONS
N APPEARANCE OF ABUTTING OR ADJACENT
FPIECES ARE ACCEPTABLE IF THEY ARE WITHIN
ONE-HALF OF THE RANGE OF APPROVED
SAMPLES. NOTICEABLE VARIATIONS IN THE
SAME PIECE ARE NOT ACCEPTABLE,
VARIATIONS N APPEARANCE OF OTHER
COMPONENTS ARE ACCEPTABLE IF THEY ARE
WITHIN THE RANGE OF THE APPROVED SAMPLES
AND ARE ASSEMBLED OR INSTALLED TO
MINIMIZE CONTRAST.

CABINET AND DOOR FINISHES: PROVIDE
MANUFACTURER'S STANDARD BAKED-ENAMEL
FPAINT FOR THE FOLLOWING:

I, EXTERIOR OF CABINETS AND DOORS.
2. INTERIOR OF CABINETS AND DOORS.

2.8 STEEL FINISHES

A

SURFACE PREPARATION: CLEANING SURFACES
OF DIRT, OIL, GREASE, MILL SCALE, RUST, AND
CONTAMINANTS THAT COULD IMPAIR PAINT
BOND USBING MANUFACTURER'S STANDARD
METHODS,

FACTORY PRIMING FOR FIELD PAINTED FINISH:
APPLY SHOP PRIMER SPECHIED BELOW
IMMEDIATELY AFTER SURFACE PREPARATION
AND PRETREATMENT.

1, SHOP PRIMER: MANUFACTURER'S OR
FABRICATOR'S STANDARD, FAST-CURING,
LEAD AND CHROMATE-FREE, UNIVERSAL
PRIMER, SELECTED FOR RESISTANCE TO
NORMAL ATHMOSPHERIC CORROSION, FOR
COMPATIBILITY TO PROVIDE A SOUND
FOUNDATION FOR FIELD-APPLIED TOPCOATS
DESPITE PROLONGED EXPOSURE.

BAKED-ENAMEL FINISH:  IMMEDIATELY AFTER
CLEANING PRETREATING, APPLY
MANUFACTURER'S STANDARD TWO-COAT,
BAKED-ENAMEL FINISH CONSISTING OF PRIME
COAT AND THERMOSETTING TOPCOAT. COMPLY
WITH PAINT MANUFACTURER'S WRITTEN
INSTRUCTIONS FOR APPLYING AND BAKING TO
ACHIEVE A MINEUM DRY FHIM THICKNESS OF 2
MHLS,

i COLOR AND GLOSS: AS SELECTED BY
ORNER FROM MANUFACTURER'S FULL RANGE.

PART 3 - EXECUTION

31 EXAMINATION

A,

EXAMINE WALLS ROUGH-IN FOR HOSE VALVES,
HOSE RACKS, AND CABINETS TO VERIFY ACTUAL
LOCATIONS OF PIPING CONNECTIONS BEFORE
CABINET INSTALLATION,

EXAMINE WALLS AND PARTITIONS FOR SUITABLE
FRAMING DEPTH AND BLOCKING WHERE
RECESSED AND SEM-RECESSED CARINETS ARE
TC MNSTALLED.

EXAMINE FIRE EXTINGUISHERS FOR PROPER
CHARGING AND TAGGING.

[N REMOVE AND REPLACE DAMAGE, DEFECTIVE,
OR UNDERCHARGED LNITS.

PROCEED WiTH INSTALLATION ONLY AFTER
UNSATISFACTORY CONDITIONS HAVE BEEN
CORRECTED.

3.2 INSTALLATION

A,

COMPLY WITH MANUFACTURER'S WRITTEN
INGTRUCTIONS FOR INSTALLING
FIRE-PROTECTION SPECIALTIES.

INSTALL IN LOCATIONS AND AT MOUNTING
HEKGHTS INDICATED OR, IF NOT INDICATED, AT
HEIGHTS ACCEPTABLE 10 AUTHORITIES HAVING
JURISDICTION.

i PREPARE RECESSES FOR CABINETS AS
REQUIRED BY TYPE AND SIZE OF CABINET
AND TRiM STYLE.

2, FASTEN MOUNTING BRACKETS TC
gTRrL«JngURE AND CABINETS, SQUARE AND

1LLIES.

3. FASTEN CABINETS TO STRUCTURE, SQUARE AND
PLUMB3.3 ADJUSTING, CLEANING AND PROTECTION

A

B.

C.

ADIUST CABINET DOORS THAT DO NOT SWING
OR OFPERATE FREELY.

REFINISH OR REPLACE CADINETS AND DOORS
DAMAGED DURING INSTALLATION,

PROVIDE FINAL PROTECTION AND PIAINTAIN
CONDITIONS THAT ENSURE THAT CARINETS AND
DOORS ARE WITHOUT DAMAGE COR
DETERICRATION AT THE TIME OF SUBSTANTIAL
COMPLETION.

3.4 FIRE-PROTECTION CABINET SCHEDULE

A

FIRE-PROTECTION CABINET "FPC-1%: WHERE THIS
DESIGNATION 1S INDICATED, PROVIDE
FIRE-PROTECTION CABINET COMPLYING WITH
THE FOLLOWING:

CONSTRUCTION: NONRATED,

i

2. CABINET MATERIAL: ENAMELED-STEEL
SHEET,

3. TYPE: FIRE EXTINGUISHER.

4. MOUNTING: SEMRECESSED,

5, TNRIE STYLE: EXPOSEDR, ROLLED, 2-i/2
INCH.

6. CABINET TRIM MATERIAL: SAME METAL
AND FINISH AS DOOR.

7. DCOR MATERIAL: STEEL SHEET.

8. DOOR STYLE: SOLID OPAQUE WITH FRAME,

4. ACCESSORIES: MOUNTING BRACKETS, AND

INDENTIFICATION LETTERING.

10, COLOR AND TEXTURE: AS SELECTED BY
BRANDPARTNERS FROM MANUFACTURER'S
FULL RANGE.

I, STEEL FINISH: BAKED ENAMEL,

FIRE PROTECTION CABINET FPC-2 SUALL BE

SAME AS FPC-1 BUT SHALL ALSC BE RATED

FOR 1-HOUR FIRE RESISTANT CONSTRUCTION.

END OF SECTION

SECTION 19155 TOILET COMPARTMENTS

PART | - GENERAL

L1 RELATED DOCUMENTS

A, DRAWINGS AND GENERAL PROVISIONS OF THE

CONTRACT APPLY TO THIS SECTION.
12 SUMMARY

A, THIS SECTION INCLUDES STOCK, MANUFACTURED
TOWLET COMPARTMENTS AND URINAL SCREENS,

B, TYPES OF TOILET COMPARTHMENTS INCLUDE:
I, HDPE, HIGH DENSITY POLYETHYLENE.

C. STYLES OF TOILET COMPARTMENTS INCLUDE:
l. FLOCR~ SUPPORTED AND OVERHEAD

TRACED.

0. STYLES OF SCREENS INCLUDE:
I WALL-HUNG.

E. TOILET ACCESSORIES, SUCH AS TOWET PAPER

HOLDERS, GRAB BARS, AND PURSE SHELVES,
ARE SPECIFIED iIN ANOTHER DIiVISION 10
SECTION,

1.2 SUBMITTALS

A

B.

GENERAL: SUBMHT THE FOLLOWING N
ACCORDANCE WITH CONDITIONS OF CONTRACT.

PRODUCT DATA FOR MATERIALS, COLCOR
SAMPLES, FABRICATION, AND INSTALLATION
NCLUDENG CATALOG CUTS OF ANCHORS,
HARDIWARE, FASTENINGS, AND ACCESSORIE&

SHOP DRAWINGS FOR FABRICATION AND
ERECTION OF TOILET COMPARTMENT
ASSEMBLIES NOT FULLY DESCRIBED BY
PRODUCT DRAWINGS, TEMPLATES, AND
INSTRUCTIONS FOR INSTALLATION OF
COMPONENTS.

L4 QUALITY ASSURANCE

A,

FIELD MEASUREMENTS: TARE FIELD
MEASUREMENTS PRIOR TO PREPARATION OF
SHOP DRAWINGS AND FABRICATION, WHERE
POSSIBLE, TO ENSURE PROPER FITTING OF
WORK, HOWEVER, ALLOW FOR ADJUSTMENTS
WHERE TAKING OF FIELD MEASUREMENTS
BEFORE FABRICATION PHGHT DELAYT WORK.

COORDINATION: FURNISH INSERTS AND
ANCHOR-AGES WHICH MUST BE BUILT INTO
COTHER WORK FOR INSTALLATION OF TOILET
COMPARTMENTS, URINAL SCREENS, AND
RELATED ITEMS, COORDINATE DELIVERY WITH
OTHER WORK TO AVOID DELAT.

PART 2 -~ PRODULCTS

2.1 PMANUFACTURER

Al

SANTANA (HDPE) FLOOR-TO-CEILING TOILET
COMPARTMENT WITH INTEGRAL HINGE SYSTEM
AND FLOOR-TO-CEILING BRACED URINAL
SCREENS.

2.2 MATERIALS

A,

TOILET COMPARTMENT SHALL BE
FLOOR~TO-CEILING WiTH NON~-CORROSIVE DOORS,
PANELS AND PILASTERS SIMILAR AND EQUAL TC
POLY-MAR HD COMPARTMENTS AS
MANUFACTURED BY SANTANA PRODUCTS, INC,
COLOR TO BE CHOSEN DY DRANDPARTNERS
FROM MANUFACTURE'S FULL LINE.

PANELS, DOORS AND PILASTERS SHALL BE
FABRICATED FROM HIGH DENSITY POLYETHYLENE
(HDPE) CONTAINING A MINIMUM OF 10%
RECTCLED MATERIAL MANUFACTURED UNDER
HiGH PRESSURE FORMING A SINGLE COMPONENT
SECTION WHICH 1S INATERPROOCF,

NON-ABSORBENT AND HAS A
SELF-ILUBRICATING SURFACE THAT RESISTS
MARKING WITH PENS, PENCILS OR OTHER
WRITING UTENSILS. ALL PANELS, DOORS AND
PILASTERS TO ARRIVE AT JOB-SITE WITH
SPECIAL PROTECTIVE PLASTIC COVERING.

CHARACTERISTICS

1. DUAL COMPONENT COMPRESSION MOLDED
HiGH DENSITY POLYETHYLENE (HDPE) OF
SOLID POLY-MAR HD, POLY-MARBLE HD,
COR POLY-GRANITE HD VIRGIN RESIN
MATERIALS IN COLORS THAT EXTEND
THROUGHOUT THE SURFACE; THE PANELS,
DOORS, AND PILASTERS SHALL HAVE
COMBINED RECYCLED AND/OR VIRGIN
MATERIAL (HDPE) AS THE CORE MATERIAL,

2. DOORS, PANELS AND PILASTERS SHALL BE
A MINIMUM OF 1" THICK AND ALL EDGES
MACHINED TO A RADIUS OF 260" AND ALL
EXPOSED SURFACES TO BE FREE OF SARW
MARKS.

FABRICATION

R DIVIDING PANELS SHALL BE 55° HIGH AND
FIOUNTED AT 14" ABOVE FINISHED FLOOR.

2. DOORS SHALL BE 55" AND MOUNTED AT 4%
ABOYE FINISHED FLOOR,

3. PILASTERS SHALL BE FLOOR-TO-CEILING
STTLE AND FASTENED TO A 3° HIGH
STAINLESS STEEL "L" BRACKET, MOUNTED
FUTHIN A ONE-PIECE SHOE WITH STAR-HEAD
SECURITY PIN, STAINLESS STEEL BARREL
BOLTS.

4. FINISH OF DOORS, PANELS, AND PILASTERS
SHALL BE SIMILAR AND EQUAL TO SANTANA
PRODUCTS, INC. "PLASTIC-GLAZE 280"
COLOR COF DCOORZE, PANELS AND PILASTERS
TO BE SELECTED FROM THE STANDARD
POLY-MAR HD, POLY-MARBLE HD, OR
POLY-GRANITE HD COLOR RANGE.

5. ALUMINUM EDGING STRIPS TQ BE FASTENED
TO THE BOTTOM EDGE OF ALL DOORS AND
PANELS USING CANAL-PROOF STAINLESS
STEEL FASTENERS.

TECHNICAL DATA

I3 SANTANA SOLID PLASTIC PRODUCTS TO BE
INDEPENDENTLY CERTIFIED IN WRITING BY
THE MANUFACTURER INDICATING
COMPLIANCE TO APPROFPRIATE BUILDING
CODES GUVERNING THE PROJECT AS IT
APPLIES TO THE USE OF 'PLASTIC IN
COMMERCIAL BUILDING."

MANUFACTURER TO SUPPLY A WRITTEN
NARRANTY COVERING ALL PLASTIC COMPONENTS
AND PLASTIC HARDWARE AGAINST BREAKAGE,
CORROSION AND DELAMINATION FOR A PERIOD
OF 16 YEARS.

2.3 HARDWARE

A,

PART 3 -

DOOR HARDWARE SHALL BE AS FOLLOWS:

f, HINGES SHALL BE INTEGRAL HINGE SYSTEM.
PILASTER TO BE MACHINED TO ACCEPT
DOOR AND HINGE MECHANISM. HINGE
MECHANISM CONSISTS OF A 2 PIECE 1/2°
DIAMETER NYLON PIN WITH "CAM ACTION!
AND A 3/16" STAINLESS STEEL PIN
INSERTED INTO LOWER PORTION OF
PILASTER AND DOOR. A ONE-PIECE 1/2°
DIAMETER, 4% LONG NYLON PIN TO BE
INSERTED INTC THE TOP PORTION OF THE
PILASTER AND DOOR. DOOR CLOSURES TO
BE FACTORY SET TO ACCOMMODATE ALL
CONDITIONS AND ALLOW FOR & POSITIVE
OPENING AND CLOSING ACTION FREE OF
IMPEDIMENT.

2. EACH HANDICAPFED DOOR TO INCLUDE: (1)
SCOR PULL (1) WALL STOP.

3. DOOR STRIKE AND KEEPER SHALL BE
FABRICATED FROM HEAVY ALUPMINUDS
EXTRUSION (6463-T5 ALLOY) WITH
BRIGHT-DIPPED ANODIZED FINISH WITH
HNRAFP ARCUND FLANGE SURFACE MCUNTED
AND THRU-BOLTED TO PILASTER WITH
STAR-HEAD SECURITY PIN, STARNLESS
STEEL. BARREL BOLTS. SIZE OF STRIKE
SHALL BE &" IN LENGTH,

4. DOOR LATCH HOUSING SHALL BE
FABRICATED FROM HEAVY ALUMINUM
EXTRUSION (6483-TT5 ALLOY ) WITH
DRIGHT-DIPPED ANODIZED FINISH, SURFACE
FOUNTEDR AND THRU-BOLTED TO DOCOR
WITH ONE-WAY SEX BOLTS. SLIDE 8BOLT
AND BUTTON SHALL BE HEAVY ALUMHNUM
WITH *TUFF-COAT BLACK" ANODIZED FINISH.

FULL LENGTH CONTINUCUS PLASTIC WALL
BRACKETS, WEIGHING NOT LESS THAN B8/22
LBS. PER LINEAR FOOT. BRACKETS SHALL BE
USED FOR ALL PANELS TO PILASTER, PILASTER
TC WALL, AND PANEL TO WALL CONNECTIONS.
WALL BRACKETS SHALL BE THRU-BOLTED TO
PANELS AND PHASTERS WITH STAR-HEAD
SECURITY PIN, STAINLESS STEEL BARREL
BOLTS, ATTACHMENTS OF BRACKETS TO
ADJACENT WALL CONSTRUCTION SHALL BE
ACCOMPLISHED BY #i4 X 1-1/2" STAR-HEAD,
SECURITY PIN STAINLESS STEEL SCREWS
ANCHORED DIRECTLY BEHIND THE VERTICAL
EPGE OF PANELS AND PILASTERS AT 1Y
INTERVALS ALONG THE FULL LENGTH OF
BRACKETS AND AT EACH 13" INTERVAL
ALTERNATELY SPACED BETWEEN ANCHOR
CONMECTIONS.

FLOOR-TO-CEILING PILASTERS TO BE MOUNTED
AT FLOOR AND CEILING USING STAINLESS STEEL
LY BRACKETS AND #i4 X 1-1/2" STAR-HEAD
SECURITY PIN, STAINLESS STEEL SCREWS.
PLASTIC PILASTER

SHOES WILL BE ATTACHED TO PILASTERS
USING STAR-HEAD SECURITY PIN, STAINLESS
STEEL BARREL BOLTS.

EXECUTION

3.0 INSTALLATION: ERECTION OF PARTITIONS, ETC,
SHALL BE IN ACCORDANCE WITH THE
MANUFACTURER'S STANDARD RECOMMENDATIONS
AND THE FOLLOWING:

AL

AlLL PARTS SiALL BE ERECTED IN A
SUBSTANTIAL MANNER, STRAIGHT, LEVEL, AND
PLUMEB,

NO EVIDENCE OF DRILLING, CUTTING, OR
PATCHING SHALL BE VS!BL.E i THE FINISHED
NCRK.

CLEARANCE AT VERTICAL EDGES OF DOORS
SHALL BE UNIFORM TOP TO BOTTOM AND
SHALL NOT EXCEED 7Y

FINISHED SURFACES SHALL BE CLEANED AFTER
INSTALLATION AND LEFT FREE OF
IMPERFECTIONS.

AUTHORIZED FACTORY INSTALLERS TO BE
UTILIZED.

END OF SECTION
SECTION 10800 ~ TOILET AND BATH ACCESSORIES
PART 1 - GENERAL

L1 RELATED DOCUMENTS

Al

DRAWINGS AND GENERAL PROVISIONS OF
CONTRACT APPLY TO THIS SECTION.

LZ  QUALITY ASSURANCE

A,

SINGLE-SOURCE RESFONSIBILITY: PROVIDE
PRODUCTS OF SAME MANUFACTURER FOR EACH
TYPE OF ACCESSORY UNIT AND FOR UNITS
EXPOSED TC VIEW IN SAME AREAS.

1.3 PROJECT CONDITIONS

A

COORDINATION: COORDINATE ACCESSCORY
LOCATIONS, INSTALLATION, AND SEQUENCING
WiTH OTHER WORK TCO AVOID INTERFERENCE
AND TO ASSURE PROPER INSTALLATION,
OPERATION, ADJUSTIMENT, CLEANING, AND
SERVICING OF TOILET ACCESSORY ITEMS.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

Al

BOBRICK WASHROOM EGUIPMENT INC. OR
APPROVED EQUAL

2.2 MATERIALS GENERAL

A,

STAINLESS STEEL: AISH TYPE 302/304, WITH
POLISHED NO. 4 FINISH, 22 GAUGE (.034 INGH)
PRI THICKNESS,

BRASS: LEADED ANE UNLEADED, FLAT
PRODUCTS, ASTM 814, RODS, SHAPES,
FORGINGS, AND FLAT PRODUCTS WITH FINISHED
EDGES, ASTM Ble; CASTINGS, ASTM B3O.

CHROMIUM PLATING: NICKEL AND CHROMIUM
ELECTRO-DEPOSITED ON BASE METAL, ASTM
B456, TYPE SC2.

FASTENERS: SCREWS, BOLTS, AND OTHER
DEVICES OF SAME MATERIAL AS ACCESSORY
UNIT OR OF GALVANIZED STEEL WHERE
CONCEALED.

E. ALL STEEL PRODUCTS SHALL BE FABRICATED

UTILIZING ONLY DOMESTICALLY PRODUCED
STEEL.

2.3 PAPER TOWEL DISFPENSERS / WASTE RECEFPTACLE

A,

SEMI-RECESSED MOUNTED TYPE, FABRICATE
OF STAINLESS STEEL WITH HINGED FRONT
EQUIPPED WITH TUMBLER LOCKSET., PROVIDE
PIERCED SLOTS AT SIDES AS REFILL
INDICATORS, BPOBRICK MODEL #B-~354,

24 TOILET PAPER DISPENSERS

AL

SURFACE MOUNTED STAINLESS STEEL TYPE,
BOBRICK MODEL #13-2840.

25 GRAB BARS

A

STAINLESS STEEL TYPE: FPROVIDE GRAB BARS
WITH WALL THICKNESS NOT LESS THAN 0.05
INCH (18 GAUGE..

MOUNTING: CONCEALED, MANUFACTURER'S
STANDARD FLANGES AND ANCHORAGE.

MOUNTING PER MANUFACTURER'S STANDARD
ELANGES AND ANCHORAGE.

CLEARANCE: 1-1/2 INCH CLEARANCE BETWEEN
WALL SURFACE AND INSIDE FACE OF BAR.
GRIPPING SURFACES: MANUFACTURER'S
STANDARD NON-SLIP TEXTURE.

HEAVY-DUTY SIZE: OUTSIDE DIAMETER OF [~1/2
INCHES.

PROVIDE ONE 36°L AND ONE 42"L GRAD BAR
PER WATER CLOSET BOBRICK MODEL #B-6806.99%
X 36" AND 42%.

2.6 SOAFP DISPENSERS

Al

SURFACE MOUNTED TYPE: 20 GAUGE STAINLESS
STEEL, ONE FOR EACH SINK 1S REQUHIRED.
BOBRICK MODEL #B-156.

2.7 MIRROR UNITS

A,

STAINLESS STEEL FRAMED MIRROR UNITS:
FABRICATE FRAME WITH ANGLE SHAPES NOT
LESS THAN 005 INCH (16 GAUGE), WITH SQUARE
CORNERS MITERED, WELDEDR, AND GROUND
SMOOTH, PROVIDE N NO. 4 SATIN POLISHED
FINISH. ONE REQUIRED OVER EACH TCILET
ROCHM SINK. DBOBRICK MODEL #B-290 24356,

2.8 MSCELLANEQUS ACGESSORIES

A

MOP AND BROOM HOLDER/UTILITY SHELF:
COMBINATION UNIT WITH 0.05 INCH (18 GAUGE),
TYPE 204, STAINLESS STEEL SHELF WITH 1/2
INCH RETURNS, 0.062 INCH (16 GAUGE) SUPPORT
BRACKETS FOR WALL MOUNTING, PROVIDE
0.062 INCH (16 GAUGE) STAINLESS STEEL HOOKS
FOR WIPING RAGS ON FRONT SHELF, TOGETHER
WiITH SPRING-LOADED, RUBBER HAY, CAM-TYPE
MOP/BROOM HOLDERS; /4 INCH DIAMETER
STAINLESS STEEL DRYING ROD SUSPENDED
BENEATH SHELF. PROVIDE UNIT 36 INCHES
LONG AND COMPLETE WITH FOUR MOP/BROOHM
HOLDERS AND THREE HOOKS.

DOUBLE-PRONG ROBE HOOK: HEAVY-DUTY
SATIN FINISHED STAINLESS STEEL
DOUBLE-PRONG ROBE HOOK. RECTANGULAR
WALL BRACKET WITH BACKPLATE FOR
CONCEALED MOUNTING. ONE REQUIRED FOR
EACH TOILET ROOM.

2.9 FABRICATION

A,

GENERAL: A MAXIMUM 1-1/2 INCH DIAMETER,
UNCBTRUSIVE STAMPED LOGD OF
MANUFACTURER, AS APPROVED BY ARCHITECT,
IS5 PERMITTED ON EXPOSED FACE OF TOILET OR
BATH ACCESSORY UNITS. ON EITHER INTERIOR
SURFACE NOT EXPOSEDR TQ VIEW OR BACK
SURFACE, PROVIDE ADDITIONAL IDENTIFICATION
BY MEANS OF EITHER A PRINTED, WATERPROOF
LABEL OR A STAMPED NAMEPLATE, INDICATING
MANUFACTURER'S NAME AND PRODUCT MODEL
NUMBER,

SURFACE-MOUNTED TOILET ACCESSORIES,
GENERAL: EXCEPT WHERE OTHERWISE
INDICATED, FABRICATE UNITS WITH TIGHT
SEAMS AND JOINTS, EXPOSED EDGES ROLLED,
HANG DOORS OR ACCESS PANELS WITH
CONTINUOUS STAINLESS STEEL PIANO HINGE,
PROVIDE CONCEALED ANCHORAGE WHEREVER
POSSIBLE,

REYS: PROVIDE UNIVERSAL KEYS FOR ACCESS
TO TOWET ACCESSORY UNITS REQUIRING
INTERNAL ACCESS FOR SERVICING, RE-SUPPLY,
ETC, PROVIDE MINIMUM OF SIX KEYS TO
OWNER'S REPRESENTATIVE.

PART 3 - EXECUTION
30 INSTALLATION

Al

INSTALL TOILET ACCESSORY UNITS IN
ACCORDANCE WITH MANUFACTURER'S
INSTRUCTIONS, USING FASTENERS APPROPRIATE
TO SUBSTRATE AS RECOMMENDED BY
MANUFACTURER. INSTALL UNITS PLUMB AND
LEVEL, FIRMLY ANCHORED IN LOCATIONS AND
AT HEIGHTS INDICATED.

iIN LOCATIONS MARKED FOR HANDICAPPED
ACCESSIBILITY, NSTALL TOLET ACCESSORIES N
COMPLIANCE WITH REQUIREMENTS OF THE
AMERICAN WITH DISABILITIES ACT
ACCESSIBRLITY GUIDELINES {ADAAG)}.

SECURE IMIRRORS 70 WALLS IN CONCEALED,
TAMPERPROOF MANNER WITH SPECIAL HANGERS,
TOGGLE BOLTS OR SCREWS, SET UNITS PLUMB,
LEVEL, AND SQUARE AT LOCATIONS INDICATED,
IN ACCORDANCE WITH MANUFACTURER'S
INSTRUCTION FOR TYPE OF SUBSTRATE
INVOLVED.

INSTALL GRAB BARS TO WITHSTAND A
DOWNIWARD LOAD OF AT LEAST 250 LBF,
COMPLYING WITH ASTM F446.

3.2 ADJUSTING AND CLEANING

A

ADJUST TOILET ACCESSORIES FOR PROPER
OFERATION AND VERIFY THAT MECHANISMS
FUNCTION SMOOTHLY. REPLACE DAMAGED OR
DEFECTIVE 1TEMS.

CLEAN AND POLISH ALL EXPOSED SURFACES IN
STRICT ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS AFTER REMOVING
TEMPORARY LABELS AND PROTECTIVE
COATINGS.

END OF SECTION

DIVISION 11 - EQUIPMENT

(NOT USED)

DIVISION 12 - FURNISHINGS

{NOT USED)

DIVISION 13 - SPECIAL CONSTR.

(NOT USED)

DIVISION 14 - CONVEYING SYSTEMS

{NOT USED)

DIVISION 15 - MECHANICAL

(REFER TO PLUMBING ¢ HVAC SHEETS)

DIVISION 16 - ELECTRICAL

(REFER TO ELECTRICAL SHEETS)
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