GENERAL NOTES |

1-1/4" mﬂ 7 I (e D

————— ABOVE MOP BASIN. SEE RISER DIAGRAM AND PLUMBING FIXTURE

SCHEDULE AND DETAIL A ON SHEET P51 FOR REQUIREMENTS. CLIENT

. : > S ﬁ;ﬂ - \ K . THE PIPING STYSTEMS SHOWN ARE SCHEMATIC. THE PLUMBING CONTRACTOR )
' [ e i % SHALL COORDINATE THE PIPING INSTALLATIONS WITH THE AIR DUCT AND brandggggﬁg‘g%g*ﬁg
i i F— ¥ i I 1 o W IF: I L z T ; 7] ' " CONDUIT INSTALLATIONS OF THE HEATING AND ELECTRICAL CONTRACTORS, _
‘F_ = AND SHALL VERIFY ALL PIPE CLEARANCES BEFORE INSTALLATION OF
= PIPING.
s ) e s % BrandPartners Group, Inc.
(B B , 3/4 Lty ' 2. THE PLUMBING CONTRACTOR SHALL VERIFY ALL PIPE WITH THE BUILDING 10 Main Street
_ il | CHAIN S5BRAGE STRUCTURE BEFORE INSTALLATION. ALL CONFLICTS SHALL BE REPORTED Rochester. NH 03839
CFFICE GEEICE AND 1.7, ROOM TO THE ARCHITECT AND ENGINEER BEFORE FABRICATION AND s
G INSTALLATION. Phone: 603.335.1400
I oi szo:isc é 3/4" . Fax: 603.335.1765
3. ALL INTERIOR SANITARY DRAINS 3" AND SMALLER SHALL BE SLOPED AT
/4" PER FOOT MINIMUM. SANITARY DRAINS 4% AND LARGER SLOPE 1/8"
PER FOOT,
i
2] [ENGINEER
i FAX ROCIM 4. REFER TO ARCHITECTURAL AND STRUCTURAL DRAWINGS FOR
IDENTIFICATION OF MASONRY WALLS AND LOAD BEARING WALLS. Il ’[ S
ot -
/ 5, PLUMBING CONTRACTOR SHALL PROVIDE A CLEAN SET OF CONTRACT ——
) _ g VESTIBULE DRAWING PRINTS MARKED IN RED PENCIL, SHOWING ALL DEVIATIONS
- - - - - - - - - - - - - - - - - < FROM CONTRACT DRAWINGS. RECORD DRAWINGS SHALL SHOW ALL
/ ; / ] / \ %/ | < UNDERGROUND PIRING BY DIMENSION FROM BUILDING WALLS, AND DEPTH
! _ BELOW GRADE OR SLAB. KEEP PRINTS CURRENT WITH EVERYDAY OB
i ; S R ; &:;ﬁ?/ /f 3/4" PROGRESS. SHREMSHOCK
JIRE = = ! ¢ - : BELOW SLAB~ | - ENGINEERING, INC.
== g a 6. PIPING WILL NOT BE ALLOWED TO BE INSTALLED ABOVE ANY ELECTRICAL
PANELS, OR WITHIN THREE (3) FEET IN FRONT OF SUCH PANELS.
! co (TYP.) i ; (3) 333{1 S. ﬁunbury Road
! w i :;L 7. PROVIDE PLUMBING SHUT-OFF VALVES IN AN ACCESSIBLE LOCATION. estervilla, OH 43081
l - A | S ——— {614)545-4550 p
il s __ffl ! ) ! 8. CONTRACTOR TO VISIT THE SITE AND FIELD VERIFY ALL EXISTING (614)545-4555 §
o e - CONDITIONS PRIOR TO BID AND THE START OF ANY WORK. COORDINATE .
( | ~ - A - -—-—» LOCATIONS OF EXISTIN UTILITIES. info@shremshock.com
B/4 T A h hock
i L | www.shremshock.com
: gk | \) NC-1 / A, COORDINATE PIPING WITH ATTIC ACCESS.
. 5\\ 1 N : B
Liv-I:!ZBAND n \\ | Al -5 - / / 0. THIS CONTRACTOR SHALL VISIT SITE AND FIELD VERIFY ALL EXISTING
- o SEMINAR BEOM GAS RISER Y, ! 7z ! (3 HB- CONDITIONS PRIOR TO BID. WHERE EXISTING CONDITIONS DIFFER FROM
Y / M DESIGN, iT 1S THE RESPONSIBILITY OF THIS CONTRACTOR TC CLEARLY
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CE > . BREAK . DAMAGE DONE BY THIS CONTRACTOR TO ANY SURFACE {WALL,
= CEILING, FLOOR, ETC.) SHALL BE REPLACED OR REPAIRED TO MATCH
" BOW UP TO SURROUNDING AREA BY THIS CONTRACTOR. COORDINATE WITH GENERAL 1st FLOOR
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i " DCW UP | 2. THiS CONTRACTOR SHALL PROVIDE FIRE STOPPING PER SPECIFICATIONS
THROUGH SLAB, 7 AT ALL PENETRATION OF FIRE-RATED PARTITIONS, WALLS, SLABS AS
REQUIRED PER CODE. COORDINATE LOCATIONS OF RATED WALLS,
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E ] i ALL PLUMBING FIXTURES SHALL BE INSTALLED WITH STOP VALVES TO
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ISOLATE EACH FIXTURE.

MOUNT HOSE BIBB AT 24" AF.G. COORDINATE EXACT LOCATION WITH UN'VERSITY

GENERAL CONTRACTOR. CRED[T UNION

FURNISH AND INSTALL NEW GAS SERVICE. INSTALL NEW GAS METER
PER LOCAL GAS COMPANY' AND CODE REQUIREMENTS. FIELD VERIFT GAS

LOAD AND PRESSURE IN GAS LINE., INSTALL GAS CONNECTIONS TO 1071 BRIGHTON AVENUE
EQUIPMENT PER MANUFACTURERS RECOMMENDATIONS. PROVIDE PORTLAND, ME 04102
PRESSURE REDUCING VALVE AS REGUIRED, UNION, SHUT-OFF VALVE
AND DIRT LEG PRIOR TO CONNECTION OF EACH UNIT. ALL PIPING TO BE
SCHEDULE 40 BLACK IRON.
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GAS CONNECTION TO HVAC UNIT SHALL BE /2", TRANSITION AS
REQUIRED. :
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EXTEND COLD WATER LINE TO 5'-0" OUTSIDE OF BUILDING. FIELD
COORDINATE WITH SITE CONTRACTOR. COORDINATE WITH THE EXISTING
PIPING.
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EXTEND SANITARY LINE TO B'-0" CUTSIDE OF BUILDING. FIELD
COORDINATE WITH SITE CONTRACTOR. COORDINATE WITH THE EXISTING
PIPING.
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PROVIDE AND INSTALL WATER METER AND BACKFLOW PREVENTER PER
LOCAL WATER COMPANY REQUIREMENTS. PROVIDE REMOTE READER.
FIELD COCORDINATE WITH WATER COMPANY AND GENERAL CONTRACTOR.
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INGTALL CONDENSATE LINE AS HIGH AS POSSIBLE. FURNISH AND SENATURE
INSTALL A CONDENSATE PUMP FOR EACH CONDENSATE EQUIPMENT
CONNECTION AS REQUIRED TO DRAIN BACK TO THE MOP SINK OR DATE
NEAREST FLOOR DRAIN. COORDINATE WiTH MECHANICAL CONTRACTOR,
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= PROVIDE 1" BRANCH WITH SHUT OFF VALVE FOR CONNECTION TO W BT
L0 IRRIGATION STSTEM COORDINATE WITH IRRIGATION SYSTEM o F
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