LIGHTING FIXTURE SCHEDULE

NOTES:

1.

2.

FLUORESCENT ELECTRONIC BALLASTS SHALL BE HIGH POWER FACTOR ( 95%) WITH A MINIMUM BALLAST FACTOR OF 0.87 AND LESS THAN 20% TOTAL

HARMONIC DISTORTION.

MODEL NUMBERS ARE SUBJECT TO CHANGE BY THE MANUFACTURER. THE CONTRACTOR SHALL VERIFY MODEL NUMBERS WITH THE LIGHTING
CONSULTANT AND THE MANUFACTURER'S REPRESENTATIVE PRIOR TO ORDERING FIXTURES. THIS SHALL INCLUDE PROJECT SPECIFICATIONS FOR

LAMPS, BALLASTS, AND CERTIFICATION LABEL AND LISTINGS.

m

-EM

L4

2' X 2 Z-LAMP FLUORESCENT 3" DEEFP PARABOLIC WITH 16 CELLS, LOW
IRIDESCENT SEMI-SPECULAR ANODIZED ALUMINUM LOUVER, HINGED FOR
LAMP REMOVAL, AND WHITE STEEL HOUSING.

CEILING TYPE: LAY-iN
LAMP TYPE: GE F32To/SP35/U/6
YOLTAGE: 120

BALLAST TYPE: ELECTRONIC {ONE 2-LAMP)
INPUT WATTAGE: 60W
MANUFACTURERS: LIGHTOLIER DPS2GI6LS26U42050

SAME AS FIXTURE TTPE "A* EXCEPT WIiTH AN EMERGENCY BATTERTY
BALLAST CAPABLE OF PRODUCING 1350 LUMENS OF LIGHT.

CEILING TYPE:  LAY-IN
LAMP TYPE: GE F32TH/9P35/U/6
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC (ONE 2-LAMP}
INPUT WATTAGE: 60W
MANUFACTURERS: LIGHTOLIER DPS2GI6LS26UIZ0SOEM (W/ BODINE B50)

24! RECESSED TROFFER WITH VIRGIN ACRYLIC LENS AND FLAT STEEL
FULL-SIZE LENS FRAME,

CEILING TYPE:  LAY-IN
LAMP TYPE: GE F40/XL/SP
YOLTAGE: 126

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 142K
MANUFACTURERS: LIGHTOLIER XT2GVA340120

&" ROUND RECESSED COMPACT FLUCRESCENT VERTICAL LAMP
DOWMNLIGHT FIXTURE WITH CLEAR REFLECTOR AND WHITE FLANGE.

CEILING TYPE: VARIES
LAMP TYPE: GE F32TEX/SPX30/4P
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 36K
MANUFACTURERS: LIGHTOLIER B02ICCLIN/GI3ZBU WITH 1951 BAR HANGERS

SAME AS FIXTURE TYPE ‘D' BUT WiTH 0-MINUTE BATTERY BACK-UP
CAPABLE OF PRODUCING 700 LUPMENS.

CEILING TYPE: VARIES
LAMP TYPE: GE F32TBX/SPX30/4P
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 36K
MANUFACTURERS: LIGHTOLIER 802ICCLIW/GI32BU-FA EM4 WITH 1951 BAR HANGERS

7" ROUND RECESSED COMPACT FLUORESCENT LENSED WALLWASH
FIXTURE WITH CLEAR IRIDESCENCE-FREE WHITE FLANGE REFLECTOR,

CEILING TYPE: VARIES
LAMP TYPE: GE Fa2TBX/SPX30/4P
VOLTAGE: i2c

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 36KW
MANUFACTURERS: LIGHTOLIER 8046CLIW/S6132BU

LINEAR 9N COMPACT FLUORESCENT WALL SCONCE WITH MOUTH-BLOWN
MURANCG GLASS IN COBALT BLUE. SATIN NICKEL FINISH,

CEILING TYPE:  N/A
LAMP TYPE: GE FABX/SPX35/83%
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 12W
MANUFACTURERS: LBL LIGHTING PWS497BUSCPLA {COLOR: COBALT BLUE)

LOW-VOLTAGE FREEJACK PENDANT-MOUNTED FROSTED GLASS SHADE
FIXTURE. SUNRISE COLOR AND SATIN NICKEL FINISH. 12V HALOGEN Bi-PiN
LAMP WITH PYREX GLASS SHIELD.

CEILING TYPE: DRYWALL
LAMP TYPE: GE QBOMRIG/C/NFLZS
VOLTAGE: 120

BALLAST TYPE: TRANSFORMER
INPUT WATTAGE: BOW
MANUFACTURERS: TECH LIGHTING 7C0FJSUNRS. (PROVIDE ALL ACCESSORIES.)

LOW-VOLTAGE PENDANT-MOUNTED FROSTED GLASS SHADE FIXTURE

SUSPENDED FROM MONORAIL TRACK SYSTEM. MIDNIGHT COLOR AND SATIN

NICKEL FINISH, 12V HALOGEN BI~-PIN LAMP WITH PYREX GLASS SHIELD,

CEILING TYPE: DRYWALL
LAMP TYPE: GE GBOMRIG/C/NFL2D
VOLTAGE: 120

BALLAST TYPE: TRANSFORMER
INPUT WATTAGE: 50K
MANUFACTURERS: TECH LIGHTING 700MOMIDS. (PROVIDE ALL ACCESSORIES. )

LOW-VOLTAGE PENDANT-MOUNTED CYLINDRICAL GLASS SHADE FIXTURE,
CONSTRUCTED OF INDIAN SILK WITH HAND-ROLLEDR EDGES. ALMOND
COLOR AND SATIN NICKEL FINISH. 12V HALOGEN BI-PIN LAMP WITH
PYREX GLASS SHIELD.

CEILING TYPE: DRYWALL
LAMP TYPE: GE GBOMRIGAC/NFL2S
VOLTAGE: 120

BALLAST TYPE: TRANSFORMER
INPUT WATTAGE: 50W
MANUFACTURERS: TECH LIGHTING TOOFIFAS. (PROVIDE ALL ACCESSORIES.)

33" LONG SURFACE-MOUNTED SHALLOW DEPTH UNDERCOUNTER LUMINAIRE

WITH WHITE BAKED ENAMEL HOUSING AND WHITE GPAL ACRYLIC LENS,

CEILING TYPE:  UNDERCOUNTER
LAMP TYPE: (1) GE FBTB/WIN AND (1) GE FI3TE/WN
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 23W
MANUFACTURERS: LIGHTOLIER TSLIBIZWBPR

4 PENDANT-SUSPENDED INDIRECT FLUORESCENT FIXTURE WITH
ONE~PIECE STEEL HOUSING AND 5" DIE-CAST END CAPS.

CEILING TTPE:  LAY-IN
LAMP TYPE: GE F2BN/T5/84|
YOLTAGE: 126

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 64iW
MANUFACTURERS: FOCAL POINT FV25 PS5 275 IC 120 E €24 WH 4
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SAME AS FIXTURE TYPE K4, BUT WITH 1350 LUMEN EMERGENCY BATTERY
BALLAST FOR ONE LAMP.

CEILING TYPE: LAY-IN
LAMP TYPE: GE F28W/T5/24
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 64K
MANUFACTURERS: FOCAL POINT FV2%S PS 2T% IC 120 E C24 EM WH 4'

SAME AS FIXTURE TYPE K4 BUT & IN LENGTH.

CEILING TYPE: LAY-IN
LAMP TYPE: GE F28W/To/8d
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 128
MANUFACTURERS: FOCAL POINT FV25 PS 275 1C 120 £ C24 WH &

SAME AS FIXTURE TYPE L4 BUT 12' IN LENGTH,
CEILING TYPE: LAY-IN

LAMP TYPE: GE F2BW/T5/84

YOLTAGE: 120

BALLAST TTPE: ELECTRONIC
INPUT WATTAGE: 1924
MANUFACTURERS: FOCAL PCINT FV2S PS 275 IC 120 £ C24 W 12

FLUORESCENT COVE LIGHTING FIXTURE. TWO FOOT OR FIVE FOOT LONG
NOMINAL (AS REQUIRED), STANDARD 14 WATT OR 35 WATT T-5
LAMPS.,  WHITE STEEL HOUSING, POWER CORD, CONNECTING CABLES
HARDIWIRE BOX, DIRECT CONNECTOR, SWITCH, AND PLEXIGLASS COVER.

CEILING TYPE: N/A
LAMP TYPE: GENERAL ELECTRIC Fl4W/T5/835 ¢ F35W/TH/835
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INFUT WATTAGE: 16 AND 39
MANUFACTURERS: HERA SLIMLITE XL ES22 ¢ £S5

EXTERIOR WALL~-MOUNTED UPLIGHT UNDER CANOPY - 7TBD (TO BE
DETERMINED )

CEILING TYPE: N/A
LAMP TYPE: TBD
VOLTAGE: 120

BALLAST TYFE: TBD
INPUT WATTAGE: TBD
MANUFACTURERS: TBD. (COORDINATE WITH LIGHTING CONSULTANT )

MONORAIL" TRACK FOR MOUNTING TYPE "R" FIXTURES. TRACK LENGTHS
AS SHOWN ON PLANSD.

CEILING TYPE: LAY~-IN
LAMP TYPE: N/A
VOLTAGE: 120
BALLAST TYPE: N/A

INPUT WATTAGE: N/A
MANUFACTURERS: TECH LIGHTING SATIN NICKEL MONORAIL.,
(PROVIDE ALL ACCESSORIES.)

EXTERIOR WALL SCONCE WITH DANNER.

CEILING TYPE: N/A
LAMP TYPE: 32/ CFL-0BB
VOLTAGE: 12¢

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 36K
MANUFACTURERS: HI-LITE H-43929-B-102-FR

STEM SUSPENDED DIRECT/INDIRECT FLUORESCENT FIXTURE WITH 2¢
GAUGE . STEEL. HOUSING, 22 GAUGE STEEL LOUVERS, AND FLAT WHITE
ACRYLIC BAKED ENAIMEL.

CEILING TYPE: N/A
LAMP TYPE: GE F32785P35/U6
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 60K
MANUFACTURERS: LIGHTOLIER EYP43LFX23212090

CEILING-MOUNTED FLUCORESCENT FIXTURE WITH 20 GAUGE STEEL
HOUSING, 22 GAUGE STEEL LOUVERS, AND FLAT WHITE ACRYLIC BAKED
ENAMEL. (WiTH TOP REFLECTOR AND 1400 LUMEN BATTERY FOR ONE
LAMP. )

CEHLING TYPE:  N/A
LAMP TYPE: GE 32W/CFL-0OBB
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 60W
MANUFACTURERS: LIGHTOLIER EYP435F523212050-EM

ROD PENDANT "SPROCKET" UP LIGHT WITH AIMABLE HEAD, ALUMINUM
MESH BACKLIGHT SHIELD AND ALUMINUM LOUVER LENS HOLDER.

CEILING TYPE: VARIES
LAMP TYPE: GE QBOMRIG/C/NFLZE
YOLTAGE: 120

BALLAST TYPE: TRANSFORMER
INPUT WATTAGE: S50W
MANUFACTURERS: TECH LIGHTING 700FJSPiBS
WITH TOOMRIGHCH SHIELD, AND 700AOI-AL LENS HOLDER

CUSTOM DECCRATIVE "LIGHT TREE" FIXTURE WITH PENDANT DOWNLIGHT
AND "TOUCHIER" UPLIGHT. (FIXTURE TO BE ORDERED BY PMHLILWORKER.)

CEILING TYPE:  N/A
LAMP TYPE: {(2) GE S0W/HAL
VOLTAGE: 120

BALLAST TYPE: N/A

INPUT WNATTAGE: 100

MANUFACTURERS: LUMETTA PENDANT: SP/PIOG/PCH WITH PRHT/20
UPLIGHT: 3P/TH4/PCH WITH TWHT/20

REM
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WALL-MOUNTED DISPLAY FIXTURE WITH 18"-LONG, CURVED, HORIZONTAL
STEM, PIVOTING HEAD, AND CHROME FiNISH,

CEILING TYPE: N/A
LAMP TYPE: GE Q20MRI6/C/NSPIS
VOLTAGE: 120

BALLAST TYPE: TRANSFORMER

INPUT WATTAGE: 20N

MANUFACTURERS: TECH LIGHTING GEORG! TOODJRGC WITH 700DJ2566C CANCPY
{PROVIDE ALL ACCESSORIES.)

6" ROUND RECESSED COMPALT FLUORESCENT, HORIZONTAL LAMP,
LENSED WALLWASH FIXTURE WITH CLEAR IRIDESCENCE-FREE WHITE
FLANGE REFLECTOR,

CEILING TYPE: VARIES
LAMP TYPE: GE F32TBX/SPX30/4P
VOLTAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 36W
MANUFACTURERS: LIGHTOLIER 80BICCLW/SEI132BU

3' LONG CEILING FMOUNTED STRIPLIGHT WITH STEEL CHANNEL AND
HIGH-GLOSS, BAKED ENAMEL FINISH.

CEILING TYPE:  LAY-IN
LAMP TYPE: GE FISTB8/SP3L/ECO
VOL TAGE: 120

BALLAST TYPE: ELECTRONIC
INPUT WATTAGE: 5B
MANUFACTURERS: LITHONIA C 2 25 MVOLT GEBIOIS

RECESSED VERTICAL LAMP FIXTURE WITH CNE-PIECE, CORROSION
RESISTANT ALUPHINUDT DOOR FRAME, ALUDMINUM HOUSING, AND
WEATHERPROOF POWDER-COAT FINISH, DAMP LOCATION LISTED.

DRY WALL

CEILING TYPE:
LAMP TYPE: GE MVRITB/U
VOLTAGE: 120

BALLAST TYPE: MAGNETIC

INPUT WATTAGE: 220W

MANUFACTURERS: LITHONIA KACM 175M DPA 120
{OPTIONS BY LIGHTING CONSULTANT)

UNIVERSAL-MOUNT, EDGE-LIT LED-TYPE EXiT SIGN WITH &" HiGH RED
LETTERS, WHITE HIGH-IMPACT FLAME RESISTANT THERMOPLASTIC
HOUSING, HEAVY DUTY POWDER COAT FINISH ALUMINUM BEZEL, BATTERY
AND CHARGER (0 MINUTE MINIMUM CAPACITY ), AND ARROWS AS
INDICATED ON PLANS. SINGLE OR DOUBLE FACE AS SHOWN OGN PLANS.

CEILING TYPE: VARIES
LAMP TYPE: LED (PROVIDED WITH UNIT)
VOLTAGE: 120

BALLAST TYPE: N/A
INPUT WATTAGE: 1.8
MANUFACTURERS: HARDI NREL-EM-RW-BEZEL

EXTERIOR WALL MOUNT IMETAL HALIDE FIXTURE WITH RUGGED, DIE-CAST,
SINGLE-PIECE HOUSING AND TEMPERED GLASS LENS.

CEiLING TYPE: N/A
LAMP TYPE: GE MVYRITS/U
VOLTAGE: 120

BALLAST TYPE: MAGNETIC
INPUT WATTAGE: 218W
MANUFACTURERS: LITHONIA WSR 175M MD 120

WALL MOUNT, DIE-CAST, ARCHITECHTURAL REMOTE EMERGENCY LIGHTING

UNIT WITH TIWO & WATT XENON LAMPS AND DIE-CAST ALUMINUM HOUSING,

CEILING TTYPE: N/A

LAMP TYPE: PROVIDED WITH FIXTURE
YOLTAGE: &Y D.C.

BALLAST TYPE: N/A

INPUT WATTAGE: 12W
MANUFACTURERS: LITHONIA AFN W EXT

POLE-MOUNTED PARKING LOT 17"XI7" 'SHOEBOX" LIGHT FIXTURE WITH
RUGGED, DIE-CAST, SCFT-CORNER ALUMINUM HOUSING, TYPE (i
ASTMMETRIC DISTRIBUTION, POLE SHALL BE 25 SQUARE STRIGHT STEEL,

CEILING TTPE:  N/A
LAMP TYPE: GE MVR 250/U
VOLTAGE: 120

BALLAST TYPE: HPF MAGNETIC

INPUT WATTAGE: 300

MANUFACTURERS: LITHONIA SVL22-ASY-250MMH-120-HS
WITH SNTS 254-7 POLE

brandgariners

BrandPartners Group, Inc.
10 Main Street

Rochester, NH 03838
Phone: 603.335.1400
Fax: 603.335.1765

ENGINEER

SHREMSHOCK
ENGINEERING, INC.

6130 8. Sunbury Road
Westerville, OH 43081
(614)545-4550 p
(614)545-4555 {
info@shremshock.com
www shremshock.com

SAI 07238

TITLE
LIGHTING
FIXTURE
SCHEDULE

SCALE
INQNE

CLIENT

UNIVERSITY
CREDIT UNION

1071 BRIGHTON AVENUE
PORTLAND, ME 04102

SIGNATURE

DATE
>
&
= :
= ¢ =3
_— G » -
) @ jif\ o -
=g ® TLiED H =
Sdre  PRATHER ‘;ﬁ' =
- & * oy
= =
= % s pnn 5 e 2
=g s 13008 s ey
/,?3 ] oy @ !;yn.,
Zh, §
s &

,,:‘\

N3

PATH:

ISSUE DATE: 050107

DRAWN BY:  BAOD

CHECKED BY: RAP

REVISION:

1.

10.

1t

12,

13.

© 2605 BrandPartners Inc. All rights reserved.
Information, material, and designs in this document
ara proprietary to and owned by BrandPartners inc.
and may not bo discloged to any third party,
reproduced, posied on a glebal computer information
natwork, of distributed in any way without the written
eonanpt from BrandParlners e,

ES.1




