HOOKED ANCHOR BOLTS ~—— CONNECT GROUND
VERIFY EXACT REQUIREMENTS WIRE TO POLE.
WITH POLE MANUFACTURER

8" DIAMETER
ROUND CONCRETE
POLE BASE WITH
1 CHAMFEREDR
EDGES.

FINISHED SURFACE
{GROUND OR ASPHALT)

#e BARE COPPER
GROUND WIRE CONNECTED
TC THE GROUND ROD

VIA A /2" PYC CONDUIT

4 - #4 VERTICAL
RE~BARS ¢ 2

HORIZONTAL TIES EVERY
¥-0% ON CENTER.

—{" PVC OR RIGID CONDUIT
{(TYP. OF 2 OR QUANTITY
AS INDICATEDRD ON DWGS.)

3" CONCRETE ENVELORE
IF REQUIRED

!

CADWELD GROUND
WIRE TO GRGOUND
ROD CONNECTOR

/2" DIA. x 8'-0"
LONG COFFER
GROUND ROD,

LIGHT POLE BASE DETAIL
SCALE: NONE

COMPACTED SELECT FILL
TO PAVEMENT OR SIDEWALK
OR BACKFILL TCO GRADE ﬁ

r U BT
__0!1
b

ii

|

A AN O SN

3l
MIN

FSH

P

rall

e kRS A, ML

TRENCH WIDTH
/ AS REQUIRED
/7 FINISHED GRADE

COMMUNICATIONS DUCT BANK DETAIL

DETECTABLE

Pt UNDERGROUND
WARNING TAPE

DRAINAGE FILL

4" PvC

] (TTPICAL OF 2)

SCALE: NONE

ENLARGED DRIVE-THRU ELECTRICAL PLAN

SCALE: 1" = 10'-0"

(TEOUTILITY
METER

PLAN
NORTH

g

PLAN
NORTH

SITE ELECTRICAL PLAN 7
SCALE: T = 20-0" 7

TRENCH WIDTH
/ AS REQUIRED
COMPACTED SELECT FILL /7/ FINISHED GRADE

TO PAVEMENT OR SIDEWALK

OR BACKFILL TO GRADE OETECTABLE
/ UNDERGROUND
plow P WARNING TAPE
,,i_mm__§ DRAINAGE FILL
31__0“ \
MIN ;
Z 4" Ve
a . T (TYPICAL OF 2)
[
r3
U D

SECONDARY VOLTAGE DUCT BANK DETAIL

GENERAL NOTES

. RUN (2) #6 + #56 GROUND IN " CONDUWT FOR EACH POLE-MOUNTED
LIGHTING CIRCUIT,

2. SEE LIGHT PCLE BASE DETAIL CON ThiS SHEET FOR POLE BASE
REQUIREMENTS,

3. IF TRANSFORMER LOCATION 1S CHANGED FROM THAT DEPICTED ON THIS
PLAN, ELECTRICAL CONTRACTOR SHALL REEVALUATE CONDUCTOR SIZES
TO ACCOUNT FOR VOLTAGE DROPS AS REQUIRED BY APPLICABLE CODES,

4. COORDINATE ALL INSTALLATIONS WITH RESPECTIVE TRADES AND
UTILITIES. FIELD VERIFY QUANTITIES AND SIZES OF COMMUNICATIONS
CONDUITS BETWEEN BUILDING AND DRIVE-UP ISLANDS WITH BANKING
EQUIPHMENT SUPPLIER PRIOR TO ROUGH-IN.

CODED NOTES

SCALE: NONE
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PROPOSED LOCATION OF POWER COMPANY TRANSFORMER. COORDINATE
EXACT LOCATION AND REQUIREMENTS WITH UTILITY COMPANT PRIOR
TO INSTALLATION,

RUN (2) 4" CONDUITS FOR POWER AND (2) 4" CONDUITS FOR
DATA/COMMUNICATIONS AT 36" BELOW FINISHED GRADE. COORDINATE
EXACT QUANTITY AND ROUTING OF CONDUITS WITH RESPECTIVE
UTILITY COMPANIES PRIOR TO INSTALLATION. PROVIDE CONDUITS WITH
PULL STRING. -

APPROXIMATE PROPOSED ROUTING OF TELEPHONE SERVICE CONDUITS
TO MAIN TELEPHONE BOARD IN ELECTRICAL ROOM. RUN CONDUITS
BELOW FINISHED GRADE INSIDE BUILDING AND TURN UP IN ELECTRICAL
ROOM. COORDINATE WITH TELEPHONE UTILITY COMPANY AND OTHER
TRADES., SEE COMMUNICATIONS DUCT BANK DETAIL ON THIS SHEET.

APPROXIMATE PROPOSED ROUTING OF TRANSFORMER SECONDARY
CONDUCTORS TO ELECTRICAL ROOM. RUN CONDUITS BELOW FINISHED
GRADE INSIDE BUILDING AND TURN UP IN ELECTRICAL ROCM. SEE
SECONDARY VOLTAGE DUCT BANK DETAIL ON THiS SHEET. SEE
CONDUCTOR SIZES ON ONE-LINE DIAGRAM ON SHEET EB.I.

{(_5 ) SEE ENLARGED DRIVE-THRU ELECTRICAL PLAN ON THIS SHEET.

PROVIDE 120V CONNECTION TO ILLUMINATED OPEN/CLOSED LANE SIGN,
SIGNAL TECH TCLT7IBGR-I00, COORDINATE WITH SiGN INSTALLER PRICR
TO ROUGH-IN.

PROVIDE 120V CONMECTION TO ILLUMINATED ATM SIGN, SIGNAL TECH
TCL718A-125. COORDINATE WITH INSTALLER PRIOR TO ROUGH-IN.

EXTEND CIRCUIT THROUGH RELAT PANEL RPl, SEE SHEET Eil, PROVIDE
PROGRAMIMING OF RELAY FOR NIGHT OPERATION. COORDINATE
SCHEDULING WITH OWNER.

EXTEND CIRCUIT TO DRIVE-THRU LANE SIGN SWITCH, SEE SHEET E1.1.

RUN (1) I-1/2" STEEL CONDUIT WIiTH PULL STRING FROM DRIVE-UP
TELLER ISLAND TO DRIVE-UP TELLER AREA IN BANK BUILDING FOR
INSTALLATION OF AUDIO AND CONTROL CABLING BY BANK EQUIPMENT
INSTALLER. ROUTE CONDUITS UNDERGROUND. COORDINATE EXACT
ROUTING AND REGQUIREMENTS WITH BANK EQUIPMENT INSTALLER PRIOR
TO ROUGH-IN,

APPROXIMATE LOCATION OF DRIVE-UP TELLERS (WHERE ATM AND
DRIVE-THRU SiGN CONTROL SWITCHES AND OTHER INDOCOR DRIVE-THRU
EQUIPMENT ARE TO BE INSTALLED)., COORDINATE ALL REQUIREMENTS
WiTH BANK EQUIPMENT INSTALLER.

INCLUDE IN BID THE COST OF THE COMPLETE INSTALLATION OF THE
VACUUM AIR TUBE SYSTEM WHICH SHALL INCLUDE, BUT NOT BE
LIMITED TO, RUNNING POWER FEEDS TO THE BLOWER PACKAGES,
CONTROL BCOX AND AUDIC SWITCHER BOX; AND RUNNING AND
TERMINATING ALL COMPMUNICATIONS CABLING. VERIFY ALL
REQUIREMENTS WITH EQUIPMENT INSTALLER PRIOR TO ROUGH-IN.

INCLUDE iN BID THE COST OF THE COMPLETE INGTALLATION OF THE
THE ATM MACHINE AND ASSOCIATED EQUIPMENT, ELECTRICAL
CONNECTIONS SHALL INCLUDE, BUT NOT BE LIMITEDR TO, RUNNING AND
TERMINATING ALL POWER/COMMUNICATIONS WIRING, VIDEOC SYSTEM,
COMMUNICATIONS DISTRIBUTION BOX AND MODEM. COORDINATE ALL
ELECTRICAL REQUIREMENTS OF KIOSK AND EQUIPMENT WITH BANK
EQUIPMENT INSTALLER PRIOR TO ROUGH-iIN,

RUN (3) 1-1/2" STEEL CONDUITS WiTH PULL STRING FROM ATM UNIT
TC DRIVE-UP TELLER AREA IN BANK BUILDING FOR ATM STSTEM
COMMUNICATIONS, ALARM, RSI, ETC., CABLING INSTALLED BY OTHERS.
ROUTE CONDUITS UNDERGROUND. COORDINATE EXACT ROUTING AND
REQUIREMENTS WITH OWNER AND ATM INSTALLER PRIOR TO ROUGH-IN,

EXTEND CIRCUIT TO DRIVE-THRU LANE ATM SWITCH. SEE SHEET ELL

COORDINATE LOCATION AND RERUIREMENTS OF ELECTRIC METER WITH
ELECTRIC UTILITY COMPANTY,

PROVIDE 120V CONNECTION TO ILLUMINATED SIGN. COORDINATE EXACT
LOCATION AND REQUIREMENTS WITH SIGN INSTALLER PRIOR TO
ROUGH-IN. PROVIDE PROGRAMMING OF RELAY CONTROLLING SIGN
CIRCUIT FOR NIGHT TIME OPERATION. COORDINATE SCHEDULE WITH
OWNER .
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