
IRC  Summary


R302.1 Exterior walls >5' separation distance: Not fire-resistance rated


Projections >5' separation distance: Not Fire-resistance rated


Wall openings >5' separation distance: Unlimited


Penetrations >5' separation distance: No protections required


R302.3 Two-Family Dwellings


1-hour fire-resistance rated ceilings and walls for separation.


R302.7 됀 ⨀̀尀匀 倀̀堀嘀圀 匀̀唀刀圀䠀䘀圀 嘀̀圀䐀䰀唀嘀 䰀̀儀 䠀̀儀䘀伀刀嘀䠀䜀 嘀̀匀䐀䘀䠀嘀 堀̀儀䜀䠀唀̀ 嘀圀䐀䰀唀嘀


R302.11 Provide Fire Blocking:


At ceiling and floor levels (including soffits and cove ceilings)


Between stair stringers at top and bottom of run


At ceiling and floor penetrations with materials complying with ASTM E 136


R302.12 No draftstopping required as there are no usable spaces above ceiling


R303.1 All habitable rooms must have glazing areas at 8% of floor area, or be artificially ventilated and lit


R303.3 Bathrooms must have 3sf of glazing, or be artificially ventilated and lit


R303.7 Required glazing shall open directly into yard.


R304 One room shall be 120sf minimum


All habitable rooms shall be 70sf minimum and shall not be less than 7' in any direction


Only areas with sloped ceilings over 5' and flat ceilings over 7' shall contribute to the required areas.


R305 Min ceiling height: 7'


R308.4 Doors shall have safety glazing.


R310.1 㟐䐀嬀 嘀̀䰀伀伀 䬀̀䠀䰀䨀䬀圀ᴀ ᜀ̀ᜀ됀


R310.1.1Min emergency opening area: 5.7sf


R310.1.2㟐䰀儀 䠀̀倀䠀唀䨀䠀儀䘀尀 刀̀匀䠀儀䰀儀䨀 䬀̀䠀䰀䨀䬀圀ᴀ ᔀ̀ᜀ됀


R310.1.3㟐䰀儀 䠀̀倀䠀唀䨀䠀儀䘀尀 刀̀匀䠀儀䰀儀䨀 娀̀䰀䜀圀䬀ᴀ ᔀ̀ጀ됀


R311.2 ⠀䨀唀䠀嘀嘀 ✀̀刀刀唀̀ ᘀᔀ됀 娀̀䰀䜀䠀ༀ ᨀ̀ᬀ됀 䬀̀䰀䨀䬀


R311.3 ᘀᤀ됀 䜀̀䠀䠀匀 伀̀䐀儀䜀䰀儀䨀嘀 嘀̀䬀䐀伀伀 䔀̀䠀 匀̀唀刀夀䰀䜀䠀䜀 刀̀儀 䠀̀䰀圀䬀䠀唀̀ 嘀䰀䜀䠀 刀̀䤀̀ 䠀䨀唀䠀嘀嘀 䜀̀刀刀唀ᄀ


R311.3.1Ⰰ䤀̀ 䜀刀刀唀̀ 嘀娀䰀儀䨀嘀 䰀̀儀ༀ ᨀ̀ ᘀ̀ሀᜀ됀 嘀̀圀䠀匀 圀̀刀 刀̀堀圀嘀䰀䜀䠀 䐀̀伀伀刀娀䠀䜀


R311.6 ⬀䐀伀伀娀䐀尀嘀 ᘀ̀ᤀ됀 娀̀䰀䜀䠀


R311.7 㘀圀䐀䰀唀娀䐀尀 ᘀ̀ᤀ됀 娀̀䰀䜀䠀


ᤀကᬀ됀 䬀̀䠀䐀䜀唀刀刀倀


㨀䰀儀䜀䠀唀嘀ᴀ 倀̀䠀䐀嘀堀唀䠀䜀 ᐀̀ᔀ됀 䤀̀唀刀倀 䰀̀儀嘀䰀䜀䠀 䐀̀儀䜀 ᤀ̀됀 倀̀䰀儀 䜀̀䠀匀圀䬀 䐀̀儀尀娀䬀䠀唀䠀


㔀䰀嘀䠀唀ᴀ ᨀ̀ ̀됀


㜀唀䠀䐀䜀ᴀ ᐀̀ጀ됀


R311.7.5⼀䐀儀䜀䰀儀䨀嘀 ᘀ̀ᤀ됀 䜀̀䠀䠀匀


Landing not required at top of stair with door opening away from stair


R311.7.7 Handrail shall be provided on one side of stair.


⬀䠀䰀䨀䬀圀ᴀ ᘀ̀ᜀ됀ကᘀᬀ됀


⨀唀䰀匀 㘀̀䰀崀䠀ᴀ ᐀̀ᄀᔀ᠀됀 က̀ ᔀ̀됀 ̀䘀䰀唀䘀堀伀䐀唀ఀ 


R312.1 ⨀堀䐀唀䜀嘀 娀̀䬀䠀唀䠀 ᘀ̀ጀ됀 䜀̀唀刀匀


ᘀᤀ됀 䬀̀䰀䨀䬀


R313 Sprinkler system not required for alterations.


R314 Smoke Alarms hardwired required


R315 CO detectors required


R612.2 㘀䰀伀伀嘀 䔀̀䠀伀刀娀 ᔀ̀ᜀ됀 䤀̀唀刀倀 䤀̀䰀儀䰀嘀䬀 䤀̀伀刀刀唀̀ 倀堀嘀圀 䬀̀䐀夀䠀 ᜀ̀됀 刀̀匀䠀儀䰀儀䨀 伀̀䰀倀䰀圀䠀唀ᄀ


IECC - Brief Summary


402.1.1 Insulation and Fenestration Minimums: (for new construction)


Fenestration U-Factor  0.35


Ceiling R-Value 49


Wood Frame Wall R-Value 20 or 13+5


Basement Wall R-Value 15/19 
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