HOOD INFORMATION — Job#2658653

SPECIFICATION: CAPTRATE® GREASE-STOP® SOLO FILTER

THE CAPTRATE GREASE-STOP SOLO FILTER IS A SINGLE-STAGE FILTER FEATURING
A UNIQUE S-BAFFLE DESIGN IN CONJUNCTION WITH A SLOTTED REAR BAFFLE DESIGN,

TO DELIVER EXCEPTIONAL FILTRATION EFFICIENCY.
FILTER IS STAINLESS STEEL CONSTRUCTION, AND SIZED TO FIT INTO STANDARD

2-INCH DEEP HOOD CHANNELC(S).

UNITS SHALL INCLUDE STAINLESS STEEL HANDLES AND A FASTENING DEVICE TO SECURE THE TwO
COMPONENTS WHEN ASSEMBLED.

GREASE EXTRACTION EFFICIENCY PERFORMANCE SHALL REMOVE AT LEAST 73% 0OF GREASE

PARTICLES FIVE MICRONS IN SIZE, AND 90% GREASE PARTICLES SEVEN MICRONS IN SIZE AND
LARGER, WITH A CORRESPONDING PRESSURE DROP NOT TO EXCEED 1.0 INCHES 0OF WATER GAUGE.

THE CAPTRATE GREASE-STOP SOLO WAS TESTED TO ASTM STANDARD ASTM F2319-05.
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CAPTRATE FILTERS ARE BUILT IN COMPLIANCE WITH:

NFPA #96

NSF STANDARD #2

UL STANDARD #1046
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EXHAUST PLENUM HOOD CONFIG.
HOOD MAX, RISERCS) ToTAL HOOD
NO TAG MODEL LENGTH |COOKING| TOTAL SUPPLY CONSTRUCTION END TO ROW
' TEMP. |EXH. CFM|WIDTH]|LENG. |HEIGHT| DIA. | CFM SP. CFM END
5412 . _ | eoo , , s 430 SS
1 SND-P—PSP—F 7 5.00 Deg. 1854 4 14 1854 0.822 1187 Where Exposed ALONE | ALONE
HOOD INFORMATION
FILTERC(S) LIGHTC(S) UTILITY CABINETC(S) FIRE HOOD
HNDDDD TAG TYPE QTY|HEIGHT|LENGTH|  EFFICIENCY @ 9 ory TYPE WIRE || neaTiON|  SIZE HRESISTEN ==L TRILAL SWLTEHES SYSTEMHANGING
' ' MICRONS ' GUARD TYPE SIZE MODEL # QUANTITY PIPING| WGHT
1 Coptrate Solo Fitter | 5 | 20° | 16* o %epeéc.mter 3 Screw In Compoct NO | Right 112"x27"x24"| Ansul R102 30 ves | Ups
HOOD OPTIONS
HN':'DDD TAG OPTION
FIELD WRAPPER 17.00” High Front, Right
BACKSPLASH 68.00” High X 102,00 Long 430 SS Vertical
LEFT SIDESPLASH 80.00” High X 54.00" Long 430 SS Vertical
) BACKSPLASH — INSIDE CORNER 68.00” High X 200 Leg Length 430 SS Vertical
LEFT END STANDOFFCFIN/SLPY 1”7 Wide 24’ Long Insulated
RIGHT QUARTER END PANEL 23’ Top Width, 0 Bottom Width, 23" High 430 SS
LEFT QUARTER END PANEL 23’ Top Width, 0” Bottom Width, 23" High 430 SS
INSULATION FOR BACK OF HOOD
PERFORATED SUPPLY PLENUM(S)
HOOD RISERCS)
N, TAG POS. LENGTH| WIDTH [HEIGHT | TYPE WwIDTHILENG. | DIA. CEM SP.
MUA 8” 367 593 0.158”
1 F t 3907 20” 6"
ron MUA 8" | 36" 593 | 0.158"
1# LAYER OF INSULATION FACTORY
INSTALLED IN INTERNAL BACK STANDOFF.
1* LAYER OF INSULATION MEETS 0 INCH REQUIREMENTS FOR
FACTORY INSTALLED IN CLEARANCE TO COMBUSTIBLE SURFACES.
1.00” END STANDOFF MEETS
0’ REQUIREMENTS CLEARANCE
TO COMBUSTIBLE SURFACES, %
y |
; ®14*
] 27" S
E - EXHAUST RISER
Utility \
; Cobinet
¢ HANGING ANGLE
54+
; UL. Listed Screw In T \rSQHDDD TABLE
” Compact Fluorescent Bulb — —
Il
; O () O 20 CAPTRATE SOLO : — [ 1]
¢ 7 FILTER WITH HOOK ~—~_|
| 1
; 1 LAYER OF INSULATION FACTORY
5 INSTALLED IN 3* INTERNAL STANDOFF. 67 ogr
; MEETS 0 INCH REQUIREMENTS FOR |
; CLEARANCE TO COMBUSTIBLE SURFACES. 1
. ¢
R 36 T 36 T KD
IT IS THE RESPONSIBILITY
OF THE ARCHITECT/OWNER TO
f T ENSURE THAT THE HOOD CLEARANCE
207 g iy FROM LIMITED-COMBUSTIBLE
[ AND COMBUSTIBLE MATERIALS
l } ) IS IN COMPLIANCE WITH 48.0° MAX
. 10 10° LOCAL CODE REQUIREMENTS. 23” '
] | ]
/ BACKSPLASH 6B.00" HIGH
X 102.00° LONG
, , GREASE DRAIN
44 172 ' 44 172 WITH REMOVABLE CUP / va 23"
LEFT AND RIGHT QUARTER END PANELS —I
23 1/4 | 43 1/2 |
= 7’ 5.00°Nom./7’ S.00°0D ~ 18" —
8'-6.00” Overall Length EQUIPMENT
BY OTHERS

PLAN VIEW — Hood #1

7 5.00" LONG 5412SND—2—PSP—F

PSP _HANGING ANGLE

172" DIA. ALL THREAD ROD

CONNECTED TO ROOF JOIST
THROUGH ANOTHER
HANGING ANGLE

STEEL HANGING ANGLE

N/

Waaaaa,

0

172" DIA. HEAVY DUTY NUT
AND WASHER - ONE ABOVE
AND ONE BELOW HANGING ANGLE

ROD, NUTS, AND WASHERS TO BE SUPPLIED BY INSTALLING CONTRACTOR
HANGING ANGLE IS PRE-PUNCHED AT FACTORY

CAPTIVE-AIRE HOODS ARE
BUILT IN COMPLIANCE WITH

BUILT
IN
ACCORDANCE
WITH
NFPA
No. 96

NFPA #96

NSF
UL 710 & ULC/10 STANDARDS

E.T.L. LISTED 3054804-001

ND—2 HANGING ANGLE DETAIL

1/2" DIA. ALL THREAD ROD
CONNECTED TO ROOF JOIST
THROUGH ANOTHER HANGING
ANGLE

1/2" DIA. HEAVY DUTY NUT
ONE ABOVE AND ONE BELOW
HANGING ANGLE

ROD AND NUTS TO BE SUPPLIED BY INSTALLING CONTRACTOR
HANGING ANGLE IS PRE—PUNCHED AT FACTORY

1/2 Pint Grease Cup Detail

Grease cup will be supported by 2 studs

on the inside wall of the hood. The grease will
drain through a concealed grease trough

and into this removeable cup.
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