11/@88/2613 18:43

T

2877977466 GIROUX OIL
iy ' i T

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 11/14/113

wall mounted space heating and combi models for space heating and ‘
domestic hot watar with up to 98.7% efficiancy and 57.2 to 151.8 MBH inputs
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Bosch Greenstar
High-Efficiency, Gas Condensing Boilers
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Energy-Saving & Environmantal Features

» High efficiency - up to 98.7% with low temperature ~
applications {up to 96.1% AFUE)
» Low NOX - less than 40 mg / kWh (ppm), meeting 2012
SCAQMD standards Fan
» Simple & intelligent control options avallable, optimizing
- botler efficiancy and fuel consumption
» Low electrical consumption when the boller is in Burnar
standby mode . Sxpmnalon Electrade
b Aluminum-siticon heat exchanger delivers high Ansembly
efficiency and reliability Primary
» Electronlc ignition Sansor
p Anti-cycle & modulation control Limlt Btat
Time & Labor Saving Installation Features
L MaxCO: ~—, | Hent Call
b All models available as NG & LP Adjustrient
» Internal piping manifeld atlows for BSP / NTP conversion  pmieseat Digital
» Robust water side PH operating levels of 4.0 = 8.5 {Flue Gag) Dlaplay
> High altitude flexibllity - 7,000 no de-ra}t}e
» Venting length up to 100’ each way with 3" FVC pipe, System
up to 8 elbows Exohanor Prosaure
» Venting combined length up to 81' with 2" PVC N cirentat!
(except Bosch Greenstar 151 modals) o
Gas Valve a0 wntefl
End-Use Comfort & Convenience Features Minco * ;:::o';
Adjustawmnt Comtrol
» Limited lifetime* heat exchanger warranty ) bt
b Limitéd S-year* parts & labor warranty _Ir!aallng . : y n‘uw
» Bosch renowned quality and rellability smperatura A R o omparataro
» Built-in frost protection Satelng ! 1 Setting
» Compact dimensions deat Tranle -
» ECO mode for energy saving fuel consumption gatronie
» Controls behind flap / Key pad lock - a«;stheticaily

pleasing and discourages children altering eontrols

*L Imited warranty. Copies of original warranties in their entirely are
availahle upon request, Please contac! your arca representative,

2 | Bosch Greenstar Boller Sarles
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: Gresnstar Greanstar . reot

Modcls Gombl 161 .. 57 100 ey

Deseription: : ZWB42:3  /BRIER 2BR28:3 .. ,23935-3 ZBRA2-3
part Number 7713321041 ?712231415 7782231415 LITrsAd. ;mzf,lfﬂ,

BT RER SRRt m ﬁi@@éﬁi@;"ﬁ %ﬁa SR AR
Fuel 5 NG / LP u ! : NG/ P
Input Maximum (M8H} 181.6 1518
Input Minkmum (MBH) a8 36
DOE Heating Capacity (MBH) 1344 -~ _ 134.4
“Net |=BnR {MBH) 7. 3 108 M7
AFUE 943% . 98d% 94.3%
" Low Temp Applicatior Efficienclos. .. 0B.8% . ... OBIT% 96.6%
DHW Flow Max (AT at 72°F) a0@eM e

Watar Vdlume Q.BS{% gi‘, o U 9% Gh{)' M?g?i‘j

~‘1 5 BEHOA AN 7 R BBl
S e R S Gl &5 ‘aﬁ% : i
‘ 11.0 ZLbs,- 110.2 Lbs. 103.6 i:bs. 103.6 Lbs. - 103 6‘[..b5. . 103 G Lbs
(Wit’nout Packaging) . (50 *g) {soke) - {47 kel @7 ka) . 47k (47 kg) g
Dimensicns ‘ 17 4rwaast  A7.4Tx 885" 114PxERST  17.4"x33E fmz;" X ?3,5“_ 17.4" x 33.5"
WxHxD o X 1.3 o x13.98" X -‘71,3,9" x 13.9" Co e h.'?»9" x 13.9"
Minitmum Recommendad R -', . S e e g .
Pipe Size . 1" & T _'1 _ 1 L 1 N 1
€ ‘ Supply Tappings 1 E S L s L
__Return Tapptnes v R A N
Domestic Cold Water Supply e L S T s
_Domestie Het-Water Supply woo i T
Gaa Conhaction Blze o Lo W %' LW T W
vent Sze T Tah gt.g o 2% PR i a3
Vant Materiat . : P\rc,f eP\rc EVC / CPVE . PVC /{}PV{‘. PVC / CPVC BRG] EPVE PVC / CPVC
Combustion Air Size ot -3 -3 9% . 3" Cgregr 2" 3"
. Mo De-Futliip - . Ng Do aatlng No Og-Rating - oD Fhﬂng .
High Altitude Capabllity 1o 7,000 Defiated  "upis 7000 upto7000 . -upts 700 Oe-Rated
Gas Prossure Minfmum w.c, NE 35 LLP 8" NGB -LPE NG 35%- 4P A" NGAS!- LPB" ; NGBS" LPB"
I ST SRR 4 7 M T S S S RS vr ey .‘ ko
DERBREE ﬁ%ﬁ%ﬂﬁﬁ@i w%ﬁ%%ﬂzﬁ%ﬁm Ww;ﬁ»‘_«‘;f@f&iﬁ %ﬂ_“V Beag
Ab-8l- Heat Exchanger L i oo : ‘”’ i :
3 Spead Grundfos o RS T v ‘:‘.f.- S ."
Integratad Pump : L _(. /< L '/ v /
integrated Expansion Vassel (. 3A7Gal{2y) i n e -
FW200 Waather ol Lo j e
Compsetsation Control - _/‘ Y n v g v ’
Meatronle 11l - Control PCB v v v v K4 v
Hydronlas ManHold Brackat . .
with NPT Connection 0 v g v Y v
_Twin Pipe Flue Adapter 4 v s v v v
Tank Sensor s . v v v v
Systemn Supply Senser v v v v L v
NG / LP Gonversion Kit L v % v S v
v - v v LY v

(-\ Gondensate Trap Draln Hose

i

www bosch-climate us | 3
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UL-1738 & ULC-S636 Listed

+ Approved for use in the United Statas and Canada

+ The only single wall polymeric vent, system listed 10 the rigorous
UL-1738 safety standard

+ Application specific custom parts

» Centrotherm’s Tull expertise and industry support

10 Year Limited Warranty

« innoFlue® vent systems are supported by an industry leading
10 year limited manufacturer’s warranty

Construction -

~ Industry leading 2mm wall thickness provides impact protection
+ Polypropylene is highly corrosion resistant, making it suitable
for both gas and oll fired appliances

LL-1738 and ULC-S636 certified for sustainad fiue gases up
to 230°F (110°C).

Zero clearance to combustibles

PP~V Black termination components provide enhanced

UV protection

High quality joint connections for a consistently

tight fit up

Integrated Gasket System
- No adhesives required

- Allows for post installation adjustmerts
. Immediate use of appliance upon installatton

Rapid Installation

- Light welght allows for ease of handiing
and instaliation

- Reduced fabor costs up to 75%

- No spacial tools required

LEED Compliance

+ Uses 100% recyclable polypropylane

~ No solvent based PVC or CPVC adhesives
per IE ¢redit 4.1

JANUARY 2012 PRODUGT CATALOG B DIVIENSIDNAL BATA - InftAua® 5w, ek & Concentii(
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InnoFue™ 5ingle Wall is UL-1738 1, 1A &
iV and ULC-5636 BH Gas Vent System
Clags § C listed for use with natufal
ga4 and propane fited appliances.
innoFlue® Single Walt ¢an also b used
with off fired condensing appliances
with a maximum flue gas temperature

of Z30° {(110°C), InnoFlue® Smgle Wall
is installed inside a chase, wall or left
axposed on the intedor of & structure,

innoFlua® Single Wall is & highly
engineered vant system that can ha
used in conjunction with our InnoFhs®

Flex or Concentric Vant Systems. i

Innofiue Single Wall can be installed
a8 & stond alone exhaust or usadd 1
common vent multiple appliances
through a shared flue. Common

vant systems requing Appliance
manufacturer and Jocal code approval.
imnofiue® Single Wal is avallable in 2"
through 12" diameters,

CaRmmdl
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