
GEC3/GES3


12 & 24 VDC


S E R I E S


Standard Features

• Nominal voltage 12VDC and 24VDC

• 24VDC units have field selectable candela options of 15, 30, 60, 75 & 110

• 12VDC units have field selectable candela options of 15, 30, 60 & 75

• GEH horn is available in 12VDC or 24VDC

• Unit Dimensions: 5” (12.7 cm) high x 4.5” (11.43 cm) wide x 2.5” (6.35 cm)


deep

• Super-Slide® Bracket - Ease of Supervision Testing

• Checkmate® - Instant Voltage Verification

• Synchronize strobe and/or horn with Gentex AVSM Control Module

• Prewire entire system, install mounting bracket, then install signals

• Documented lower installation and operating costs

• Input terminals accept 12 to 18 AWG

• Switch selection for high or low dBA

• Switch for chime, whoop, mechanical and 2400Hz tone

• Tamperproof re-entrant style grill

• Switch for continuous or temporal 3 tone (not available on whoop tone)

• Surface mount with the GSB (Gentex Surface Mount Box)


• Silence audible while visual appliance will remain flashing (for use in


accepted jurisdictions)

• Faceplate available in red or off-white


Applications


The Commander3 Series is a low profile strobe and horn/strobe combination

that offers dependable audible and visual alarms and the absolute lowest

current available.


The GE3 Series 24VDC offers tamperproof field selectable candela options of


15, 30, 60, 75, and 110 candela. The 12VDC offers tamperproof field


selectable candela options of 15, 30, 60, and 75 candela.


The Commander3 Series horn offers a continuous or synchable temporal three

in 2400Hz and mechanical tone, a chime and whoop tone. All tones are easy

for the professional to change in the field by the use of switches.


The GE3 Series has a minimal operating current and has a minimum flash rate

of 1Hz regardless of input voltage.


The Commander3 Series is shipped with a standard 4" metal mounting plate

which incorporates the popular Super-Slide® feature that allows the installer to

easily test for supervision. The product also features a locking mechanism

which secures the product to the bracket without any screws showing.


The Commander3 also features the patented Checkmate® - Instant Voltage

Verification feature which allows the installer to check the voltage drop draw

and match it to the blueprint.


The GE3 Series appliances are ANSI/UL 464 and ANSI/UL 1971, listed for use

with fire protective systems and are warranted for three years from date of

purchase.


Commander3 Series Selectable

Candela Evacuation Signals


Product Listings


Product Compliance


•• NNFFPPAA 7722


•• AAmmeerriiccaannss wwiitthh DDiissaabbiilliittiieess AAcctt ((AADDAA))


•• IIBBCC//IIFFCC//IIRRCC


•• QQuuaalliittyy MMaannaaggeemmeenntt SSyysstteemm iiss cceerrttiiffiieedd

ttoo:: IISSOO 99000011::22000088


•• AANNSSII//UULL 446644 && AANNSSII//UULL 11997711 LLiisstteedd


•• CCSSFFMM:: 77113355--00556699::112222 ((GGEECC33--2244 &&

GGEEHH--2244))


77112255--00556699::112233 ((GGEESS33--2244))


77112255--00556699::112299 ((GGEESS33--1122))


77113355--00556699::113300 ((GGEECC33--1122 &&

GGEEHH--1122))


•• MMEEAA:: 228855--9911--EE ((GGEECC33--2244 && GGEESS33--2244))


558800--0066--EE ((GGEECC33--1122 && GGEESS33--1122))

Patents


•• 77,,337755,,661177  MMaayy 2200,, 22000088
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GES3 12VDC or 24VDC Selectable Candela, Low Profile Evacuation Strobe


GEC3 12VDC or 24VDC Selectable Candela, Low Profile Evacuation Horn/Strobe


Model Designations:

W = Wall mount


R = Red Faceplate W = White Faceplate


All units are available in plain (no lettering).

PPllaaiinn uunniittss aarree nnoonn--rreettuurrnnaabbllee..


ALERT bezel available for order


AGENT bezel available for order


GEH 12VDC or 24VDC Low Profile Evacuation Horn


NOTES:

• Operating temperature: 32°to 120°F (0° to 49°C).  The GEC3 and GES3 Series is nnoott listed for outdoor use.


• For nominal and peak current across ANSI/UL regulated voltage range for filtered DC power and unfiltered (FWR [Full Wave

Rectified]) power, see installation manual.  12VDC models are DC only.


• GGeenntteexx ddooeess nnoott rreeccoommmmeenndd uussiinngg aa ccooddeedd oorr ppuullssiinngg ssiiggnnaalliinngg cciirrccuuiitt wwiitthh aannyy ooff oouurr ssttrroobbee pprroodduuccttss ((sseeee TTeecchhnniiccaall BBuulllleettiinn NNuummbbeerr 001144))..


•  The sound output for the temporal 3 tone is rated lower since the time the horn is off is averaged into the sound output rating.   While the horn is

producing a tone in the temporal 3 mode its sound pressure is the same as the continuous mode.


* Operating the horn in this mode at this voltage will result in not meeting the minimum ANSI/UL 464 reverberant sound level required for public mode

fire protection service.  These settings are acceptable only for private mode fire alarm use.  Use the high dBA setting for public mode application (not

applicable when using the chime tone. The chime tone is always private mode).


1
RMS current ratings are per ANSI/UL average RMS method.  ANSI/UL max current rating is the maximum RMS current within the listed voltage


range (16-33VDC for 24VDC units) (8-17VDC for 12VDC units).  For strobes the UL max current is usually at the minimum listed voltage (16VDC


for 24VDC units) (8VDC for 12VDC units).  For audibles the max current is usually at the maximum listed voltage.  For unfiltered FWR ratings, see


installation manual.


MMooddeell NNuummbbeerr PPaarrtt NNuummbbeerr NNoommiinnaall VVoollttaaggee

RReevveerrbbeerraanntt ddBBAA aatt


1100fftt..,, ppeerr AANNSSII//UU LL 446644


IInn AAnneecchhooiicc RRoooomm

ddBBAA aatt 1100fftt..


GEH12-R 904-1239-002 12VDC 62-82 100


GEH12-W 904-1241-002 12VDC 62-82 100


GEH24-R 904-1205-002 24VDC 62-82 100


GEH24-W 904-1207-002 24VDC 62-82 100


MMooddeell NNuummbbeerr PPaarrtt NNuummbbeerr NNoommiinnaall VVoollttaaggee

CCaannddeellaa


((AANNSSII//UULL 11997711))


GES3-12WR 904-1235-002 12 VDC 15, 30, 60, 75


GES3-12WW 904-1237-002 12 VDC 15, 30, 60, 75


GES3-24WR 904-1321-002 24 VDC 15, 30, 60, 75, 110


GES3-24WW 904-1319-002 24 VDC 15, 30, 60, 75, 110


MMooddeell NNuummbbeerr PPaarrtt NNuummbbeerr NNoommiinnaall VVoollttaaggee

CCaannddeellaa


((AA NNSSII//UULL 11997711))


RReevveerrbbeerraanntt ddBBAA aatt


1100fftt..,, ppeerr AANNSSII//UULL 446644


IInn AAnneecchhooiicc RRoooomm

ddBBAA aatt 1100fftt..


GEC3-12WR 904-1231-002 12 VDC 15, 30, 60, 75 62-82 100


GEC3-12WW 904-1233-002 12 VDC 15, 30, 60, 75 62-82 100


GEC3-24WR 904-1317-002 24 VDC 15, 30, 60, 75, 110 62-82 100


GEC3-24WW 904-1315-002 24 VDC 15, 30, 60, 75, 110 62-82 100


GE3-24 Product Horn Current Ratings


HHoorrnn DDeecciibbeell LLeevveellss HHoorrnn CCuurrrreenntt RRaattiinnggss


HHoorrnn MMooddee


MMiinniimmuumm SSPPLL

a
att 1100fftt..,, ppeerr
AANNSSII//UULL 446644


((HHIIGGHH))


MMiinniimmuumm SSPPLL

aatt 1100fftt..,, ppeerr
AANNSSII//UULL 446644


((LLOOWW))


RReegguullaatteedd 2244VVDDCC
MMaaxx.. OOppeerraattiinngg @@

HHiigghh SSeettttiinngg ((mmAA))


Temp 3 2400Hz 78 dBA 71* dBA 28mA


Temp 3 Mechanical 76 dBA 70* dBA 25mA


Temp 3 Chime 70* dBA 66* dBA 15mA


Continuous 2400Hz 81 dBA 74* dBA 28mA


Continuous Mechanical 80 dBA 72* dBA 25mA


Continuous Chime 70* dBA 66* dBA 15mA


Whoop 82 dBA 69* dBA 56mA


GE3 Product Strobe Current Ratings (mA)


1122 VVDDCC ((88--1177..55 VVoollttss)) 2244 VVDDCC ((1166--3333 VVoollttss))


Candela 1122VVDDCC UL Max1 24VDC UL Max1


15cd 110066mmAA 92mA 30mA 42mA


30cd 113311mmAA 141mA 35mA 58mA


60cd 118866mmAA 260mA 66mA 97mA


75cd 223377mmAA 312mA 80mA 116mA


110cd 103mA 161mA


GE3-12 Product Horn Current Ratings


HHoorrnn DDeecciibbeell LLeevveellss HHoorrnn CCuurrrreenntt RRaattiinnggss


HHoorrnn MMooddee


MMiinniimmuumm SSPPLL

a
att 1100fftt..,, ppeerr
AANNSSII//UULL 446644


((HHIIGGHH))


MMiinniimmuumm SSPPLL

aatt 1100fftt..,, ppeerr
AANNSSII//UULL 446644


((LLOOWW))


RReegguullaatteedd 1122VVDDCC

MMaaxx.. OOppeerraattiinngg @@
HHiigghh SSeettttiinngg ((mmAA))


Temp 3 2400Hz 76 dBA 69* dBA 29mA


Temp 3 Mechanical 75 dBA 68* dBA 26mA


Temp 3 Chime 62* dBA 60* dBA 13mA


Continuous 2400Hz 79 dBA 74* dBA 29mA


Continuous Mechanical 78 dBA 72* dBA 26mA


Continuous Chime 63* dBA 61* dBA 13mA


Whoop 78 dBA 71* dBA 55mA
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MODEL

SELECTION


MARKER


TTOONNEE

SWITCH POSITION


3 4 5


Mechanical Temporal 3 ON ON ON


Mechanical - Continuous OFF ON ON


2400Hz - Temporal 3 ON OFF ON


2400Hz - Continuous OFF OFF ON


Chime - Temporal 3 ON ON OFF


Chime - Continuous OFF ON OFF


Whoop ON OFF OFF


Whoop OFF OFF OFF


NOTE:

• SSwwiittcchh PPoossiittiioonnss 11 aanndd 22 iinn tthhee OOFFFF ppoossiittiioonn ttoo

sseelleecctt iissoollaatteedd hhoorrnn aanndd ssttrroobbee ppoowweerr iinnppuuttss

• SSwwiittcchh PPoossiittiioonn 66 OONN == HHIIGGHH ddBBAA

• SSwwiittcchh PPoossiittiioonn 66 OOFFFF == LLOOWW ddBBAA


Tone Switch Locations


Gentex Super-Slide®


Mounting Bracket

Allows the installer to pre-wire


the system, test for system


supervision, remove the signal


head until occupancy, switch


out Gentex signals without


changing mounting brackets


and has locking edge connector


for snap-in-place installation.


Gentex Checkmate® Instant

Voltage Verification

It is often necessary to confirm the


voltage drop along a line of devices. The


access holes are provided in the back of


the terminal block to allow the voltage to


be measured directly without removing the


device. Typically this would be done at the


end of the line to confirm design criteria.


Most measurements will be taken using


the S+ and S- locations although access


is provided to other locations.


NNOOTTEE:: CCaarree sshhoouulldd bbee ttaakkeenn ttoo nnoott sshhoorrtt


tthhee tteesstt pprroobbeess..


To remove bezel, grip both sides of bezel


and pull in a downward and outward motion.


Candela selection slider


switch.  Depress center


and slide switch to desire


brightness level.


Break off pin and insert


into hole at the bottom of


the selector to lock


candela setting.  Signal


must be removed from


bracket and pin pushed


forward from backside out


of hole to change


candela.
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GEC3/GES3


12 & 24 VDC


S E R I E S


Important Notice:


These materials have been prepared by Gentex Corporation ("Gentex") for informational purposes only, are


necessarily summary, and are not purported to serve as legal advice and should not be used as such.


Gentex makes no representations and warranties, express or implied, that these materials are complete and


accurate, up-to-date, or in compliance with all relevant local, state and federal laws, regulations and rules.


The materials do not address all legal considerations as there is inevitable uncertainty regarding


interpretation of laws, regulations and rules and the application of such laws, regulations and rules to


particular fact patterns.  Each person's activities can differently affect the obligations that exist under


applicable laws, regulations or rules.  Therefore, these materials should be used only for informational


purposes and should not be used as a substitute for seeking professional legal advice.  Gentex will not be


responsible for any action or failure to act in reliance upon the information contained in this material.


551-0050-06


24 units per carton

28 pounds per carton


Architect & Engineering Specifications

The audible and/or visible signal shall be Gentex GEH, GES3, GEC3 Series or approved equal and shall be listed by Underwriters


Laboratories, Inc. per ANSI/UL 1971 and/or ANSI/UL 464. The notification appliance shall also be listed with Factory Mutual Listing


Service (FM) and the California State Fire Marshal (CSFM).


The notification appliance (combination audible/visible) shall produce a peak sound output of 100dBA or greater at 12VDC or


24VDC as measured in an anechoic chamber. The signaling appliance shall also have the capability to silence the audible signal while


leaving the visible signal energized with the use of a single pair of power wires. Additionally, the user shall be able to select either


continuous or temporal tone output with the temporal signal having the ability to be synchronized.


Unit shall be capable of being installed so that any unauthorized attempt to change the candela setting will result in a  trouble signal


at the fire alarm control panel.


The audible/visible and visible signaling appliance shall also maintain a minimum flash rate of 1Hz or up to 2Hz regardless of power


input voltage.  The strobe appliance shall have an operating current of 42mA or less at 24VDC for the 15Cd strobe circuit and 92mA or


less at 12VDC for the 15Cd strobe circuit.


The appliance shall be polarized to allow for electrical supervision of the system wiring. The unit shall be provided with a mounting


bracket with terminals and barriers for input/output wiring and be able to mount to a single gang or double gang box or double workbox


without the use of an adapter plate. The unit shall have an input voltage range of 16-33 volts with either direct current or full wave


rectified power for 24VDC models or a voltage range of 8-17.5 volts for 12VDC models.


The appliance shall be capable of testing supervision without disconnecting wires, verify voltage without removing unit and be


capable of mounting to a surface back box.


NOTES:

• All strobes are designed to flash as specified with continuous applied voltage.  Strobes should not be used on coded or pulsing


signaling circuits.  However, use of the Gentex AVSM control module or Gentex synchronization protocol is permitted to synchronize


the strobe, horn and/or mute the horn.  See Technical Bulletin 014 for additional information.


• FFOORR SSYYNNCCHHRROONNIIZZAATTIIOONN WWIIRRIINNGG IINNFFOORRMMAATTIIOONN,, RREEFFEERREENNCCEE AAVVSSMM CCOONNTTRROOLL MMOODDUULLEE DDAATTAA SSHHEEEETT ((555511--00003311))

AANNDD//OORR AAVVSSMM CCOONNTTRROOLL MMOODDUULLEE MMAANNUUAALL ((555500--00228844)) FFOORR SSYYNNCCHHRROONNIIZZAATTIIOONN MMOODDUULLEE WWIIRRIINNGG DDIIAAGGRRAAMMSS..  AAVVSSMM

CCOONNTTRROOLL MMOODDUULLEE DDAATTAA SSHHEEEETT AANNDD MMAANNUUAALL CCAANN BBEE OOBBTTAAIINNEEDD AATT hhttttpp::////wwwwww..ggeenntteexx..ccoomm OORR CCAALLLL GGEENNTTEEXX

CCOORRPPOORRAATTIIOONN AATT 11--880000--443366--88339911..


• WWhheenn ssyynncchhrroonniizziinngg tthhee GGEE33 1122VVDDCC SSeerriieess,, tthhee GGeenntteexx AAVVSSMM ccoonnttrrooll mmoodduullee oorr GGeenntteexx ssyynncchhrroonniizzaattiioonn pprroottooccooll MMUUSSTT bbee uusseedd..


Conventional Wiring Diagrams for Emergency Notification Evacuation Series
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