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2 > 2 Product Specifi cations
Model Stock# Description
® ‘2,, AS, MS-RA 1000256  Remote Alarm LED (Red)
ALARM MS-RA/P N/S Remote Alarm LED (Red) and Pilot LED
® © (Green)
TESTRESET MS-RA/R 1000255  Remote Alarm LED (Red) and push-button
2 2 2 Test/Reset switch
MS-RA MS-RA/P MS-RA/R MS-RA/P/R N/S Remote Alarm LED (Red), Pilot LED
(Green), and push-button Test/Reset
e e e switch
‘2" mugoum FAUM(EMLE MS-RA/P/T N/S Remote Trouble LED (Yellow) and Pilot
@ LED (Green)
e @ P MS-RA/FT/P N/S Remote Trouble LED (Yellow), Pilot
TESTRESET piLoT TESTRESET LED (Green), and push-button Test/Reset
@ © e switch
MS-RA/P/R MS-RA/P/T MS-RA/FT/P MS-KA/R 1000254 Remote Alarm LED (Red) and key-
operated Test/Reset switch
@ @ 4 MS-KA/P/R 1000253  Remote Alarm LED (Red), Pilot LED
@ AL%. FAULTTROUBLE (Green), and key-operated Test/Reset
ALaRM switch
PILOT PILOT
MS-KA/P/T N/S Remote Trouble LED (Yellow), Pilot LED
resvmeser TESTmesET ESTRsET (Green), and key-operated Test/Reset
@ 4 @ switch
MS-KAR MS-KA/P/R MS-KA/P/T MS-RD N/S Remote Duct Smoke Detector LED (Red)
MS-F/T N/S Remote Touble LED (Yellow)
[2) @ o MS-RH/P/A N/S Remote Alarm Horn, Alarm LED (Red),
PgT and Pilot LED (Green)
@ @® MS-RH/KA/P/R 1000252  Remote Alarm Horn, Alarm LED (Red),
' FAULTITROUBLE o Pilot LED (Green), and key-operated Test/
°:E§§E§:° Reset switch
° ° Py MS-RH/KA/P/A/T 1000251  Remote Alarm Horn, Alarm LED (Red),
VS.FD ST VSR Trouble LED (Yellow), Pilot LEP (Green),
and key-operated Test/Reset switch
> 2 2 2 2 MS-RH N/S Remote Alarm Horn
P -
ag§§§§§go pioT Q000 R * N/S = Non-Stock Item (Special Order)
TEST/RESET PILOT .I.EET
] % Q @ 2
MS-RH/KA/P/R MS-RH/KA/P/A/T MS-RH

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

MS SERIES

Product Description Power Requirements

The MS Series remote accessories are designed to be used with the ~ Alarm LED 15SmA

ADSD, DSD, and RW Series Duct Smoke Detectors to provide audible ~ Pilot LED I5SmA

and visual indication as well as remote test/reset functions. Horn 20mA @ 24 VDC

These devices are constructed of brushed stainless steel and mount on  §ound Pressure

a standard single or double gang electrical backbox. Horn 78db @ 10 ft.
Dimensions
Single Gang 2.75" (69.85mm) W

4.5" (114.3mm) H

Double Gang 4.5" (114.3mm) W

4.5" (114.3mm) H
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