DocuSign Envelope ID: 1A08DCBF-230D-41B4-A395-25E3F7A1FBDF (
WIRE SIZE BURNDY LUG BOLT SIZE /

i o~

<& A

#6 AWG GREEN INSULATED YABC—2TC38 3/8” — 16 NC S 2 BOLT

. L]
” Re d for Code C¢ i
#2 AWG SOLID TINNED YA3C—2TC38 3/8” — 16 NC S 2 BOLT Sprl nt evevediorCoeConplance

TYPE_HS TYPE 2-YA-2 TYPE_XA TYPE YA-2 IYPE GY

Approved with Conditions

#2 AWG STRANDED YA2C-2TC38 3/8" — 16 NC S 2 BOLT 1
6391 SPRINT PAR Date: _ 03/06/ 8

#2/0 AWG STRANDED YA26-2TC38 3/8” — 16 NC S 2 BOLT OVERLAND PARK, Ko vuzo1-200u 4

% #4/0 AWG STRANDED YA28-2N 1/2” — 16 NC S 2 BOLT \

TYPE VN TYPE_NC TYPE_SS TYPE GR BURNDY GROUND LUG W/ — R WN
LONG BARREL /HEAT SHRINK C

(SEE CHART) '\ / (CLEAR)

I CASTLE

CONDUCTOR 3 CORPORATE PARK DRIVE, SUITE 101
CLIFTON PARK, NY 12065

NUT \

LOCK WASHER —

P

TYPE VS TYPE VB TYPE PT TYPE GT? — / \
Il
|

NOTE:
\ GROUND BAR — BOLT
_(SEE CHART)

1. ERICO EXOTHERMIC "MOLD TYPES” SHOWN HERE ARE EXAMPLES. CONSULT WITH CONSTRUCTION MANAGER FOR SPECIFIC
MOLDS TO BE USED FOR THIS PROJECT. (TYP)
2. MOLD TYPE ONLY TO BE USED BELOW GRADE WHEN CONNECTING GROUND RING TO GROUND ROD. \
BURNDY TWO HOLE LUG W/

AN LONG BARREL

\ (SEE CHART)

CADWELD GROUNDING CONNECTIONS
“BARE WIRE TO BE SPRINT SITE NUMBER:
SCALE: NOT TO SCALE / NO—OX AT BOTH ENDS NMO03XC066
_—STRANDED (GREEN INSULATED) ONLY FOR #6 AWG
SEE CHART, :
. \/ o TN N\ < ) BU #: 878782
~
>= PORTLAND WARREN AVE
<
ANTENNA CABLE — Na W(thP‘TCoALQLZ')'
‘ 1207 AX. ‘ R i R ROOTNG 188 WARREN AVE
TYP NOTES:
i - e PORTLAND, ME 04103
‘ L D // GROUND KIT 1. ALL GROUNDING LUGS ARE TO BE INSTALLED PER MANUFACTURER’S SPECIFICATIONS.
— COAX JUMPER (TYP.) — e ALL HARDWARE BOLTS, NUTS, LOCK WASHERS SHALL BE STAINLESS STEEL. ALL
HARDWARE ARE TO BE AS FOLLOWS: BOLT, FLAT WASHER,GROUND BAR, GROUND LUG, "N
WEATHERPROOFING KIT (SEE ‘ FLAT WASHER AND NUT. EXISTING 179'-4" MONOPOLE
NOTE 3) -
CONNECTOR — #6 AWG MECHANICAL LUG CONNECTION
WEATHERPROOFING KIT
TYP. SEE NOTE 2 .
CABLE GROUND KIT ( ) COPPER /GALVANIZED SCALE: NOT TO SCALE
COAX GROUND BAR
#6 AWG STRANDED COPPER GROUND WIRE BONDED DIRECTLY TOWER
(GROUNDED TO GROUND BAR). SEE NOTE 1 & 2 f k /
CABLE CONNECTOR ANTENNA CABLE #6 AWG MIN. FROM ANTENNA
CABLE GROUND KIT
TO BTS EQUIPMENT (TYP.) —~
NOTES: ISSUED FOR:
1. DO NOT INSTALL CABLE GROUND KIT AT A BEND AND ALWAYS DIRECT GROUND REV| DATE | DRWN DESCRIPTION ~ [DES./QA|
WIRE DOWN TO GROUND BAR. NOTES: A 12/21/17 AK PRELIMINARY LMR
2. GROUNDING KIT SHALL BE TYPE AND PART NUMBER AS SUPPLIED OR 0 | o1/260/18 | AK CONSTRUCTION AJF
RECOMMENDED BY CABLE MANUFACTURER. 1. DO NOT INSTALL CABLE GROUND KIT AT A BEND AND ALWAYS DIRECT GROUND
WIRE DOWN TO ANTENNA GROUND BAR. GROUND BAR ON SHELTER. ICE
3. WEATHER PROOFING SHALL BE TWO—PART TAPE KIT, COLD SHRINK SHALL NOT BRIDGE, OR ON ANTENNA TOWER N\ \
BE USED. 2. WEATHER PROOFING SHALL BE TWO—PART TAPE KIT. COLD SHRINK SHALL NOT BE /j
USED.
CABLE GROUND KIT CONNECTION rem—
4 y
SCALE: NOT TO SCALE / © o % Y 0 o
GROUND CABLE CONNECTION O O / W,%\\\
N
SCALE: NOT TO SCALE L1 B5ADB06G DQ\(?;SF
~ *
/ *TWO HOLE LUG, OR—— = |~—————— GROUNDING SHALL BE ~ %
3/8—11x1" TAMPER — EXOTHERMIC WELD TO BE USED ELIMINATED WHEN GROUND BAR : &
RESISTANT BOLT @ WITH #2 AWG BARE CONDUCTOR IS ELECTRICALLY BONDED TO -
(TYP) WIRE TO BUILDING SERVICE METAL TOWER - H
INSULATORS - \ GROUND OR GROUND RING = xi
SEE NOTE 2. = H
-0 H
GROUNDWIRE INSTALLATION = ‘p:‘
WALL BRACKET - O
() NOTE: MINIMUM OF —— — /S NUT SCALE: NOT TO SCALE 2
3 THREADS TO BE / (TYP) s
VISIBLE
(TYP) %
—— S/S SPLIT
. WASHER Prpppen\y
2 HOLE LONG —— N (TYP) #2 TINNED SOLID IN 3/4” LIQUID TIGHT — 1/26/2018 4:04:17 pm EQT
BARREL TINNED . \ B
UNIVERSAL COPPER SOLID COPPER N CONDUIT FROM 24" BELOW GRADE TO
GROUND BAR (4"x20") LUG ~ Ay _—— S/S FLAT WITHIN 3" TO 6" OF CAD—WELD
™) @/ WASHER TERMINATION POINT. EXPOSED END OF
LOCK WASHER —/ T (TYP) THE LIQUID TIGHT CONDUIT MUST BE
P/N M10 0 - —— SEALED WITH SILICONE CAULK.
(TYP) \ Wo_HOLE P T HF——
COMPRESSION LUG TIN COATED SOLID —— \ CADEVTF(LPD)
NOTES. COPPER BUS BAR 55 Fuar
WASHER
1. DOWN LEAD (HOME RUN) CONDUCTORS ARE NOT TO BE INSTALLED ON CROWN CHERRY INSULATOR (TYP) [T1S A VIOLATION OF LAW FOR ANY PERSON,
CASTLE TOWER, PER THE GROUNDING DOWN CONDUCTOR POLICY QAS—STD—10091. INSTALLED IF REQUIRED UNLESS THEY ARE ACTING UNDER THE DIRECTION
NO MODIFICATION OR DRILLING TO TOWER STEEL IS ALLOWED IN ANY FORM OR \— s/s BOLT ~ > TTIEY ARL AL LI o
TIE INTO EXISTING GROUND RING e OF A LICENSED PROFESSIONAL ENGINEER,
FASHION, CAD—WELDING ON THE TOWER AND/OR IN THE AIR ARE NOT PERMITTED. (TYP) s TO ALTER THIS DOCUMENT.
2. OMIT INSULATOR WHEN MOUNTING TO TOWER STEEL OR PLATFORM STEEL H‘HEM

SCALE: NOT TO SCALE SCALE: NOT TO SCALE

USE INSULATORS WHEN ATTACHING TO BUILDING OR SHELTERS. SHEET NUMBER: VISION?Y
QGROUND BAR DETAIL O LUG DETAIL QTRANS\T\ON\NG GROUND DETAIL G_ 2 O
SCALE: NOT TO SCALE \ /




