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28


40% 


31 

56'.4
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15% 
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5.19 6.39 7.59 8.79 

9.99
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U S TE D 


1.197 1.391 1.585 1.779 

1.973 

M EA APPR O VED 


37.8 

45.2 52.6 60.0 

67.4


C R N  APPR O VED

1.512 

1,768 

2.024 2.280 2.545


Approval num bers are subject to periodic changes and updates.


P lease visit w w w .buderus.us for the m ost up-to-date approval num bers.


G 315 S eries


G ross O utput (M BH ) 

350 454 

559 663 768


# of Sections 5 

6 

7 

8 9


M ax. Input G as (M BH ) 

433 

556 

678 

801 924


M ax. Input O il (G PH ) 

3.0 

3.85 4.7 5.6 

6.4


N et IBR  (M BH ) 

304 

395 

486 577 

668


Boiler H P 

10.4 

13.6 

16.6 19.8 22.9


M ax. 'O perating Pressure (psil 

87 87 87 87 87


C om bustion Efficiency O il 86.8%  

86.9%  87%  87.1%  87.1% 


C om bustion Efficiency G as 84.2%  

84.3%  

84.4%  84.4%  

84.5% 


Therm al Efficiency O il 83.3%  84.3%  84.9%  

85.4%  

85.7% 


Therm al Efficiency G as 80.8%  81.8%  

82.4%  

82.8%  

83.1% 


N um ber of Sections 

5 6 

7 

8 9


Plpm g C onnections


Vent C onnection Size. in 7


Supply. in 

3


R eturn. in 

3


Boiler D oor Thickness. in


63 "'I··


Boiler Block length. in (lK) 

38 '1,6


M inim um  Boiler W idth. in


H eight. in


Fire Box D epth. in


Fire Box D iam eter. in


Fire Box Volum e (cu. It.l


D ry W eight C lbs.l


W ater C ontent (gal.l


O perating W eight C lbs.l


_ 3 4 4 1 /6 4

11

_
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Front View Side View Rear View


B U D E R U S 


C ast Iron B oilers


G 215 - G 315 S eries


O perational R equirem ents of the G 315


The boiler m ust be placed on a sm ooth,


level concrete base, 33W ' w ide.


I C em ent in the base (or place on its top)


either 4" x 1,4" flat steel plates or 4" x 2"


x 1,4" angle irons for boiler support.


I Set boiler high lim its above 122°F (149


of for m odulating gas burner) for safe


boiler operation.


I Low  fire setting m ust be at least 60% 


of full fire for a LHL burner.


M aintain m inim um  of 158°F in the


boiler in case of ice w ater return


tem peratures.


I Buderus recom m ends the use of


custom ized Beckett or R iello F series


burners w hen firing the G 315 w ith oil.


(Available from  BuderusJ


I U se Pow er Flam e or R iello for gas


firing. (Available from  BuderusJ
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