“NOTICE-

+ CUSTOMER SHOULD CONSULT A REGISTERED ARCHITECT OR ENGINEER OF THEIR CHOICE IF ARCHITECT OR ENGINEER STAMP 1S REQUIRED.

+ ALL DIMENSIONS AND MEASUREMENTS TO BE FIELD VERIFIED PRIOR TO CONSTRUCTION.

TYPICAL ROOF CONSTRUCTION

RIDGE VENT

CONTINUOUS SOFFIT VENT

ROOF SHINGLES

*5 FELT

(2) ROWS 36" WIDE WATERPROOF
MEMBRANE @ EAVES

2x12 RIDGE

2x10 RAFTERS 2 l&" O.C.

172" APA RATED SHEATHING W/ 8D
RING SHANK NAILS @ 5" O.C. PANEL
EDGES AND INTERMEDIATE

2x& CEILING JOISTS @ 18" O.C.

TYP. EXTERIOR WALL: ————————— ] =

1727 G.W.B OVER

4 MIL. REINF. POLY VAPOR BARRIER

2x6 STUDS @ 24" O.C.

W/SOLID 2x BLOCKING AT ALL
SHEATHING PANEL EDGES

Ve" APA RATED SHEATHING

8D NAILS - RING 8HANK @ 4" O.C.
PANEL EDGES AND &" O.C.
INTERMEDIATE (TYP.) OVER CONT.
BLDG. WRAP UNDER VINYL SIDING

2xe P.T. SILL
W/ SILL SEALER

/RIDGE VENT

2x12 RIDGE

(D GABLE VENT INSTALLED
ABOVYE EACH UNIT FRONT
¢ REAR

o |0t
= =
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TERMINATING AT BOTTOM SIDE OF ROOF DECK.
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CAULKING.
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+ THIS DRAWING 1S PROVIDED FOR INFORMATIONAL PURPOSES ONLY. IF USED FOR CONSTRUCTION, THE CONTRACTOR ASSUMES ALL RESPONSIBILITY FOR LOCAL CODE COMPLIANCE.

+ IF CONSTRUCTION IS PERFORMED FROM THIS PRINT, STEVE EMERY ASSUMES NO LIABILITY OR RESPONSIBILITY FOR ANY STRUCTURAL OR ENGINEERING DETAILS INVOLVING CONSTRUCTION FROM THIS PRINT.

+ CONTRACTOR 1 REQUIRED TO PROVIDE ADEQUATE CONNECTIONS BETWEEN ALL STRUCTURAL MATERIALS.

+ ALL STRUCTURAL BEAMS AND MATERIAL TO BE APPROVED BY A MAINE LICENSED STRUCTURAL ENGINEER.

+ ALL MATERIALS AND FASTENERS SHALL MEET ALL BUILDING CODES.
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NOTICE:

WINDOW AND DOOR SCHEDULE PER CONTRACTOR.

MATERIAL LIST PER CONTRACTOR.
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