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CONCRETE MASONRY LINTEL SCHEDULE NOTES:
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1. ONE ANGLE REQUIRED FOR EVERY 4" OF MASONRY.
MASONRY OPENING SIZE BEARING 2. MULTIPLE ANGLES SHALL BE WELDED BACK TO BACK.
3. "SGMU" INDICATES SOLID GROUTED MASONRY UNIT.
4'-10" OR LESS L4x3 1/2x5/16 (LLV) 8" MIN. ON SGMU 4. LINTEL FOR EXTERIOR MASONRY SHALL BE HOT-DIPPED
GALVANIZED.
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7'-0" TO 9'-0" L6x3 1/2x3/8 (LLV) 8" MIN. ON SGMU
EXISTING ROOF
EXISTING METAL
ROOF DECK
= f
EXISTING METAL PANEL
FASCADE Il Il 1 I | ] | 1
2ig WOOD FRAMING EXISTING STEEL/
W/ 1/2” GYPSUM BD _ AR JOISTS
:@\§ \EXISTING WOOD FRAMING
—— WITH GYPSUM BOARD
—H PROVIDE 2-2X6 HEADER IN
SUSPENDED ACOUSTICAL/_M i m‘/EXISTING FRAMING TO PROVIDE
CEILING SYSTEM . i A 4 WIDE OPENING AT THE
— ~ Sf BOTTOM OF THE RAMP EXISTING CONC
EXISTING CMU WALL — _ ~ ! SLAB=ON=GRADE
EXISTING WOOD FURRING |
AND GYPSUM BOARD ] 0
— |
i Y A
EXISTING GRADE/
EXISTING CONC/ \
COUNDATION 1/4” 1.D. PIPE RAIL
EXISTING CONC %L[EO/WN%%SOLB?@Q (lsNTé 1'=6" RECONSTRUCTED 5" CONCRETE
SLAB—ON—GRADE REINFORCE WITH FIBER MESH
EXISTING CONCRETE SLAB
TYPICAL BOTH ENDS RAMP AT 1:12 SLOPE
3 ) PARTIAL SECTION
2X8 LEDGER SECURED TO CMU
EXISTING ROOF WITH 1/4” SCREW ANCHORS @
EXISTING METAL 16” 0.C. AND SIMPSON U210
ROOF DECK JOIST HANGERS EACH END
ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ N A e e e e e e
EXISTING 12 : | AN / N
CMU- WALL | | / \ —= \ ! 7 5/8” SUBFLOOR PLYWOOD
o~ EXISTING STEEL 2X8 WOOD JOISTS @ 16" 0.C.
BAR JOISTS 7 1/4” BATT INSULATION

127 CMU IN=FILL ——

ig% ”
OF EXISTING T STEEL LINTEL (EzﬁﬁﬂvaiLLm
OVERHEAD DOOR (SEE SCHEDULE) “
OPENINGS I , N
- 12" CMU IN=FILL 1
| = —
0 A NG o | 2X4 WOOD FRAMING
5 %e STw/ 1/27 GYPSUM
| =
b 6" CONC SLAB v G| BOARD. PANT
— | A o co
HOLLOW METAL—
COMPACTED STRUCTURAL FILL
DOOR Hi~ -~
| N V X ! !

f1/2” GYPSUM BOARD, PAINT

A

12" CONCRETE WALL— |
DRILL AND DOWEL \

.b"b'_h‘_h;b'_b'_l‘_h;b;blb;b'_b;

''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''

TO EXISTING SLAB r .

AND FOUNDATON/ N
N
EXISTING GRADE

EXISTING CONC/

FOUNDATION

L_|- EXISTING CONC
SLAB—ON-GRADE SLAB—ON-GRADE
EXISTING CONC
/—\ FOUNDATION

EXISTING CONC

!
[

EXISTING ROOF

EXISTING METAL
ROOF DECK

—EXISTING CMU

EXISTING STEEL
BAR JOISTS

EXISTING 127
CMU WALL

6" CONC SLAB

COMPACTED
STRUCTURAL FILL

EXISTING GRADE

A25

BUILDING SECTION

SCALE: 3/8"=1'-0"

EXISTING CONC
SLAB—ON-GRADE

EXISTING CONC
FOUNDATION

EXISTING CONC
FOUNDATION

4

#4 DOWELS @ 12" O.C.
DRILL AND GROUT BARS
THROUGH SLAB AND
INTO WALL BELOW

FOUNDATION DETAIL

SCALE: 1 1/2"=1'-0"

\

LPRO\/IDE TEMPORARY
SHORING

- (TYPICAL BOTH SIDES)
S NEW STEEL LINTEL

W8X31 + 3/8X11" PLATE
WELDED TO TOP OF BEAM

T NEW OPENING IN
CXISTING CMU

EXISTING CONC
/ SLAB-ON—GRADE
!

~
|
(@))]

WALL SECTION

SCALE: 3/8"=1'-0"

HARRIMAN

AUBURN PORTLAND MANCHESTER

LEPAGE BAKERIES
COUNTRY KITCHEN
BAKERY OUTLET
DISTRIBUTION
CENTER
276 WARREN AVE.

PORTLAND, MAINE

Harriman Project No. 14558

Proj North @

Key Plan

Issues an d Revisions

Mark Date Description
12-31-14 CONTRACTOR REVIEW
01-23-15 ISSUED FOR 100% REVIEW
01-30-15 ISSUED FOR CONSTRUCTION

HEsTy e p—

PA/PE:  JLJ © 2015

Harriman Associates

Drawn By: SJD

BUILDING
SECTIONS

A25.1




