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TECHNICAL INFORMATION

The Solenne Classic Boiler is
perfectly suited for heat
distribution systems designed
to utilize high temperature
water.

Cammaon systems that require
high water temperatures are
Copper FinTube Bas eboard,
Radiators and Fan Cails.

System sfficiency can be
increased when the supplied
Outdoor Reset Sensor is
utilized. When temperature
conditions outdoors warm up,
the boiler will automatically
decrease the bailer operating
temperature, therehy redudng
fuel consumption and increa-
sing system efficiency.
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Performance Data ; |

T Rated Input min-max (MBH) s-100 | 60-ta | eo-i00 [ €010

| Efficiancy - AFUE % 85 | 85 85 [ 85 i
Heat Temperature Range 85 -185°F

Dimensions s £ :

T [ Weight (ibs) o7 95 =T
Height (in.) ' ) 3 a1 —
Width {in.) ) 177 77 N

| Depth in.) ) I 128 | 129 =

" Domestic Hot Water Data.

" | DHW Temperature Range | 95 -167°F
DHW Flow Rate @ 63F Rise (gom) \ 31 [ - ]

i Pl !

| Congentric 83 35 ~
[ Twin Pipe S5 (Flue  Air Inake) T
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WALL MOUNTED GAS BOILER

AN ECONOMICAL SOLUTION
FOR TRADITIONAL HEATING
SYSTEMS

LP or Natural Gas fired

Reduced installation and operational costs

Fully packaged in a compact, appliance
grade cabinet

‘Whisper guiet aperation
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The Solenne Classic is a quiet, reliable, gas fired,wall

' mounted, direct vent boiler. Boasting an 85% AFUE, the
Solenne Classic is an economical solution to satisfy
today's diverse healing needs.
Offered as a complete fully packaged, sealed combustion
boiler which reduces both installation time and cost.

The Solenne Classic is factory set for either LP or Natural

Gas. Modulating from 110K BTU to 60K BTU to perfectly

match healing system demand, the Solenne Classic boiler
. maximizes aperational efficiency.

| The Solenne Classic is available in two distinct models.
The PNCC model provides instantaneous hot water via the
integral brazed plate heat exchanger.

The Space Heating PNCH model provides interal zoning

for easy installation of any indirect water heater.

GITECH intuitive control system delivers a simple
itive interface far both installer and homeowner.

ar Limited Lifetime Heat Exchanger &

- Modulating Gas Valve

Digitech Control System

KEY POINTS:

! INTUITIVE, SELF DIAGNOSTIC, CONTROL

] SYSTEM FOR EASE OF USE
INFORMATION P HIGH DEGREE OF ELECTRICAL PROTECTION
POWERANDFUNCTIONOPTIONS | ||| ]
bbbt

HEATING TEMPERATURE SELECTION | ERROR CODE MEMORY FOR ACCURATE
WA i &TIMELY TROUBLESHOOTING

RESET /SERVICE B E— ==
OH.W. TEMPERATURE SELECTION EASY TO READ BACKLIT DISPLAY

95-165°F

« ASME Heat Exchanger

+ Integrated Control w/ Outdoor Sensar FU"Y Packaged System

- Grundfos Primary Circulator
- Expansion Tank 1
- Safety Rellef Valve ¥
- 3-Way Diverter Valve
|
|

-« Direct Spark Ignition




