
FACP


P

1001 F 1002


KB


110


110


F 1003
F 1004 F 1005 

110 

F 1006 F 1007 

110 

F 1008 F 1009 

110 

F 1010 F 1011 

110 

F 1012 F 1013 

110 

F 1014 

F 1015


110 110 

110 110 110 

TENANT #1
TENANT #2 TENANT #3 TENANT #4 TENANT #5 TENANT #6 

T 
4

1016


NAC MST 

T 
4

1017


15


F 1018


FC-901


ELECTRICAL ROOM


DEDICATED CKT #


1001 1002 1003 1004 1005 1006 1007 1008 1009 1010


1011 1012 1013 1014 1015 1016 1017 

ELECTRICAL ROOM


PAD-4


DEDICATED CKT #


1 PR #16/S


SLC


1 PR #14


110 
1 PR #14 

NAC #1 

110 110 110 110 110


1.554 A 

110 110 110 110


1.100 A 

110 110 95 95 

1.102 A


1 PR #14 

NAC #2 

1 PR #14


NAC #3 C C 

15 

1018


DB-11 Detector Base

DB-HR Relay Base 

Used for OOH941, OOHC941,

OH921 & HI921 Detectors


4" oct. X 2 1/8" deep (surface or flush)

 or 4" sq. x 2 1/8" deep (surface only)


 box (by others)


If cast box is

 required,we suggest


 Stonco #75.


From FACP or

Previous

Device


MSM-KD - Manual Station

MSM-K - Manual Station
 3.6K


EOL


To Next

Addressable


Device 

HTRI-M 

RD BK 

OR


OR


Green Wire On HTRI-M

Must Be Connected To


Equipment Ground

(Not The SLC Drain)


+ + - 

(+)


(-)


From

Previous

Device


Or FACP


To Next

Device

Or EOL


(+) 

(-)


(-)

(+)


From FACP 
or previous 

device


To next 
device 

ᜀᨀጀ鼀


Supervised Switch

Normally Open or

Normally Closed


3.5mA current max

Cable length max 200 ft, 18 AWG


NOTE:

This terminal shall

be connected to

equipment ground.


(-)

(+)


2 1 5
4 3 

GRN


HTRI-S

NC


(-)

(+)


From FACP 
or previous 

device


To next 
device 

ᜀᨀጀ鼀


Supervised Switch

Normally Open or

Normally Closed


3.5mA current max

Cable length max 200 ft, 18 AWG


Contact Rating

4A 125VAC, resistive

4A 30 VDC

(Shown in Standby)


NOTE:

This terminal shall

be connected to

equipment ground.


(-)

(+) 

2 1 

8 7 6


5
4 3 

GRN


HTRI-R


1b


6 FACP or

previous

device


(-) 

(+) (+)


(-)


To next

detector


or

device


DB-11 Base


5 

1a 

Mounted on DB-11

or DB-HR


Detector Base


OH921 Addressable Photoelectric Detector

HI921 Addressable Thermal Detector


Ceiling


From FACP or

Previous

Device


3.6K

EOL


To Next

Addressable


Device


HTRI-M 

RD BK 

OR


OR 

Green Wire On HTRI-M

Must Be Connected To


Equipment Ground

(Not The SLC Drain) 

Device


FACP or

previous

device


(-) 

(+) (+) 

(-) 

To next

detector


or

device


DB-HR Relay Base 

3 1/2" Deep

Switch Box

(By Others)

(For Flush


Mtg)


MSM-BOX

(For Surface


Mtg)


Used for OOH941, OOHC941,

OH921 & HI921 Detectors


Used for OOH941, OOHC941,

OH921 & HI921 Detectors


A


A


B


B


Out 

C


C


D


D


+1b


+1b


-6


-6


-5


-5


In1a


In1b


In2a


In2b


In3a


In3b


In4a


In4b


Do not

use


SLC 

(+)


(-)


TO CITY MASTER BOX


TO CITY MASTER BOX 

TO CITY MASTER BOX 

TO CITY MASTER BOX 

RELAY OUTPUTS TO


BE #16 AWG


TO PAD-3 TROUBLE CONTACTS 

A


A


B


B


Out


C


C


D


D


+1b


+1b


-6


-6


-5


-5


In1a


In1b


In2a


In2b


In3a


In3b


In4a


In4b


Do not

use


SLC


(+)


(-)


TO SPRINKLER FLOW


TO SPRINKLER TAMPER


TO SPRINKLER LOW AIR


DWG. NO.


SYMBOL LEGEND


QTY SYMBOL DESCRIPTION MODEL BACK BOX


ENCLOSURE
FACP FIRE ALARM CONTROL PANEL 1 FC-901 

P 
XX


SMOKE DETECTOR/BASE

SINGLE GANG OR


OCTOGON BOX
1 
OH921/

DB-11


3.5" DEEP
MANUAL PULL STATION

SINGLE GANG
F XX
14


MSM-KD/

HTRI-M


4" SQUARE
MULTI-CANDELA HORN/STROBE

cd


12 ZH-MC-R 

ENCLOSURE
NAC POWER EXTENDER NAC 1 PAD-4 

4 11/16" SQUARE
4 INPUT/OUTPUT MODULE T 
4


2 FDCIO422 

4
2
" 

T
O

 4
8
"


MANUAL PULL STATION


4" SQUARE
HORN/STROBE (CEILING) 
cd


2 ZH-MC-CR 

ENCLOSURE
RADIO MASTER BOX MST 1 AES 

4" SQUARE
MULTI-CANDELA STROBE cd ZR-MC-R 1 

10/07/14


