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1. HINGED BASE FOR ACCESS


2. WOOD NAILER


3. ANCHOR ALL FOUR SIDES WITH SCREWS 12"


O.C.


4. PREFABRICATED INSULATED ALUMINUM


CURB


5. CONDUIT HOLE


6. ANCHOR TO ROOF DECK AS REQUIRED


7. RUBBER GASKET APPLIED TO TOP OF CURB


8. FLASH PER ROOFING MFG'R REQMTS. FLASH


UP AND OVER WOOD NAILOR


9. GREASE TRAP


10. DRAIN CONNECTION


11. CENTER TRANSITION TO DUCTWORK


FROM DAMPER OR CURB. PROVIDE 3X


DIAMETER STRAIGHT RUN MINIMUM.


12. INSULATED EXHAUST DUCTWORK.


A. DELETE CANT FOR SINGLE MEMBRANE


ROOFS.


B. TOP OF CURB MUST BE LEVEL. FABRICATE


PITCH IN CURB IF NECESSARY


C. CONTRACTOR HAS THE OPTION TO INCREASE


THE HEIGHT OF THE CURB OR ADD BLOCKING


TO THE CURB. THE ADDITIONAL HEIGHT


REQUIRED SHALL EQUAL THE ROOF


ASSEMBLY THICKNESS. THE CURB INTAKE


OPENING SHALL BE AT A MINIMUM 12" ABOVE


FINISHED ROOF.


D. LOCATE A MINIMUM OF 10'-0" FROM EDGE OF


ROOF AND INTAKES


GENERAL NOTES:


KEYED NOTES:


ABOVE ROOF.


DISCHARGE HEIGHT


FOR 40" MINIMUM


VENTED CURB EXTENSION


10"


MIN


SCALE: 

KITCHEN EXHAUSTER

NONE
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