
S U B S U R FA C E  W A S TE W A TE R  D IS P O S A L S Y S TE M  A P P LIC A TIO N

M aine D epartm ent of H um an Services


D ivision of H ealth Engineering, Station I 0


(207) 287-5672 Fax: (207) 287-3165


Town, C ity, Plantation


Portland


2" Dia. Force M ain (See Note #1)


ERP: N ail47" High in


Form er Utility Pole used


for Clothes Line


I


Install Lift Station


, 

Existing 750 Gallon


Plastic Septic Tank


I


B A C K FILL R EQ U IR EM EN TS

D epth o f B ackfill (upslope) .38:.__

D epth o f B ackfill (dow nslope) .4.0:___

NOTE: SCARIFY ALL GROUND SURFACE


TO BE FILLED. BED THICKNESS FROM 


BASE OF STONE TO TOP OF LOAM  IS


M INIM UM  20' W ITH FILTER FABRIC AND


22' W ITH HAY.


A


G ee-textile fabric or


2" Hay covering Stone


3' Shoulder


Street, Road, Subdivision


240 Lane Ave


C O N STR U C TIO N  E LE V A TIO N S

Finished G rade Elevation ~ 

Top o f Perforated Pipe ~ 

Bottom  o f Stone ---=:.3lt__


D ISPO SA L FIELD  C R O SS SEC TIO N

O wner or Applicant Nam e


M ichelle Andreoli


Scale: l" = _20_ ft

t-1


2-30' Long 4" dia. Perforated Pipes


5 Feet On Center Spacing


Property O wner to Confirm  Property


Line Prior to Construction


Shallow


1. Force m ain to pitch towards pum p


station, such that it will com pletely drain


following each pum p cycle. D rill1/4" hole in


bottom  of force m ain between the inside of


the pum p cham ber and the check valve to


allow force m ain to drain following each


dosing cycle. Force m ain to enter into


bottom  of distribution box (D-box).


2. Contractor to construct surface water


diversion swales to direct storm water


away/around disposal field and fill


extensions, as well as the hom e foundation.


E LE V A TIO N  R EFER EN C E PO IN T


Location & Description: N ail47" High in


Form er Utility Pole used for Clothes Line


Reference Elevation is 0. 0" or:


Scales:


Yerticle: I" = _ 5 _

Horizontal: I" = _ 5 _

12" Stone-m ust be clean, uniform  in size, and free of fines, dust,


ashes, or clay. Stone m ust conform  to the allowable nom inal stone


sizes (3/4" or 1-1/2") listed in Table 11 B of the Code 

4" dia. perforated pipe


Top of pipe 1" below top of Stone


M inim um  8" Fill Above Stone


8


4" Loam /Seed/M ulch O verlying Clean Sand


3' Shoulder


Scarify all ground to be filled. Rem ove vegetation and organic


loam  topsoil. Scarify soil to a depth of 6 inches by m ixing


gravelly coarse sand with native soil using a rototiller or


backhoe bucket with teeth. Do not use a backhoe bucket without


teeth because it can com pact and sm ear the underlying soil.


Existing Leachbed M ound


(Rem ove All Existing Leachfield


om ponents including


blackened soils within 5 feet of


proposed leachbed.


M in. 18 Inches of G ravelly Coarse


Sand Below Disposal Field Stone.


Sized Per Section 4.0.7 of the Rules.
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